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1. UNPACKING. This equipment should be unpacked carefully and handled with care. Check for the following items: â€¢ Model number of unit. â€¢ Instructions for Use. If an item appears to have been damaged in shipment, replace it properly in its carton and notify the shipper. If any items are missing, notify Bosch Security ... 
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Instruction Booklet



EN Indoor/ Outdoor Mounts



SAFETY PRECAUTIONS



3



The exclamation point within an equilateral triangle is intended to alert the user to presence of important operating and maintenance (servicing) instructions in the literature accompanying the appliance.
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Le point d'exclamation à l'intérieur d'un triangle équilatéral avertit l'utilisateur de la présence d'instructions importantes d'utilisation et de maintenance dans la documentation accompagnant l'appareil.



4.1 LTC 9214/00 356-mm (14-inch) and LTC 9224/00 610-mm (24-inch) Column Mounts



SICHERHEITSVORKENHRUNGEN Das Ausrufezeichen in dem gleichseitigen Dreieck ist dazu da, den Benutzer auf wich-tige Inbetriebnahme- und Instandhaltungs-vorschriften hinzuweisen, die dem Gerät in Form einer Broschüre beigelegt sind.



1.



2.



PRECAUCIONES DE SEGURIDAD El símbolo de exclamación dentro de un triángulo equilátero, se muestra con el objetivo de alertar al ususario de que instrucciones de operación y mantenimiento importantes acompañan al equipo.



UNPACKING



This equipment should be unpacked carefully and handled with care. Check for the following items: • Model number of unit. • Instructions for Use. If an item appears to have been damaged in shipment, replace it properly in its carton and notify the shipper. If any items are missing, notify Bosch Security Systems.



3. 4.



5.



The shipping carton is the safest container in which the unit may be transported. Save it for possible future use.
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INSTALLATION



See SPECIFICATIONS for the maximum rated load of mount. Mounting Hardware: Not furnished. Note: The use of stainless steel or zinc-plated fasteners is recommended.



SECURITE
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DESCRIPTION



These versatile indoor/outdoor column, wall, corner and adjustable head mounts accommodate fixed cameras, housings, pan/tilts, and scanners.



SERVICE



If the unit ever needs repair service, the customer should contact the nearest Bosch Security Systems, Inc. Service Center for authorization to return and shipping instructions.



Service Centers



6.



U.S.A.: 800-366-2283 or 408-956-3895 Fax: 800-366-1329 or 408-956-3896 Email: [email protected] Canada: 514-738-2434 Europe, Middle East & Asia Pacific Regions 800-366-2283 For additional information, see www.boschsecuritysystems.com 2



Determine a secure mounting location, either for a pedestal (floor) mounted installation or for an overhead (ceiling) mounted installation. Caution: a. For a secure mounting installation, bolts should extend through the mounting surface and be secured with nuts, washers, and lock washers on the opposite side. b. If studs are used, they should either be anchored in concrete or welded to a steel backer plate. c. If the LTC 9214/00 or LTC 9224/00 is mounted to wood or a blind structure (with no access to the rear) in a ceiling, make certain that the mounting fasteners have a minimum pull-out strength of 600 pounds. WARNING: The maximum rated load is reduced to 45.3 kg (100 lb) when mounted in a ceiling. Locate and drill four mounting holes using the end flanges as a template. Using four bolts (or studs) with nuts, washers, and lock washers, fasten the LTC 9214/00 or LTC 9224/00 to its mounting location and tighten all nuts securely. Note: The minimum diameter bolt (or stud) required is 10 mm (3/8 in). To mount the LTC 9227/00 Adjustable Head Mount: a. Use the mounting hole which is located in the center of the LTC 9214/00 or LTC 9224/00 mounting plate. This mounting hole is threaded to receive a 1/4-20 bolt. b. Insert a 1/4-20 hex head machine bolt with washer and lock washer through the LTC 9227/00 base plate and into the threaded insert on either end flange of the LTC 9214/00 or LTC 9224/00. To mount a pan/tilt or scanner device: a. The slotted mounting holes on the LTC 9214/00 or LTC 9224/00 can accommodate the following mounting hole dimensions of pan/tilts and scanners: Min. Max. Bolt Circle 197 mm (7.75 in) 121 mm (4.75 in) Square Centers 140 mm (5.50 in) 85 mm (3.36 in)



b.



To install, line up the holes in the base mounting plate of the device. Insert a minimum of four machine bolts (not included) with flat washers through the device and the end flange of the LTC 9214/00 or LTC 9224/00; then securely fasten using lock washers and nuts.
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4.2 LTC 9216/00 409-mm (16-inch) and LTC 9222/00 564-mm (22-inch) Wall Mounts 1.



2.



3.



4.



5.



6.



To mount a pan/tilt or scanner device: a. The slotted mounting holes on the LTC 9216/00 and LTC 9222/00 can accommodate the following mounting hole dimensions of pan/tilts and scanners: Max. Min. Bolt Circle 197 mm (7.75 in) 121 mm (4.75 in) Square Centers 140 mm (5.50 in) 85 mm (3.36 in) b.



Determine a secure wall mounting location. WARNING: Do not mount in an inverted position. Caution: a. For a secure installation use six (6) bolts (not included). The bolts should extend through the mounting surface and be secured with nuts, lock washers, and flat washers on the opposite side. b. If studs are used, they should be anchored in concrete or welded to a steel backer plate. c. If the wall mount is attached to wood or to a blind structure (with no access to the rear), make certain that the mounting fasteners have a minimum pullout strength of 600 pounds. For ease of installation, locate the bottom mounting holes first. Install the bolts (or studs) into the wall surface. WARNING: The LTC 9216/00 and LTC 9222/00 must be mounted with the slotted mounting holes of the wall plate at the bottom. Reseat the LTC 9216/00 or LTC 9222/00 on the bolts (or studs) using the bottom slotted holes, then locate the upper mounting holes and drill into the wall surface. Install the upper bolts (or studs) through the wall mount and into the wall surface. Tighten upper and lower bolts (or studs) securely. Note: The minimum diameter bolt (or stud) required is 10 mm (3/8 in). To mount the LTC9227/00 Adjustable Head Mount to: LTC 9216/00 Wall Mount a. Use the 1/4-20 threaded mounting hole located in the center of the slot pattern. b. Insert a 1/4-20 hex head machine bolt, washer, and lock washer through the adjustable head and into the threaded insert in the wall mount. The bolt should be 20 mm (3/4 in) long. A lock washer and a flat washer must be used under the head of the bolt. LTC 9222/00 Wall Mount a. Line up the hole in the LTC 9227/00 base plate with the center mounting hole on the mounting bracket. b. Insert a bolt with flat washer through the LTC 9227/00 base plate and mounting bracket. A 5/16-18 x 50 mm (2-in) long bolt (not supplied) is recommended to fasten the LTC 9227/00 to the mounting bracket. c. From the underside of the mounting bracket, use a lock washer and nut to secure the LTC 9227/00. Temporarily leave hand tight.



To install, line up the holes in the base mounting plate of the device. Insert a minimum of four machine bolts (not included) with flat washers and lock washers through the device and the mounting plate of the wall mount; then securely fasten using lock washers and nuts.



4.3 LTC 9227/00 Adjustable Head Mount 4.3.1 Parts List Mounting Plate 2 - Flat Washers Base Plate 2 - Neoprene Washers 2 - 1/4-20 Hex Bolts Mounting Plate



Neoprene Washer



Flatwasher



1/4"-20 Hex Bolt



Base Plate



4.3.2 Assembly 1. Insert a neoprene washer between each side of the mounting plate and base plate. 2. Line up each of the side holes; insert one 1/4-20 hex head machine bolt with flat washer and screw into threaded hole in base plate. 3. Hand tighten side bolts until ready to install. 4.3.3 Installation 1. The LTC 9227/00 is intended for installation on a rigid mounting surface by use of a bolt through the base plate. 2. To mount the LTC 9227/00 Adjustable Head Mount to: LTC 9216/00 Wall Mount a. Use the 1/4-20 threaded mounting hole located in the center of the slot pattern. b. Insert a 1/4-20 hex head machine bolt through the adjustable head and into the threaded insert in the wall mount. The bolt should be 20 mm (3/4 in) long. A lock washer and a flat washer must be used under the head of the bolt. LTC 9222/00 Wall Mount a. Line up the hole in the LTC 9227/00 base plate with the center mounting hole on the mounting bracket.
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b.



3.



4.



5.



Insert a bolt with flat washer through the LTC 9227/00 base plate and mounting bracket. A 5/16-18 x 50 mm (2 in) long bolt (not supplied) is recommended to fasten the LTC 9227/00 to the mounting bracket. c. From the underside of the mounting bracket, use a lock washer and nut to secure the LTC 9227/00. Leave hand tight. To install on a LTC 9214/00 Column Mount, insert a 1/420 hex head machine bolt through the LTC 9227/00 base plate and into the threaded insert on either end flange of the LTC 9214/00. To install a camera or camera/housing assembly: a. Insert two (2) 1/4-20 bolts with flat washers from the underside of the LTC 9227/00 mounting plate. b. Thread into the underside of the camera or housing and tighten securely. To adjust the LTC 9227/00: a. Observe the camera video on a monitor while moving the camera to the desired position. b. Tighten securely both the base plate mounting bolt and the two side bolts.



b.



4.



5.



4.5 LTC 9226/00 Corner Bracket 1.



Determine a secure wall mounting location.



2.



Caution: a. Use 10 mm (3/8 inch) stainless steel or zinc plated fasteners (not included) for secure installation. b. If bolts are used, they should extend through the mounting surface and be secured with flat washers, lock washers, and nuts on the opposite side. Each bolt must have a minimum pull-out strength of 780 N (175 lb). c. If studs are used, they should be anchored in concrete or welded to a steel backer plate. Each stud must have a minimum pull-out strength of 780 N (175 lb). d. If the wall mount is attached to wood or a blind structure (with no access to the rear), make certain that the mounting fasteners have a minimum pullout strength of 780 N (175 lb). Locate the eight holes or stud locations using the bracket as a template (four holes per bracket leg). Install the mount using at least eight bolts or studs. Mount wall or dome mount as instructed in the accompanying instructions.



4.4 LTC 9228/00 Flange Bracket 4.4.1 Parts List Mounting Plate 5 - 3/8 Flat Washers 5 - 3/8-16 Lock Nuts 6 x Customer Supplied Bolt



LTC 9216/00 or LTC 9222/00 Wall Mount



3. 5 x Threaded Pemstud (Pre-Assembled)



4. 5.



5 x 3/8 Plain Washer 5 x 3/8-16 Lock Nut



LTC 9228/00 Flange Bracket



Note: The LTC 9228/00 flange bracket is used to increase the weight distribution on insufficient load bearing surfaces for the LTC 9216/00 and LTC 9222/00 wall mounts. 4.4.2 Installation 1. Determine a secure wall mounting location. 2. Mount the LTC 9228/00 flange bracket with the preassembled threaded pemstuds facing outward from the mounting surface. 3. a.



If studs are used, they should be anchored in concrete or welded to a steel backer plate. c. If the flange bracket is attached to wood or to a blind structure (with no access to the rear), make certain that the mounting fasteners have a minimum pull-out strength of 600 pounds. Mount either the LTC 9216/00 or the LTC 9222/00 wall mounts to the LTC 9228/00 flange bracket. Align the mounting holes of the wall mount with the five (5) threaded pemstuds of the flange bracket. Follow instructions, LTC 9216/00 409-mm (16-inch) and LTC 9222/00 564-mm (22-inch) Wall Mounts, for wall mount installation to the LTC 9228/00 flange bracket.



Caution: For a secure installation, use six (6) bolts (not included). The bolts should extend through the mounting surface and be secured with nuts, lock washers, and flat washers on the opposite side. 4
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SPECIFICATIONS



5.1 LTC 9214/00 356-mm (14-inch) and LTC 9224/00 610-mm (24-inch) Column Mounts



Top And Bottom View of Mounting Flanges



178 7.0



Maximum Rated Load: Upright: 90.6 kg (200 lb). Inverted: 45.3 kg (100 lb). Mounting Hardware: Not furnished. Finish: Off-white semigloss polyurethane. Weight: LTC 9214/00: 2.3 kg (5.1 lb). LTC 9224/00: 3.3 kg (7.2 lb).



1/4-20 Top and Bottom



Side View



Bolt Circle View Same As Wall Mounts Top and Bottom View of Mounting Flanges



1/4-20 Top and Bottom



Side View



Bolt Circle View Same as Wall Mount



178 7.0



76 Dia. 3.0



610 24.0



mm in



178 7.0



LTC 9224/00



178 7.0



76 Dia. 3.0 356 14.0



mm in



LTC 9214/00
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5.2 LTC 9216/00 409-mm (16-inch) and LTC 9222/00 564-mm (22-inch) Wall Mounts



51 x 4 2.0 13 0.5 x 4



Maximum Rated Load: LTC 9216/00: 45.3 kg (100 lb). LTC 9222/00: 90.6 kg (200 lb). Mounting Hardware: Not furnished. Finish: Off-white semigloss polyurethane. Weight: LTC 9216/00: 1.6 kg (3.5 lb). LTC 9222/00: 2.9 kg (6.5 lb). Note: Do not mount the LTC 9216/00 or LTC 9222/00 wall mounts in an inverted position.



1/4-20 85 Min. 3.36 mm in



Detail A



See Detail A for Top View of Mounting Pattern See Detail B



140 Max. 5.50 Bolt Sqares



Detail A - LTC 9216/00 and LTC 9222/00



41 1.6



15.2 6.0



190 7.5



178



Mounting Bolt Circles 197 Max. 7.75 121 Min. 4.75



mm in



1.3 Dia. 0.5 (3 Places)



410 16.1



1.3 0.5



7.6 3.0



7.0



16.5 6.5



LTC 9216/00 mm in See Detail A For Top View of Mounting Pattern



1.3 0.5



41 1.6



See Detail B



Detail B



Detail B - LTC 9222/00 190 7.5



178 7.0



mm in



564 22.2



LTC 9222/00



6



5.3 LTC 9227/00 Adjustable Head Mount



5.5 LTC 9226/00 Corner Bracket



Maximum Rated Load: 45.3 kg (100 lb). Mounting Hardware: Not furnished. Finish: Off-white semigloss polyurethane. Weight: 0.55 kg (1.2 lb).



Maximum Rated Load: 45.3 kg (100 lb). Mounting Hardware: Not furnished. Finish: Off-white semigloss polyurethane. Weight: 2.9 kg (6.5 lb).



76 3.0



Top View (Mounting Pla te)



32 ø 1.25 13 6xø 0.50



24 x2 1.0 63 2.5



76 210 3.00 8.25 152 6.00



127 5.0 7.1 Dia. 0.28 11.9 L 2 S lots x 0.47



152 6.0



S ide View



Tilt Adjust



254 10.00



76 3.0



8.6 Dia. (Ctrd) 0.34



Maximum Rated Load: 45.3 kg (100 lb). Mounting Hardware: (5) 3/8-16 x 1 1/4 studs, (5) 3/8 flat washers, and (5) 3/8-16 lock nuts. Finish: Off-white semigloss polyurethane. Weight: 2.1 kg (4.6 lb). ø 5 X 3/8 - 16 Studs



76.2 101.6 3.00 400 76.2 101.6 400 3.00 ø 6x12.7 0.50



482.6 19.00



8xø 229 9.00



LTC 9226/00



5.4 LTC 9228/00 Flange Bracket



mm in



67 2.64



165 6.50



114 4.5



LTC 9227/00



25.4 1.00



6 0.25



mm in



Bottom View (Base Plate)



452.9 17.83



165.1 6.50



25.4 63.5 1.00 2.50



LTC 9228/00
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157 6.20



74 2.90



1 Hole



114 4.5



mm in



32 1.25



14 0.54



Bosch Security Systems, Inc. 850 Greenfield Road Lancaster, PA 17601 EE.UU. Tel: 800-326-3270 Fax: 717-735-6560 www.boschsecuritysystems.com



Robert Bosch GmbH Geschäftsbereich Postfach 10 60 50 70049 Stuttgart Telefax (0711) 811-1234



@ 2004 Bosch Security Systems GmbH 100 0079 001 BOS



Updated May 25, 2004 Printed in the U.S.A



Data subject to change without notice.



Bosch Security Systems B.V. P.O. Box 80002 5600 JB Eindhoven The Netherlands Tele +31 40 27 80000
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14 abr. 2015 - Twenty Hour Certification. Pass Drug Test/Physical. APPLICATION DEADLINE - Until Position is Filled. APPL
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9:00 12:00 1:00 

6 jul. 2017 - Costa Caribe y. Río San Juan: C$15.00. Resto del país: C$10.00. 24 PÁGINAS. 26 HUÉRFANOS POR FEMICIDIOS. U
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Montag 16.10.2017 00:00 Nachtclub Domingo 02:00 Nightlounge 05 ... 

13.09.2017 - Erstsendung Montag, Wiederholung am Dienstag auf NDR ..... Erstsendung Sonntag, Wiederholung am Montag ... Herr Bartke und die Basis.
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00:00 - 00:11 Bienvenidos al entrenamiento en MP3 

minutos cada uno, con un minuto de descanso entre ellos, y con enfoque total en ..... Algunas veces ser un blanco difíci
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640009-00 

2 Mark 4 Holes. Marque 4 Orificios. Marquer 4 Orifices. Plastic template. Plantilla ... Â¹â�„â‚ˆ" (3 mm) X 1" (25 mm). O
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829756-00 

Full mortise, 2-2Z\vâ€� door, with removable electrified panel ... â‘  An angle block, jack, or shims will be helpful in
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640060-00 

3 Mark 4 Holes. Marque 4 orificios ... Moldura. Garniture. Mark Vertical Center Line (CL ) .... durante los pasos 5 y 28
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(8:00 am – 12:00 pm) CES 

Copy of Child's Birth Certificate (must be 4 on or before Sept. 1, 2017). • Copy of Child's Social Security Card. • Immu
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16.06.2017 - Touch Panel Board. Version 01-00-00. Stretchlimo. Wendt. +5V. +5V. 1. 2. 2. 1. 1N5059. D3. 2. 1. P6KE36CA. D1. 1. 2. 1. 0. 0 u. F. /6. 3. V. C. 1.
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sts_08_875_10000-00 

Diese Anbauanleitung ist nach unserem derzeitigen Kenntnisstand verfasst worden. Rechtliche Ansprüche auf Richtigkeit be
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00.psd 

en la Sierra de Aracena, provincia de Huelva. Tradicionalmente ha tenido una economía relacionada fundamentalmente a las










 


[image: alt]





640011-00 

6 Mark Door Using Paper Templates On Back Cover. Marque ... Mark 2 Holes Using Plastic Template Aligned to. Marque 2 ...
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MONTAGE: Alle vom Motorrad gelÃ¶sten Teile und Verbindungen sind gemÃ¤ÃŸ den Fahrzeugherstellerangaben wieder zu montieren oder durch die von.
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00) -2019 

1 4 JUN. 2019. VISTOS: El Memorando N° 000635-2019-MIDIS/PNADP-URH de fecha 13 de junio de 2019 emitido por la Unidad de
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640006-00 

UtilisÃ© pour verrouiller la barre antipanique. Dogging Key. Llave de trinquete. Å’illet vissÃ©. Metal. Metal MÃ©tal. #1
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Lunch mo-fr 12:00-15:00 fleischer - Lunch mo-fr 12:00-15:00 

Krebstiere 3.Eier 4.Fische 5.ErdnÃ¼sse 6.Sojabohnen 7.Milch 8.Sellerie 9.SchalenfrÃ¼chte(NÃ¼sse) 10.Senf. 11.Sesam 12.Schwefeldioxid/Sulphite 13.Lupinen 14.
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cerrado de 13:00 a 17:00 cerrado de 13:00 a 17:00 AWS 

ACTIVIDADES: Artes Marciales: TAEKWON-DO ITF / KICK BOXING / BOXEO / K1 / MUAY THAI / DEFENSA PERSONAL - HORARIOS DE GRU
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Marwinski Panel V01-00-00 - Hackaday.io 

16.06.2017 - Touch Panel Board. Version 01-00-00. Stretchlimo. Wendt. +5V. +5V. 1. 2. 2. 1. 1N5059. D3. 2. 1. P6KE36CA. D1. 1. 2. 1. 0. 0 u. F. /6. 3. V. C. 1.
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[PDF]9:00 9:30 9:45 11:00 11:30 13:00 14:00 15:45 16:15 18:00 9:00 9:15 ...aimsun.s3.amazonaws.com/marketing/.../Program
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9:00 9:30 9:45 11:00 11:30 13:00 14:00 15:45 16:15 18:00 9:00 9:15 ... 

Sistemas Inteligentes en Red, TSS-Transport Simulation Systems y Sistemas Inteligentes de Trans- porte Ltda se ... impac
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