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1 Inductive sensor NBB2-8GM30-A2-V1 - Marshall Wolf Automation

General specifications. Switching element function. PNP. NO/NC. Rated operating distance sn. 2 mm. Installation embeddable. Output polarity. DC. Assured operating distance sa. 0 ... 1.62 mm. Reduction factor rAl. 0.45. Reduction factor rCu. 0.35. Reduction factor r303. 0.72. Nominal ratings. Operating voltage. UB. 10 . 
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Inductive sensor



NBB2-8GM30-A2-V1 Dimensions
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Model Number NBB2-8GM30-A2-V1



Features • • •



Basic series 2 mm embeddable Increased operating distance



Connection 1



L+



4 2 3
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Technical Data General specifications Switching element function Rated operating distance sn Installation Output polarity Assured operating distance sa Reduction factor rAl Reduction factor rCu Reduction factor r303 Nominal ratings Operating voltage UB Switching frequency f Reverse polarity protected Short-circuit protection Voltage drop Ud Operating current IL Off-state current Ir No-load supply current I0 Indication of the switching state Functional safety related parameters MTTFd Mission Time (TM) Diagnostic Coverage (DC) Ambient conditions Ambient temperature Mechanical specifications Connection type Housing material Sensing face Protection degree Compliance with standards and directives Standard conformity Standards



Release date: 2011-07-07 14:19



Date of issue: 2011-07-07



187217_eng.xml



Wire colors in accordance with EN 60947-5-2 1 2 3 4



BN WH BU BK



(brown) (white) (blue) (black)



PNP NO/NC 2 mm embeddable DC 0 ... 1.62 mm 0.45 0.35 0.72 10 ... 30 V 0 ... 1000 Hz reverse polarity protected pulsing ≤ 2.5 V 0 ... 100 mA 0 ... 0.5 mA typ. 0.1 µA at 25 °C ≤ 15 mA Multihole-LED, yellow 3720 a 20 a 0% -25 ... 70 °C (-13 ... 158 °F) Device connector M12 x 1 , 4-pin brass, nickel-plated LCP IP67



EN 60947-5-2:2007 IEC 60947-5-2:2007



Approvals and certificates UL approval CSA approval CCC approval



cULus Listed, General Purpose cCSAus Listed, General Purpose Products with a maximum operating voltage of ≤36 V do not bear a CCC marking because they do not require approval.



Accessories BF 8 Mounting flange, 8 mm



V1-G Field attachable female cordset



V1-W Field attachable female cordset



V1-G-2M-PUR Cable socket, M12, 4-pin, PUR cable



V1-W-2M-PUR Cable socket, M12, 4-pin, PUR cable



EXG-08 Quick mounting bracket with dead stop



Subject to modifications without notice Pepperl+Fuchs Group USA: +1 330 486 0001 www.pepperl-fuchs.com [email protected]



Germany: +49 621 776-4411 [email protected]



Copyright Pepperl+Fuchs Singapore: +65 6779 9091 [email protected]
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Inductive sensor 

-30â€¦+ 85 Â°C. Operating voltage. 10â€¦ 30VDC. Residual ripple Ñ€ 10 % Uss. DC rated operational current Ñ€ 200 mA. No-load current I0 Ñ€ 15 mA. Residual current.
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inductive sensor ring sensor 

Functional principle. Inductive sensors are designed for wear-free and non-contact detection of metal objects. For this purpose they use a high-frequency.
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Inductive sensor 

threaded barrel, M30 x 1.5. â—‹ stainless steel, 1.4301. â—‹ factor 1 for ... normally open npn output. â—‹ connector, M12 x 1 ... Bi10U-EM30-AN6X-H1141. Type code.
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Inductive sensor 

normally open, pnp output ... and non-contact detection of metal objects. ... Short-circuit protection yes / cyclic. Voltage drop at Ie Ã° 1.8V. Wire breakage / Reverse ...
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Inductive sensor 

3-wire DC, 10â€¦30 VDC. â—‹ normally open, pnp output. â—‹ cable connection. Wiring diagram. Functional principle. Inductive sensors are designed for wear-free and non-contact detection of metal objects. For this purpose they use a high-frequency ele










 


[image: alt]





Inductive sensor 

... Ã±Fax 0208 4952-264 Ã±[email protected] Ã±www.turck.com. Ã±Edition: Hans Turck GmbH & Co.KG Ã±D-45472 MÃ¼lheim an der Ruhr Ã±WitzlebenstraÃŸe 7 Ã±Tel. 0208 4952-0 Ã±Fax 0208 4952-264 Ã±[email protected] Ã±www.turck.com. Inductive sensor. Bi3U-M12-AN6X-
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Inductive sensor 

normally open npn output ... and non-contact detection of metal objects. ... Short-circuit protection yes / cyclic. Voltage drop at Ie Ã° 1.8V. Wire breakage / Reverse ...
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inductive sensor ring sensor 

normally open, pnp output ... and non-contact detection of metal objects. ... Short-circuit protection yes / cyclic. Voltage drop at Ie Ã° 1.8V. Wire breakage / Reverse ...
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Inductive sensor 

Connection connectors, M12 x 1. Vibration resistance. 55 Hz (1 mm). Shock resistance. 30g (11 ms). Degree of protection. IP68. Display switch state. LED yellow.
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Inductive sensor 

Wire breakage / Reverse polarity protection yes / complete. Output function. 3-wire, normally open, npn. Insulation class. 2. Switching frequency Ñ€3 kHz. Housing threaded barrel, M12 x 1. Dimensions. 52 mm. Housing material metal, AISI 304. Material
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1 Inductive sensor NBB1,5-F41-E2-V3 

General specifications. Switching element function. PNP. NO. Rated operating distance sn. 1.5 mm. Installation flush. Ou
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Inductive sensor - Wille Electric Supply 

normally open, pnp output ... and non-contact detection of metal objects. ... Short-circuit protection yes / cyclic. Voltage drop at Ie Ñ€ 1.8V. Wire breakage / Reverse ...










 


[image: alt]





1 Inductive sensor NMB1,5-8GM65-E2-FE-V1 - Shopify 

BN. 2. WH. 3. BU. 4. BK. Wire colors in accordance with EN 60947-5-2. (brown). (white). (blue). (black). Dimensions. Technical Data. General specifications. Switching element function. PNP. NO. Rated operating distance sn. 1.5 mm. Installation flush.
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Inductive sensor with extended switching distance 

Hans Turck GmbH & Co.KG Ã±D-45472 MÃ¼lheim an der Ruhr Ã±WitzlebenstraÃŸe 7 Ã±Tel. 0208 4952-0 Ã±Fax 0208 4952-264 Ã±[email protected] Ã±www.turck.com. Ã±Edition: Hans Turck GmbH & Co.KG Ã±D-45472 MÃ¼lheim an der Ruhr Ã±WitzlebenstraÃŸe 7 Ã±Tel. 0208 49
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1 Inductive sensor NEN40-30GM60-E2-V1 - Carlton Bates 

Inductive sensor. NEN40-30GM60-E2-V1. 2. R e le a s. e d a te. : 2. 0. 1. 3. -0. 2-1. 4. 11. :5. 0. D a te of issu e: 20. 1. 3. -0. 2-1. 4. 1. 0. 2. 6. 9. 1_e ng .xm l. Germany: +49 621 776-4411. Subject to modifications without notice. Pepperl+Fuchs
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1 Inductive sensor NBB2-12GM50-E2-C-V1 - Carlton Bates 

f issu e: 2. 0. 1. 3. -0. 1-21. 08. 532. 2_ en g .xm l. Germany: +49 621 776-4411. Subject to modifications without noti
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1 Inductive sensor NMB1,5-8GM50-E2-FE-V1 - Pepperl+Fuchs 

General specifications. Switching element function. PNP. NO. Rated operating distance sn. 1.5 mm. Installation flush. Output polarity. DC. Assured operating ...
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1 Inductive sensor NMB3-8GM50-E2-C-V1 - Pepperl+Fuchs 

General specifications. Switching element function. PNP NO contact. Rated operating distance sn. 3 mm. Installation flush. Output polarity. DC. Assured operating distance sa. 0 ... 2.43 mm. Reduction factor rAl. 0.3. Reduction factor rCu. 0.2. Reduct
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1 Inductive sensor NBN15-30GM60-A2 - Pepperl+Fuchs 

Standards. EN 60947-5-2:2007. IEC 60947-5-2:2007. Approvals and certificates. UL approval. cULus Listed, General Purpose. CSA approval. cCSAus Listed, General Purpose. CCC approval. Products with a maximum operating voltage of â‰¤36 V do not bear a. 
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1 Inductive sensor NBB2-12GM60-A0-V1 - Pepperl+Fuchs 

General specifications. Switching element function. NPN. NO/NC. Rated operating distance sn. 2 mm. Installation embeddable. Output polarity. DC. Assured operating distance sa. 0 ... 1.62 mm. Reduction factor rAl. 0.25. Reduction factor rCu. 0.15. Red
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1 Inductive sensor NBB0,8-4M25-E2-Y106003 - Pepperl+Fuchs 

General specifications. Switching element function. PNP. NO. Rated operating distance sn. 0.8 mm. Installation flush. Output polarity. DC. Assured operating distance sa. 0 ... 0.648 mm. Reduction factor rAl. 0.45. Reduction factor rCu. 0.4. Reduction
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1 Inductive sensor NEB8-12GM50-E2-V1 - Pepperl+Fuchs 

Compliance with standards and directives. Standard conformity. Standards. EN 60947-5-2:2007. IEC 60947-5-2:2007. Approvals and certificates. UL approval. cULus Listed, General Purpose. CSA approval. cCSAus Listed, General Purpose. CCC approval. Produ
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1 Inductive sensor NMB1,5-8GM50-E2-FE-V3 - Pepperl+Fuchs 

1. Inductive sensor. NMB1,5-8GM50-E2-FE-V3. R e le ase da te: 20. 1. 2. -11-1. 5. 1. 4. :4. 5. D a te o f issu e: 2. 0.
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1 Inductive sensor NMB5-18GM65-E0-FE-V1 - Pepperl+Fuchs 

f issu e: 2. 0. 1. 2. -1. 2-1. 3. 90. 84. 37_ en g .xm l. Germany: +49 621 776-4411. Subject to modifications without no
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