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LM-100 LoRa modem to receive wireless signal from SPL-100 or FML-100 laser level sensor and provide RS-485 output to Bin 
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LASER



Laser



A laser level measurement sensor is used for level control, plugged chute detection, and monitoring buildup. This non-contact device measures in a tight beam, making it suitable for use in very narrow vessels, constrained spaces, or in applications where the beam must be precisely targeted to avoid walls or other structures. Laser can be pointed at an outlet to ensure timely replenishment of material or mounted near the sidewall to detect buildup.



Description



Part No.



BATTERY-OPERATED LASER SPL-100 Laser level sensor, 98 ft. maximum measurement, wireless LoRa output, includes standard -20°F to 120°F (-30°F to 65°F) battery.



SPL-100



SPL-100-C Laser level sensor, 98 ft. maximum measurement, wireless LoRa output, includes standard -40°F to 120°F (-40°F to 65°F) battery.



SPL-100-C



FVL-100 Laser level sensor, 35 ft. maximum measurement, Wireless LoRa output, includes standard -20°F to 120°F battery. Must be used with FeedView software.



FVL-100



FVL-100-C Laser level sensor, 35 ft. maximum measurement, Wireless LoRa output, includes standard -40°F to 120°F battery. Must be used with FeedView software.



FVL-100-C



WIRELESS LM-100 LoRa modem to receive wireless signal from SPL-100 or FML-100 laser level sensor and provide RS-485 output to Binventory software. Power supply and NEMA 4X housing included.



LM-100



LG-100 LoRa gateway to receive wireless signal from SPL-100 or FML-100 laser level sensor. Provides ethernet output to be utilized with BinView/ FeedManager. Power supply and NEMA 4X housing included.



LG-100



LG-200 LoRa gateway to receive wireless signal from SPL-100 or FML-100 laser level sensor. Provides Cellular (cellular plan to be purchased separately) output to be utilized with BinView/FeedView. Power supply and housing included.



LG-200



485 to USB converter



530-0570



485 to Ethernet converter (TCP/IP)



344-0006



MOUNTING PLATES FOR BATTERY-OPERATED LASER Swivel mount with 1.5” NPT female connector. Can swivel in one direction up to 40°.



SWVL-40



GRMP-6 - 0° 1-1/2” NPS Powder coated carbon steel mounting plate with half coupling



730-0298



GRMP-11 - 5° 1.5” NPS Powder coated carbon steel mounting plate with half coupling



730-0501



GRMP-12 - 10° 1.5” NPS Powder coated carbon steel mounting plate with half coupling



730-0502



GRMP-18 - 30° 1.5” NPT Powder coated carbon steel mounting plate with half coupling



730-0633



LASER LEVEL TRANSMITTER LL-100 - Laser Level sensor, 1 ft to 160 ft (0.3 m to 50 m) range with 0.4 in (10 mm) resolution and +/- 1” (25 mm) accuracy. Non-visible laser bean with 
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Laser-Barcodescanner 

Keyboard Wedge Decoder zeigt Daten an, als wÃ¤ren diese direkt Ã¼ber die Tastatur ... Pharmacy, GS1 DataBar Omnidirectional & Stacked, GS1 DataBar Limited, ...
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Laser-Barcodescanner 

HÃ¶here Geschwindigkeit, Genauigkeit und ProduktivitÃ¤t. Der Manhattan Laser-Barcodescanner ermÃ¶glicht prÃ¤zises und blitzschnelles Scannen fÃ¼r ein breites ...
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LASER-BED 
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laser. 

10 may. 2007 - de la Sociedad Argentina de Cirugía Plástica; Irene. Bermejo, médica ... semanas (US$ 700 la sesión, Buen
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optische strahlungssicherheit und laser 1 normen 

Are you looking for optische strahlungssicherheit und laser 1 normen mit grundlagencharakter grenzwerten PDF?. If you are areader who likes to download ...
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terapia laser 

9 sept. 2010 - 4815-1237, www.bacespa.com.ar). Fraccionado para estrías, cicatrices de acné y rejuvenecimiento facial: p
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ML3 Laser Desktop Maus 

Grafik-Designer, Spieler und Fotografen schÃ¤tzen oft die 1600 dpi Einstellung fÃ¼r eine prÃ¤zise Steuerung und schelle Reaktion. Die 800 dpi AuflÃ¶sung hingegen ...
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2D Laser-Barcodescanner 

codes, GS1 DataBar. â€¢ 2D: Data Matrix, PDF 417, Micro PDF 417, Maxicode, QR code, Aztec, EAN.UCC composite. Technische Details. â€¢ Abmessungen: 19,3 x ...
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campeonato argentino laser 

27 dic. 2018 - [DP] Denota una regla por la cual una penalidad discrecional puede ser aplicada por la. Comisión de Prote
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laser effects - AUDIENS 

Therefore, commercial use of this equipment is subject to the respectively applicable national accident prevention rules and regulations. As a manufacturer, Adam Hall is obligated ...... adjustable mounting bracket included, security lock slot, remot
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Laser Foot Surgery Specialist 

ESPECIALISTAS EN: Cirugía mínimamente invasiva (1 punto) para: Juanetes • Dedo martillo. • Espolones del talón. Cirugía
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Laser-Barcodescanner - produktinfo.conrad 

HÃ¶here Geschwindigkeit, Genauigkeit und ProduktivitÃ¤t. Der Manhattan Laser-Barcodescanner ermÃ¶glicht prÃ¤zises und blitzschnelles Scannen fÃ¼r ein breites ...
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Laser focus - Axis Communications 

straight into the laser transmitter with their naked eye or through a magnifying glass, telescope, micro- scope or similar, they will not be injured. Thanks to the ...
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campeonato argentino laser 

27 dic. 2018 - Sr. Vice Comodoro Yacht Club Bariloche, Carlos FernÃ¡ndez ... Modificatorio N1 (27/12/2018 _ 19:30hs) se
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laser distance meter - Ridgid 

www.RIDGID.com/lM400. RIDGID is the trademark of Emerson Electric Co. or its affiliates and is registered in the U.S. an
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on Blinding Laser Weapons 

loss of vision which is seriously disabling with no prospect of recovery. Serious disability is equivalent to visual acuity of less than 20/200 Snellen measured ...
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Laser Optoelektronik In Der Medizin Laser Optoelectronics In 

If you want to possess a one-stop search and find the proper manuals on your products, you can visit this website that delivers many Laser Optoelektronik In Der ...
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Advanced Personal Laser Hair Remover 

service to arrange for repair of a broken or damaged device. • Send the device to ..... Lance el láser directamente al v
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wifi music player laser cut 

Page 1. USE PLYWOOD. USE HARDBOARD.
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Final Ranking, Women's Laser radial 

29 jun. 2018 - 1. GRE. Greece. FAKIDI Athanasia. 2. ITA. Italy. ZENNARO Silvia. 3. ESP. Spain. REINO CACHO Martina. 4. I
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Laser Platinum X3_v2.indd AWS 

Max. Leistung. 500W. Frequenz. 100 KHz Modulation. KÃ¼hlung. WasserkÃ¼hlung. PLATINUM X3 Laser. Die imes-icore Laserschneidanlagen sind unsere Antwort fÃ¼r komplexe Schneidaufgaben im DÃ¼nnblech ... The steel-/granite-sandwich structure of these mode
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Wireless Laser Mouse DX-LM100 

31 mar. 2006 - Connect to Internet. Horizontal Wheel. Shift Lock. Control Lock. Internet Explorer. Backward. Space. Cont
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advances in laser spectroscopy pdf 

advances in laser spectroscopy are a good way to achieve details about operating certainproducts. Many products that you buy can be obtained using ...
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D. FORCE 3000 RGB LASER 

Dimensions (B x H x D, not incl. bracket): 238 x 175 x 246 mm. Weight: 7.9 kg ..... 238 x 175 x 246 mm. Gewicht: 7,9 kg. Weitere Eigenschaften: Netzkabel, verstellbarer MontagebÃ¼gel, SicherungsÃ¶se, BrÃ¼ckenstecker, 2 SchlÃ¼ssel fÃ¼r ..... desmontar
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