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Two inserts handle multiple network cable diameters. • Unique design allows twist-free bundling from the end or the midd 
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ELECTRICAL SOLUTIONS A. System Overview



B1. Cable Ties



B2. Cable Accessories



Cable Bundle Organizing Tool • Reduces cable installation time up to 50% compared to traditional methods • Arranges 24 cables prior to applying Panduit network cable ties • Optimizes bundle size and improves installed appearance • Two inserts handle multiple network cable diameters



B3. Stainless Steel Ties



Part Number Description CBOT24K Kit contains jacket cover with hook and loop fastener and two inserts.



C1. Wiring Duct



C2. Surface Raceway



C3. Abrasion Protection



C4. Cable Management



D1. Terminals



D2. Power Connectors



• Unique design allows twist-free bundling from the end or the middle of bundle • Smooth edges; safe for use on network cables preventing cable abrasion • Ergonomic fit and compact design • Impact resistant material and low friction design to glide smoothly across cable bundle



Recommended for Use the Cable Outer Following Diameter Range Insert 0.180" – 0.248" Fluorescent (4.57mm – 6.30mm) Green



Insert Used with the Following Panduit Cable Types TX5500™ Category 5e UTP TX6000™ Category 6 UTP



0.230" – 0.310" Fluorescent (5.84mm – 7.87mm) Yellow



TX6500™ Enhanced Category 6 TX6A™ 10Gig™ Category 6A** All Shielded Cables



Std. Std. Pkg. Ctn. Qty. Qty. 1 10



**When using the CBOT24K on 10 Gigabit cables, it is recommended that Panduit 10Gig™ Category 6A cables be used for optimum performance of installed cable. See www.panduit.com for cable details.



Installation Instructions The steps below outline how easy it is to use the Panduit cable bundle organizing tool starting from the middle of the bundle outwards, using two tools. For starting at the end of the bundle, follow the same steps using only one tool. (Use above table to select appropriate insert based on cable diameter/type.)



Pocket



Boss



D3. Grounding Connectors



E1. Labeling Systems



Step 1 Use the unique pocket and boss features to align two same color inserts. Hold both together.



Step 2 Insert cables, one at a time, into the pre-formed slots of both inserts until all cables are installed.



Step 3 Pull the two inserts apart.



Step 4 Place the jacket cover around each insert and secure with the attached hook and loop fastener.



Step 5 Guide the tool along the bundle length to organize the cables, stopping at desired intervals to apply Panduit Network Cable Ties.



Step 6 When completed, slide tool off of cable bundle. The Panduit cable bundle organizing tool reduces installation time up to 50% and delivers a professional, organized installation.



E2. Labels



E3. Pre-Printed & Write-On Markers E4. Permanent Identification E5. Lockout/ Tagout & Safety Solutions F. Index Order number of pieces required, in multiples of Standard Package Quantity.



Prime items appear in BOLD. 
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2010 EG CVRS.qxp - wesco 

J Hook with Maximum 2" Bundle Capacity. JMJH2W-X20*. J Hook for wall mount applications only. Two. 1/4" (M6) mounting holes for user supplied screws.










 








Untitled - Panduit 

DRAWING FILENAME. UNLESS OTHERWISE SPECIFIED. MO 1799AU_DC_SIM_OID.prt. DIMENSIONAL TOLERANCES ARE: I.XI. 1.XXXI +.010 I










 








EG 

15.07.2009 - 0 â€“ 0,5 %. CaO. 1 â€“ 1,5 %. K2O. 2 â€“ 4 %. Na2O. 3 - 4 %. Form: Granulat. Farbe: WeiÃŸ. SchÃ¼ttgewicht: 70 g/l. KorngrÃ¶ÃŸe: 0,125 â€“ 3 mm. pH-Wert:.










 








EG 

02.07.2009 - Erste-Hilfe-MaÃŸnahmen. Allgemeine Hinweise: Benetzte Kleidung wechseln. Nach Einatmen : Nicht anwendbar. Nach Augenkontakt:.










 








physical infrastructure systems - Panduit 

Infrastructure. Management. J. Overhead &. Underfloor. Routing. K. Surface. Raceway. L. Cabinets,. Racks &. Cabl










 








PEB2 Drawing - Panduit 

5.38 LB/10 PCS. (2440.3 g/10 PCS). 4X .22 DIA NOTES: 1. SEE CATALOG FOR COMPLETE LIST OF. 5.5]. PARTS APPLICABLE FOR USE










 








FOSMF Drawing - Panduit 

THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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EG—Konformitätszertifikat 

M P A MPh STUTTGART. Otto-Graf-Institut. Matarialprüfungsanstalt o Universität Stuttgart. Malenaimül'ungsarutiiit - Lintven.itﬂl Stuttgart - Postfach 501 '40 ...










 








PA25352A01_00 CT-1000 WEB.qxd - Panduit 

10 • Insert replacement cutting edge D, socket and screw, tighten screw. Releasing the locking device. 11 • The tool has










 








1 2 BAC 3 - Panduit 

Pan-Ty, Dome-Top Barb Ty, Sta-Strap, Contour-Ty* and In-Line Cable Ties of Subminiature, Miniature, Intermediate, and St










 








AS EG 

oNGRESO DE GUAN.A.iI..iP'. A:JDfTORIASUPERIOA. VEl ESTADO DE GUANAlUAT: ./ Lic edro Pablo Cardona Maldonado.- Director G










 








eg 043 eg 081 top 078 eg 037 eg 086 eg 084 39 38 37 36 35 

MEGA SUN. EG 087. EG 032. EG 033. EG 034. EG 035. EG 039. EG 040. EG 042. EG 044. Q. 39. 38. 37. 36. 35. 34. 33. 32. 30. 29. 28. 27. 26. 25. 24. 31. 48. 47.










 








Eg er ei pÃ¸lse eg er litt slapp Eg er ein wiener eg knekker fort Eg er ... 

Eg er ei pÃ¸lse eg er litt slapp. Eg er ein wiener eg knekker fort. Eg er ei julepÃ¸lse eg er bleik. Eg er ein kjÃ¸ttpÃ¸lse eg er litt lubben. SÃ¥ du kan seie at, eg er ei ...










 








eg-konformitÃ¤tserklÃ¤rung 

Deutschland / Germany. Tel. ... Teil 1: GrundsÃ¤tzliche Terminologie, Methodologie (ISO 12100-1:2003) ... Teil 2: Technische LeitsÃ¤tze (ISO 12100-2:2003).










 








EG-KonformitÃ¤tserklÃ¤rung 

EC Directives: Equipment and protective systems intended for use in potentially explosive atmospheres (94/9/EC). EC Directive on machinery safety (98/37/EC).










 








EG-KonformitÃ¤tserklÃ¤rung 

vollstÃ¤ndige Maschine die EG-Maschinenrichtlinie. GerÃ¤teart: Universalmotor zum Antrieb von Fass- und BehÃ¤lterpumpen. Typen: ME II 3-230. ME II 7-230.










 








EG-KonformitÃ¤tserklÃ¤rung 

EG-Niederspannungsrichtlinie. (73/23/EWG). l l l l. EG-Richtlinie EMV (89/336/EWG m. Ã„nderungen) l l. l l. l l l l l. EG-Richtlinie ATEX (94/9/EG).










 








EG-KonformitÃ¤tserklÃ¤rung 

Hiermit erklÃ¤ren wir, dass das nachfolgend beschriebene GerÃ¤t in seiner Konzipierung und Bauart sowie in der von uns in Verkehr gebrachten AusfÃ¼hrung den ...










 








STD-MTS , EG 7460 

Het aantal impulsdrukkers kent bij een leiding van 100 m geen beperkingen. - Bij gebruik van verlichte .... Sostituire i










 








EG-KonformitÃ¤tserklÃ¤rung 

29.12.2009 - stÃ¤ndige Maschine die EG-Maschinenrichtlinie. GerÃ¤teart: Universalmotor zum Antrieb von Fass- und BehÃ¤lterpumpen. Typen: ME II 3-230.










 








Satzung Weinfreunde Iphofen eG 

Vertreter Dritter zu handeln. (2) Die Erteilung von .... schaft sowie den Kassenbestand und die BestÃ¤nde an Wertpapieren, Handelspapie- ren und Waren ...
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