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24-Port Gigabit Ethernet Switch - Intellinet Network

The Intellinet 24-Port Gigabit Ethernet Switch (561273) offers an array of features while providing superior network throughput. It is very easy to set up and ... 
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24-Port Gigabit Ethernet Switch 24 x 10/100/1000 Mbps RJ45 Ports, IEEE 802.3az Energy Efficient Ethernet, Desktop, 19" Rackmount Part No.: 561273



Boost your network speed.



The Intellinet 24-Port Gigabit Ethernet Switch (561273) offers an array of features while providing superior network throughput. It is very easy to set up and requires no configuration whatsoever. Thanks to its desktop and 19" rackmount design, superior performance and value, the Intellinet 24-Port Gigabit Ethernet Switch is the perfect choice for expanding your small office home or home network.



Extreme Throughput With a backplane speed of 48 Gbps, plenty of performance is available for your computers, servers and other networking devices.



Auto Features This Gigabit LAN switch includes many automatic features that make it easy to use. No configuration is required, so installation is Plug and Play and hassle-free. Auto-MDI/MDI-X crossover on all ports eliminates the need for any crossover cables. Each of the 24 ports automatically senses the link speed of the connected network device and adjusts to 10, 100 or 1000 Mbps for compatibility and maximum performance.



Reliable Operation The Intellinet 24-Port Gigabit Ethernet Switch supports flow control when operating in half-duplex mode and IEEE 802.3ab in full duplex mode to ensure that data transfer and network connectivity run smoothly and uninterrupted. In conjunction with the broadcast storm control and the store-and-forward switching method, full- and half-duplex modes For more information on Intellinet products, consult your local dealer or visit www.intelllinet-network.com. All names of products or services mentioned herein are trademarks or registered trademarks of their respective owners. Distribution and reproduction of this document, and use and disclosure of the contents herein, are prohibited unless specifically authorized.



further ensure that your connections remain active even under extremely busy conditions.



Green Ethernet Technology More often than not, a network switch does not utilize all its ports at all times. Normally, when a computer, notebook, network printer or other network-connected device is powered down, the switch continues to consume the same amount of power as if it were active. Now, thanks to the new, energy efficient IEEE 802.3az technology, the Intellinet 24-Port Gigabit Switch detects link status to all connected devices and reduces the power usage of ports not in use. In addition, the Intellinet switch can adjust the level of power output based on the length of the network cable connected to a particular port. This feature allows for the enjoyment of maximum network performance, and when things slow down, it automatically scales back power usage to conserve energy and save money.



Features: 10/100/1000 auto-sensing ports automatically detect optimal network speeds Auto-MDIX (auto uplink) support for all RJ45 ports For use on desktop or mounted in standard 19" rack Supports NWay auto-negotiation Store and forward switching architecture Full/half duplex operation Supports 802.3x flow control for full duplex mode and collision-based backpressure for half duplex mode Green Ethernet power-saving technology deactivates unused ports and adjusts power levels based on the cable length Complies with the IEEE 802.3az (Energy Efficient Ethernet EEE) specification 48 Gbps switch fabric Supports jumbo frames up to 9 kBytes Supports 16k MAC address entries 512 kBytes buffer memory Supports MAC address auto-learning and auto-aging Fanless design ideal for silent operation Includes 19" rackmount brackets Three-Year warranty



Specifications: Standards • IEEE 802.3 (10Base-T Ethernet) • IEEE 802.3ab (Twisted Pair Gigabit Ethernet) • IEEE 802.3az (Energy Efficient Ethernet EEE) • IEEE 802.3u (100Base-TX Fast Ethernet) For more information on Intellinet products, consult your local dealer or visit www.intelllinet-network.com. All names of products or services mentioned herein are trademarks or registered trademarks of their respective owners. Distribution and reproduction of this document, and use and disclosure of the contents herein, are prohibited unless specifically authorized.



• IEEE 802.3x (flow control, for full duplex mode) General • Media support: - 10Base-T Cat3, 4, 5 UTP/STP RJ45 - 100Base-TX Cat5 UTP/STP RJ45 - 1000Base-T Cat5e UTP/STP RJ45 • Packet filter/forwarding rate: - 1,488,000 pps (1000 Mbps) - 148,800 pps (100 Mbps) - 14,880 pps (10 Mbps) • MAC address table: 16384 entries • Backplane speed / switch fabric: 48 Gbps • Jumbo frames up to 9 kB • Switch architecture: store and forward • 24 RJ45 Gigabit Ethernet ports • Certifications: FCC Class A, CE LEDs • Power • Link/Activity per port Power • Internal power supply: 100 – 240 VAC, 50/60 Hz • Power consumption: 16 watts (maximum) Physical • Metal housing • Dimensions: 180 (L) x 280 (W) x 44 (H) [mm] / 7.09 (L) x 11.02 (W) x 1.73 (H) [in] • Weight: 2.6 kg (5.7 lbs.) Environment • Operating temperature: 0 – 40°C (32 – 104°F) • Operating humidity: 10 – 90% RH, non-condensing • Storage temperature: -20 – 70°C (-4 – 158°F) Package Contents • 24-Port Gigabit Ethernet Switch • 19" rackmount brackets • Power cable • Instructions



For more information on Intellinet products, consult your local dealer or visit www.intelllinet-network.com. All names of products or services mentioned herein are trademarks or registered trademarks of their respective owners. Distribution and reproduction of this document, and use and disclosure of the contents herein, are prohibited unless specifically authorized.



For more information on Intellinet products, consult your local dealer or visit www.intelllinet-network.com. All names of products or services mentioned herein are trademarks or registered trademarks of their respective owners. Distribution and reproduction of this document, and use and disclosure of the contents herein, are prohibited unless specifically authorized.
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Switch Gigabit Ethernet Administrable para ... - Intellinet Network 

Puertos autosensitivos 10/100/1000 Mbps - automáticamente detectan la velocidad óptima de la red. 4 Ranuras para puertos
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Gigabit Ethernet Desktop Switch - Intellinet Network 

10/100/1000 Auto-Sensing Ports - automatisches Erkennen der optimalen. Netzwerkgeschwindigkeit. â€¢ Alle RJ-45 Ports unterstÃ¼tzen Auto-MDIX (Auto Uplink).
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5-Port Gigabit Ethernet Switch - Intellinet Network 

Der Gigabit Ethernet Desktop Switch unterstÃ¼tzt Flow Control im Halb-Duplex Modus und IEEE 802.3ab im Voll-Duplex. Modus, um einen unterbrechungsfreien Datentransfer zu gewÃ¤hrleisten. Dies, in Kombination mit Broadcast Storm. Control und Store and 
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gigabit ethernet switch instructions - Intellinet Network 

Coloque el switch en el rack y atornille los soportes al rack. 5. Conecte .... INSTALAZIONE. Lo switch include staffe e
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16-Port Gigabit Ethernet Switch - Intellinet Network 

14,880 pps (10 Mbit/s). â€¢ MAC Adresstabelle: 8192 EintrÃ¤ge. â€¢ Backplane Geschwindigkeit: 32 Gbps. FÃ¼r weitere Informationen Ã¼ber Intellinet Produkte sprechen ...
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gigabit ethernet rackmount switch instructions - Intellinet Network 

Todos los productos a que se refiere esta garantÃa, ampara su cambio fÃsico, sin ningÃºn cargo para el consumidor. 2. El comercializador no tiene talleres de servicio, debido a que los productos que se garantizan no cuentan con reparaciones, ni ref
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gigabit ethernet rackmount switch instructions - Intellinet Network 

The LED indicators â€” Power, Link/Activity â€” make monitoring and troubleshooting easier. If a status LED doesn't indicate a link or activity, check the corresponding device for proper setup and operation. â€¢ Use the included power cable to connec
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gigabit ethernet switch instructions - Intellinet Network 

No link established. Power. Link/Act. Link/Act. 1000M. 1000M. 2 4 6 8 10 12 14 16 18 20 22 24. SFP1. SFP2. 1 3 5 7 9 11 13 15 17 19 21 ... Luftdurchsatz; fern von anderen ÃœbertragungsgerÃ¤ten wie Radio, Breitband- verstÃ¤rker, etc.; und max. 100 m v
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16-Port Gigabit Ethernet Switch - Intellinet Network 

Supports 802.3x flow control for full duplex mode and collision-based backpressure for half duplex mode. Green Ethernet power-saving technology deactivates ...
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8-Port Gigabit Ethernet Switch - Intellinet Network 

Alle durch Dritte geschÃ¼tzte Marken- und Warenzeichen sind Eigentum ihrer jeweiligen eingetragenen EigentÃ¼mer. Jede Form der. Vervielfaltigung ist ohne ...
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Gigabit Ethernet Web- Smart Switch - Intellinet Network 

ICMP rate, broadcast rate, multicast rate, flooded unicast rate. â€¢ Port Filter Konfiguration: Ein/Aus, IP. Adresse, Subnet Mask, DHCP Server erlaubt/nicht erlaubt.
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Gigabit Ethernet Switch Instructions - Intellinet Network Solutions 

Data transmitted/received. Off .... (applicable in the European Union and other European countries with ... In countries outside of the EU: If you wish to discard this .... These limits are designed to provide reasonable protection against harmful.
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Gigabit Ethernet Medienkonverter - Intellinet Network 

DatenÃ¼bertragungsrate: 1000 MBit/s. Ein 1000Base-T RJ45-Port, maximale Reichweite 100 m (Cat5e und besser). RJ45-Port mit Auto MDI/MDI-X UnterstÃ¼tzung.
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Gigabit Ethernet Medienkonverter - Intellinet Network 

Ein 1000Base-T RJ-45 Port, maximale Reichweite 100m (Cat5e oder besser). â€¢ RJ-45 Port mit Auto MDI/MDI-X UnterstÃ¼tzung. â€¢ Ein 1000Base-SX Multimodus ...
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Switch Gigabit Ethernet de 24 puertos - Intellinet Network 

Puertos 10/ 100/ 1000 autosentitivos que automáticamente detectan las velocidades óptimas de la red. Todos los puertos R
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16-Port Gigabit Ethernet Desktop Switch - Intellinet Network Solutions 

Store and forward switching Architektur. Voll/Halb Duplex. IEEE 802.3x Flow Control bei Vollduplex. Zero Packet Loss Back-Pressure Flow Control bei ...
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Switch PoE+ de 16 puertos Gigabit Ethernet - Intellinet Network 

computadoras, servidores y otros dispositivos de red. * El consumo total de potencia de este switch PoE es de 220 Watts.
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gigabit ethernet desktop switch user manual - Intellinet Network 

routers, hubs, other switches, etc. • Use the included power adapter to connect the receptacle on the back of the switch










 


[image: alt]





8-Port Gigabit Ethernet PoE+ Switch - Intellinet Network 

IEEE 802.3az (Energy Efficient Ethernet EEE). â€¢ IEEE 802.3u (100Base-TX Fast Ethernet). â€¢ IEEE 802.3x (flow control, im Vollduplex Modus). Allgemein. â€¢ UnterstÃ¼tzte Medien. - 10Base-T Cat3, 4, 5 UTP/STP RJ-45. - 100Base-TX Cat5 UTP/STP RJ-45. 
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poe web-managed gigabit ethernet switch quick ... - Intellinet Network 

Valid port connection; data transmitted/received .... the European Union and other European countries with separate coll
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48-Port Gigabit Ethernet Web-Managed Switch mit ... - Intellinet Network 

Konfiguration Ã¼ber Webbrowser, Telnet oder SSH. IEEE 802.3x Flow Control bei Vollduplex. LEDs fÃ¼r Strom, Link/AktivitÃ¤t, Ãœbertragungsgeschwindigkeit.
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16-Port Gigabit Ethernet Rackmount Switch - Intellinet Network 

IEEE 802.3az (Energy Efficient Ethernet EEE). â€¢ IEEE 802.3u (100Base-TX Fast Ethernet). â€¢ IEEE 802.3x (flow control, for full duplex mode). Allgemein. â€¢ MedienunterstÃ¼tzung: - 10Base-T Cat3, 4, 5 UTP/STP RJ-45. - 100Base-TX Cat5 UTP/STP RJ-45.
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8-Port Gigabit Ethernet PoE+ Switch Quick ... - Intellinet Network 

tel où chaque chambre ou suite dispose d'un port réseau pour accéder à Internet. Tous les ports .... Lo Switch Intelline
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5-Port Gigabit Ethernet PoE+ Switch with SFP ... - Intellinet Network 

phones, IP video cameras and more while delivering network speeds of up to 1000 Mbps. Power over Ethernet 802.3at. The Intellinet 5-Port Gigabit Ethernet PoE+ Switch supports the IEEE 802.3at protocol and can inject up to 30 watts of power per port.*
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