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300 Series Specification Sheet

MaÃŸ der AnschraubflÃ¤chen: B: 45 mm, H: 38 mm. 115. â€¢ For padlocks with shackles up to 12 mm. â€¢ Made of 5 mm hardened steel. â€¢ Also ideal for securing roller- ... 
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300 • Korrosionsgeschützt durch Zink-Chromatierung • Gehärteter Riegel • Verdeckte Schrauben



300



Überfallen 300 + 200 +115 Hasps 300 + 200 +115 Porte-Cadenas 300 + 200 +115



• Corrosion protected • Hardened bolt • Hidden screws



300 • Galvanisé chromaté contre la corrosion • Pêne coulissant cémenté • Vis de fixation cachées



200 • Gehärtete Öse • Verdeckte Schrauben • Korrosionsgeschützt



300



200 • Steel construction • Hidden screws • Corrosion protected



200 • Œillet cémenté • Vis de fixation cachées • Traité contre la corrosion



115



200



• Winkel-Ösen passend für Hangschlösser mit bis zu 12 mm Bügelstärke • Aus gehärtetem Stahl, 5 mm stark • Auch besonders zur Sicherung von Roll-Toren geeignet • Maß der Anschraubflächen: B: 45 mm, H: 38 mm



115 • • • •



For padlocks with shackles up to 12 mm Made of 5 mm hardened steel Also ideal for securing roller-shutters Size of fixing bases (per part): Width: 45 mm, Height: 38 mm 115



115 • Œillet en équerre pour cadenas avec diamètre d’anse jusqu’à 12 mm • En acier cémenté, épaisseur 5 mm • Spécialement approprié pour la fermeture de rideaux métalliques • Dimensions des pattes de fixation: H: 38 mm, L: 45 mm



Ref. Nr. Ref. No. Référence mm Level Level Degré
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200/155
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115/100



140 / 54 /13



120 / 46 /10,5



100 / 39 / 9,5



157/ 47/13,5



138 / 47 /13,5



116 / 47/13,5



97/ 39 /13,5



76 / 29 / 9,5



100 / 45 /14
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6
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2



2
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2
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300 Series Specification Sheet 

115. â€¢ Winkel-Ã–sen passend fÃ¼r HangschlÃ¶sser mit bis zu 12 mm BÃ¼gelstÃ¤rke. â€¢ Aus gehÃ¤rtetem Stahl, 5 mm stark. â€¢ Auch besonders zur Sicherung von.
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300 Series Specification Sheet 

For padlocks with shackles up to 12 mm. â€¢ Made of 5 mm hardened steel. â€¢ Also ideal for securing roller-shutters. â€¢ Size of fixing bases (per part):. Width: 45 mm ...
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300 Series Specification Sheet 

116/47/13,5. 200/115. 2. 157/47/13,5. 200/155. 2. 100/45/14. 115/100. 6. Ref. Nr. Ref. No. RÃ©fÃ©rence mm. Level. Level. DegrÃ©. 300. â€¢ KorrosionsgeschÃ¼tzt durch.










 


[image: alt]





300 Series Specification Sheet 

Page 1. 55. 100 / 39 / 9,5. 300/100. 6. 120/46/10,5. 300/120. 6. 140/54/13. 300/140. 6. 76 / 29 / 9,5. 200/75. 2. 97/39/13,5. 200/95. 2. 138/47/13,5. 200/135. 2.
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Specification sheet 

Libertad de movimientos. Al carecer de cables, el X12+™ permite libertad de ... El transmisor digital X12+ y el cable Le
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elation tvl1000 ii specification sheet 

Heavy Duty Wrap Around Hook Clamp. TVL975. TLV1000 BATTERY. LSF536. Light Shaping Filter 30Â° 20â€� x 24â€� Sheet. LSF537. Light Shaping Filter 20Â° 20â€� x ...
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300 series 

84. 84. 35. 35. 76. O. P. NOITACOLYLPPUSRETAW. NI. 81. 42. 32. 72. 2/103. 2/103. 63. 63. 33. 93. P. Q. NOITACOLNRUTERRET
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ELATION PLATINUM SEVEN Specification Sheet 

power 7 color wash luminaire, featuring (19) 25W multi- ... *LED Life may vary depending on several factors including but not limited to: Environmental.
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MS-2D Specification Sheet - Microscan 

USB 2.0, RS-232 Schnittstellen-Optionen. â€¢ Geringe 5V ... MSâ€“2D ENGINE SPECIFICATIONS AND OPTIONS ... 25% (1D symbologies), 35% (2D symbologies).
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SL-300-1D5 Series 

... alimentación fotovoltaica, las fuentes de alimentación AC/DC están limitados ...... 186. FL (2) 12 S. 0.4. 1.0. 0.4.
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elation smarty hybrid specification sheet 070818 

Powerkon in/out connections, full color 180Â° reversible. LCD menu display with battery backup, and a multi- voltage universal auto switching power supply ...
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Specification 

1-Â½ â€� SLIP JO IN T EN D O U TLET W ASTE. D ESCRIPTIO N. â€¢ Chrom e Finish. â€¢ End O utlet W aste o W aste Arm o Tailpiece o Tee o (3) Nuts o (3) W ashers. âœ“.
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elation smarty hybrid specification sheet 070818 

DMX, RDM (Remote Device Management), Art-NET, and. sACN protocol support ... LCD menu display with battery backup, and a multi- ... PHOTOMETRIC DATA.
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ELATION MIDICON-2 Specification Sheet 010417 - ProAudio.com 

MIDICON-2â„¢ is a professional USB powered Midi software compatible controller. An updated design from the original. MIDICONâ„¢ controller, the MIDICON-2â„¢ features tactile spring loaded buttons, (1) master and (8) control 100mm faders, (16) playbac
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Sennheiser-XSW2-Series-Frequency-Sheet 

Channel. Bank 1. Bank 2. Bank 3. Bank 4. Bank 5. Bank 6. Bank 7. Bank 8. XS. WIRELESS 2 **. XS. WIRELESS 1 *. 1. 548.250. 554.400. 560.350. 566.350.
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RotisseRie foR WebeR® Q® 300 seRies - imgix 

Truss meat or poultry with string, if necessary, to make the shape as uniform as possible before putting it on the spit.
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PPE Specification Labeling Specification Surgicel Original NuKnit ... 

Surgicel Original NuKnit Fibrillar SNoW IFU 2081 2082 2083. 389902R03 San Lorenzo - US / ROW. LAB-0012935 | Rev:4. Relea
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318 Series Data Sheet - Aruba Networks 

The hardened Aruba 318 series access point delivers gigabit Wi-Fi performance to 802.11ac mobile devices in harsh, weather-protected environments such as warehouses, industrial freezers or enclosures in extreme environments such as stadiums. It deliv
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VE1120 Series PIR Detector Installation Sheet 

Conexión de doble bucle. CP ..... La boucle double permet de régler les relais d'alarme et ..... Als u de detector aan h
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MDi Series Data Sheet - RAM Audio 

OUTPUT POWER. MDi2-1K4. MDi2-2K7. MDi2-6K. MDi4-2K4. MDi4-6K. MDi4-12K. MDi8-2K7. MDi8-6K. 4 Ohm. 2x 700 W. 2x 1350 W. 2x 3000 W. 4x 610 W.
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Halo RA4 Series instruction sheet - Home Depot 

14 oct. 2013 - Three connection methods shown below. 1. For ground connection from LED module to housing, use provided g
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EV1116 Series PIR Detector Installation Sheet 

... des Melders. Legende Abbildung 7. Element Bedeutung ...... Remarque : l'utilisation de la patte de fixation Ã  pivot n'a pas Ã©tÃ© Ã©valuÃ©e par UL. Le systÃ¨me de ...
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EV1012 Series PIR Detector Installation Sheet 

Installing the detector. Figure 7 legend. Item. Description. (1). Standard connection (factory default). (2). Dual loop
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370 Series Data Sheet - Aruba Networks 

Weatherproof and temperature hardened, Aruba. 370 series access points deliver 802.11ac Wave. 2 Gigabit Wi-Fi to outdoor and environmentally challenging locations. The 370 high-performance and high power series deliver maximum capacity and range. It 
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