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318 Series Data Sheet - Aruba Networks

The hardened Aruba 318 series access point delivers gigabit Wi-Fi performance to 802.11ac mobile devices in harsh, weather-protected environments such as warehouses, industrial freezers or enclosures in extreme environments such as stadiums. It delivers 4x4:4SS MU-MIMO capability,. Aruba's advanced ClientMatch ... 

















 PDF Herunterladen 



 PNG-Bilder






 110KB Größe
 3 Downloads
 345 Ansichten






 Kommentar


























DATA SHEET



ARUBA 318 SERIES ACCESS POINTS 802.11ac Wave 2 for harsh, weather-protected environments



The hardened Aruba 318 series access point delivers gigabit Wi-Fi performance to 802.11ac mobile devices in harsh, weather-protected environments such as warehouses, industrial freezers or enclosures in extreme environments such as stadiums. It delivers 4x4:4SS MU-MIMO capability, Aruba’s advanced ClientMatch and an integrated Bluetooth beacon to enable Aruba location services. With a maximum concurrent data rate of 1,733 Mbps in the 5 GHz band and 300 Mbps in the 2.4 GHz band (for an aggregate peak data rate of 2.0 Gbps), the Aruba 318 APs can quickly add required capacities to your existing or new wireless networks. Hot or cold, dusty and dirty, or baking in an enclosed stadium, the Aruba 318 delivers. With high performance and high density 802.11ac, the Aruba 318 APs support 160 MHz channel bandwidth (VHT160), multi-user MIMO (MU-MIMO) and 4 spatial streams (4SS). Proactive and deterministic, ClientMatch dynamically optimizes Wi-Fi client performance as users roam and RF conditions change. If a mobile device moves away from an AP or RF interference impedes performance, ClientMatch automatically steers it to a better AP. With ClientMatch, clients load web pages faster, deliver video streams with improved quality and support high densities of mobile devices. An 802.11ac network without ClientMatch performs no different than an 802.11n WLAN. The Aruba 318 also has an integrated Bluetooth Aruba Beacon that simplifies the remote management of a network



PHOTO COMING SOON UNIQUE BENEFITS • Dual Radio 802.11ac access point with Multi-User MIMO --Supports up to 1,733 Mbps in the 5 GHz band (with 4SS/VHT80 or 2SS/VHT160 clients) and up to 300 Mbps in the 2.4 GHz band (with 2SS/HT40 clients). • Built-in Bluetooth Low-Energy (BLE) radio --Enables location-based services with BLE-enabled mobile devices receiving signals from multiple Aruba Beacons at the same time. • Advanced Cellular Coexistence (ACC) --Minimizes interference from 3G/4G cellular networks, distributed antenna systems, and commercial small cell/femtocell equipment. • Industrial design for harsh, weather-protected environments --Extends temperature range for indoor environments that lack heating and cooling. --Sealed connector interfaces to lock out dust and moisture. • Connectorized antenna ports support high gain large public venue antennas • Designed for enhanced physical security. • Quality of service for unified communication apps --Supports priority handling and policy enforcement for unified communication apps, including Microsoft Skype for Business with encrypted videoconferencing, voice, chat, and desktop sharing. • Best-in-class RF management --Integrated AirMatch technology manages the 2.4-GHz



of large-scale battery-powered Aruba beacons while also



and 5-GHz radio bands and actively optimizes the RF



providing advanced location, wayfinding, and proximity-



environment including channel width, channel selection



based push notification capabilities. It enables businesses



and transmit power.



to leverage mobility context to develop applications that can deliver an enhanced user experience and increases the value of the wireless network for organizations.



• Spectrum analysis --Capable of part-time or dedicated air monitoring, the spectrum analyzer remotely scans the 2.4-GHz and 5-GHz radio bands to identify sources of RF interference.
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• Wireless mesh --Wireless mesh connections are convenient where Ethernet drops are not available. • Intelligent app visibility and control --AppRF technology leverages deep packet inspection to classify and block, prioritize, or limit bandwidth for



For large installations across multiple sites, the Aruba Activate service significantly reduces deployment time by automating device provisioning, firmware upgrades, and inventory management. With Aruba Activate, Unified APs are factory-shipped to any site and configure themselves when powered up.



thousands of applications in a range of categories. • Aruba Secure Core --Device assurance: Use of Trusted Platform Module (TPM) for secure storage of credentials and keys as well as secure boot. --Integrated wireless intrusion protection offers threat protection and mitigation and eliminates the need for



ARUBA 318 SERIES SPECIFICATIONS • 5 GHz 802.11ac 4x4 MU-MIMO (1,733 Mbps max rate) --Four RP-SMA connectors for external antenna operation • 2.4 GHz 802.11n 2x2 MIMO (300 Mbps max rate) radios --Two RP-SMA connectors for external antenna operation at 2.4 GHz



separate RF sensors and security appliances. --IP reputation and security services identify, classify, and block malicious files, URL and IPs, providing comprehensive protection against advanced online threats. --Encrypted IPsec VPN tunnels securely connect remote users to corporate network resources.



WI-FI RADIO SPECIFICATIONS • AP type: Indoor hardened, dual radio, 5 GHz 802.11ac 4x4 MIMO and 2.4 GHz 802.11n 2x2 MIMO • Software-configurable dual radio supports 5 GHz (Radio 0) and 2.4 GHz (Radio 1) • 5 GHz: Four spatial stream Multi User (MU) MIMO for up to 1,733 Mbps wireless data rate to up to three MU-MIMO



CHOOSE YOUR OPERATING MODE As a unified AP, the Aruba 318 can be deployed with



capable client devices simultaneously • 5 GHz: Four spatial stream Single User (SU) MIMO for up



or without a controller and can be readily switched to



to 1,733 Mbps wireless data rate to individual 4x4 VHT80



accommodate changing network needs.



or 2x2 VHT160 client devices



• Controller mode: When managed by Aruba Mobility Controllers, the Aruba 318 series APs offer centralized configuration, data encryption, policy enforcement and network services, as well as distributed and centralized traffic forwarding or, • Controllerless (Instant) mode: In Aruba Instant mode, a single AP automatically distributes the network configuration to other Instant APs in the WLAN. Simply power-up one Instant AP, configure it over the air, and plug in the other APs – Instant Network. Other functional modes include: • Remote AP (RAP) mode for branch deployments • Air monitor (AM) for wireless IDS, rogue detection and containment • Spectrum analyzer, dedicated or hybrid, for identifying sources of RF interference • Secure enterprise mesh • Hybrid AP serves Wi-Fi clients and provides wireless intrusion protection and spectrum analysis



• 2.4 GHz: Two spatial stream Single User (SU) MIMO for up to 300 Mbps wireless data rate to individual 2x2 HT40 client devices • Support for up to 256 associated client devices per radio, and up to 16 BSSIDs per radio • Supported frequency bands (country-specific restrictions apply): --2.400 to 2.4835 GHz --5.150 to 5.250 GHz --5.250 to 5.350 GHz --5.470 to 5.725 GHz --5.725 to 5.850 GHz • Available channels: Dependent on configured regulatory domain. • Dynamic frequency selection (DFS) maximizes the use of available RF spectrum. • Supported radio technologies: --802.11b: Direct-sequence spread-spectrum (DSSS) --802.11a/g/n/ac: Orthogonal frequency-division multiplexing (OFDM)
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• Supported modulation types: --802.11b: BPSK, QPSK, CCK --802.11a/g/n/ac: BPSK, QPSK, 16-QAM, 64-QAM, 256-QAM • Transmit power: Configurable in increments of 0.5 dBm



WI-FI ANTENNA PORTS • 5 GHz --Four RP-SMA connectors for external antenna operation • 2.4 GHz --Two RP-SMA connectors for external antenna operation



• Maximum (conducted) transmit power (limited by local regulatory requirements): --2.4 GHz band: +22 dBm per chain, +25dBm aggregate (2x2) --5 GHz band: +22 dBm per chain, +28dBm aggregate (4x4) --Note: Conducted transmit power levels exclude antenna gain. For total (EIRP) transmit power, add antenna gain. • Advanced Cellular Coexistence (ACC) minimizes interference from cellular networks. • Maximum ratio combining (MRC) for improved receiver performance. • Cyclic delay/shift diversity (CDD/CSD) for improved downlink RF performance.



OTHER INTERFACES • One 10/100/1000BASE-T Ethernet network interfaces (RJ-45) --Auto-sensing link speed and MDI/MDX --802.3az Energy Efficient Ethernet (EEE) • One 1000BASE-X SFP Port • Bluetooth Low Energy (BLE) radio --Up to 4 dBm transmit power (class 2) and -91 dBm receive sensitivity • Visual indicator (multi-color LED): For system and radio status • Reset button: Factory reset (during device power up) • Micro USB console interface • Kensington security slot



• Short guard interval for 20-MHz, 40-MHz, 80-MHz and 160-MHz channels. • Space-time block coding (STBC) for increased range and improved reception. • Low-density parity check (LDPC) for high-efficiency error correction and increased throughput. • Transmit beam-forming (TxBF) for increased signal reliability and range. • Supported data rates (Mbps): --802.11b: 1, 2, 5.5, 11 --802.11a/g: 6, 9, 12, 18, 24, 36, 48, 54 --802.11n (2.4GHz): 6.5 to 300 (MCS0 to MCS15) --802.11n (5GHz): 6.5 to 600 (MCS0 to MCS31) --802.11ac: 6.5 to 1,733 (MCS0 to MCS9, NSS = 1 to 4 for VHT20/40/80, NSS = 1 to 2 for VHT160) • 802.11n high-throughput (HT) support: HT 20/40 • 802.11ac very high throughput (VHT) support: VHT 20/40/80/160 • 802.11n/ac packet aggregation: A-MPDU, A-MSDU



MOUNTING • Optional mounting kits: --AP-220-MNT-W1 are directly compatible --270 Series outdoor AP mounts (AP-270-MNT-V1, AP-270-MNT-V2, AP-270-MNT-H1, AP-270-MNT-H2) are compatible when the AP-270-MNT-ADP adapter is utilized



MECHANICAL Dimensions/weight (unit, excluding mount accessories): • 15 cm (W) x 22.2 cm (D) x 7.5 cm (H) 6” (W) x 8.5” (L) x 2.5” (H) • 1.225 kg/2.7 lbs



ENVIRONMENTAL • Operating Temperature: --Temperature: -40° C to +60° C (-40° F to +140° F) --Humidity: 5% to 95% non-condensing • Storage and transportation: --Temperature: -40° C to +70° C (-40° F to +158° F)



POWER • Worst-case power consumption from the AP: 23W • Power sources sold separately • Power over Ethernet (PoE+): 802.3at-compliant



• Operating Altitude: 3,000 m • Water and Dust --IP55
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REGULATORY • FCC/ISED • CE Marked • RED Directive 2014/53/EU • EMC Directive 2014/30/EU • Low Voltage Directive 2014/35/EU • UL/IEC/EN 60950 • EN 60601-1-1, EN60601-1-2 For more country-specific regulatory information and approvals, please see your Aruba representative.



REGULATORY MODEL NUMBER • APIN0318



CERTIFICATIONS • CB Scheme Safety, cTUVus • UL2043 plenum rating • Wi-Fi Alliance certified 802.11a/b/g/n • Wi-Fi CERTIFIED™ ac (with Wave 2 features)



WARRANTY • Limited lifetime warranty



MINIMUM OPERATING SYSTEM SOFTWARE • ArubaOS & Aruba InstantOS 8.3.0.0
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RF PERFORMANCE TABLE Maximum transmit power (dBm) per transmit chain



Receiver sensitivity (dBm) per receive chain



1 Mbps



22



-95



2 Mbps



22



-93



5.5 Mbps



22



-90



11 Mbps



22



-88



802.11b 2.4 GHz



802.11g 2.4 GHz and 802.11a 5 GHz 2.4 GHz and 802.11a 5 GHz 6 Mbps



22



-93



54 Mbps



19



-75



MCS0/8



22



-93



MCS7/15



18



-71



MCS0/8



22



-90



MCS7/15



18



-68



MCS0



22



-93



MCS9



16



-68



MCS0



22



-90



MCS9



15



-63



MCS0



22



-87



MCS9



15



-61



MCS0



22



-86



MCS9



15



-57



802.11n HT20 2.4 GHz and 5 GHz



802.11n HT40 2.4 GHz and 5 GHz



802.11ac VHT20 5 GHz



802.11ac VHT40 5 GHz



802.11ac VHT80 5 GHz



802.11ac VHT160 5 GHz



Maximum capability of the hardware provided (excluding antenna gain). Maximum transmit power is limited by local regulatory settings.
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ORDERING INFORMATION Part Number



Description



Aruba 318 Unified Hardened Access Points JZ152A



Aruba AP-318 (RW) 802.11n/ac Dual 2x2:2/4x4:4 Radio 6xRPSMA Connectors Indoor Hardened AP



JZ153A



Aruba AP-318 (US) 802.11n/ac Dual 2x2:2/4x4:4 Radio 6xRPSMA Connectors Indoor Hardened AP



JZ149A



Aruba AP-318 (EG) 802.11n/ac Dual 2x2:2/4x4:4 Radio 6xRPSMA Connectors Indoor Hardened AP



JZ150A



Aruba AP-318 (IL) 802.11n/ac Dual 2x2:2/4x4:4 Radio 6xRPSMA Connectors Indoor Hardened AP



JZ151A



Aruba AP-318 (JP) 802.11n/ac Dual 2x2:2/4x4:4 Radio 6xRPSMA Connectors Indoor Hardened AP



Aruba 318 Unified Hardened Access Points FIPS/TAA JZ157A



Aruba AP-318 (RW) FIPS/TAA 802.11n/ac Dual 2x2:2/4x4:4 Radio 6xRPSMA Connectors Indoor Hardened AP



JZ158A



Aruba AP-318 (US) FIPS/TAA 802.11n/ac Dual 2x2:2/4x4:4 Radio 6xRPSMA Connectors Indoor Hardened AP



JZ154A



Aruba AP-318 (EG) FIPS/TAA 802.11n/ac Dual 2x2:2/4x4:4 Radio 6xRPSMA Connectors Indoor Hardened AP



JZ155A



Aruba AP-318 (IL) FIPS/TAA 802.11n/ac Dual 2x2:2/4x4:4 Radio 6xRPSMA Connectors Indoor Hardened AP



JZ156A



Aruba AP-318 (JP) FIPS/TAA 802.11n/ac Dual 2x2:2/4x4:4 Radio 6xRPSMA Connectors Indoor Hardened AP
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370 Series Data Sheet - Aruba Networks 

Weatherproof and temperature hardened, Aruba. 370 series access points deliver 802.11ac Wave. 2 Gigabit Wi-Fi to outdoor and environmentally challenging locations. The 370 high-performance and high power series deliver maximum capacity and range. It 
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aruba 340 series campus access points - Aruba Networks 

802.11ac access points support up to 160 MHz channel bandwidth (VHT160), and 4 spatial streams (4SS) for both. SU- and MU-MIMO communications. ARUBA 340 SERIES. CAMPUS ACCESS POINTS. Extreme performance 802.11ac Wave 2 APs with dual-5 GHz and multi-g
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aruba 2540 switch series 

ARUBA 2540 SWITCH SERIES. SPECIFICATIONS. Aruba 2540 24G 4SFP+ Switch. (JL354A). Aruba 2540 48G 4SFP+ Switch. (JL355A). I/O ports and slots. 24 RJ-45 .... Generic. EN 55024:2010/CISPR 24. EN 55024:2010/CISPR 24. ESD. IEC 61000-4-2. IEC 61000-4-2. Rad
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aruba 2930f switch series 

and associated memory buffering that best meet the requirements of the network applications. Convergence ... and high availability; simplify network operation by reduce the need for complex protocols like Spanning Tree ... bandwidth usage; is compati










 


[image: alt]





aruba 2530 switch series 

This series of fully managed switches delivers full Layer 2 ... sFlowÂ® (RFC 3176) delivers wire-speed traffic accounting and .... Resiliency and high availability.
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318 

18 jun. 2011 - BOSH.Max. E. SAN MARTIN B. Que, no obstante de la lectura de los precitados artículos, se colige que ésto
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MDi Series Data Sheet - RAM Audio 

OUTPUT POWER. MDi2-1K4. MDi2-2K7. MDi2-6K. MDi4-2K4. MDi4-6K. MDi4-12K. MDi8-2K7. MDi8-6K. 4 Ohm. 2x 700 W. 2x 1350 W. 2x 3000 W. 4x 610 W.
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aruba 5400r zl2 switch series 

PRODUCT OVERVIEW. The Aruba 5400R zl2 Switch Series is an industry-leading mobile campus access solution with HPE Smart Rate multi- gigabit ports for high-speed 802.11ac devices. It delivers enterprise-class resiliency with innovative flexibility and
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Data sheet 

Flame trap: Yes. Intrastate code: 73102990. Images can be different from the original. Technische Ã„nderungen vorbehalten. Subject to technical changes.
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data sheet 

Load capacity of the assembly for sheering strain/ tensile strain: ... Tel.: (+49) 60 81 / 94 19 0 Â· Fax: (+49) 60 81 / 94 19 1000 Â· eMail: [email protected] ...
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Data sheet 

6124945 [email protected] www.weidmuller.it. Jamaika. JM. Bitte kontaktieren Sie. W Interconnections Inc. USA. Jordanien. JO. Trans Jordan for Electro.
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Data sheet 

Subject to modifications without notice. Pepperl+Fuchs Group ... No-load supply current. Io. 30 mA. Temperaturen ... Schutzart. Degree of protection. IP67.
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Datenblatt Data Sheet Datenblatt Data Sheet 

(DE) inkl. Montage im Werk, Länge 15 m. (GB) including assembly in the factory, length 15 m. (FR) incl. Montaje en fábri
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Data sheet 

3RG6233-3AB00-PF. Compact range M18, normally open. Kompaktreihe M18, SchlieÃŸer. Connector M12. Stecker M12. 3RG6233-3AA00-PF. Compact range M18, normally closed. Kompaktreihe M18, Ã–ffner. Connector M12. Stecker M12. Size/Bauform. : cylindrical M18
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Data sheet 

y mm. -x mm. +x mm. 3RG4013-0AG01-PF: 3RG4013-0AF01-PF: blau/blue schwarz/black braun/brown. L -. L +. PNP. NO blau/blue schwarz/black braun/brown.
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data sheet 
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Data Sheet 

trademarks or registered trademarks are the property of their respective owners. When referring to drive capacity, one gigabyte, or GB, equals one billion bytes; ...
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LON - PS - Aruba networks report.indd - EIU Perspectives - The 

performance and the lives of its workers by shaping the employee experience. IT .... It reveals that just under half (48%) are positive in their assessment, with.
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Data Sheet SD530 

... und/oder anderen LÃ¤ndern. Weitere Unternehmens-,. Produkt- und Servicenamen kÃ¶nnen Marken anderer Unternehmen/Hersteller sein. LWD12358-DEDE-00.
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Data Sheet CONCENTRA 

Excelentes tintas heatset para impresión en papeles esmaltados en una amplia gama de prensas con las ventajas propias de
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Dryer Tech Data Sheet 

Le technicien peut utiliser du métal sur les capteurs courts. Le capteur assure une protection contre les contacts. Cert
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safety data sheet 

New Road, Bolton, BL6 5UE. Tel: 01204 668282 Fax: 01204 .... Health & Safety at Work Act 1974 Control of Substances Hazardous to Health. Regulations 2002 ...
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Data Sheet CONCENTRA 

Excelentes tintas heatset para impresión en papeles esmaltados en una amplia gama de prensas con las ventajas propias de
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Data Sheet CONCENTRA® 

Cumple con las especificaciones de color S.W.O.P.. CALSHINE. TACK VISCOSIDAD. YIELD. INTENSIDAD. DE COLOR. Thwing-Albert
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