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Einleitung und Problemstellung



Das Internet ermöglicht den Zugang zu einer Vielzahl von Diensten wie z.B. YouTube, Skype, Cloud Storage oder IPTV. Die vom Benutzer erfahrene Quality of Experience (QoE) oder Dienstgüte ist jedoch oftmals nicht optimal, da die Netze keine Kenntnis über die Dienste haben deren Daten sie transportieren. Daher werden IPTV Pakete, die in Echtzeit ausgeliefert werden müssen, genauso behandelt wie zu einem Dokument-Upload gehörende weniger zeitkritische Pakete, auch wenn eine Priorisierung von IPTV technisch möglich wäre. Werden drahtlose Mesh Netze (WMNs) als Internetzugangsnetze genutzt, ist dieses Problem besonders akut, da Ressourcen knapper sind als in drahtgebundenen Zugangsnetzen. Im Rahmen des BMBF Projektes G-Lab1 entstand daher das Konzept Aquarema (Application and QoE-aware resource management), das ein auf Informationen der Anwendungsschicht reagierendes dynamisches Ressourcenmanagement (RM) für WMNs vorschlägt [1]. Die Software-Suite AquareYoum ist eine konkrete Realisierung dieses Konzepts. AquareYoum vermeidet eine Unterbrechung eines YouTube-Videos, indem es eine solche vorhersagt und in diesem Fall die Verteilung der WMN-Ressourcen gezielt anpasst. Das Video wird flüssig abgespielt und die QoE von YouTube Nutzern in diesem WMN verbessert.
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Aquarema, die Idee hinter AquareYoum



Die Aquarema-Architektur besteht aus vier verschiedenen Komponenten welche in Abbildung 1(a) am Beispiel der später erläuterten AquareYoum Suite dargestellt sind. Zentrale Komponente von Aquarema ist der Mesh Advisor, welcher über die im WMN laufenden Anwendungen und die Verteilung der WMN-Ressourcen informiert ist und benachrichtigt wird, falls sich die QoE einer Anwendung zu verschlechtern droht. Die Information über die Anwendungen werden von Instanzen des Application Monitors, welche auf den Clients laufen, geliefert. Der Application Monitor entdeckt die Existenz einer zu unterstützenden Anwendung und meldet diese an den Mesh Advisor. Weiterhin überwacht er ständig den momentanen Zustand der Anwendung um eine QoE Verschlechterung vorhersagen und gegebenenfalls den Mesh Advisor verständigen zu können. In diesem Fall startet der Mesh Advisor ein geeignetes RM Tool. Um zu entscheiden welche RM Maßnahme von welchem RM Tool gurchgeführt werden soll, wertet der Mesh Advisor ständig Informationen von verschiedenen die Netzresourcen überwachenden Instanzen des Mesh Monitors aus. Aquarema erzeugt eine Win-Win Situation für Nutzer und Netzbetreiber. Der Nutzer erfährt eine bessere QoE, da der Netzbetreiber Anwendungen dediziert unterstützen kann. Der Netzbetreiber wiederum kann einerseits Resourcen effizienter einsetzen und andererseits eine höhere Nutzerzufriedenheit erzielen was wiederum zu einem Wettbewerbsvorteil führt. 1



Diese Arbeit wurde vom BMBF im Rahmen des Projektes G-Lab gefördert (01 BK 0800, G-Lab). © B. Staehle, F. Wamser, M. Hirth, D. Stezenbach, S. Deschner und D. Staehle; licensed under Creative Commons License NC-ND OpenAccess Series in Informatics Schloss Dagstuhl – Leibniz-Zentrum für Informatik, Dagstuhl Publishing, Germany
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AquareYoum



(a) AquareYoum Komponenten und Informationsfluss



(b) YoMo GUI



Abbildung 1 Realisierung von Aquarema durch AquareYoum
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Umsetzung des Aquarema-Konzeptes durch AquareYoum



Der AquareYoum Mesh Advisor ist durch das C++ Tool Dory (Decider over rerouting YouTube) implementiert und läuft auf einem mit dem WMN verbunden Linux-Rechner. Der Java-basierte YouTube Application Monitor YoMo (YouTube Monitor) arbeitet mit einem Firefox-Plugin zusammen um die Menge an vorgepufferter Video Spielzeit β zu berechnen [2]. YoMo visualisiert β für den Nutzer (siehe Abbildung 1(b)) und verständigt Dory, sobald β unter eine kritische Marke fällt, da β = 0 eine Unterbrechung des Videos bedeuten würde. Große WMNs sind meist über mehr als ein Gateway an das Internet angeschlossen, haben jedoch keine Mechanismen, welche eine gleichmäßige Auslastung der Gateways garantieren. Ein an Bandbreitemangel leidender YouTube-Fluss kann also davon profitieren, dass er über ein weniger belastetes Gateway gelenkt wird. Diese innovative RM-Maßnahme wird durch das Python Tool Nigel (New Internet gateway elector) realisiert. Nigel läuft auf dem Access Point des Clients und den Gateways. Sobald YoMo eine drohende Unterbrechung des YouTubeVideos meldet, bestimmt Dory welches Gateway im Moment das am wenigsten belastete ist und weist Nigel gegebenenfalls an, den YouTube-Fluss dorthin umzuziehen. Um Dory in die Lage zu versetzen, im Fall der Fälle das richtige Gateway auszuwählen, bekommt Dory ständig Informationen über die Auslastungen der Gateways von dort laufenden Instanzen des in C++ geschriebenen Mesh Monitors Nemo (Network Monitor). Experimente in einem WMN mit gezielt erzeugtem Störverkehr zeigen dass sich die QoE eines YouTube Nutzers durch eine AquareYoum-Unterstützung deutlich verbessern lässt. Alle AquareYoum Komponenten enstanden im Rahmen von Diplom- oder Bachelorarbeiten und werden ständig weiterentwickelt mit dem Ziel sie unter der GPL zu veröffentlichen. YoMo und das dazugehörige FireFox-Plugin werden bereits unter [3] zur Verfügung gestellt. Literatur 1



2 3



B. Staehle, F. Wamser, R. Pries, D. Staehle, C. Mannweiler, A. Klein, J. Schneider, H. Schotten, Application- and Context-Aware Radio Resource Management for Future Wireless Networks, EuroView2010, Würzburg, August 2010. B. Staehle, M. Hirth, R. Pries, F. Wamser, D. Staehle, YoMo: A YouTube Application Comfort Monitoring Tool, QoEMCS@EuroITV, Tampere, Finland, June 2010. http://www.german-lab.de/go/yomo.



























Empfehlen Sie Dokumente






[image: alt]





High Quality Surface Generation and Efficient ... - Semantic Scholar 

Multiresolution Editing Based on Triangle Meshes. Mario Botsch. Lehrstuhl fÃ¼r Informatik 8, RWTH Aachen [email protected]. 1 Einleitung. Digitale ...










 


[image: alt]





High Quality Surface Generation and Efficient ... - Semantic Scholar 

An intuitive framework for real-time freeform modeling. ACM Trans. on Graphics (Proc. SIGGRAPH), 23(3):630â€“634, 2004. [BK04b] M. Botsch und L. Kobbelt.










 


[image: alt]





Analysis and Applications of Evolutionary ... - Semantic Scholar 

doctor of sciences presented by. MARCO LAUMANNS. Dipl.-Inform., University of Dortmund, Germany born September 30, 1973 citizen of Germany accepted on ...










 


[image: alt]





Quality assessment of coupled civil engineering ... - Semantic Scholar 

Article history: Available online 7 September 2011. Keywords: Data exchange. Quality assessment. Uncertainty. Coupling. BIM. Data mapping. a b s t r a c t.










 


[image: alt]





Application Requirements Engineering in der ... - Semantic Scholar 

Trade-Off. Entscheidungen. Produktspezifikation. 1. der Anforderungen hat, die nicht von der Produktlinie erfÃ¼llt werden kÃ¶nnen. Ein ARE-Prozess muss alle drei.










 


[image: alt]





Parallel Application Signature for Performance ... - Semantic Scholar 

In production clusters, where throughput and efficiency of use are fundamental, it is important to be able to predict wh










 


[image: alt]





Enterprise Application Integration als Enabler ... - Semantic Scholar 

zentrales Servicemanagement, dass Funktionen wie Service-Life-Cycle, Service- verteilung und die ... Unternehmen greifen das Thema der ... Markus, M., Robey, D.: Information technology and organizational change: Causal structure in ...










 


[image: alt]





Application of Information Retrieval Techniques to ... - Semantic Scholar 

creases with the filtered set size, and preci- sion decreases (by definition). We find that the maximum f-score value ha










 


[image: alt]





and Usability Engineering - Semantic Scholar 

... A. (2002b), User-Centered Interface Design for disabled and elderly people: ... Holzinger, A. & Ebner, M. (2005), Visualization, Animation and Simulation for ...










 


[image: alt]





open and closed - Semantic Scholar 

sailing in the Adriatic Sea, skiing in the French Alps, reggae festivals, strange hip hop clubs and so on, this process










 


[image: alt]





anp and urodilatin - Semantic Scholar 

27.10.2006 - 3Center of Pharmacology and Toxicology, Medical School, University of Hannover, .... pable to drastically reduce the activity of the high-ca-.










 


[image: alt]





Effects of social exclusion on emotions and ... - Semantic Scholar 

which may underlie the deficits in repairing broken cooperation. (King-Casas et al., 2008). There is recent evidence of an altered OT regulation in MDD: Salivary ...










 


[image: alt]





The Interlingual Identification of Spanish and ... - Semantic Scholar 

be successful in producing lEI in phonetic contexts in which the [e] allophone of Spanish lei would be expected, for,exa










 


[image: alt]





Security and Privacy Challenges in the Internet of ... - Semantic Scholar 

06.03.2009 - currently the most popular with large number of deployments. â†’ looking at security and privacy only from the RFID perspective is wrong! âˆ©.










 


[image: alt]





Detection and Characterization of Defects in ... - Semantic Scholar 

21.12.2015 - of frequency presents a minimum due to the blind frequency (zero ...... The presented results were achieved within a research project titled ...










 


[image: alt]





A survey of adverse events at acupuncture and ... - Semantic Scholar 

and deep partial thickness (second degree) (6.1%) (Fig. 2-C). Of the causes of suppuration of the moxibustion point, pat










 


[image: alt]





Design and Implementation of a Context-based ... - Semantic Scholar 

09.11.2012 - Students exhibit legal and ethical behaviors when using information and technology and ..... Springer Boston, USA, 67â€“77. [10] Diethelm, I.










 


[image: alt]





A Bibliography of Publications by, and about, Max ... - Semantic Scholar 

02.03.2016 - David [Ber04]. death [Bor59b]. Debate. [BKCK58]. ..... Non-Localizable [Bor50c]. Nonlinear [Bor38e]. nostro [Bor61b]. Note. [Ano67, Dem03 ...










 


[image: alt]





New Measures of Mental State and Behavior ... - Semantic Scholar 

City Campus, 1400 Medical Campus Drive, Traverse City,. MI 49684, USA e-mail: ..... Summit 2012. https://docs.google.com










 


[image: alt]





The Temporal Structure of Intentionality and Its ... - Semantic Scholar 

29.03.2007 - Psychiatric Department, University of Heidelberg, Heidelberg , ... +49 6221 564 422, E-Mail [email protected] ..... Frankfurt am Main, Suhrkamp, 1981. ... 22 Andreasen NC, Paradiso S, O'Leary DS:.










 


[image: alt]





1. Logic and Foundations of Mathematics in ... - Semantic Scholar 

outset, place the concept of proposition in the center of all our in- ..... the arithmetical formulas to the business of the foundations of arithmetic. It is this point of ...










 


[image: alt]





WikiWho: Precise and Efficient Attribution of ... - Semantic Scholar 

[email protected]. Maribel Acosta. Institute AIFB. Karlsruhe Institute of Technology, Germany [email protected]. ABSTRACT. Revisioned text content is ...










 


[image: alt]





The isolation of America: The ideological and ... - Semantic Scholar 

por escusar las prisiones, los gastos, pleitos y afrentes, y ver deste yugo essentas de tantas obligaciones nuestras fam










 


[image: alt]





Fully automatic segmentation and evaluation of ... - Semantic Scholar 

Thereafter the model is broken apart into three smaller models consisting of two vertebrae each. The segmentation information of the previous step is taken as ...










 











Copyright © 2024 P.PDFDOKUMENT.COM. Alle Rechte vorbehalten.

Über uns |
Datenschutz-Bestimmungen |
Geschäftsbedingungen |
Hilfe |
Copyright |
Kontaktiere uns










×
Anmelden






Email




Password







 Erinnere dich an mich

Passwort vergessen?




Anmelden














