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AUROÂ® BEAM 200 DC

The luminaire's colour wheel offers a selection of 14 dichroic filters including CTO ... 13-channel, 16-channel. DMX Functions. Dimmer, Frost, Gobo wheel, PAN ... 
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AURO® BEAM 200 DC



BEAM MOVING HEAD WITH OSRAM SIRIUS 132 W DISCHARGE LAMP



DESCRIPTION The Cameo AURO® BEAM 200 DC is a super fast Beam Moving Head with extremely narrow 3° beam, motorized focus and 16-Bit 3-phase motors providing 630° pan and 235° tilt. Equipped with a powerful 7,800 K Osram Sirius HRI 132 W discharge lamp, it generates a huge illuminance of 480,000 lx at 5 m distance. The luminaire‘s colour wheel offers a selection of 14 dichroic filters including CTO plus white. In addition to 14 gobos, the AURO® BEAM 200 DC features 8-facet circular and 5-facet linear prisms which are rotatable and overlapping to create stunning effects. It includes dimming and strobe functions, automatedprogramsforstandaloneoperationandatemperature-controlled low-noise fan. The AURO® BEAM 200 DC supports the RDM protocol and sports a battery-powered full colour menu display for convenient offline configuration. Neutrik 3-pin and 5-pin DMX and powerCON input and output connectors enable easy daisy chaining. The Beam Moving Head comes with 2 Omega brackets and power cord.



FEATURES P Beam Moving Head with 480.000 lx illuminance @ 5 m P Super narrow 3° beam P Motorized focus P 14 dichroic colours including CTO + open P 14 sharp-edged gobos + open P Rotatable 8-facet circular prism P Rotatable 5-facet linear prism P Prism overlapping P RDM enabled P Super fast 16-bit 3-phase pan/tilt motors P Battery powered display for offline configuration P Neutrik 3-pin & 5-pin DMX inputs and outputs P Neutrik powerCON input and output P Comes with Osram Sirius HRI 132W lamp, 2 omega brackets and power cord
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AURO® BEAM 200 DC



BEAM MOVING HEAD WITH OSRAM SIRIUS 132 W DISCHARGE LAMP



SPECIFICATIONS



PHOTOMETRICAL DATA



Product type



Moving Lights



Type



LED Moving Heads, Discharge Moving Heads



Lamp Type



Osram Sirius HRI 132 W



Colour temperature



7800 K



Dispersion



3°



Number of gobos



14



DMX input



XLR 3-pin male, XLR 5-pin male



DMX output



XLR 3-pin female, XLR 5-pin female



DMX mode



13-channel, 16-channel



DMX Functions



Dimmer, Frost, Gobo wheel, PAN FINE, Pan/Tilt Macros, Pan/Tilt Speed, Prism Circle, Prism Linear, strobe, TILT, TILT FINE, auto programs, Colour wheel, Device Settings, Focus, PAN



PAN movement



540° - 630°



TILT movement



270°



High Speed Strobe



> 13 Hz



Standalone modes



Auto Mode, Device Settings, Static



Controls



Value Down, Value Up, Enter, mode



Indicators



LC display



Operating voltage



100 V AC - 240 V AC, 50 - 60 Hz



Power consumption



270 W



Power connector



Neutrik powerCON IN / OUT



Housing material



ABS plastic, metal



Chromaticity coordinates



Cabinet colour



Black



xy 0.288



Cooling



temperature-controlled fan



Illuminance



355000lx @ 5m / 177500lx @ 10m, 480.000 lx @ 5 m



Luminous flux



400 lm



Width



300 mm



Height



420 mm



Depth



225 mm



Weight



12 kg



Accessories (included)



power supply, 2 x Omega Clamp, Osram Sirius HRI 132 W Lamp



Distance (m)



13



51



02



0



CRI 61 CCT 7800 K CCT 9200 K (lamp only)



3.0˚



Beam angle (1/2 peak): 3.0˚



Illuminance (full on) [lux] Beam width (1/2 peak) [cm]



12M 1.3M 480k 5 16 27



120k 54



30k 107



Wavelength [nm]



All LEDs on



UV



400



All LEDs on



500



4000 lm



600



700



0.448



IR



204,1mm [8,03in]



301,2mm [11,86in]



148,1mm [5,83in]



302,1mm [11,89in]



99,2mm [3,90in]



91,5mm [3,60in]



226,9mm [8,93in]



250,7mm [9,87in]



428,9mm [16,88in]



232,1mm [9,14in]
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AUROÂ® BEAM 200 DC 

Colour wheel with 13 brilliant colours + white and split colours. ... The DMX mode (DMX 13ch, DMX 16ch) is shown in the top line of the display and the ..... The Adam Hall 3 STAR, 4 STAR, and 5 STAR product ranges include an extensive ...
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auro beam 150 dmx control table 

Auto Mode Lighting Pattern Speed (slow to fast) / Sensitivity ... (0) 6081 / 94 19-0 Â· Fax +49 (0) 6081 / 94 19-1000 Â· www.adamhall.com. 19-CH Mode. CH1. Mechanic ... 255. Sound Mode (Colour change). CH15. Lighting Auto. Programs. 000.
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IL41 Beam - Ventor Internacional 

Page 1. IL41 BEAM. I n t e r i o r e s. Page 2. Voltaje de alimentación: Tecnología de luz: Número de led s: Fuente: Ópt










 


[image: alt]





AURO SPOT 400 AWS 

FR Vous avez fait le bon choix! Cet appareil a été développé et fabriqué en appliquant des exigences de qualité très éle
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AURO MATRIX 500 

Dust and other debris inside the unit may cause damage. The unit ...... OFF. = no blackout during head movement. Test. = Function test. ON. = step-by-step ...
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LIFT Beam - BlueKit 

beim Einsatz in engen AufzugsschÃ¤chten angepasst, eignet sich der LIFT ... dem LIFT BEAM gibt es keine Zukunft fÃ¼r Rauchmeldesysteme wie Rau-.
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AURO SPOT 300 - AWS 

Prima di collegare il dispositivo alla presa, controllare innanzitutto se la tensione e la frequenza della rete elettrica coincidono con i valori indicati sul dispositivo stesso. Nel caso di dispositivo munito di selettore di tensione, collegarlo all
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auro spot 400 insert 

Adam Hall Ã¼bernimmt keine GewÃ¤hr oder Haftung fÃ¼r die Richtigkeit, Genauigkeit und VollstÃ¤ndigkeit dieser Zeichnung I Adam Hall accepts no responsibility for ...
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AURO BAR 100 

Do not expose this equipment to flammable materials, fluids or gases. 12. ... The unit should be regularly serviced or cleaned (no guarantee) depending on ambient conditions (dust ... Stellen Sie keine mit FlÃ¼ssigkeit gefÃ¼llten BehÃ¤ltnisse wie.
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200 

Temporal para el trabajo de la señora Edith Alina MEZA MAITA, y el Informe N° 102-2018-. EIE-OARH-OGGRH/MINSA, emitido p
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200 

J. TRUJILLO B. Que, así mismo ... Artículo 10,- CONCEDER, Licencia por Enfermedad, con eficacia anticipada, a la señora
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Contatti ausiliari DC DC auxiliary contacts Hilfsschalter DC Contacts ... 

Contatti ausiliari DC. DC auxiliary contacts. Hilfsschalter DC. Contacts auxiliaires DC. Contactos auxiliares DC. DOC. N.Â° 1SDH000724R0001. -. L3992. Emax.
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BBR Thermoelectric Bending-Beam Rheometer 

Corporativo Torre Titanium: 1er Retorno Osa Menor No.2 Col. Reserva Territorial Atlixcayotl Piso. 4 Oficina 404, Teléfon
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DC ... - Elektronikpraxis 

PAGE 6. RAILWAY CONVERTERS. TEQ 40WIR Series. NEW dual output models 40 Watt in chassis mount package www.tracopower.com/overview/teq40wir.
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DNIIDERN dc 

Ministry of Environment - MINAM. Av. Amador Merino Reyna No. 267, 5th floor. San Isidro. Re.: Assistance Agreement betwe
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PROLINE® DC 

46 08683 61 00 www.schroff.se. France. Schroff Sas. Z.I., 4 rue du Marais. 67660 Betschdorf. 33 03 88 90 64 90 www.schro
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dc dc converter circuit 20v 30v adjustable schematic tl497 dc dc dbid 12m1 
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AURO SPOT - Huss Licht & Ton 

If the equipment has a voltage selection switch, connect the equipment to the ...... EN Note: The microphone for music control mode is located under the base of the spot. ... You will find tables with the channels of the different DMX modes in this .
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Handy-leicht-gemacht ! AURO 6321 

Optionen (Ãœberschrift), Erledigt wird markiert. AbwÃ¤rts-Taste .... Schreiben (Ãœberschrift), Eingabemaske fÃ¼r den Nachrichtentext (SMS) erscheint. Achtung: Bei ...










 


[image: alt]





Handy-leicht-gemacht ! AURO 6321 

T-Mobile, Vodafone, E-Plus und O2. ISBN 978-3-86350-269-0. Essen ... mit Symbolen erscheint ganz kurz. Datum im US-Format und die Uhrzeit (Ãœberschrift),.
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tyc_Padre DC 

hace 4 días - Cada US $100 dólares de consumo en especialidades o categorías participantes es una oportunidad de ganar.
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Cascade® DC 

9 oct. 2018 - de las acilureas o benzoylureas, que ejerce su acción interfiriendo la ... y nunca en el mismo lugar donde
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Clax® 200 

Líquido transparente. pH. 6.6 (Concentrado). Aroma. Disolvente. Vida útil. 2 años. Artículos disponibles. Código del pro
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Clax® 200 

1 cubeta x 15 galones / 56.8 L. Dosificación automática. 95677889. 1 cubeta x 5 galones / 18.9 L. Dosificación automátic
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