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Automation technology

zinc diecasting, nickel plated. Cable data. Contacts 5: cable outlet: 4â€“6 mm, Male cable connector, shieldable, screw termination, version with shielding ring, ... 
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Product sheet



Automation technology Area



Male cable connector, shieldable, screw termination, version with shielding ring, with Diecasted Zinc Thread Ring M12 connectors A-Coding serie 713



Pole



5



Article number



99 1437 814 05



illustration



scale drawing



Attenuation characteristic



You can find the item description and assembly instruction on the next page.
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Product



Contact Arrangement



Technical data Common values



Material



Connector Design



Male cable connector



Connector locking system



Screw



Termination



screw



Wire gauge (mm)



0,75 mm²



Wire gauge (AWG)



18



Cable outlet



4 - 6 mm



Upper temperature



+85 °C



Lower temperature



-40 °C



Electrical values Rated voltage



125 V



Rated impulse voltage



1500 V



Pollution degree



3



Overvoltage category



II



Material group



II



Rated current (40°C)



4A



Volume resistivity



≤ 3 mΩ



Degree of protection



IP 67



Mechanical operation



>100 mating cycles



Material of contact



CuZn (brass)



Contact plating



Au (gold)



Material of contact body



PA



Material of housing



zinc diecasting, nickel plated



Cable data



Contacts 5: cable outlet: 4–6 mm, Male cable connector, shieldable, screw termination, version with shielding ring, with Diecasted Zinc Thread Ring



Normen und Prüfbedingungen siehe Binder Katalog Seite T1-16 oder unter www.binder-connector.de
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Product



Item description



Installation instructions / Mounting cutout



Normen und Prüfbedingungen siehe Binder Katalog Seite T1-16 oder unter www.binder-connector.de
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Automation technology 

Automation technology. Date: 2014-07-20 - Page 1 of 2. Product. Male cable connector shieldable, with wire clamp connection, iris type spring, with Diecasted.
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Automation technology 

Automation technology. Date: 2014-07-20 - Page 1 of 1. Product. Male receptacle, combi version. Pole. 3+LED red. Area. M8 connectors serie 768/718.
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Automation technology 

Automation technology. Date: 2014-07-20 - Page 1 of 2. Product. Flange plug connector, M16, with shielded PUR cable. Pole. 8. Area. M12 connectors A-Coding serie 713/763. Article number. 70 3481 785 08 illustration scale drawing. Contact Arrangement.
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Automation technology 

insulation single lead. PVC single lead structure. 14 x 0,16 cable sheath Ã˜. 5 conductor resistance. 79,9Î©/Km temperature range cable movable c from -5.
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Automation technology 

20.07.2014 - M12 connectors A-Coding serie 713 POWER. Article number. 99 0436 19 05. Deratingkurven illustration scale drawing. Contact Arrangement.
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Automation technology 

20.07.2014 - Male angled connector, plastic locking system, screw termination. Pole. 5. Area. M12 connectors A-Coding serie 713. Article number. 99 0437 ...
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Automation technology. Date: 2014-07-20 - Page 1 of 2. Product. Female panel mount connector, front fastened, dip solder, with shielding sheet. Pole. 5. Area.
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Automation technology 

20.07.2014 - Female socket, plastic housing, front fastened, dip solder. Pole. 5. Area. M12 connectors A-Coding serie 713/763. Article number. 09 0434 487 ...
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Automation technology. Date: 2014-07-20 - Page 1 of 2. Product. Flanschstecker, Power, Schraubklemmanschluss. Pole. 5. Area. M12 connectors A-Coding.
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Automation technology 

20.07.2014 - Flanschdose, POWER, mit Litzen AWG 18, PG 9. Pole. 4. Area. M12 connectors A-Coding serie 713/763 POWER. Article number. 09 3432 433 ...
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Automation technology 

20.07.2014 - cables: Ã˜ 2,1 â€“ 3 mm or Ã˜ 4 â€“ 5 mm. Normen und PrÃ¼fbedingungen siehe Binder Katalog Seite T1-16 oder unter www.binder-connector.de.
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Automation technology 

20.07.2014 - Product. Male socket, fixing thread, PG 13,5, M20 x 1,5. Pole. 5. Area. M12 connectors A-Coding serie 713/763. Article number. 09 0449 87 05.
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Automation technology 

Male receptacle with sealing lips, dip solder. Pole. 5. Area. M12 connectors A-Coding serie 713. Article number. 09 0433 216 05 illustration scale drawing.
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Automation technology 

20.07.2014 - Technical data. Common values. Connector ... PA. Cable data. Contacts 5: cable outlet: 6-8 mm, Female cable connector, stainless steel ...
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Automation technology. Date: 2014-07-20 - Page 1 of 2. Product. Female socket, front fastened, dip solder, with shielding sheet. Pole. 8. Area. M12 connectors ...










 


[image: alt]





Automation technology 

Automation technology. Date: 2014-07-20 - Page 1 of 2. Product. Female cable connector, stainless steel locking system, screw termination, contact surface gold ...
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Automation technology 

Male receptacle for M8 tube. Pole. 3. Area. M8 connectors ... Au (gold). Material of contact body. PA (UL 94 HB). Material of housing. CUZn (brass nickel plated).
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Automation technology 

Male cable duo connector, plastic locking system, screw termination. Pole. 5. Area. M12 connectors A-Coding serie 713 ... Electrical values. Rated voltage.
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Automation technology 

20.07.2014 - Area. M8 connectors serie 768/718. Article number. 09 3421 00 04 illustration scale drawing. Contact Arrangement. You can find the assembly ...
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Automation technology 

50 mating cycles. Material. Material of contact. CuZn (brass). Contact plating. CuSnZn (Optalloy). Material of contact body. PA. Material of housing. PBT.
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Automation technology 

Connector Design. Male socket. Connector locking system. Screw ... Contacts 4: Male socket, solder, M16 x 1,5. Normen und PrÃ¼fbedingungen siehe Binder ...
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Automation technology. Date: 2014-07-20 - Page 1 of 2. Product. Male socket, front fastened, dip solder. Pole. 6. Area. M8 connectors serie 768/718.










 


[image: alt]





Automation technology 

99 0381 500 08 illustration ... M20 x 1,5. Normen und PrÃ¼fbedingungen siehe Binder Katalog Seite T1-16 oder unter www.binder-connector.de. 99 0381 500 08 ...
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Material. Material of contact body. PA. Material of housing zinc diecasting, nickel plated. Cable data. Polzahl 4: Flanschdose, POWER, mit Litzen. AWG 18, PG 9.
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