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Auxiliary Relay



Type CV2



ABB – a global technology leader



ABB is a global leader in Power and Automation technologies that enable utility and industry customers to improve performance while lowering environmental impact. The ABB Group of companies operates in around 100 countries and employs over 1,07,000 people. In India, ABB serves customers with the complete range of power and automation technologies. The company has a vast installed base, extensive manufacturing facilities and a countrywide marketing and service presence. As a part of its Power Technologies offering, ABB serves electric, gas and water utilities as well as industrial and commercial customers with a wide range of products, systems and services for power generation, transmission and distribution. ABB’s system offering ranges from Electrical Balance of Plant (EBOP) for power plants, bulk power transmission, turnkey substations and complete electrification to utility automation and power distribution.
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The product offering covers a wide spectrum of technologies across the entire voltage range including indoor and outdoor circuit breakers, air and gas insulated switchgear, disconnectors, capacitor banks, reactive power compensators, power transformers, distribution transformers, instrument transformers, Compact Secondary Substations (CSS) and Ring Main Units (RMU).



Advantage ABB



 120 years of technology and innovation  Unparalleled domain competence  Global experience  Complete solution capabilities  Large installed base  Environment-friendly technologies



ABB



Auxiliary Relay Design & Principle



Features 



Small size







High degree of reliability, even when it has been idle for a long time







Mechanical operation indicator







High contact rating







2 or 4 contacts with double interruption







Three mounting variants







Wide range of voltage and low power consumption



Application The indicating relay type CV2 is intended for use in control and protective systems in industrial plants and power stations, where it is mainly used in conjunction with electronic control systems, particularly where a visual indication of a given function is required.



The indicating relay type CV2 is an instantaneous hinged-armature relay with two contacts. These may be either two normally open contacts, or one normally open and one normally closed. (Two normally closed contacts cannot be supplied.) The magnetic system comprises the fixed core and the hinged-armature which actuates the contacts. When the coil is de-energised, the armature is reset to its original position by a spring. When the relay picks up, an indicating knob pops out. When the relay is in its normal state, prior to pick-up the knob is black, but when it picks up, there appears an orange ring. The indicator can be reset simply by pressing the knob back in. Separate relays can be supplied without hood for incorporation in other equipment. For pairs of relays various modes of mounting are possible as shown below.



Type designation of auxiliary relays: CV2



Basic auxiliary relay for AC Voltage for DC Voltage with single element without protective cover with single element mounted on sheet-metal base with double element mounted on sheet-metal base with single element mounted on plug-in base with double element mounted on plug-in base with single element mounted in1/2‘S’ size, flush mounting case with double element mounted in 1/2‘S’ size, flush mounting case



A D H RM M RN N J 2J Available types:



CV2AJ, CV2A2J,



CV2DJ CV2D2J



CV2DRM, CV2DM,



CV2DRN, CV2DN



CV2DH,



Technical data Rated voltage (UN)



24,30, 48, 110,220, 250 DC 24,30,48,110,240 AC (with Rectifier) available only in ‘1/2S’ size mounting case



Operating range



+ 10% to - 20% of UN



Frequency



50 Hz +/-5%



Pick-up voltage (%UN)



< 75%



Drop-off voltage (%UN)



>15%



Pick-up time at UN (typical)



20-35ms



Maximum power consumption



DC 3W AC 2.5 VA



Insulation tests Dielectric test Impulse voltage test Insulation resistance Mechanical life Switching rate



2kV, 50Hz, 1min. as per IEC 60255-5 5kV, 1.2/50micro sec. 0.5J., as per IEC 60255-5 >100 M ohms at 500V dc. as per IEC 60255-5 1x 106 switching operations. as per IEC60255-6 Up to 1000 operations per hour at full breaking current, or 3600 times per hour with reduced breaking current



Contacts Rated voltage



250V DC/AC



Rated current



10 A



Max. making current



30 A



Max. Breaking capacities Voltage Contacts DC resistive load DC inductive. L/R =15ms AC 50Hz resistive AC 50Hz inductive



24-60 V 2 in Series 16A 20A 7.5A 10A 20A 20A 1



110V 2 in Series 8A 15A 3A 10A 20A 20A 1



125 V 2 in Series 6A 15A 2.5A 8A 20A 20A 1



220V 1 1.1A 0.8A 20A 20A



2 in Series 6A 3.5A -



(Cosf =0.3)



Environment tests Dry heat test Dry cold test Damp heat cyclic test



IEC 60068-2-2 +55oC and +70oC IEC 60068-2-1 -10oC and -25oC IEC 60068-2-30 12hrs+12hrs cycle at+55oC/+25oC with RH98% for 6 days



Storage test



IEC 60068-2-8 +70oC for 72 hrs and -25oC for 72 hrs.



Vibrations test Vibration response Endurance test



IEC 60255-21-1 Class-1 10-150Hz, 0.5g, 3 axis IEC 60255-21-1 Class-1 10-150Hz, 1.0g, 3 axis



Electromagnetic compatibility requirements High frequency disturbance test



Weight Type ....N : 0.69 kg. approx. Type ....M : 0.68 kg. approx. Type ....2J : 0.85 kg. approx.



Ordering details Relay type Auxiliary Voltage Contacts configuration



IEC 60255-22-1 1MHz 2.5kV common mode, and 1kV differential mode



Connection diagram and contact configuration



Fig.1 Relay with one element on plug-in base, on sheet-metal base or in 1/2 ‘S’ case mounting.



Fig.2- Relay with two elements on plug-in base, on sheet-metal base or in 1/2‘S’ case mounting.



Fig.3- Relay for ac voltage with one element in 1/2‘S’ case mounting.



Fig.4- Relay for ac voltage with two elements in 1/2‘S’ case mounting.



Dimensions



Fig. 5- Plug-in base mounting



Fig.6- 1/2‘S’ case mounting.



Legend Aa : Terminals Db : Mounting hole E01 : Cut-out for rear wiring. * : Space for removing hood. Ls : Operation signal Ob : Fixing screw Fig. 7- Sheet-metal base mounting.



Ordering details Refer type designation for selection and mark () appropriate boxes



Qty............... Qty............... Qty...............



Item no.............. Item no.............. Item no..............



Type :



CV2DRM CV2DM CV2DH



Aux Voltage :



24VDC 30VDC 48VDC 110VDC 220VDC 250VDC



Type :



CV2DRN CV2DN



Qty............... Qty...............



Item no.............. Item no..............



Aux Voltage :



24VDC 30VDC 48VDC 110VDC 220VDC



Contacts



2N/O + 0N/C 1N/O + 1N/C 4N/O + 0N/C 2N/O + 2N/C 3N/O + 1N/C



Type :



CV2DJ CV2AJ CV2D2J CV2A2J



Qty............... Qty............... Qty............... Qty...............



Item no.............. Item no.............. Item no.............. Item no..............



Aux Voltage :



24VDC 30VDC 48VDC 110VDC 220VDC 250VDC 24VAC 30VAC 48VAC 110VAC 240VAC



Contacts



2N/O + 0N/C 1N/O + 1N/C 4N/O + 0N/C 2N/O + 2N/C 3N/O + 1N/C



Contacts



2N/O + 0N/C 1N/O + 1N/C 4N/O + 0N/C 2N/O + 2N/C 3N/O + 1N/C



1MDB08201 -YN 08-



ABB Limited Distribution Automation Maneja, Vadodara 390 013, India. Tel: +91 265 2604384/5/6 +91 265 2604397 Fax:+91 265 2638922 E-mail: [email protected]



Regional Marketing Offices: North No.14, Mathura Road P.O. Amar Nagar Faridabad 121 003 Tel: +91 129 2275592, 2279627, 5049000 Fax: +91 129 2279692/5019



East



www.abb.co.in



4th Floor No. 9 Elgin Road Kolkata 700 020 Tel: +91 33 22832906/8 Fax: +91 33 22832990



West ABB House Dr. S B Path Ballard Estate Mumbai 400 038 Tel: +91 22 56318231 – 39 Fax: +91 22 56318276/77



Central 4th & 5th Floor, Maruti Heights Aamanaka, G E Road, Raipur 492 099 Tel: +91 771 4701016



South Embassy Star, 1st Floor No. 8, Palace Road Vasanth Nagar Bangalore 560 052 Tel: +91 80 22949779 Fax: +91 80 22949808 Century Plaza No. 3C, 3D & 3F, 3rd Floor 561 / 562, Anna Salai Teynampet (Mount Road) Chennai 600 018 Tel: +91 44 24340201 Fax: +91 44 24340282 
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Trip circuit supervision relay - ABB Group 

with the same magnitude (AC or DC). Should a fault occur in the auxiliary voltage supply, the LED does not glow and the
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Type KD-10 and KD-11Compensator Distance Relay - ABB Group 

setting is determined by the sum of per unit values between the R and L lead. ... erating torque as determined by the ph
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SPAU 121 C Overvoltage and undervoltage relay - ABB Group 

faster the higher the voltage deviation is. At inverse time characteristic the relay generates an alarm signal when the voltage exceeds or falls below the set start ...
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Type KD-3 Single Phase Impedence Type Relay - ABB Group 

settings and electrical connections. APPLICATION. The KD-3 relay (Figure l) is a single phase impedance type relay conne
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Hazardous Location ABB - ABB Group 

Release. 13.08.08. Zeiger. 21.03.06. 1.00. -----. Non â€“ Hazardous Location. Hazardous Location. < 250 V. Barrier. Galvanic Isolator. â€œ 2 wire hookupâ€�. 1. 2. 3. 4. 5.










 


[image: alt]





Robuste Produktion - ABB Group 

ZustandsÃ¼berwachung von Betriebs-. Die erfassten Daten ..... erheblich zur Steigerung der ProduktivitÃ¤t und Betriebs- sicherheit bei. ...... Redaktioneller Berater.
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Pressemitteilung - ABB Group 

09.09.2014 - Aktie (EPS) um 10-15 Prozent sowie eine attraktive .... www.abb.com/news sowie auf der Homepage von ABB Investor Relations unter ...
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1 ... - ABB Group 

If you have already installed the ABB Automation Builder 1.0 or newer, you can perform ..... system library AY1LB functi
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rs_case study_foxconn_en.indd - ABB Group 

ming path and reduce cycle time in RobotStudio before starting production. This has changed our workflow and improved our productivity. Pro- duction time has ...
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Transformer challenges - ABB Group 

history and diagnostic measurements and evaluation. 1. Transformer screening .... short-circuit strength than the older ones no clear time dependence in the.
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Pressemitteilung - ABB Group 

23.07.2014 - Jetzt liefern wir Ergebnisseâ€œ, sagte ..... Der unverwÃ¤sserte Gewinn je Aktie lag im zweiten Quartal bei USD 0,28 gegenÃ¼ber ..... Verkauf von.
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FM Approvals - ABB Group 

Group AB: Uo (Voc) = 6.5V, Io (lsc) = 25.0mA, P0 = 38mW, Co (Ca) = 1.55pF, Lo (La) = 5mH. Group CD: U0 (Voc) = 6.5V, lo (lsc) = 25.0mA, P0 = 38mW, Co (Ca) ...
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Application manual - ABB Group 

The data, examples and diagrams in this manual are included solely for the concept or product description and are not to be deemed as a statement of guaranteed properties. All persons responsible for applying the equipment addressed in this manual mu
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SACE Isomax S ABB SACE - ABB Group 

the one included in the motor operator KIT. Anmerkungen ... the connector with the one contained in the oper- ating mechanism .... cated way. Fix by means of ...
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Elektrisches Bremsen - ABB Group 

Der Strom ist die primÃ¤re Komponente, die die Kosten bei Niederspannungs- ...... DPF: Grundschwingungs-Verschiebungsfaktor definiert als CosÏ†1, wobei Ï†1 ...
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Producción estable - ABB Group 

Para reducir la separación entre arrancadores suaves y acciona- mientos, ABB ha equipado el. PSTX con muchas de las cara
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Pressemitteilung - ABB Group 

17.06.2013 - Page 1 ... Konzernleitungsmitglied fÃ¼r die Division Industrieautomation und Antriebe, einstimmig zum neuen CEO ernannt. Er wird die Nachfolge von Joe Hogan im Rahmen eines ... Spiesshofer initiierte in seiner Division eine fokussierte E
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instruction manual - ABB Group 

option up to 250oF. ..... Note C: Cam operated microswitch option for TZIDC cannot be used in hazardous areas that ... when the cylinder is put into operation.
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Transformadores secos ABB Zaragoza - ABB Group 

Muy apto para zonas húmedas y/o contaminadas. ▫ No existe ... Mejor resistencia a efectos térmicos y dinámicos de ... ba
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SACE Isomax S ABB SACE - ABB Group 

b) Targa dello schema elettrico (applicata sul fianco dell'interruttore) c) Targa delle caratteristiche d) Targa degli s
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Pressemitteilung - ABB Group 

09.09.2014 - Beteiligung der AktionÃ¤re an starker Cash-Generierung durch AktienrÃ¼ckkauf in .... Dividende, wertschÃ¶pfende Akquisitionen und zusÃ¤tzliche ...
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modular systems - ABB Group 

[PDF]modular systems - ABB Grouphttps://abblibrary.s3.amazonaws.com/.../9AKK106103A5750%20v2%20-%20Subesta...En cachécon
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UniAir - ABB Group 

... maintenance of metal-enclosed standardized medium voltage switchboards ..... avvertire immediatamente ABB (direttame
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SPA Gateway - ABB Group 

30.10.1997 - The selection of the SPA interface type is done by the ... In this application it must be noted that one gateway can handle max. 16 analog inputs ...
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