






[image: ]


















	 Zuhause
	 Dokument hinzufügen
	 Anmelden
	 Ein Konto erstellen
	 PNG-Bilder









































B41458 - Europower Components Ltd

1,3 times initial specified limit. IL. â‰¤ initial specified limit. Vibration resistance. To IEC 60068-2-6, test Fc: displacement amplitude 0,75 mm, frequency range 10 to 55 Hz, acceleration max. 10 g, duration 3 Ã— 2 h. IEC climatic category. To IEC 60068-1: 40/085/56 (â€“ 40 Â°C/+ 85 Â°C/56 days damp heat test). Detail specification. 
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Capacitors with Screw Terminals



B41456



Compact – 85 °C



B41458



B41456, B41458 Long-life grade capacitors Applications ■ General industrial electronics ■ For switch-mode power supplies in



professional equipment Features ■ High reliability ■ High ripple current capability ■ All-welded construction ensures



KAL0567-B



B43456



reliable electrical contact ■ Version with low-inductance design available



Construction ■ ■ ■ ■ ■



Charge-discharge proof, polar Aluminum case with insulating sleeve Poles with screw terminal connections Mounting with ring clips, clamps or threaded stud The bases of types with threaded stud are not insulated



73



10/02



B43458



B41456 / B41458 Compact – 85 °C Specifications and characteristics in brief Rated voltage UR



16 … 100 VDC



Surge voltage US



1,15 · UR



Rated capacitance CR



2 200 … 680 000 µF



Capacitance tolerance



± 20 %



Leakage current IL



M



(5 min, 20 °C)



C R U R 0,7 I L ≤ 0,3 µA ⋅ æè ------- ⋅ -------öø + 4 µA µF V



Self-inductance ESL



Approx. 20 nH Capacitors with low-inductance design: d ≥ 64,3 mm: approx. 13 nH Requirements:



Useful life 85 °C; UR; I~R 40 °C; UR; 2,9 · I~R



> 12 000 h > 200 000 h



∆C / C ESR IL



≤ ± 45 % of initial value ≤ 3 times initial specified limit ≤ initial specified limit



Failure percentage: ≤ 1 % Failure rate: ≤ 40 fit (≤ 40 · 10 –9/h) (for definiton “fit”, refer to chapter “Quality”, page 62) Post test requirements:



Voltage endurance test



∆C / C ESR IL



≤ ± 15 % of initial value ≤ 1,3 times initial specified limit ≤ initial specified limit



85 °C; UR



2 000 h



Vibration resistance



To IEC 60068-2-6, test Fc: displacement amplitude 0,75 mm, frequency range 10 to 55 Hz, acceleration max. 10 g, duration 3 × 2 h



IEC climatic category



To IEC 60068-1: 40/085/56 (– 40 °C/+ 85 °C/56 days damp heat test)



Detail specification



Similar to CECC 30301-810



Sectional specification



IEC 60384-4



Ripple current capability Due to the ripple current capability of the contact elements, the following current upper limits must not be exceeded: Capacitor diameter



≤ 51,6 mm



64,3 mm



76,9 mm



I~max



30 A



40 A



50 A
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B41456 / B41458 Compact – 85 °C Dimensional drawings Type B41456 Ring clip/clamp mounting



Type B41458 Threaded stud mounting



M5: min. reach of screw = 8 mm M6: min. reach of screw = 12 mm*) *) 8 mm for low-inductance design



Positive pole marking: + Screw terminals with UNF threads are available upon request. Dimensions and weights Terminal



Dimensions (mm) with insulating sleeve +0 d I±1 I1 ± 1 I2 – 1 l3



d1



d2 max d3 max a



M5 M5 M5



35,7+ 0/– 0,8 55,7 35,7+ 0/– 0,8 80,7 35,7+ 0/– 0,8 105,7



62,2 87,2 112,2



13 13 13



7,0+ 0,2/– 1 7,0+ 0,2/– 1 7,0+ 0,2/– 1



M8 M8 M8



8,2 8,2 8,2



13,5 13,5 13,5



12,7 12,7 12,7



65 105 135



M5 M5



51,6+ 0/– 0,8 80,7 51,6+ 0/– 0,8 105,7



87,2 112,2



17 17



7,0+ 0,2/– 1 7,0+ 0,2/– 1



M 12 8,2 M 12 8,2



13,5 13,5



22,2 22,2



220 280



M5



64,3+ 0/– 0,8 105,7



112,2



17



7,0+ 0,2/– 1



M 12 8,2



13,5



28,5



440



M6 M6 M6



76,9+ 0/– 0,7 105,7 76,9+ 0/– 0,7 143,2 76,9+ 0/– 0,7 220,7



111,5 149,0 226,5



17 17 17



6,4+ 1,1/– 0,8 M 12 17,7 6,4+ 1,1/– 0,8 M 12 17,7 6,4+ 1,1/– 0,8 M 12 17,7



17,7 17,7 17,7



31,7 31,7 31,7



540 840 1300



Dimensions are also valid for low-inductance design.



Packing For ecological reasons the packing is pure cardboard. Capacitor diameter d



Packing units (pieces)



35,7 mm 51,6 mm 64,3 mm 76,9 mm



36 22 15 12 75
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+ 0,2 – 0,4



Approx. wt. (g)



B41456 / B41458 Compact – 85 °C Special designs ■ Low-inductance design



Ordering code: Design



Identification in 3rd block of ordering code



Remark



Low inductance (13 nH)



M003



For capacitors with diameter d ≥ 64,3 mm



Accessories The following items are included in the delivery package, but are not fastened to the capacitors:



For terminals



Thread



Toothed washers



Screws/Nuts



M5



A 5,1 DIN 6797



Cylinder-head screw M 5 × 8 DIN 84-4.8



2



M6



A 6,4 DIN 6797



Cylinder-head screw M 6 × 12 DIN 85-4.8



2,5 Nm



J 8,2 DIN 6797



Hex nut BM 8 DIN 439



For mounting M 8 M 12



J 12,5 DIN 6797 Hex nut BM 12 DIN 439



The following must be ordered separately: Ring clips Clamps for capacitors with d ≥ 64,3 mm Insulating parts



Maximum torque



4



Nm



10



Nm



B44030 (cf. page 169) B44030 (cf. page 173) B44020 (cf. page 166)
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Nm



B41456 / B41458 Compact – 85 °C Overview of available types



UR (VDC)



16



CR (µF)



Case dimensions d × l (mm)



25



40



63



100 35,7 × 55,7



2 200



35,7 × 80,7



3 300 4 700



35,7 × 55,7



35,7 × 80,7



6 800



35,7 × 55,7



35,7 × 105,7



10 000



35,7 × 55,7



35,7 × 80,7



51,6 × 80,7



15 000



35,7 × 80,7



35,7 × 105,7



51,6 × 105,7



22 000



35,7 × 55,7



35,7 × 55,7



35,7 × 80,7



51,6 × 80,7



64,3 × 105,7



33 000



35,7 × 55,7



35,7 × 80,7



35,7 × 105,7



51,6 × 105,7



76,9 × 105,7



47 000



35,7 × 80,7



35,7 × 105,7



51,6 × 80,7



64,3 × 105,7



76,9 × 143,2



68 000



35,7 × 105,7



51,6 × 80,7



51,6 × 105,7



76,9 × 105,7



100 000



51,6 × 80,7



51,6 × 105,7



64,3 × 105,7



76,9 × 143,2



150 000



51,6 × 80,7



64,3 × 105,7



76,9 × 105,7



76,9 × 220,7



76,9 × 143,2



220 000



64,3 × 105,7



64,3 × 105,7



330 000



64,3 × 105,7



76,9 × 143,2



470 000



76,9 × 143,2



76,9 × 220,7



680 000



76,9 × 143,2



The capacitance and voltage ratings listed above are available in different cases upon request. Other voltage and capacitance ratings are also available upon request.
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B41456 / B41458 Compact – 85 °C Technical data and ordering codes



UR



Case dimensions d×l mm



ESRmax 100 Hz 20 °C mΩ



Zmax 10 kHz 20 °C mΩ



I~max 100 Hz 40 °C A



16



22 000 33 000



35,7 × 55,7 35,7 × 55,7



28 21



23 17



21 24



47 000 68 000



35,7 × 80,7 35,7 × 105,7



16 13



13 10



30 30



11 13



B4145*B4479M000 B4145*B4689M000



100 000 150 000



51,6 × 80,7 51,6 × 80,7



10 8,4



8,2 6,8



30 30



14 15



B4145*B4100M000 B4145*B4150M000



220 000



64,3 × 105,7



7,3



5,9



40



20



B4145*B4220M000 2)



330 000



64,3 × 105,7



6,6



5,3



40



21



B4145*B4330M000 2)



470 000



76,9 × 143,2



6,1



4,9



50



25



B4145*B4470M000 2)



680 000



76,9 × 143,2



5,8



4,6



50



26



B4145*B4680M000 2)



22 000 33 000



35,7 × 55,7 35,7 × 80,7



25 19



20 15



22 29



7,7 10



B4145*B5229M000 B4145*B5339M000



12



B4145*B5479M000



25



40



47 000



35,7 × 105,7



15



68 000



51,6 × 80,7



12



100 000 150 000



51,6 × 105,7 64,3 × 105,7



220 000



I ~R 100 Hz 85 °C A



Ordering code1)



CR 100 Hz 20 °C VDC µF



7,1 8,3



B4145*B4229M000 B4145*B4339M000



30



12



9,3



30



13



B4145*B5689M000



9,5 8,0



7,6 6,4



30 40



16 20



B4145*B5100M000 B4145*B5150M000 2)



64,3 × 105,7



7,0



5,6



40



21



B4145*B5220M000 2)



330 000



76,9 × 143,2



6,4



5,1



50



25



B4145*B5330M000 2)



470 000



76,9 × 220,7



6,0



4,8



50



31



B4145*B5470M000 2)



10 000



35,7 × 55,7



37



34



18



6,3



B4145*B7109M000



15 000 22 000 33 000



35,7 × 80,7 35,7 × 80,7 35,7 × 105,7



27 20 15



24 18 13



24 28 30



8,3 9,6 12



B4145*B7159M000 B4145*B7229M000 B4145*B7339M000



47 000 68 000



51,6 × 80,7 51,6 × 105,7



12 10



10 8,4



30 30



13 16



B4145*B7479M000 B4145*B7689M000



100 000 150 000



64,3 × 105,7 76,9 × 105,7



8,2 7,2



7,0 6,0



40 50



19 21



B4145*B7100M000 2) B4145*B7150M000 2)



220 000



76,9 × 143,2



6,5



5,4



50



25



B4145*B7220M000 2)



Preferred types 1) * “6” = for capacitors with ring clip/clamp mounting “8” = for capacitors with threaded stud 2) For low-inductance design, see page 76.
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B41456 / B41458 Compact – 85 °C Technical data and ordering codes



UR



CR 100 Hz 20 °C VDC µF 63



100



ESRmax 100 Hz 20 °C mΩ



Zmax 10 kHz 20 °C mΩ



I~max 100 Hz 40 °C A



4 700 6 800



35,7 × 55,7 35,7 × 55,7



60 43



58 42



14 17



4,9 5,9



B4145*B8478M000 B4145*B8688M000



10 000 15 000



35,7 × 80,7 35,7 × 105,7



31 22



30 21



23 30



7,7 10



B4145*B8109M000 B4145*B8159M000



22 000 33 000



51,6 × 80,7 51,6 × 105,7



16 12



16 12



30 30



11 14



B4145*B8229M000 B4145*B8339M000



47 000



64,3 × 105,7



10



9,4



40



18



B4145*B8479M000 2)



68 000



76,9 × 105,7



7,9



7,8



50



20



B4145*B8689M000 2)



100 000



76,9 × 143,2



6,7



6,6



50



25



B4145*B8100M000 2)



150 000



76,9 × 220,7



5,8



5,7



50



31



B4145*B8150M000 2)



2 200 3 300



35,7 × 55,7 35,7 × 80,7



80 55



70 48



13 17



4,3 5,8



B4145*B9228M000 B4145*B9338M000



4 700 6 800



35,7 × 80,7 35,7 × 105,7



40 29



35 25



20 25



6,7 8,7



B4145*B9478M000 B4145*B9688M000



10 000 15 000



51,6 × 80,7 51,6 × 105,7



22 16



18 14



30 30



10 13



B4145*B9109M000 B4145*B9159M000



22 000



64,3 × 105,7



13



11



40



17



B4145*B9229M000 2)



33 000



76,9 × 105,7



10



8,4



50



19



B4145*B9339M000 2)



47 000



76,9 × 143,2



7,1



50



24



B4145*B9479M000 2)



8,5



Preferred types 1) * “6” = for capacitors with ring clip/clamp mounting “8” = for capacitors with threaded stud 2) For low-inductance design, see page 76.
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I ~R 100 Hz 85 °C A



Ordering code1)



Case dimensions d×l mm



B41456 / B41458 Compact – 85 °C Useful life depending on ambient temperature TA under ripple current operating conditions1) KAL0527-H



3,0



Ι~ Ι ~R



B41456/458 2,5 2,0 1,5



0 40



50



70



15 000 h



12 000 h



60



25 000 h



50 000 h



0,5



100 000 h



250 000 h



1,0



80



˚C TA



90



Frequency factor of permissible ripple current I~ versus frequency f KAL0331-X



1,3 B41456/458 Ι ~f Ι ~100 Hz 1,1 1,0



a b c d e 0,9 0,8 0,7 0,6 1 10



5



10 2



5



10 3



d (mm)



35,7



51,6



64,3



76,9



≤ 63 VDC



a



a



a



b



100 VDC



c



d



d



e



Hz 10 4 f



1) Refer to page 40 for an explanation on how to interpret the useful life graphs.
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B41456 / B41458 Compact – 85 °C Frequency characteristics of ESR Typical behavior KAL0330-P



1,5



B41456/458



ESR f ESR 100 Hz 1,3 1,2 1,1



a b c d e 1,0 0,9 0,8



d (mm)



35,7



51,6



64,3



76,9



0,7



≤ 63 VDC



a



a



a



b



0,6 1 10



100 VDC



c



d



d



e



5



10 2



5



10 3



Hz 10 4 f



Impedance Z versus frequency f Typical behavior at 20 °C KAL0329-L



10 1 B41456/458



Ω Z 10 0 4 10



470000 µF/16 V 33000 µF/16 V 2200 µF/100V



_1



4 10



_2



4 10



_3



10 1



10 2



10 3



10 4



10 5 Hz 10 6 f
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Components 

12. Components of the ¡Viva el español! Textbook Series. . . .
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ABB Components 

Introduction. There exist three main types of insulation in high voltage condenser bushings. This paper is intended to b
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Tarifa de components 

SEMPRON 3850 1,3GHz Socket AM1 Radeon HD 8280 25W ...... DCS942L - 640x480 30fps IR LED PIR H.264 Micròfon Slot MicroSD
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developing asp components pdf 

You are entirely free to find, use and download, so there is no cost at all. developing asp components. PDF may not make exciting reading, but developing asp components is packed with valuable instructions, information and warnings. We also have many
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panelite - Online Components 

Keep lens in place to prevent accidental breakage of the LED lamp. L'INFORMATION GÉNÉRALE DE SÛRETÉ. 1. Conduisez les fi
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R114.205.000 - RS Components 

In the effort to improve our products, we reserve the right to make changes judged to be necessary ... Slide the back nut,the washer 1,the flat gasket,the washer 2.
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elcodis.com - electronic components distributor 

peak reverse recovery current ... reverse recovery energy ..... The data contained in this product data sheet is exclusively intended for technically trained staff.
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Katalog GSS - Europa Components 

ou 1000 pcs. (Industrieverpackung = IP). (industrial packs = IP). (emballage industriel = IP). Schmelzzeit-Grenzwerte. Fusing time limits. Temps de fusion limitÃ©.
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GZUNIGA LTD. 

7 dic. 2016 - Baltimore, MD 21209. Origin. Origen. Destination. Destino. Ship By. Vendor No. Vendedor No. Total Cartons.
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VIDEOSISTEMAS LTD 

Con la perilla permite un seguimiento preciso. Por otro lado, el ajuste de la trayectoria de la cinta presenta varias di
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developing asp components pdf 

We have many PDF Ebook and user guide is also associated with developing asp components PDF. Ebook, include : Destination Sinai From Missionary Christianity To Orthodox Judaism, Deutsch Na. Klar An Introductory German Course 6th Student Edition, Deve
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Untitled - Components-Mart.com 

REV. Description. DATE. BY v1.0. Initial product release. Dec 18,2015. Xiangnan.Qu. B. B. U. Seeed Studio. TITLE: Wio Link v1.0. CC-BY-SA. Design: Xiangnan ...
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PIS/PIH - RS Components International 

Brandverhalten. Fire propagation. Brandausbreitung. Smoke density. Rauchgasdichte. Thermal load. Brandlast. Flame Spread. Flammausbreitung ...
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elcodis.com - electronic components distributor 

89. W. Gate-Emitter-Spitzenspannung gate-emitter peak voltage. VGES. +/- 20V. V. Diode Wechselrichter/ Diode Inverter. Dauergleichstrom. DC forward current.
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Editorial PROLOG Ltd. 

/m/. ם. ם mem sofit. (final de palabra). מֵ ם סוֹפִ ית. /m/. נ. נ nun. נוּן. /n/. ן. ן nun sofit. (final de palabra). נו
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130C - Fellowes Canada Ltd 

Keep foreign objects – gloves, jewelry, clothing, hair, etc. – away from shredder openings. If object enters top opening










 


[image: alt]





Untitled - Fellowes Canada Ltd 

Serii Professional. Onopa na CrnuHBI C3auntoŇ Microbanº-. Профессиональной серии. Encosto lombar com proteção Microban -
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2250m - Fellowes Canada Ltd 

Never use aerosol products, petroleum based lubricants or other flammable products on or near ... Shredder must be plugg
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Clarion Co., Ltd. 

Please read this owner's manual in its entirety before operating this equipment. ∗ After reading this manual ..... corde
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Death - Bernard Quaritch Ltd 

their German predecessors: on a4 (verso), for example, the cartouche reads 'infernus ... Two copies only are recorded in the book trade in the last 70 years:.
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I oil fi Ltd 

Durante la inspección personal del Tribunal, efectuada el día jueves 24 de noviembre de 2016, en las instalaciones de la
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130C - Fellowes Canada Ltd 

7. IMPORTANT SAFETY INSTRUCTIONS — Read Before Using! • Operation, maintenance, and service requirements are covered in
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Untitled - Fellowes Canada Ltd 

Additional sheets may be included or removed at any time by opening and then closing the comb as previously described. R
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abc wilderness skiing ltd 

E-Mail (wahlweise) ... AIR SERVICES LTD., IHRE MAJESTÃ„T DIE KÃ–NIGIN IN VERTRETUNG DER PROVINZ BRITISH COLUMBIA und deren Hersteller und ...
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