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Bajonett Subminiatur Bayonet Subminiature - Rasesa

carrier sleeve part 1 (black). TrÃ¤gerhalbschale-Unterteil (grau) carrier sleeve part 2 (grey). Gewindering Dose connection ... Ordering-No. 2. 09 0973 00 02. 3. 
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710



Bajonett Subminiatur Bayonet Subminiature Kabelsteckverbinder • Bajonett-Verriegelung • 2 – 8-polig • Schutzart IP40 1) • Lötanschluss • Durchmesser 12 mm



Cable Connectors • Bayonet locking system • 2 – 8 contacts • Degree of protection IP40 1) • Solder termination • Diameter 12 mm



Flanschsteckverbinder • Bajonett-Verriegelung • 2 – 8-polig • Schutzart IP40 1) • Lötanschluss • Durchmesser 12 mm



Panel Mount Connectors • Bayonet locking system • 2 – 8 contacts • Degree of protection IP40 1) • Solder termination • Diameter 12 mm



1) 



Erläuterung der Schutzarten siehe technische Informationen./ 1) Explanation of protection standards see technical information.



Zubehör am Ende des Kataloges./Accessories at the end of the catalogue.
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Bajonett



Subminiatur Serie 710 Subminiature 710 Series Kabelstecker Male cable connector



Kabeldose Female cable connector



Abbildung / Figure



Maßzeichnung / Drawing



32 ~ 36



Kabel Ø Cable Ø



Ø 12



Ø 12 Ø 9,6



Kabel Ø Cable Ø



18,4



Bestell-Daten / Order Data Polzahl Contacts



Kabeldurchlass 3–4 mm Cable outlet 3–4 mm



Kabeldurchlass 4–5 mm Cable outlet 4–5 mm



Polzahl Contacts



Kabeldurchlass 3–4 mm Cable outlet 3–4 mm



Kabeldurchlass 4–5 mm Cable outlet 4–5 mm



2



99 0971 100 02



99 0971 102 02



2



99 0972 100 02



99 0972 102 02



3



99 0975 100 03



99 0975 102 03



3



99 0976 100 03



99 0976 102 03



4



99 0979 100 04



99 0979 102 04



4



99 0980 100 04



99 0980 102 04



5



99 0995 100 05



99 0995 102 05



5



99 0996 100 05



99 0996 102 05



7



99 9475 100 07



99 9475 102 07



7



99 9476 100 07



99 9476 102 07



8



99 9479 100 08



99 9479 102 08



8



99 9480 100 08



99 9480 102 08



Technische Daten / Specifications Polzahl Steckverbinder Verriegelung Anschlussart Anschlussquerschnitt Kabeldurchlass Schutzart Mechanische Lebensdauer Obere Grenztemperatur Untere Grenztemperatur Bemessungsspannung Bemessungs-Stoßspannung Verschmutzungsgrad Überspannungskategorie Isolierstoffgruppe Bemessungsstrom (40°C) Durchgangswiderstand Material Kontakt Kontaktoberfläche Material Kontaktkörper Material Gehäuse
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2



3



4



5



7



8



Bajonett/bayonet löten/solder max. 0,25 mm2 (max. AWG 24)



4A



3–4 mm, 4–5 mm IP40 > 500 Steckzyklen/> 500 mating cycles + 85 °C – 40 °C 125 V 1500 V 1 II lll 3A ≤ 3 mΩ Stift/pin CuZn (Messing/brass), Buchse/socket CuSn (Bronze/bronze) Au (Gold/gold) PA PA



max. 0,14 mm2 (max. AWG 26)



1A



Number of contacts Connector locking system Termination Wire gauge Cable outlet Degree of protection Mechanical operation Upper temperature Lower temperature Rated voltage Rated impulse voltage Pollution degree Overvoltage categorie Material group Rated current (40 °C) Contact resistance Material of contact Contact plating Material of contact body Material of housing



Bajonett



Subminiatur Serie 710 Subminiature 710 Series Einzelteildarstellung Component part drawing



Kabelstecker Male cable connector



Trägerhalbschale-Oberteil (schwarz) carrier sleeve part 1 (black)



Gewindering Stecker connection ring male connector



Druckschraube pressing screw



Hülse sleeve Steckereinsatz male insert



Trägerhalbschale-Unterteil (grau) carrier sleeve part 2 (grey)



Kabeldose Female cable connector



Trägerhalbschale-Oberteil (schwarz) carrier sleeve part 1 (black)



Gewindering Dose connection ring female connector



Druckschraube pressing screw Buchseneinsatz female insert



Trägerhalbschale-Unterteil (grau) carrier sleeve part 2 (grey)
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Bajonett



Subminiatur Serie 710 Subminiature 710 Series Flanschstecker Male panel mount connector



Flanschdose Female panel mount connector



Abbildung / Figure



max. 3



Ø 12



Ø 12



2,4



M10 x 0,75



M10 x 0,75



Maßzeichnung / Drawing



6,5



2,1



max. 3



5



6,2



1,6



5 12,8



13,5



Bestell-Daten / Order Data Polzahl Contacts



Bestell-Nr. Ordering-No.



Polzahl Contacts



Bestell-Nr. Ordering-No.



2



09 0973 00 02



2



09 0974 00 02



3



09 0977 00 03



3



09 0978 00 03



4



09 0981 00 04



4



09 0982 00 04



5



09 0997 00 05



5



09 0998 00 05



7



09 9477 00 07



7



09 9478 00 07



8



09 9481 00 08



8



09 9482 00 08



Technische Daten / Specifications Polzahl Steckverbinder Verriegelung Anschlussart Anschlussquerschnitt Kabeldurchlass Schutzart Mechanische Lebensdauer Obere Grenztemperatur Untere Grenztemperatur Bemessungsspannung Bemessungs-Stoßspannung Verschmutzungsgrad Überspannungskategorie Isolierstoffgruppe Bemessungsstrom (40°C) Durchgangswiderstand Material Kontakt Kontaktoberfläche Material Kontaktkörper Material Gehäuse
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2



3



4



5



7



8



Bajonett/bayonet löten/solder max. 0,25 mm2 (max. AWG 24)



4A



— IP40 > 500 Steckzyklen/> 500 mating cycles + 85 °C – 40 °C 125 V 1500 V 1 II lll 3A ≤ 3 mΩ Stift/pin CuZn (Messing/brass), Buchse/socket CuSn (Bronze/bronze) Au (Gold/gold) PA PA



max. 0,14 mm2 (max. AWG 26)



1A



Number of contacts Connector locking system Termination Wire gauge Cable outlet Degree of protection Mechanical operation Upper temperature Lower temperature Rated voltage Rated impulse voltage Pollution degree Overvoltage categorie Material group Rated current (40 °C) Contact resistance Material of contact Contact plating Material of contact body Material of housing



Bajonett



Subminiatur Serie 710 Subminiature 710 Series Polbilder Contact arrangements



Stifteinsatz (Steckseite) Male insert (mating side)



Buchseneinsatz (Steckseite) Female insert (mating side)



2 pol 2 contacts 1 2



1 2



X Y 1,55 0,00 –1,09 –1,09



1 2 3



X Y 1,55 0,00 0,00 1,55 –1,55 0,00



1 2 3 4



X 1,11 1,11 –1,11 –1,11



Y –1,11 1,11 1,11 –1,11



1 2 3 4 5



X 1,00 1,61 0,00 –1,61 –1,00



Y –1,37 0,52 1,70 0,52 –1,37



1 2 3 4 5 6 7



X 0,90 1,85 1,45 0,00 –1,45 –1,85 –0,90



Y –1,65 –0,35 1,20 1,85 1,20 –0,35 –1,65



1 2 3 4 5 6 7 8



X 0,90 1,85 1,45 0,00 –1,45 –1,85 –0,90 0,00



Y –1,65 –0,35 1,20 1,85 1,20 –0,35 –1,65 0,00



1 2



1 2



X Y –1,55 0,00 1,09 –1,09



1 2 3



X Y –1,55 0,00 0,00 1,55 1,55 0,00



1 2 3 4



X –1,11 –1,11 1,11 1,11



Y –1,11 1,11 1,11 –1,11



1 2 3 4 5



X –1,00 –1,61 0,00 1,61 1,00



Y –1,37 0,52 1,70 0,52 –1,37



1 2 3 4 5 6 7



X 0,90 1,85 1,45 0,00 –1,45 –1,85 –0,90



Y –1,65 –0,35 1,20 1,85 1,20 –0,35 –1,65



1 2 3 4 5 6 7 8



X –0,90 –1,85 –1,45 0,00 1,45 1,85 0,90 0,00



Y –1,65 –0,35 1,20 1,85 1,20 –0,35 –1,65 0,00



3 pol 3 contacts 2 1 3



2 1 3



4 pol 4 contacts 3



2



4



1



2



3



1



4



5 pol 5 contacts 3 2



4 1



5



3 2



4 1



5



7 pol 7 contacts



5



4 3



6



2 7



1



4 5



3 2



6 7



1



8 pol 8 contacts



5 6



4 3 2



8 7



1



Montageausschnitt Panel cut out



4 3



5 6



8



2 1



7



5,9



1,6



Ø 10,1
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Bajonett NCC Miniatur Bayonet NCC Miniature - Rasesa 

direction of the arrow. 6. Push pinch ring over sealing ring to block. 7. Push pressing screw together with clamp-sealing unit towards distance sleeve and screw ...
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Push-Pull Subminiatur Push-Pull Subminiature - Rasesa 

3 â€“ 8 contacts. â€¢ Degree of protection IP40/IP67 1). â€¢ Solder termination. â€¢ Diameter 14.5 mm. â€¢ Shieldable. Panel Mount Connectors. â€¢ Push-pull locking system.
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Bajonett Steckverbinder Bayonet connectors 

Ordering-No. Bezeichnung. Description. Abbildung. Figure ... Ordering-No. Bezeichnung. Description ... carrier sleeve part 1 (black). TrÃ¤gerhalbschale-Unterteil ...
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Bajonett Power Bayonet Power 

Power 690 Series. Bajonett. Einzelteildarstellung. Component part drawing. Kabelstecker. Male cable connectors. Kabelstecker. Male cable connectors. O-Ring.
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Bajonett Steckverbinder Bayonet connectors 

Stift/pin CuZn (Messing/brass), Buchse/socket CuSn (Bronze/bronze). Ag (Silber/silver) Stift 7+12 pol. CuZnSn ... Material group. Rated current (40 Â°C). Contact ...
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Bajonett HEC Power Bayonet HEC Power 

Put locking unit to the thread of the connector sleeve and screw it with slight pressure towards the .... Option when using the single wire seal: Pierce through the ...
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Bajonett 

PP IP67. M16 IP40. M9 IP40. MPP IP67. Bajonett. SI IP67. SI IP40. Bajonett. NCC ...... R. S. T. U. X. â€“2,50. â€“4,00. â€“4,25. â€“4,00. â€“2,30. 0,00. 2,30. 4,00. 4,25. 4,00.
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Snap-in IP67 Subminiatur Snap-in IP67 Subminiature 

Wire gauge. Kabeldurchlass. 3â€“5 mm. Cable outlet. Schutzart. IP67. Degree of protection. Mechanische Lebensdauer. > 500 Steckzyklen/> 500 mating cycles.










 


[image: alt]





Subminiature connectors 

20.07.2014 - Material group. II. Rated current (40Â°C). 4 A. Volume resistivity. â‰¤ 5 mÎ©. EMV compliance shieldable. Degree of protection. IP 67. Mechanical ...
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Subminiature connectors 

20.07.2014 - Male cable connector without strain relief. Pole. 4. Area. Snap-in ... Contact Arrangement. You can find the item description on the next page.
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Subminiature connectors 

20.07.2014 - serie 620. Article number. 99 9209 060 04 illustration scale drawing. Contact Arrangement. You can find the item description on the next page.
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Subminiature connectors 

Subminiature connectors. Date: 2014-07-20 - Page 1 of 2. Product. Female socket IP 67, shielded, front fastened. Pole. 8. Area. Push-Pull connectors serie 430.
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Subminiature connectors 

EMV compliance shielded. Degree of protection. IP 67. Mechanical operation. >500 mating cycles. Material. Material of contact. CuZn (brass). Contact plating.
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Subminiature connectors 

Snap-in connectors IP 67 serie 620. Article number ... 1 A. Volume resistivity. â‰¤ 3 mÎ©. Degree of protection. IP 67. Mechanical operation. >500 mating cycles.
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Subminiature connectors 

Product. Male socket, solder. Pole. 5. Area. M9 connectors IP 67 serie 712/702. Article number. 09 0415 00 05 illustration scale drawing. Contact Arrangement.
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Subminiature connectors 

Female socket IP 67. Pole. 5. Area ... Technical data. Common values ... Degree of protection. IP 67. Mechanical operation. >500 mating cycles. Material.










 


[image: alt]





Subminiature connectors 

Subminiature connectors. Date: 2014-07-20 - Page 1 of 2. Product. Female socket, dip solder, front ... Connector locking system. Screw ... Material group. III.
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Subminiature connectors 

20.07.2014 - serie 620. Article number. 99 9225 070 08 illustration scale drawing. Contact Arrangement. You can find the item description on the next page.
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Subminiature connectors 

20.07.2014 - Normen und PrÃ¼fbedingungen siehe Binder Katalog Seite T1-16 oder unter www.binder-connector.de. 09 0416 90 05. Product. Female socket ...
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Subminiature connectors 

Product sheet. Subminiature connectors. Date: 2014-07-20 - Page 1 of 2. Product. Male cable connector. Pole. 4. Area ... Electrical values. Rated voltage. 125 V.
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Subminiature connectors 

>500 mating cycles. Material. Material of contact. CuSn (bronce). Contact plating. Au (gold). Material of contact body. PBT (UL 94 V-0). Material of housing. PUR.
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Subminiature connectors 

20.07.2014 - Snap-in connectors IP 67 ... Technical data ... +85 Â°C. Lower temperature. -25 Â°C. Electrical values. Rated voltage. 125 V ... single lead structure.
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Subminiature connectors 

20.07.2014 - conductor resistance. -. Contacts 8, Male socket, dip solder. Normen und PrÃ¼fbedingungen siehe Binder Katalog Seite T1-16 oder unter ...
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Subminiature connectors 

Volume resistivity. â‰¤ 3 mÎ©. EMV compliance not shieldable. Degree of protection. IP 67. Mechanical operation. >500 mating cycles. Material. Material of contact.
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