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NOTA: La información que contiene esta publicación es resultado de minuciosas pruebas conducidas en nuestros laboratorios, y complementada por literatura seleccionada. No constituye de ninguna manera, una garantía, ni funciona como licencia de patente. Debido a la enorme variedad de condiciones de uso del producto, que no están bajo nuestro control, recomendamos ampliamente hacer pruebas respecto a la adecuación del producto. Las propiedades del producto son las actuales al momento.



Información del Producto



Klüber Lubrication NA LP • P.O. Box 131359 • Tyler, CR2120, Texas 75713, Tel.903.534.8021 • Fax 903.581.4376



Junio 3, 2015



FLUIDO DE BARRERA PETROLERO



BARRIER FLUID-22P El Summit Barrier Fluid-22P está elaborado de aceites base hidrotratados, altamente refinados, y reforzado con aditivos para brindar un fluido no reactivo y estable respecto a la oxidación, para una función sellante en un amplio rango de temperaturas. Este fluido presenta excelente fluidez a bajas temperaturas y estabilidad a altas temperaturas, así como la capacidad de transferir eficientemente el calor y mantener la cara del sello fría. El Summit Barrier Fluid-22P no contiene componentes de los conocidos como venenos catalíticos y es compatible con los materiales para sellos más usados comúnmente.



PRODUCTO



PROPIEDADES FÍSICAS



Viscosidad: @ 40°C, cSt @ 100°C, cSt



22-P



21.60 4.31



Índice de viscosidad



105



Gravedad específica



0.856



Punto de inflamación, ºF (ºC)



410 (210)



Punto de congelación, ºF (ºC)



-54 (-48)



Corrosión en lámina de cobre



1A



Propensión a emulsión



40/40/0 (10)



Corrosión



Aprobado



Vida útil en almacenamiento: La vida útil del producto en almacenamiento es de 3 años desde su fabricación, después de esta fecha el producto debe certificarse nuevamente antes de su uso. 
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Interphase barrier 

Schäden, die durch die Verwendung dieses. Materials ... to download the documents listed above. (user guides or ... and










 


[image: alt]





fluid barrier series 
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spanish barrier lip brochure 
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Flexible Absperrbarrieren Flexible barrier Barrages flexibles 

Le barrage forme un joint trÃ¨s impermÃ©able sur des surfaces lisses. ... barreras con agua caliente y un jabÃ³n no repelente o producto de limpieza con base de.
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spanish bar lift barrier brochure 
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ECM Hurdles a Barrier - Project Consult 

Unfortunately, these situations frequently represent a disconnect in the process workflow, or a risk to compliance, or a delay in approval loops, or a resort to ...
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Wireway Barrier Kit Installationssatz Sperre Wireway Kit De BarriÃ¨re 

Anoka, MN 55303-1745. (763) 422-2211 www.hoffmanonline.com. Pan Head Screw ... 87567425. Rev. B 113357. P/N 18336001. E 2005 Hoffman Enclosures ...
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Renditeoptimierung mit Barrier Reverse Convertibles - Payoff.ch 

Renditehunger war das grosse Thema fÃ¼r Anleger im Jahr 2016. FÃ¼r eine ... Korridor zwischen 0,5 und 0,75%, doch das ist im Vergleich zu vormaligen ZeitrÃ¤umen 1995- ... massiven Eingriffe der Notenbanken limitieren potenziell stÃ¤rkere ...
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ECM Hurdles a Barrier - Project Consult 

create a Digital-First World by simplifying, transforming, and accelerating the path to success as a digital enterprise through: Lifecycle solutions that make ...
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EZ™ & LZ™ Series Barrier-Free Water Coolers - Global Industrial 

0000000746. Filter Assy-1500 Gal. Kit-Filter Head Fitting Includes. John Guest Fittings. Assy-Filter & Bracket inclu
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Wireway Barrier Kit Installationssatz Sperre Wireway Kit De Barrière 

Kit De la Barrera De Wireway. Hoffman Enclosures Inc. 2100 Hoffman Way. Anoka, MN 55303-1745. (763) 422-2211 www.hoffman
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Wireway Barrier Kit Installationssatz Sperre Wireway Kit De ... 

ENGLISH. 1. Cut wireway barrier to desired length. If the barrier is cut to a length other than 1, 2, 3, or 4 feet, it will be necessary to drill a. 7/32 inch diameter hole ...
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Wireway Barrier Kit Installationssatz Sperre Wireway Kit De Barrière ... 

comme représenté sur le schéma 1 et le schéma 2. 4. Placez un canal en nylon au-dessus de chaque extrémité de la barrièr
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Wireway Barrier Kit Installationssatz Sperre Wireway Kit De BarriÃ¨re 

Using the barrier as a template, locate and drill 7/32 inch diameter holes in the wireway. Maximum ... B 113357. P/N 18336001. E 2005 Hoffman Enclosures Inc. Â®
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Wireway Barrier Kit Installationssatz Sperre Wireway Kit De Barrière 

Position a nylon channel over each end of the barrier as shown in figure 3 for catalog ... Cut the provided nylon channe
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fx barrier options comprehensive guide libro inglese zareer dadachanji dbid z5xx 
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