






[image: ]


















	 Zuhause
	 Dokument hinzufügen
	 Anmelden
	 Ein Konto erstellen
	 PNG-Bilder









































Cabinet nivelant et Portes Leveling Cabinet and Doors El Gabinete

Close the doors and use a flat-blade screwdriver or 3/8 inch socket wrench to raise or lower the front rollers. 2. Ensur 
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Leveling Cabinet and Doors El Gabinete que nivela y las Puertas Cabinet nivelant et Portes Leveling the cabinet using the front rollers (all models): 1. Close the doors and use a flat-blade screwdriver or 3/8 inch socket wrench to raise or lower the front rollers. 2. Ensure both doors are bind-free with their seals touching the cabinet on all four sides. Cabinet should be level side to side and tilt ¼ inch front to back.



Para nivelar el refrigerador con las ruedas delanteras:



Pour mettre à niveau la caisse au moyen des roulettes avant :



1. Cierre las puertas y use un destornillador plano o una llave de cubo de 3/8 de pulgada para subir o bajar las ruedas delanteras. 2. Asegúrese de que ninguna puerta tenga amarres o fijación, y que sus juntas toquen el refrigerador en los cuatro lados. Los costados deben estar inclinados ¼ de pulgada (6 mm) de adelante hacia atrás (para asegurarse de que las puertas cierren adecuadamente).



1. Fermez les portes et utilisez un tournevis à lame plate ou une clé à douille de 3/8 po pour soulever ou abaisser les roulettes avant. 2. Assurez-vous que les deux portes ne présentent aucune obstruction et que les joints d’étanchéité sont en contact avec la caisse des quatre côtés.



Raise / Levante / Soulevez



DOOR Puerta Porte



DOOR Puerta Porte



Lower Door Bajar la puerta Abaisser la porte



Raise Door Elevar la puerta Relever la porte



Leveling the doors using the Para nivelar las puertas con la bisagra inferior adjustable lower hinge (some models): ajustable (algunos modelos): 1. Before leveling either door, remove set screw that locks door height into position using a 3/32 hex key. (Some models - the door cannot be adjusted without set screw removed). 2. If the refrigerator door is lower than the freezer door, raise the refrigerator door by turning the adjustment screw clockwise using a 7/16 inch wrench. If the freezer door is lower than the refrigerator door, raise the freezer door by turning the adjustment screw clockwise using a 7/16 inch wrench. 3. After leveling, verify door stop contacts lower hinge and top of door does not contact upper hinge through full movement of door (from fully closed to fully open). 4. Reinstall set screw, locking the door height. (Some models).



DOOR Puerta Porte



1. Antes de nivelar cualquier puerta, quita tornillo fijo que cierra altura de puerta en posición que utiliza una 3/32 llave de mal de ojo. (Algunos modelos - la puerta no puede ser ajustada sin tornillo fijo quitado). 2. Si la puerta del refrigerador está más baja que la puerta del congelador, gire su tornillo de ajuste hacia la derecha, con una llave de cubo de 7/16 de pulgada y suba la puerta del refrigerador. Si la puerta del congelador está más baja que la puerta del refrigerador, gire su tornillo de ajuste hacia la derecha, con una llave de cubo de 7/16 de pulgada y suba la puerta del congelador. Tras la nivelación, verifique que la puerta haga contacto con la bisagra inferior y que la parte superior de la puerta no haga contacto con la bisagra superior; realice un movimiento completo de la puerta (de completamente cerrada a completamente abierta). 3. Tras la nivelación, verifique que la puerta hace contacto con la bisagra inferior y que la parte superior de la puerta no hace contacto con la bisagra superior; realice un movimiento completo de la puerta (de completamente cerrada a completamente abierta). 4. Vuelva a instalar el tornillo de instalación para bloquear la altura de la puerta. (Algunos modelos).



DOOR Puerta Porte



Pour mettre à niveau les portes au moyen de la charnière inférieure réglable (certains modèles) : 1. Avant que niveler ou la porte, enlever la vis fixe qui verrouille la hauteur de porte utilisant en place une 3/32 clef de sort. (Certains modèles - la porte ne peut pas être ajustée sans la vis fixe enlevée). 2. Si la porte du réfrigérateur est plus basse que celle du congélateur, soulevez la porte du réfrigérateur en tournant la vis de réglage vers la droite à l’aide d’une clé à douille de 7 /16 po. Si la porte du congélateur est plus basse que celle du réfrigérateur, soulevez la porte du congélateur en tournant la vis de réglage vers la droite à l’aide d’une clé à douille de 7/16 po. 3. Après la mise à niveau, vérifiez si la butée de la porte touche la charnière inférieure et que le dessus de la porte ne touche pas à la charnière supérieure lorsque vous ouvrez complètement la porte (de complètement fermée à complètement ouverte). 4. Réinstallez la vis de pression pour verrouiller la hauteur de la porte. (Certains modèles).



Open Door Abra Puerta Ouvrir la Porte Door Stop Flange, Reborde de Parada de puerta, La Bride d'Arrêt de porte



Raise Door Elevar la puerta Relever la porte



Raise Door Elevar la puerta Relever la porte Set screw tornillo fijo vis fixe Adjustment screw tornillo de ajuste vis d'ajustement



7/16” 3/32”



Hinge Flange depienda reborde bride de gond Set Screw (some models), tornillo fijo (algunos modelos), vis fixe (certain modèles)



Hinge, bisagra,gond
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Cabinet Heater Réchauffeur De Cabinet Calentador Del Gabinete 

The connection cable must be protected (e.g. in a cable Duct). 6. A fuse should be used in conjunction with the heater.
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tjerk cabinet 

The solid and characteristic showcase cabinet TJERK is made of solid ash wood and has glass doors. They are fixed with stainless steel hinges and can be closed with a snapper lock- ing system. The design makes it possible to put several TJERK cupboar
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tjerk cabinet 

The solid and characteristic showcase cabinet TJERK is made of solid ash wood and has glass doors. They are fixed with stainless steel hinges and can be ...
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TOP CABINET TEMPLATE 

Fit template to bottom of upper cabinet. If cabinet bottom has a frame around it, measure frame thickness and trim aroun
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Low Storage Cabinet Credenza 

Call Us First! DO NOT RETURN TO STORE. For immediate help with assembly or product information call our toll-free number
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finn cabinet - ECC 

(04) frame. Welded and powder coated steel cabinet with safety glass and adjustable feet. Optional marble, varnished solid oak or leather top. 100 x h100 cm.
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19" Server Cabinet 

713351. The Intellinet server cabinets offer you a flexible and comprehensive solution for your ... and component exchange particularly easy. Perforation on front ...
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finn cabinet - ECC 

Sie die ideale Schrankwand zusammen, in der persÃ¶nliche und attraktive GegenstÃ¤nde ihren Platz finden kÃ¶nnen. DEUTSCH. NEDERLANDS. ENGLISH. 100.
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19" Wallmount Cabinet 

Removable side panels (some lockable). Tempered/Toughened glass doors. Double Section, making cabling and component exchange simple. In material and workmanship, we provide top quality. Part of that is a cold-rolled steel frame, zinc-plated 19? mount
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top cabinet template - GE 

Flat Bottom. Cabinet ... Cut out this area of upper cabinet bottom if venting through the roof. 1. ... To vent through r
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espejo cabinet 100 - sonia 

Sonia S.A se reserva el derecho de realizar cualquier cambio sin previo aviso. Sonia S.A has the right to make changes w
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shoe cabinet - Allibert Home 

... pueden sobrar algunas piezas, puede disponer de ellas pues no son necesarias | ConcluÃdo a assemblÃ©ia, eles podem ter alguns pedaÃ§os mais que suficiente, pode os ter porque eles nÃ£o sÃ£o necessÃ¡rios |. After assembly is completed there may b
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19" Wallmount Cabinet 

network installations. Our service starts with the shipping condition â€“ get the completely assembled cabinet delivered or save space and money with the flat-pack ...
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Schrankzubehör ACN:Accessories for Cabinet ACN 

Zubehör. Accessories. 2/4. Bild 1. Figure 1. 1. 2. 3. 4. 5. 6. 7. 8. 9 ... 1 St. 2. 801 83 95. Temperaturregler, D3 mit Halbl.Relais, 230V/50Hz temp. controller, D3.
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19" Network Cabinet - Intellinet Network 

Maximum static load of 1500 kg. Tempered-glass door. Zinc-plated 19 in. mounting rails. Antistatic powder coating on all
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Low Storage Cabinet Credenza - Etilize 

Keep all hardware parts out of children's reach. â€¢ It is recommended for 2 persons to complete this assembly. Assembly










 


[image: alt]





19" Double Section Wallmount Cabinet 

Features: Flat Pack Design. Ideal for 19" ... For more information on Intellinet products, consult your local dealer or visit www.intelllinet-network.com. All names of ...
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19â€� Basic Wallmount Cabinet Instructions 

Door Assembly. DO NOT OVERTIGHTEN SCREWS WHEN SECURING HINGES OR LOCK TO GLASS DOOR. 5 Remove rubber stoppers from the door hinges ...
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Kitchen cabinet Strip with Lighting 

60 Woodlawn Street • West Hartford, CT 06110. 1-800-621-0049 • FAX 860-232-2062 • Outside U.S.: 860-233-6251. Made in Ch
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19" Double Section Wallmount Cabinet 

Top, Bottom, Front, Back & Side Panels. â€¢ Installation hardware including 10x M6 Sets and 4x Keys. For more information on Intellinet products, consult your local ...
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Flat Pack Double Section Wallmount Cabinet Assembly 

J. K. L. M. 1x. Usage Instruction. 10x. M6x12mm screw & nuts. (20pcs for over 12U). 18x. M5x10mm screw. 1x Guide piece. 1x M4x10mm screw. 4x. M5 nut. 2x.
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das cabinet des dr. caligari - Berlinale 

09.02.2014 - Der Hypnotiseur Dr. Caligari präsentiert auf dem Jahrmarkt den Som- nambulen Cesare ... Nachts aber weckt er ihn aus dem vermeintlichen Schlaf, dann geht Cesare ... Frau auf der Folter · Die große Abenteurerin. 1930 Le ...
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Umweltschrank Environmental Cabinet Armoire de SÃ©curitÃ© 

and explosion protection regulations! Check drums are positioned safely and secure to pre- vent falling over or down! Safe filling is possible over the collecting ...
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Professional Desktop Charging Cabinet Instructions - Intellinet Network 

ENGLISH: For warranty information, go to intellinetnetwork.com/warranty. ... dotyczące gwarancji znajdują się na stronie










 











Copyright © 2024 P.PDFDOKUMENT.COM. Alle Rechte vorbehalten.

Über uns |
Datenschutz-Bestimmungen |
Geschäftsbedingungen |
Hilfe |
Copyright |
Kontaktiere uns










×
Anmelden






Email




Password







 Erinnere dich an mich

Passwort vergessen?




Anmelden














