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CERTIFICATE OF COMPLIANCE HAZARDOUS LOCATION ELECTRICAL EQUIPMENT PER CANADIAN REQUIREMENTS



This certificate is issued for the following equipment: FCa3cdY0fghijklm.n.o.p CoriolisMaster - Integral transmitter/sensor – single seal XP-IS / I / 1 / BCD / T* Ta = 60°C - Type 4X, IP65, IP67 DIP / II / 1 / EFG / T*; DIP / III / 1, 2 / T* Ta = 60°C - Type 4X, IP65, IP67 NI / I, II, III / 2 / ABCDEFG / T* Ta = 60°C - Type 4X, IP65, IP67 I / 1 / Ex d ia / IIC / T* Ta = 60°C - Type 4X, IP65, IP67 I / 2 / Ex nA nR / IIC / T* Ta = 60°C - Type 4X, IP65, IP67 *See instructions for the T-Class at different process temperatures. a = Product Family; B or H c = Tiers: 30 or 50 d = Explosion Protection Certification: Y0, F1, or F2. f = Meter Size: 015E1, 015R0, 015R1, 025E1, 025R0, 025R2, 050E1, 050R0 or 050R1, 080E1, 080R0, 080R1, 100E1, 100R0, 100R1, 150E1, 150R0 or 150R1. g = Process Connection Type: D2, D4, D5, D6, D7, E1, A1, A3, A6, A7, A8, A9, J1, J2, J3, M1, F1, T1, T2, T3, N3, or P1. h = Material wetted parts; A1, A2, H1, H2, C1, C2, T1 or L1. i = Flow calibration: Any single letter j = Density calibration: Any single letter k = Connection Design/Transmitter Housing type/Transmitter housing material/Cable glands: D1, or D2 l = Outputs: A1, A2, A3, H1, H2, H3 or Y0. m = Power Supply: A, B or Y n = Ambient temperature range: Blank, TA1, or TA4 o = Fluid temperature range : Blank or TF1 p = Extended Tower length: Blank or TE1 For d = Y0, F2, or F1 Y0 = Associated apparatus
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F2 = Class I Div. 2 / Zone 2 F1 = Class I Div. 1 / Zone 1 Special Conditions of Use 1) The CoriolisMaster is not fitted with a dedicated test port for Restricted Breathing: see the Manufacturers Instructions for the routine tests.



FCa3cdefghijY0Y0Y.n.o.p CoriolisMaster – sensor only – single seal IS / I, II, III / 1 / ABCDEFG / T* Ta = 60°C - Type 4X, IP65, IP67 NI / I, II, III / 2 / ABCDEFG / T* Ta = 60°C - Type 4X, IP65, IP67 I / 0 / Ex ia / IIC / T* Ta = 60°C - Type 4X, IP65, IP67 I / 2 / Ex nA / IIC /T* Ta = 60°C - Type 4X, IP65, IP67 *See instructions for the T-Class at different process temperatures. a = Product Family; B or H c = Tiers: 30 or 50 d = Explosion Protection Certification: Y0, F1, or F2. e = Connection Design: A1 or A2. f = Meter Size: 015E1, 015R0, 015R1, 025E1, 025R0, 025R2, 050E1, 050R0 or 050R1, 080E1, 080R0, 080R1, 100E1, 100R0, 100R1, 150E1, 150R0 or 150R1. g = Process Connection Type: D2, D4, D5, D6, D7, E1, A1, A3, A6, A7, A8, A9, J1, J2, J3, M1, F1, T1, T2, T3, N3, or P1. h = Material wetted parts; A1, A2, H1, H2, C1, C2, T1 or L1. i = Flow calibration: Any single letter j = Density calibration: Any single letter n = Ambient temperature range: Blank, TA1, or TA4 o = Fluid temperature range : Blank or TF1 p = Extended Tower length: Blank or TE1 For d = Y0, F2, or F1 Y0 = Associated apparatus F2 = Class I Div. 2 / Zone 2 F1 = Class I Div. 1 / Zone 1 FCT3cdklm.n CoriolisMaster – Transmitter only XP-IS / I / 1 / BCD / T6 Ta = 60°C - Type 4X, IP65, IP67 DIP / II / 1 / EFG / T6; DIP / III / 1, 2 / T6 Ta = 60°C - Type 4X, IP65, IP67 NI / I, II, III / 2 / ABCDEFG / T6 Ta = 60°C - Type 4X, IP65, IP67 I / 1 / Ex d ia / IIC / T6 Ta = 60°C - Type 4X, IP65, IP67 I / 1 / Ex d ib [ia] / IIC / T6 Ta = 60°C - Type 4X, IP65, IP67 c = Tiers: 30 or 50 d = Explosion Protection Certification: Y0, or F1. k = Connection Design/Transmitter Housing type/Transmitter housing material/Cable glands: R1, or R2, l = Outputs: A2, A3, H2, or H3. m = Power Supply: A, or B n = Ambient temperature range: Blank, TA1, or TA4 For d = Y0, F2, or F1
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Y0 = Associated apparatus F2 = Class I Div. 2 / Zone 2 F1 = Class I Div. 1 / Zone 1 FCT3cF2klm.n CoriolisMaster – Transmitter only NI / I, II, III / 2 / ABCDEFG / T6 Ta = 60°C - Type 4X, IP65, IP67 DIP / II / 1 / EFG / T6; DIP / III / 1, 2 / T6 Ta = 60°C - Type 4X, IP65, IP67 I / 2 / Ex nA nR [ia] / IIC / T* Ta = 60°C - Type 4X, IP65, IP67 c = Tiers: 30 or 50 k = Connection Design/Transmitter Housing type/Transmitter housing material/Cable glands: F1, F2, R1 or R2. l = Outputs: A1, A2, H1, or H2. m = Power Supply: A, or B n = Ambient temperature range = Blank, TA1 or TA4 Special Conditions of Use 1) The CoriolisMaster is not fitted with a dedicated test port for Restricted Breathing: see the Manufacturers Instructions for the routine tests.



Equipment Ratings: For the transmitter alone as: Explosionproof for Class I, Division 1, Groups A, B, C, and D, hazardous locations with intrinsically safe outputs. Dust Ignitionproof for Class II, Division 1, Group E, F and G; and Class III hazardous locations with intrinsically safe outputs. Flameproof for Class I, Zone 1, Group IIC, hazardous locations with intrinsically safe ‘ia IIC’ outputs. Nonincendive for Class I, II, and III, Division 2, Groups A, B, C, D, E, F, and G hazardous locations. Type of protection ‘n’ for Class I, Zone 2, Group IIC hazardous (classified) locations. For the Sensor alone as: Intrinsically safe for Class I, II and III, Division 1, Groups A, B, C, D, E, F, and G hazardous locations. Nonincendive for Class I, II and III, Division 2, Groups A, B, C, D, E, F, and G hazardous locations. Type of protection n for Class I, Zone 2, Group IIC hazardous locations. For the integral transmitter and sensor; Explosionproof for Class I, Division 1, Groups A, B, C, and D, hazardous locations with intrinsically safe outputs. Dust Ignitionproof for Class II, Division 1, Group E, F and G; and Class III hazardous locations Nonincendive for Class I, II, and III, Division 2, Groups A, B, C, D, E, F, and G hazardous locations. Type of protection ‘n’ for Class I, Zone 2, Group IIC hazardous (classified) locations.



FM Approved for: ABB Automation Products GmbH Gottingen, Germany
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This certifies that the equipment described has been found to comply with the following Approval Standards and other documents: CAN/CSA C22.2 No. 0-M91 CAN/CSA C22.2 No. 142-M1987 CAN/CSA C22.2 No. 213-M1987 CAN C22.2 No.157-92 ANSI/ISA 12.27.01 CSA C22.2 No. 1010.1 CSA C22.2 No 25 CSA C22.2 No 30 CAN/CSA C22.2 No 60529 CAN/CSA C22.2 60079-0 CAN/CSA C22.2 60079-1 CAN/CSA C22.2 60079-11



2006 2004 2004 1992 (2006) 2003 2004 1966 1986 2005 2011 2011 2011



Original Project ID: 3046185



Approval Granted: August 2, 2012



Subsequent Revision Reports / Date Approval Amended Report Number Date Report Number 121003 3047118 3047118 R1



Date



October 8, 2012 December 14, 2012 May 7, 2013



FM Approvals LLC



7 May 2013 J.E. Marquedant Group Manager, Electrical
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Certiï¬�cate of Compliance - ABB Group 

t: = Size I Mounting Flange Rating; A. C. E. K. ll. L. T. V d = Mounting Flange Material I Seat i-'orrn; E. 4. N e Diaphragm Material {Wet-ted Parts}; 3 f= Fill Fluid; 5.
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IECEx Certificate of Conformity - ABB 

01.12.2011 - 1151 Boston-Providence Turnpike. Norwood, MA 02062. United States of America. Certificate history: ABB Engineering (Shanghai) Limited.
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Hazardous Location ABB - ABB Group 

Release. 13.08.08. Zeiger. 21.03.06. 1.00. -----. Non â€“ Hazardous Location. Hazardous Location. < 250 V. Barrier. Galvanic Isolator. â€œ 2 wire hookupâ€�. 1. 2. 3. 4. 5.
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Robuste Produktion - ABB Group 

ZustandsÃ¼berwachung von Betriebs-. Die erfassten Daten ..... erheblich zur Steigerung der ProduktivitÃ¤t und Betriebs- sicherheit bei. ...... Redaktioneller Berater.
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Pressemitteilung - ABB Group 

09.09.2014 - Aktie (EPS) um 10-15 Prozent sowie eine attraktive .... www.abb.com/news sowie auf der Homepage von ABB Investor Relations unter ...
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1 ... - ABB Group 

If you have already installed the ABB Automation Builder 1.0 or newer, you can perform ..... system library AY1LB functi
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rs_case study_foxconn_en.indd - ABB Group 

ming path and reduce cycle time in RobotStudio before starting production. This has changed our workflow and improved our productivity. Pro- duction time has ...
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Transformer challenges - ABB Group 

history and diagnostic measurements and evaluation. 1. Transformer screening .... short-circuit strength than the older ones no clear time dependence in the.
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Pressemitteilung - ABB Group 

23.07.2014 - Jetzt liefern wir Ergebnisseâ€œ, sagte ..... Der unverwÃ¤sserte Gewinn je Aktie lag im zweiten Quartal bei USD 0,28 gegenÃ¼ber ..... Verkauf von.
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Group AB: Uo (Voc) = 6.5V, Io (lsc) = 25.0mA, P0 = 38mW, Co (Ca) = 1.55pF, Lo (La) = 5mH. Group CD: U0 (Voc) = 6.5V, lo (lsc) = 25.0mA, P0 = 38mW, Co (Ca) ...
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Application manual - ABB Group 

The data, examples and diagrams in this manual are included solely for the concept or product description and are not to be deemed as a statement of guaranteed properties. All persons responsible for applying the equipment addressed in this manual mu










 


[image: alt]





SACE Isomax S ABB SACE - ABB Group 

the one included in the motor operator KIT. Anmerkungen ... the connector with the one contained in the oper- ating mechanism .... cated way. Fix by means of ...










 


[image: alt]





Elektrisches Bremsen - ABB Group 

Der Strom ist die primÃ¤re Komponente, die die Kosten bei Niederspannungs- ...... DPF: Grundschwingungs-Verschiebungsfaktor definiert als CosÏ†1, wobei Ï†1 ...
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Producción estable - ABB Group 

Para reducir la separación entre arrancadores suaves y acciona- mientos, ABB ha equipado el. PSTX con muchas de las cara
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Pressemitteilung - ABB Group 

17.06.2013 - Page 1 ... Konzernleitungsmitglied fÃ¼r die Division Industrieautomation und Antriebe, einstimmig zum neuen CEO ernannt. Er wird die Nachfolge von Joe Hogan im Rahmen eines ... Spiesshofer initiierte in seiner Division eine fokussierte E
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instruction manual - ABB Group 

option up to 250oF. ..... Note C: Cam operated microswitch option for TZIDC cannot be used in hazardous areas that ... when the cylinder is put into operation.
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Transformadores secos ABB Zaragoza - ABB Group 

Muy apto para zonas húmedas y/o contaminadas. ▫ No existe ... Mejor resistencia a efectos térmicos y dinámicos de ... ba
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SACE Isomax S ABB SACE - ABB Group 

b) Targa dello schema elettrico (applicata sul fianco dell'interruttore) c) Targa delle caratteristiche d) Targa degli s
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Pressemitteilung - ABB Group 

09.09.2014 - Beteiligung der AktionÃ¤re an starker Cash-Generierung durch AktienrÃ¼ckkauf in .... Dividende, wertschÃ¶pfende Akquisitionen und zusÃ¤tzliche ...
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modular systems - ABB Group 

[PDF]modular systems - ABB Grouphttps://abblibrary.s3.amazonaws.com/.../9AKK106103A5750%20v2%20-%20Subesta...En cachécon
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UniAir - ABB Group 

... maintenance of metal-enclosed standardized medium voltage switchboards ..... avvertire immediatamente ABB (direttame
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SPA Gateway - ABB Group 

30.10.1997 - The selection of the SPA interface type is done by the ... In this application it must be noted that one gateway can handle max. 16 analog inputs ...
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SACE Isomax S ABB SACE - ABB Group 

4. Collegamento del circuito di potenza. 5. Norme di impiego. 6. Messa in servizio. 7. Inteventi per eventuali anoma- li
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