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D-SUB Plastic Hood

4-40 UNC or M3 short screw. Packaging: in bulk or in pack units as a single package. 9-25 pos. 37-50 pos. D-SUB Plastic hood metallized. No. of pos. Design. 
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D-SUB Hoods a nd Ac c es s o r ies



D-SUB Plastic Hood Side cable entry – 9-50 pos. – large interior Description Suitable for Combination D-SUB Connectors Large internal space for crimp, high power and coaxial contacts Material: - Plastic hood black: Polyester, UL 94 V-0 - Plastic hood metallized: ABS, UL 94 V-0 Fastening: 4-40 UNC or M3 short screw Packaging: in bulk or in pack units as a single package RoHS compliant – CSA listed, File No.: LR 115000-1 – UL listed, File No.: E202784
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Order data D-SUB Plastic hood black No. of pos. 09 15 25 37 50 09 15 25 37 50



Design Black    4-40 UNC Short screw Black    4-40 UNC Short screw Black    4-40 UNC Short screw Black    4-40 UNC Short screw Black    4-40 UNC Short screw Black    M3 Short screw Black    M3 Short screw Black    M3 Short screw Black    M3 Short screw Black    M3 Short screw



D-SUB Plastic hood metallized Part Number 165X13419X 165X13429X 165X13439X 165X13449X 165X13459X 165X14559X 165X14569X 165X14579X 165X14589X 165X14599X



No. of pos. 09 15 25 37 50 09 15 25 37 50



Design Metallized    4-40 UNC Short screw Metallized    4-40 UNC Short screw Metallized    4-40 UNC Short screw Metallized    4-40 UNC Short screw Metallized    4-40 UNC Short screw Metallized    M3 Short screw Metallized    M3 Short screw Metallized    M3 Short screw Metallized    M3 Short screw Metallized    M3 Short screw



Part Number 165X13519X 165X13529X 165X13539X 165X13549X 165X13559X 165X14659X 165X14669X 165X14679X 165X14689X 165X14699X



For single packaged add the letter „E“ at the end of the part number.



Cable grommet No. of pos. 09 15 25 37 50



Design Cable grommet for 9 and 15 pos. hood Cable grommet for 25 and 37 pos. hood Cable grommet for 50 pos. hood



Part Number 795-907600 795-907700 795-907800
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D-SUB Plastic Hood - produktinfo.conrad 

D-SUB Plastic hood metallized. No. of pos. Design. Part Number. 09. Metallized 4-40 UNC Short screw. 165X13519X. 15. Metallized 4-40 UNC Short screw.










 


[image: alt]





Quiet Hood™ 

To reduce the risk of fire or electrical shock, this range hood should not be used ... If the hood is to be ducted, inst
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Cooker Hood 

la disconnessione della presa o del differenziale o magneto-termico .... elevadas pueden prender fuego. ... La conexiÃ³n a tierra del aparato es obligatoria.
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Quiet Hood™ 

and lock service panel to prevent power from being switched on accidentally. .... Replace electrical box cover and secur
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'Plastic Planet' Informations-Paket 

10.09.2009 - Magenuntersuchungen toter Vögel festgestellt. Auch Walstrandungen sind in einigen Fällen auf durch. Abfälle blockierte Verdauungstrakte ...
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'Plastic Planet' Informations-Paket 

10.09.2009 - Der internationale Workshop Ã¼ber Microplastics in MeeresabfÃ¤llen (Tacoma, USA September 2008) kam zu dem Schluss, dass bei den ...
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Ausbildung Verfahrensmechaniker - Rose Plastic 

Mit dem Know- how des Verfahrensmechanikers fÃ¼r Kunst- stoff- und Kautschuktechnik hast Du vielfÃ¤ltige. MÃ¶glichkeiten in 9 verschiedenen Fachrichtun- gen und tolle Aufstiegschancen. Unsere angehenden Verfahrensmechaniker erhalten bei uns eine auÃŸ
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CHIMNEY RANGE HOOD 

Installation work and electrical wiring must be done by ..... are at the installer's and user's discretion - providing t
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prepare the hood 

Air Conditioning Engineers (ASHRAE), and the local code authorities. 5. When cutting or ... keep drywall spray, construc
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plastic surgery vol 2 pdf 

Pickles Corned Beef Kimchi Caper Sauerkraut Pickling Pickled Cucumber Pastrami Preserved Lemo,. Picture Word Search For Juniors, Pivot How Top Entrepreneurs Adapt And Change Course To Find. Ultimate Success Website, Poetischer Nachlass Und Umrisse Au
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Shower Head - Plastic Pivot Ball 

Canada, China, Czech Republic, Hungary, India, Japan, Poland, Russian Federation,. South Africa, Switzerland, Ukraine, a
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prepare the hood 

flames do not go out immediately, EVACUATE AND CALL THE FIRE. DEPARTMENT. 2. .... hood center or the 7” Round Duct Plate
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prepare the hood 

sujetando las aletas del filtro o las cavidades para los dedos y saque los filtros. Coloque los filtros a un lado. PLACA










 


[image: alt]





INSTALL THE HOOD 

When cutting or drilling into wall or ceiling, do not damage electrical wiring and other .... Carefully place glass cano
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3. prepare the hood 

Based on “Kitchen Fire Safety Tips” published by NFPA. CAUTION. 1. .... NOTE: If using the optional 3¼” x 14” to 3¼” x 1
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prepare the hood 

Run ductwork from roof or wall cap, and electrical wiring from service panel - to installation .... flap must open freel
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prepare the hood 

When cutting or drilling into wall or ceiling, do not damage electrical wiring and other ... A. You know you have a Clas
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prepare the hood 

Page 1. ALLURE® QS3 SERIES. RANGE HOOD ! WARNING. TO REDUCE THE RISK OF FIRE, ELECTRIC ... Air Conditioning Engineers (A










 


[image: alt]





QL100 Series Range Hood 

person(s) in accordance with all applicable codes and standards, including fire-rated ... Never leave surface units unat
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ROBIN HOOD 09 

GCBA, que se encuentra en todas las escuelas de la Ciudad. .... referidos a la vida en los tiempos de Robin Hood: la ciu
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Quiet Hood - Datatail 

A. You know you have a Class ABC extinguisher, and you already know how to operate it. B. The fire is small and ..... ca
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Quiet Hood - Broan 

Depress sides of light diffuser until tabs of diffuser disengage from slots in hood. Remove diffuser. 2. Install (2) 40
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chimney range hood - Broan 

A. You know you have a Class ABC extinguisher and you know how to operate it. ..... Hold hood up close to wall mounting
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prepare the hood 

being switched on accidentally. When the service disconnecting means cannot be locked, securely fasten a prominent warni
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