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PS-5 Power Supply Owner’s Manual ______________________________________________________________________ Legal notifications Audio Alchemy is a registered trademark of Audio Alchemy LLC. Information in this manual is subject to change without notice and is the sole property of Audio Alchemy. Any reproduction in whole or part without the expressed written permission of Audio Alchemy is prohibited. No material herein may be transmitted in any way including either electronic or mechanical methods for any purpose without expressed written permission of Audio Alchemy.



CAUTION: NO USER SERVICEABLE PARTS INSIDE. Do not open the PS-5 chassis or remove any of its screws. Contact Audio Alchemy or your dealer if you need service. WARNING: Do not expose this power supply to moisture or excessive humidity, and do not use it outdoors. Fire hazard may result. The lightning flash with arrowhead, within an equilateral triangle, is intended to alert the user to the presence of uninsulated “dangerous voltage” within the product’s enclosure that may be of sufficient magnitude to constitute a risk of electrical shock to persons. The exclamation point within an equilateral triangle is intended to alert the user to the presence of important operating maintenance (servicing) instructions in the literature accompanying the appliance.



PS-5 Limited Warranty For questions on warranty and service, visit www.audioalchemy.com. If you need more information, e-mail [email protected]. You may also call 805.323.6005, but for faster service we recommend you e-mail.



A Few Quick Guidelines for Installation and Use • Do not place the PS-5 on a carpet. It can get warm during operation and some carpets can be damaged by direct contact with warm surfaces. Place the PS-5 on a solid surface, such as a tabletop, shelf or equipment rack shelf. • Do not plug the PS-5 power supply into the AC wall socket until all audio connections have been made. • Place the PS-5 where it will not be exposed to moisture or direct sunlight. • Install the PS-5 where it can get some ventilation. It doesn’t produce a great deal of heat, but using it in a sealed enclosure with no airflow could have long-term negative effects on the unit’s circuitry. • Use a soft microfiber cloth to clean dust and fingerprints off of the PS-5’s surface. Stubborn fingerprints or dirt may be removed by spraying a small amount of water or window cleaner onto the cloth, then using the moistened cloth to clean the PS-5. Do not spray any cleaner or other moisture directly onto the PS-5. • We recommend you leave the PS-5 powered up all the time, and use the Power buttons on the DDP-1 and/or DMP-1 to control power for the individual components. This way, the components are always ready to play and can be powered up from the remote controls. • If you do turn the PS-5 off using its front Power button, the unit will go through a 30-second power-down cycle and cannot be reactivated during this time. If you try to power-up the PS-5 during this time, the front LED will flash indicating the unit is not ready. Wait 30 second then hit the Power button again.
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Positioning the PS-5



The PS-5 has two power outputs and can power one or two Audio Alchemy components, including the DDP-1 digital preamp/DAC and the DMP-1 media player. You can place the PS-5 next to the DDP-1 (as shown above) or the DMP-1. The products are designed to fit together. If you don’t have enough space on your shelf or in your equipment rack, you can place the PS-5 on another shelf or on a solid flooring surface such as wood, tile, stone or linoleum.



Connecting the PS-5



STEP 1: Turn off your power amplifier. STEP 2: Disconnect the stock wall wart-style power supply from the DDP-1 or DMP-1. Do not attempt to use the PS5 and the stock power supply simultaneously. STEP 3: Connect the supplied power cable between the PS-5 and the DDP-1 or DMP-1 as shown above (red arrows). Either of the PS-5’s two outputs can be used. STEP 4: Connect the supplied AC cord (or the aftermarket AC cord of your choice) to the PS-5’s AC Mains connector (blue arrow). STEP 5: Press the power button on the front of the PS-5 (shown at left, green arrow). The indicator light around the button will glow white. You may now power up your DDP-1 and/or DMP-1, then turn your power amplifier back on. STEP 6: From this point forward, we recommend leaving the PS-5 on all the time, and using only the Power buttons on the DDP-1 and/or DMP-1. If you do turn the PS-5 off, it will go through a brief power-down cycle and cannot be turned back on for 30 seconds. If you do try to turn it on before the powerdown cycle is completed, the front LED will flash indicating the PS-5 is not ready to be powered back up. For more information about the PS-5 and other Audio Alchemy products, please visit www.audioalchemy.com.



























Empfehlen Sie Dokumente






[image: alt]





Amplifier 

Passenger Compartment. If you are going to mount the amplifier in the passenger compart- ment, make sure you have adequa
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Amplifier 

Le canal est déphasé de 180°. Cette s configuration est utile pour l'inversion de phase des haut-par- leurs extrêmes gra
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Monoblock llenador tapador 

Monitoreo de mantenimiento o fallas via modem punto a punto. - Sensor de nivel de cuba. - Calefaccionado de cuba. - Inst
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R AMPLIFIER 

In order to get the most out of your new amplifier, we strongly urge you to go over the information contained in this ..
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Amplifier - DirectedDealers.com 

issues . Power LED: this LeD lights up green when the amplifier is turned on . ...... THE UNIT ENCLOSURE IS COVERED BY A










 


[image: alt]





HPA amplifier-MAN - dBTechnologies 

place it and protect it to avoid damage during use. If power cord becomes damaged ... Never force the control elements (switches, controls, etc.). CONNECTION.
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Momentum und Value kombiniert 

Das gestaltet sich in der Theorie jedoch leichter als in der Praxis, da Standard-. Faktorindizes durch eine weite Ausle- gung des Value- und des Momentum-.
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Core Momentum Trainer 

Das akkustische Feedback gibt bei ErmÃ¼dung oder ungenauer. AusfÃ¼hrung neue Motivation. Vielseitig und einfach in der Bedienung, ist der Core Momentum.
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Momentum und Value kombiniert 

gnale sind ohne Relevanz. Momentum ... jenige in Momentum-Aktien langfristig zu Ã¼berdurchschnittlicher Performance ... ins Depot finden. Andererseits liefert.
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Manual AMPLIFIER PROBE.pdf - Avancel 

Volume can be increased to overcome noise or decreased to reduce interference. 4. Hold tip of amplifier probe near wires
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pa power amplifier - Optimus 

Please read this User's Manual carefully, so that you can begin making optimum use ... Never remove safety warnings or other information from the equipment.
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ea series integrated amplifier AWS 

ed plug does not fit into your outlet, consult an electrician for replacement of the obsolete outlet. 10. Protect the power cord from being ...... Product is warranted only if used in home applications. Commercial use of this product is ... and any u
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Element Integrated Amplifier 

3 total; 2 optical / 1 coaxial (192kHz 24-bit). 2 x 40 Watts 2 channels driven into 8 ohms @ 1kHz. USB input: 192kHz 24-bit asynchronous. 2 x 70 Watts 2 ...
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MONAURAL Power Amplifier Amplificador - SLIDEBLAST.COM 

temperature for stable, long-term playback at high volume. Caractéristiques. Puissance .... SN Ratio: 65 dBA (reference:
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pa power amplifier 

Maintenance and repairs should be exclusively carried out by qualified service ... For this reason, avoid prolonged exposure to volumes in excess of 90 dB.
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pa power amplifier AWS 

LD Systems stands for this with its name and many years of experience as a manufacturer of high-quality audio products. Please read this User's Manual carefully, so that ... Plastic bags must be kept out of reach of children. FOR EQUIPMENT THAT CONNE
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Mitsubishi Amplifier Interface 2014-up 

MITSUBISHI. Lancer. 2014-up. Outlander. 2014-up. Outlander Sport. 2014-up .... have any questions in this regard please
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9100082-dan... 

No hay descripciones de este resultado disponibles debido al archivo robots.txt de este sitio.Más información
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DAN SMITH 

wo ihr Job getan ist, wurde sie damit infiziert. Ash muss die Organisation stoppen, die mit ... Aber ihm bleiben nur 24 Stunden, sonst ist seine Mutter verloren.
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Dan por 

Plealpoteadario del Perú ea el Betado de Jlu.wait. RESOLUCIÓN SUPREMA. N" 128-2012-RE. Lima. 31 de mayo de 2012. CONSIDE
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DAN SMITH 

Insel verlassen will. Aber ihm bleiben nur 24 Stunden, sonst ist seine Mutter verloren. AuÃŸerdem bemerkt er seltsame VerÃ¤nderungen an sich, er ist schneller, ...
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Mitsubishi amplifier interface 2006-2012 

If the subwoofer, or front door woofers are too loud, or not loud enough, you can adjust the output by following the ste










 


[image: alt]





integrated amplifier 

CAUTION: Servicing instructions are for use by qualified service personnel only. ...... App Store is a service mark of Apple Inc., registered in the U.S. and other ...
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integrated amplifier 

Reinigen Sie die Produkte nur mit einem weichen, trockenen und ..... Stereo-VollverstÃ¤rker, 80 W Ausgangsleistung pro Kanal und sieben EingangskanÃ¤le.
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