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Data sheet - Pepperl+Fuchs

Refer to â€œGeneral Notes Relating to Pepperl+Fuchs Product Informationâ€�. USA: +1 330 486 0001. Singapore: +65 6779 9091 www.pepperl-fuchs.com [email protected] [email protected] [email protected]. Glass fiber optic. LME 18 2,3 0,5 K10. Model Number. LME 18 2,3 0,5 K10. 
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Glass fiber optic



LME 18-2,3-0,5-K10 Technical data General specifications Fiber optic length Fiber optic diameter Adapter form End piece Bending radius Fiber bundle diameter



l d



500 mm 5 mm 18 Cylindrical right angle min. 20 mm 2.3 mm



Ambient conditions Ambient temperature



-20 ... 85 °C (-4 ... 185 °F) [Adapter] -50 ... 200 °C (-58 ... 392 °F) [End head and Covering] -20 ... 85 °C (-4 ... 185 °F)



Storage temperature



Mechanical specifications Protection degree Material Optical face Sheathing Core End piece Adapter Extraction force



IP40 glass metal Glass fiber Stainless steel 1.4305 / AISI 303 PBT 120 N



Model Number LME 18-2,3-0,5-K10 Glass fiber optic Thru-beam mode, Glass fiber optic cable



Features • Sturdy metallic version • Right angled sensing head • Chemical-resistant



Series Fiber optic amplifiers Device series



VariKont M



Description



Dimensions
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Release date: 2013-10-15 14:55



Date of issue: 2013-10-15



052410_eng.xml



Attention: Fiber optics must not be twisted or kinked. Excessive tensile loads will lead to destruction. Contact with petrol or organic solvents must be prevented.
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Refer to “General Notes Relating to Pepperl+Fuchs Product Information”. Pepperl+Fuchs Group USA: +1 330 486 0001 Germany: +49 621 776 4411 [email protected] www.pepperl-fuchs.com [email protected]



Singapore: +65 6779 9091 [email protected]
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Data sheet 

Flame trap: Yes. Intrastate code: 73102990. Images can be different from the original. Technische Ã„nderungen vorbehalten. Subject to technical changes.
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data sheet 

Load capacity of the assembly for sheering strain/ tensile strain: ... Tel.: (+49) 60 81 / 94 19 0 Â· Fax: (+49) 60 81 / 94 19 1000 Â· eMail: [email protected] ...
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Data sheet 

6124945 [email protected] www.weidmuller.it. Jamaika. JM. Bitte kontaktieren Sie. W Interconnections Inc. USA. Jordanien. JO. Trans Jordan for Electro.










 


[image: alt]





Data sheet 

Subject to modifications without notice. Pepperl+Fuchs Group ... No-load supply current. Io. 30 mA. Temperaturen ... Schutzart. Degree of protection. IP67.
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Datenblatt Data Sheet Datenblatt Data Sheet 

(DE) inkl. Montage im Werk, Länge 15 m. (GB) including assembly in the factory, length 15 m. (FR) incl. Montaje en fábri
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Data sheet 

3RG6233-3AB00-PF. Compact range M18, normally open. Kompaktreihe M18, SchlieÃŸer. Connector M12. Stecker M12. 3RG6233-3AA00-PF. Compact range M18, normally closed. Kompaktreihe M18, Ã–ffner. Connector M12. Stecker M12. Size/Bauform. : cylindrical M18
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Data sheet 

y mm. -x mm. +x mm. 3RG4013-0AG01-PF: 3RG4013-0AF01-PF: blau/blue schwarz/black braun/brown. L -. L +. PNP. NO blau/blue schwarz/black braun/brown.
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data sheet 
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Data Sheet 

trademarks or registered trademarks are the property of their respective owners. When referring to drive capacity, one gigabyte, or GB, equals one billion bytes; ...
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Data Sheet SD530 

... und/oder anderen LÃ¤ndern. Weitere Unternehmens-,. Produkt- und Servicenamen kÃ¶nnen Marken anderer Unternehmen/Hersteller sein. LWD12358-DEDE-00.
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Data Sheet CONCENTRA 

Excelentes tintas heatset para impresión en papeles esmaltados en una amplia gama de prensas con las ventajas propias de
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Dryer Tech Data Sheet 

Le technicien peut utiliser du métal sur les capteurs courts. Le capteur assure une protection contre les contacts. Cert
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safety data sheet 

New Road, Bolton, BL6 5UE. Tel: 01204 668282 Fax: 01204 .... Health & Safety at Work Act 1974 Control of Substances Hazardous to Health. Regulations 2002 ...
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Data Sheet CONCENTRA 

Excelentes tintas heatset para impresión en papeles esmaltados en una amplia gama de prensas con las ventajas propias de
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Data Sheet CONCENTRA® 

Cumple con las especificaciones de color S.W.O.P.. CALSHINE. TACK VISCOSIDAD. YIELD. INTENSIDAD. DE COLOR. Thwing-Albert
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Material Safety Data Sheet 

Spanish: Es posible causar irritación a las mucosas. French: Peut irriter les membranes muqueuses. Ingestion: HMIS II-ra
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Washer Tech Data Sheet 

Canada 1-800-265-8352 .... rinse & spin and then simultaneously press and hold temp and ... High temperature on cont
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safety data sheet - Greenbook.net 

Do not eat, drink or smoke when using this product. Wash hands thoroughly after handling. If exposed or if you feel unwe
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Data Sheet CONCENTRA 

Excelentes tintas heatset para impresión en papeles esmaltados en una amplia gama de prensas con las ventajas propias de
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Ruckus R730 (Data Sheet) 

It is the perfect choice for data-intensive streaming multimedia applications like 4K video ... dual-band 2.4/5GHz radio
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Dryer Tech Data Sheet 

The displayed test numbers also correspond to the selector LEDs to .... Yes. 42. Door closed sensing error. Door switch
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Oracle Data Sheet 

ASM Cluster Filesystem. ACTIVE DATAGUARD. Aktive Nutzung von Standby Systemen ohne EinschrÃ¤nkung. In Oracle Database 11g kÃ¶nnen physikalische ...
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Data sheet - Pepperl+Fuchs 

Bemessungbetriebsstrom le. 200 mA (to / bis 50 Cel); 150 mA (to / bis 85 Cel). Output voltage drop / Spannungsfall max. Ud. 2,5 V. Off-state current / Reststrom.
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Motor data sheet 

Motor MI 4 230V 50Hz. 1 Nennleistung ... 50. Hz. 8 Wirkungsgrad Î·. Efficiency Î·. 64. %. 9 Leistungsfaktor cos Ï•. Power factor cos ... Protection type motor IP. 24.
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