






[image: ]


















	 Zuhause
	 Dokument hinzufügen
	 Anmelden
	 Ein Konto erstellen
	 PNG-Bilder









































DC-D2233WR - Idis

ONVIF Profile S. Max. Frame Rate. 30ips : 1920 x 1080. 30ips : 1920 x 1080. Supported Resolution. 1920 x 1080, 1280 x 72 
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Full HD Vandal Resistant IR Camera 



DC-D2233WR • Easy installation with DirectIP NVR • Full HD (1080p) resolution • Motorized vari-focal lens (f=3.3 - 10mm) • micro SD / SDHC, Smart Failover • Two-way audio • Alarm in / out



• Vandal proof / IP66 supports • PoE (IEEE 802.3af Class 3), 12VDC • Day and night (ICR) • IR LED (Distance : 20m) • 3-axis mechanical design for installation • Supports ONVIF



SPECIFICATIONS 1/2.8” CMOS 1920 x 1080 Progressive Scan Motorized Vari-focal f=3.3 - 10mm F1.3 - 2.5 DC Auto Iris



Ø150.5



Wide : 99.8º (H), 52.2º (V), 118.2º (D) Tele : 33.5º (H), 18.6º (V), 38.3º (D)



Pan / Tilt Range



Pan : -165° ~ 165°, Tilt : 7° ~ 90°, Rotate : -178° ~ 178° 



Min. Illumination



Color : 0.3 Lux @ F1.3 B/W : 0 Lux (IR LED On) 74.7dB Auto / Manual (1/30 ~ 1/8000), Anti-Flicker, Slow Shutter (1/7.5, 1/15) IR Cut Filter with Auto Switch 20 m / 65.6 ft (28 ea) Configurable Exposure, White Balance, Sharpness Configurable 2DNR On / Off / HSBLC 16 Zones Video Motion Detection, Active Tampering Alarm, Trip Zone 1 BNC



Video Compression Intelligent Codec Bitrate Control Audio Compression Two-way Audio



DirectIP Mode H.264 (MP), M-JPEG H.264 - CBR / VBR G.726, G.711 Yes



IP Camera Protocol



DirectIP



IDIS ONVIF Profile S



Max. Frame Rate



30ips : 1920 x 1080



30ips : 1920 x 1080



Supported Resolution



1920 x 1080, 1280 x 720, 704 x 480, 640 x 360, 352 x 240



1920 x 1080, 1280 x 720, 704 x 480, 352 x 240



Multi-video Streaming



Quadruple Streaming



Triple Streaming



Network Protocols



DirectIP Protocol



RTP/RTSP/TCP, RTP/RTSP/HTTP/TCP, RTP/UDP, RTSP/TCP, HTTP, HTTPS, FTP, SNTP, SMTP, FEN, mDNS, uPNP



Security



SSL Encryption



Multi-user Authority, IEEE 802.1x, IP Filtering, HTTPS, SSL Encryption



Remote Access Client Ethernet Recording Session Buffer Edge Storage ALARM AND EVENT Trigger Event Event Notification Audio In / Out Alarm In / Out ENVIRONMENTAL Vandal Proof Casing Outdoor Ready



DirectIP NVR Connection RJ45 (10/100 BASE-T) Yes (Up to 60MB) micro SD / SDHC, Smart Failover



Operating Temperature Operating Humidity ELECTRICAL Power Source Power Consumption Approvals MECHANICAL Dimensions Weight



77



Angular Field of View



Dynamic Range Electronic Shutter Speed Day and night IR Distance (LEDs) Image Setting Digital Noise Reduction Backlight Compensation Image Stabilizer De-fog Privacy Masking Intelligent Video Video Out NETWORK



(Unit - mm)



98.8



VIDEO Image Sensor Max. Resolution Scanning Mode Lens Type Focal Length Aperture Iris Control



DIMENSIONS



ACCESSORIES (OPTIONAL)



Compatibility Mode



DA-MA2000



DA-LM2000



DA-CM2050



DA-WM2050



DA-RM2000



DA-JB2100



DA-FM1300



ACCESSORIES CONFIGURATION TREE



IDIS Web, IDIS Mobile, IDIS Solution Suite DA-CM2050 Ceiling Mount



DA-MA2000



Motion Detection, Alarm In, Audio Detection, Tampering, Trip Zone Remote S/W, Email (With Image) Line-in 1ea / Line-out 1ea Input 1ea / Output 1ea IK10 IP66 -10°C ~ +50°C (+14°F ~ +122°F) *Starting Up at Above 0°C (32°F) 0% ~ 90%



Mount Adapter



DA-WM2050 Wall Mount



Pole Mount



DA-JB2100 Junction Box



DA-RM2000 Corner Mount



12VDC, PoE (IEEE 802.3af Class 3) 4.8W FCC, CE, KC Ø150.5mm x 98.8mm (Ø5.93” x 3.89”) 0.98kg (2.17lb)



DA-LM2000



DA-FM1300 Flush Mount



87 
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DC-S1263WH - IDIS 

Vandal proof / IP66 supports. • Built-in heater. • PoE (IEEE 802.3af ... Video Motion Detection, Active Tampering Alarm,
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idis solution suite 

·El software de arquitectura abierta, miembro Full ONVIF, soporta multiples marcas de camaras IP. ·Tecnologia Edge ....
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DC-S1263F - Idis 

Iris Control. DC Auto Iris. Angular Field of View. Wide : 61.2º (H), 35.6º (V), 68.9º (D). Tele : 3.6º (H), 2.1º (V), 4.
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Network Camera - Idis 

10 jul. 2014 - Placing and Accessories. Do not place this equipment on an wall or ceiling that is not strong enough to s
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Agregar dispositivo a IDIS Center.pdf 

[PDF]Agregar dispositivo a IDIS Center.pdfhttps://hf-files-oregon.s3.amazonaws.com/.../Agregar%20dispositivo%20a%20IDIS%
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análisis de situación 2015 - Fundación IDIS 

privado, mientras que Extremadura y Andalucía están a la ..... En el lado opuesto, se encuentra Extremadura, ...... Pase
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Configuración de mapas en IDIS Center.pdf 

5 mar. 2017 - CONFIGURACIÓN DE MAPAS EN IDIS CENTER. El procedimiento para agregar mapas dentro del software de gestión
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Cómo agregar cámara DCD2233WR a NVR SN416 NOTA 

Descripción: Cómo agregar cámara DCD2233WR a NVR SN416. NOTA: Hay que tomar en cuenta que el protocolo que se está usand
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CONFIGURACIÓN DE POS EN NVR IDIS El procedimiento para ... 

[PDF]CONFIGURACIÓN DE POS EN NVR IDIS El procedimiento para ...https://hf-files-oregon.s3.amazonaws.com/.../CONFIGURACIÒ
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ooh_outline.indd 1 2015-03-19 4:03:44 - IDIS 

Page 1. ooh_outline.indd 1. 2015-03-19 4:03:44.
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1000 Base-T to Gigabit Fiber Media Converter - Idis 

extend a connection up to 10KM using fiber optic cables. The LED indicators located on the front panel of DA-MC1101 show
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Configurar E-mail en NVR IDIS Se ingresa a la configuración del NVR ... 

Page 1. SYSCOM. Departamento Ingeniería Seguridad www.syscom.mx. NOTA TÉCNICA / TECH NOTE. Configurar E-mail en NVR IDIS
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Configurar SNS en NVR IDIS La función SNS 

[PDF]Configurar SNS en NVR IDIS La función SNS - Amazon Web Serviceshttps://hf-files-oregon.s3.amazonaws.com/.../Configu
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NOTA TÉCNICA / TECH NOTE Registro de cámara en NVR IDIS Una ... 

Page 1. SYSCOM. Departamento Ingeniería Seguridad www.syscom.mx. NOTA TÉCNICA / TECH NOTE. Registro de cámara en NVR IDI
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