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Design Spot 1200C 18” / 458mm



14.8” / 376mm



25.3” / 641.5mm



25” / 629mm



11” / 279mm



4.5” / 113mm 15.5” / 394mm 18.5” / 470mm



14.5” / 367mm



Design Spot 1200C Dimensions



The Design Spot 1200C (DS 1200C) by Elation Professional is an intelligent 1200 watt compact moving head hybrid spot and wash in one featuring CMY color mixing plus variable CTO and EWDMX buit-in wireless DMX receiver. DS 1200C is equipped with 8 static/replaceable dichroic filters including CTB and UV and two gobo wheels containing 12 rotating/indexing gobos. Additional features include variable beam angle 16°-41°, variable focus, variable iris and extreme light output - over 100,000 lumens. This unit is available in black casing and features a compact case design. The DS 1200C is powered by Phillips MSR 1200/2 SA/DE double ended discharge lamp providing up to 750 hours estimated lamp life. Rated at IP20 this unit is designed for indoor applications only and can operate from a 208-240V AC, 60HZ. Control data input is via 3 pin or 5 pin DMX data first in and out connections.



FEATURES



TECHNICAL SPECIFICATIONS



• 1200 watt compact / feature packed moving head spot • Hybrid spot / wash in one • CMY color mixing + variable CTO • 8 Static / replaceable dichroic colors including CTO, CTB and UV • 12 rotating / Indexing gobos • 2 rotating / indexing prism (3-facet & 3D prism) • Variable beam angle 16°-41° • Variable zoom • Extreme light output – over 100,000 lumens! • Frost • Variable iris • Variable focus • Animation effect wheel • EWDMX wireless DMX receiver built in • Digital LCD blue / white menudisplay • Pan / tilt lock - 630° or 540° pan x 265° Tilt • 27 DMX channels standard mode or 38 channels extended mode • Compact case design



• DMX Channels: 27 DMX Channels standard mode or 38 channels extended mode • Control: RDMX, 3 pin or 5pin DMX in/out • Dimmer: Yes • Strobe: Yes • Iris: Yes • Power supply: 208-240v / 60hz • Power consumption: 1478W • Fuse: 6H/2A/15A Electronic Ballast • DB Rating: 56.3DB @ 3’ • Lamp: MSR1200/2 SA/DE Philips double ended discharge lamp • Lamp life: 1200W, CRI 85, 7500°K, 750 HRS • Lux: 17,880 @ 5 M • Dimensions: ( L x W x H ) 18.5” x 18.2” x 20.3” / 470 x 462 x 517mm • Weight: 78.5 lbs. / 35.6 kg • Rigging: Rigging included 1 x safety cable 1 x data cable (3-pin)



©Elation Professional • Elation Professional 6122 S. Eastern Ave. Los Angeles, Ca 90040 www.ElationLighting.com • Toll Free (866) 245-6726



Design Spot 1200C COLORS / GOBOS • CMY color mixing • 8 Static / replaceable dichroic colors including CTO, CTB and UV • 12 rotating / Indexing gobos



CMY CO LO R M I X I N G



Colors



Rotating Gobo Wheel 1



CMY CO LO R M I X I N G



Rotating Gobo Wheel 2



PHOTOMETRICS Design Spot 1200C Photometric Beam Angle Data Minimum Beam Angle 16° LUX x 0.0929 = FC



Ø 5.60 m Ø 18.40 ft



Ø 4.20 m Ø 13.80 ft



123 FC 1320 LUX



Ø 1.40m / Ø 4.60ft



16° Beam Angle



Beam Diameter



233 FC 2510 LUX



Ø 2.80 m Ø 9.20 ft



420 FC 4520 LUX



Ø 1.40 m Ø 4.60 ft



1661 FC 17880 LUX



Ø 2.80m / Ø 9.20ft Ø 4.20m / Ø 13.80ft Ø 5.60m / Ø 18.40ft



0m 0 ft



5m 16.4 ft



10 m 32.8 ft



15 m 49.2 ft



20 m 65.6 ft



38 FC 413 LUX



21 FC 228 LUX



Maximum Beam Angle 41°



Beam Diameter



Ø 3.75m / Ø 12.30ft



41° Beam Angle



Ø 15.00 m Ø 49.21 ft



Ø 7.50 m Ø 24.60 ft



87 FC 983 LUX



Ø 3.75 m Ø 12.30 ft



362 FC 3893 LUX



Ø 11.25 m Ø 36.91 ft



LUX x 0.0929 = FC



Ø 7.50m / Ø 24.60ft Ø 11.25m / Ø 36.91ft Ø 15.00m / Ø49.21ft



0m 0 ft



5m 16.4 ft



10 m 32.8 ft



15 m 49.5 ft



20 m 66 ft
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Design Spot 1200C DMX TRAITS 16-Bit Basic Mode: Channel Value 1 0 - 255 2 0 - 255 3 0 - 255 4 0 - 255 5 0 - 255 6 0 - 255 7 0 - 255 8 0 - 255 9 0 - 255 10 0 - 255 11 0 - 255 12 0 - 255 13 0 - 255 14 0 - 255 15 0 - 255 16 0 - 255 17 0 - 255 18 0 - 255 19 0 - 255 20 0 - 255 21 0 - 255 22 0 - 255 23 0 - 255 24 0 - 255 25 0 - 255 26 0 - 255 



Function PAN 8-bit PAN fine 16-bit TILT 8-bit TILT fine 16-bit Color Wheel Cyan 0 to 100% Magenta 0 to 100% Yellow 0 to 100% CTO 0 to 100% Gobo Wheel 1 Gobo Wheel 1 Index & Continuous Scroll Gobo Wheel 2 Gobo wheel 2 index & continuous scroll Prism & prism gobo effect macros Prism index & prism rotation Focus Motorized zoom Shutter/strobe Dimmer Iris Frost Animation wheel CMY speed Pan/tilt speed Color macros Lamp on/off, reset, internal programs



16-Bit Extended Mode: Channel Value Function 1 0 - 255 PAN 8-bit 2 0 - 255 PAN fine 16-bit 3 0 - 255 TILT 8-bit 4 0 - 255 TILT fine 16-bit 5 0 - 255 Color Wheel 6 0 - 255 Color Wheel Fine 16-bit 7 0 - 255 Cyan 0 to 100% 8 0 - 255 Cyan Fine 16-bit 9 0 - 255 Magenta 0 to 100% 10 0 - 255 Magenta Fine 16-bit 11 0 - 255 Yellow 0 to 100% 12 0 - 255 Yellow Fine 16-bit 13 0 - 255 CTO 0 to 100% 14 0 - 255 CTO Fine 16-bit 15 0 - 255 Gobo Wheel 1 16 0 - 255 Gobo Wheel 1 Index & Continuous Scroll 17 0 - 255 Gobo Wheel 1 Fine Indexing 18 0 - 255 Gobo Wheel 2 19 0 - 255 Gobo Wheel 2 Index & Continuous Scroll 20 0 - 255 Gobo Wheel 2 Fine Indexing 21 0 - 255 Prism & prism/gobo effect macros 22 0 - 255 Prism index & prism rotation 23 0 - 255 Prism fine 16-bit 24 0 - 255 Focus 25 0 - 255 Focus Fine 16-bit 26 0 - 255 Zoom 27 0 - 255 Zoom fine 16-bit 28 0 - 255 Shutter/strobe 29 0 - 255 Dimmer 0-100% 30 0 - 255 Dimmer fine 16-bit 31 0 - 255 Iris 32 0 - 255 Iris fine 16-bit 33 0 - 255 Frost 34 0 - 255 Animation wheel 35 0 - 255 CMY speed 36 0 - 255 Pan/tilt speed 37 0 - 255 Color macros 38 0 - 255 Lamp on/off, reset, internal programs
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design spot 250 cutsheet 
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design spot led dims 
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Design Spot 250 Ad 
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design spot 575 e wh 
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XP115A Cutsheet 

Samson's Expedition XP112A and XP115A 2-Way Active PA Speakers present great options for those seeking premium sound with great value. Combining ...
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Double Spot 

Single/Double Spot - Endurance. WP-LED415/WP-LED430. A1. B1. WARNING. IMPORTANT: NEVER attempt to do any work without sh
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mein spot 

â€šMein Spot' ein Teilprojekt im Rahmen des Projektes â€šStellenwert - Jugend will Arbeit' der Katholischen Jugend OÃ–, KAB & Betriebsseelsorge in Kooperation mit ...
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Q SPOT 15 RGBW 

(non pris en charge par la garantie), afin d'Ã©viter toute surchauffe et ..... the spotlight is compliant with the RDM standard (Remote Device Management).
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Ruckus SPoT - Rackcdn.com 

Berechnung des Standorts. Diese optionale Kalibrierung kann mit ... Hash-Option der PII-Daten (MAC-Adresse) fÃ¼r den Kunden. â€¢ Cloud-Dienst. â€¢ Hosting des ...
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q spot 40 cold white q spot 40 warm white 

CAUTION: If the power cord of the device is equipped with an earthing contact, then it must be connected .... Standalone operation ...... Â¡Evite la luz solar directa!
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q spot 40 cold white q spot 40 warm white 

Do not open or modify this equipment. 17. ...... bloc adaptateur livrÃ© avec votre appareil ne correspond pas au format de votre prise murale, veuillez consulter un ...
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DESIGN 

but always test thinking that your idea is wrong.â€� If you spent enough time on your creations, they will reveal themselves to you. But if you test your idea and let it ...
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Q SPOT 40 RGBW 

Please read this User's Manual carefully, so that you can begin making optimum use of your Cameo Light product quickly.
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Q SPOT 15W 

Consentono di modificare a piacere il valore di una voce di menu, ad esempio l'indirizzo DMX. 7 EYELET FOR SAFETY ROPE / ÖSE FÜR SICHERUNGSSEIL ...
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SM2871SP Spot LXi Spec.qxp 

Axilar Adulta. Aprox.12 a 15 segundos (de 18 años en adelante) ... 10 a 13 segundos (hasta 17 años) ... Batería interna
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TELEVISIÓN SPOT 20" 

TARIFAS GENERALES DE PUBLICIDAD 2017. TELEVISIÓN SPOT 20". Programación. Franjas horarias. Campaña. Nº Pases/día. Coste
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Neuer Zalando TV-Spot 

25.02.2011 - Das Unternehmen wurde 2008 von Robert Gentz und ... GeschÃ¤ftsfÃ¼hrer: Robert Gentz, David Schneider, Frank Biedka, Rubin Ritter.
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design deals - KARE Design 

Sofa DALLAS, gemÃ¼tliches Sofa in dezenter Vintage Optik I 90 x 281 x 111 cm. I 502202 I statt 1.625,- jetzt nur 1.298,-. Sofa GRANDEZZA, elegantes ...
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Ruckus SPoT - Rackcdn.com 

[PDF]Ruckus SPoT - Rackcdn.comruckus-www.s3.amazonaws.com/pdf/datasheets/ds-spot-cloud-services-es.pdfEn cachéSimilaresL
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televisión spot 20 

Estas son Tarifas Generales sujetas a ofertas, promociones, personalizaciones y/o modificaciones para colectivos, evento
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AURO SPOT 300 - AWS 

Prima di collegare il dispositivo alla presa, controllare innanzitutto se la tensione e la frequenza della rete elettrica coincidono con i valori indicati sul dispositivo stesso. Nel caso di dispositivo munito di selettore di tensione, collegarlo all
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auro spot 400 insert 

Adam Hall Ã¼bernimmt keine GewÃ¤hr oder Haftung fÃ¼r die Richtigkeit, Genauigkeit und VollstÃ¤ndigkeit dieser Zeichnung I Adam Hall accepts no responsibility for ...
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Q SPOT 15 RGBW 

Never deactivate the protective ground of a power cord. ... The warning triangle with lightning symbol indicates dangero










 











Copyright © 2024 P.PDFDOKUMENT.COM. Alle Rechte vorbehalten.

Über uns |
Datenschutz-Bestimmungen |
Geschäftsbedingungen |
Hilfe |
Copyright |
Kontaktiere uns










×
Anmelden






Email




Password







 Erinnere dich an mich

Passwort vergessen?




Anmelden














