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14.62” (371.6mm)



Design Spot 250 / Design Spot 250 WH



(368.23mm) 17.23”14.49” (437.83mm)



19.23” (488.52mm)



14.62” (371.6mm)



15.79” (401.24mm)



4.9” (126mm) 15.79” (401.24mm) 14.25” (362.03mm)



Available in white or black



Design Spot 250 Dimensions



19.23” (488.52mm)



17.25” (438.15mm)



The Design Spot 250 by Elation Professional is an intelligent moving head hybrid (spot and wash in one) featuring continuous, variable speed color scrolling in both directions using 8 dichroic filters (7 color, UV + 4.9” (126mm) white), gobo overlay using 2 gobo wheels with 14 gobos total, 7 fixed and 7 rotating / indexing. Additional features include a variable iris, 3 facet rotating prism, frost and mechanical dimmer/shutter. This unit uses a (438.15mm) Philips MSD 250/2 250W lamp providing up to 3,000 hours estimated lamp life. Control is via17.25” 3 pin DMX data first in and out cables. The Design Spot 250 is designed to run in 3 operation modes: DMX controlled via 16 channels, stand alone or sound active mode. The unit comes fitted standard with 17° lens kit and also includes optional 14° and 20° lens kits. The unit is rated IP 20 and is designed for indoor use only. Rigging for this unit includes 2 x 1/4 turn omega clamps, safety cable and 3 pin data cable are included.



FEATURES



TECHNICAL SPECIFICATIONS



• 250W moving head hybrid • 8 Dichroic filters, 7 color, UV + White • 2 gobo wheels, 14 total gobos, 11 metal, 3 glass • Variable Frost Control • Hard edge to soft edge • 3-facet rotating/Indexing Prism • Both directions at variable speeds • Macro-function for rotating gobos/rotating prism combinations • Automatic Pan / Tilt position correction • Maximum PAN-movement 630° in 2.0 secs (default) or 540° (user selectable) / 16 bit • Maximum TILT-movement 265° in 1.5 secs / 16 bit • Pre-set variable/random strobe and dimming pulse effect • Dual flag mechanical dimming system • Motor driven focus from near to far • Beam Angle 14°, 17° (default) or 20° • Replaceable 20° beam angle included • All lenses are anti-reflection coated • Sound active mode, vector mode with blackout • DMX control via 16 channels • 4 Digit L.E.D. Display • On board menu settings



• DMX Channels: 16 DMX Channels, RDMX - Remote DMX Addressing • Control: USITT DMX-512 (16-bit resolution), 3 pin XLR serial input/output • Dimmer: Dual Flag mechanical dimming system • Strobe: Variable speed strobe effect (1-13) Flashes per second • IP Rating: IP 20 • Iris: Beam narrow to wide (5% - 100%), variable speed iris macros • Power supply: AC 98, 120, 220, 208, 230, 240V 50/60Hz • Power consumption: 400W nomial • Fuse: 8A (250V), Magnetic Ballast • Lamp: Phillips MSD 250/2 • Lamp Life: 250W, 8500°K, 3000 HRS • Dimensions: ( L x W x H ) 14”x 14”x 22.5” / 355.6mm x 355.6mm x 571.5mm • Weight: 51 lbs. / 23.13 kg • Rigging: 2 x 1/4 turn omega clamps 1 x safety cable 1 x 3 pin data cable
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Design Spot 250 / Design Spot 250 WH COLORS / GOBOS • 8 Dichroic filters, 7 color, UV + White • Continuous, variable speed, color scrolling in both directions (rainbow effect) • More color combinations possible by overlaying the multi-color dichroic gobo and the colors on the color wheel  • 2 gobo wheels, 14 total gobos, 11 metal, 3 glass • 7 interchangeable, indexable, rotating gobos plus open • 7 interchangeable, static gobos plus open • 26.9mm outside diameter, 23mm image diameter • Gobo Overlay (Gobo Morphing) Colors: Design Spot 250 Beam Angle 8 dichroicPhotometric filters, 7 color, UV +Data white



Design Spot 250 Photometric Beam Angle Data



GOBO WHEEL 1 Rotating Gobo Wheel



GOBO WHEEL 2 Slot-Lock gobo replacement system



Standard Beam Angle 14° Convenient LUX x 0.0929 = FC



PHOTOMETRICS



Ø 1.25 m Ø 4.10 ft Ø 2.50 m Ø 8.20 ft



5m 16.4 ft



10 m 32.8 ft



198 FC 2132 LUX 173 FC 1858 LUX



75 FC 810 LUX 54 FC 586 LUX



0m 0 ft



10 m 32.8 ft



173 FC 1858 LUX



54 FC 586 LUX



Ø 3.00 m Ø 10.00 ft



17° Beam Angle



Ø 3.60 m Ø 11.81 ft



20° Beam Angle



Ø 0.75 m Ø 2.50 ft



Ø 1.50 m Ø 5.00 ft



Ø 0.75 m Ø 2.50 ft



17° 14° Beam Beam Angle Angle



Ø 1.50 2.50 m m 8.20 ft ft Ø 5.00



Beam Diameter



482 FC 5190 LUX



Ø 3.00Øm2.50 m Ø 10.00 Øft8.20 ft



Ø 1.50Øm1.25 m Ø 5.00Øft4.10 ft



Ø 0.62 m Ø 2.03 ft 1.25 m m Ø 0.75 Ø 2.50 4.10 ft ft Ø



5m 16.4 ft



LUX x 0.0929 = FC



Ø 0.75Øm0.62 m Ø 2.50Øft2.03 ft



Ø 1.50 m Ø 5.00 ft Ø 3.00 m Ø 10.00 ft



Ø 3.00 m Ø 10.00 ft



0m 2.5 m 0 ft 8.2 ft 0m 2.5 m 0 ft 8.2 ft Standard Beam Angle 17°



5m 16.4 ft 5m 16.4 ft



10 m 32.8 ft 10 m 32.8 ft



173 FC 1858 LUX



54 FC 586 LUX



153 FC 1644 LUX



48 FC 520 LUX



0m 0 ft



2.5 m 8.2 ft



0m 2.5 m 0 ft 8.2 ft Optional Beam Angle 20°



5m 16.4 ft



10 m 32.8 ft



5m 16.4 ft



10 m 32.8 ft



153 FC 1644 LUX



48 FC 520 LUX



Ø 0.90 m Ø 3.00 ft



48 FC 520 LUX



Ø 1.80 m Ø 6.00 ft Ø 3.60 m Ø 11.81 ft



0m 0 ft



2.5 m 8.2 ft



5m 16.4 ft



Replaceable 20˚ beam angle (Included)



20° Beam Angle
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Ø 0.90 m Ø 3.00 ft



416 FC 4480 LUX



Ø 1.80 m Ø 6.00 ft



LUX x 0.0929 = FC



Ø 0.90 m Ø 3.00 ft



153 FC 1644 LUX



Ø 1.80 m Ø 6.00 ft



20° 17° Beam Angle Beam Angle



416 FC 4480 LUX



Beam Diameter



Ø 0.90 mØ 0.75 m Ø 3.00 ft Ø 2.50 ft



416 FC 4480 LUX



Ø 3.60 m0 m Ø 11.81 ft0 ft



10 m 32.8 ft



LUX x 0.0929 = FC



Ø 3.60 mØ 3.00 m Ø 11.81 ftØ 10.00 ft



LUX x 0.0929 = FC



Ø 1.80 mØ 1.50 m Ø 6.00 ft Ø 5.00 ft



482 FC Optional Beam Angle 20° 5190 LUX



Ø 1.50 m Ø 5.00 ft Ø 0.90 m Ø 3.00 ft Ø 3.00 m Ø 1.80 m Ø 10.00 ft Ø 6.00 ft



5m 16.4 ft



Optional Beam Angle 20°



LUX x 0.0929 = FC



Ø 0.75 m Ø 2.50 ft



2.5 m 8.2 ft



Ø 0.90 m Ø 3.00 ft



Beam Diameter Beam Diameter



Standard Beam Angle 17° 688 FC LUX x 0.0929 = FC 7402 LUX 482 FC 5190 LUX



2.5 m 8.2 ft



Standard Beam Angle 17°



LUX x 0.0929 = FC



Beam Diameter Beam Diameter



14° Beam Angle



Ø 0.62 m Ø 2.03 ft



75 FC 810 LUX



Ø 2.50 m Ø 8.20 ft



Design Spot 250 Photometric Beam Data 0m 2.5 Angle m 0 ft 8.2 ft Standard Beam Angle 14°



eter



198 FC 2132 LUX



Ø 0.62 m Ø 2.03 ft



14° Beam Angle



Ø 1.25 m Ø 4.10 ft



Beam Diameter



Ø 2.50 m Ø 8.20 ft



Ø 0.62 m Ø 2.03 ft



75 FC 810 LUX



Ø 1.25 m Ø 4.10 ft



198 FC 2132 LUX



Ø 0.62 m Ø 2.03 ft



Beam Diameter



688 FC 7402 LUX



Ø 2.50 m Ø 8.20 ft



688 FC 7402 LUX



LUX x 0.0929 = FC



Ø 1.25 m Ø 4.10 ft



Standard Beam Angle 14°



10 m 32.8 ft



Design Spot 250 / Design Spot 250 WH DMX TRAITS Channel 1 - PAN movement 8bit Channel 2 – Pan fine 16bit Channel 3 - TILT movement 8bit Channel 4– Tilt fine 16bit Channel 5 - Color wheel Channel 6 - Rotating gobos, cont. rotation Channel 7 - Rotating gobo index, rotating gobo rotation Channel 8 - Fixed gobos Channel 9 - 3 facet rotating prism, prism / gobo macros Channel 10 - Focus Channel 11 - Shutter, strobe Channel 12 - Dimmer (intensity) Channel 13 - Iris Channel 14 - Frost Channel 15 - Speed pan/tilt movement Channel 16 - Lamp on/off, reset, internal programs Product Order Code



Description



Design Spot 250



Black case color Design Spot 250



Design Spot 250 WH



White case color Design Spot 250



Accessories Order Code DRC 250 DS



Description Road case for 2 x Design Spot 250
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Design Spot 250 Ad 












 








design spot led dims 












 








design spot 575 e wh 












 








XP115A Cutsheet 

Samson's Expedition XP112A and XP115A 2-Way Active PA Speakers present great options for those seeking premium sound with great value. Combining ...










 








250 












 








Double Spot 

Single/Double Spot - Endurance. WP-LED415/WP-LED430. A1. B1. WARNING. IMPORTANT: NEVER attempt to do any work without sh










 








ELP-250-AL ELP-250-B ELP-250-C ELP-250-DU ELP-250 ... - Pro-Lok 

Installation Instructions: 1. Position the Latch Protector in the desired position on the door. Close the door and check










 








mein spot 

â€šMein Spot' ein Teilprojekt im Rahmen des Projektes â€šStellenwert - Jugend will Arbeit' der Katholischen Jugend OÃ–, KAB & Betriebsseelsorge in Kooperation mit ...










 








ELP-250-AL ELP-250-B ELP-250-C ELP-250-DU ELP-250 ... - Pro-Lok 

4. Sometimes a larger offset is needed between the Latch Protector and the ... C. Duronotic = DU. Stainless Steel = S. E










 








TIGER 250 

siguientes modificaciones: - rotor dentado o de cuchillas rec- tas para un elevado desmenuza- do del terreno. La velocid










 








Q SPOT 15 RGBW 

(non pris en charge par la garantie), afin d'Ã©viter toute surchauffe et ..... the spotlight is compliant with the RDM standard (Remote Device Management).










 








Ruckus SPoT - Rackcdn.com 

Berechnung des Standorts. Diese optionale Kalibrierung kann mit ... Hash-Option der PII-Daten (MAC-Adresse) fÃ¼r den Kunden. â€¢ Cloud-Dienst. â€¢ Hosting des ...










 








Trainingseinheit 250 

mehrere Spielformen mit Matten, eine. Passaufgabe fÃ¼r die gesamte Mannschaft und ein kleines Spiel mit Zusatzaufgaben. Nach dem. TorhÃ¼ter einwerfen ...










 








Impaktor 250 

disponible con conducción eléctrica y bases de apoyo. SISTEMA DE ORUGAS ... La trituradora con mandíbula doble secundari










 








250 Lts 

Clasificación energética tipo A. • Consumo de energía kWh/mes. • Gas refrigerante R600. Congelador. • 1 anaquel completo










 








q spot 40 cold white q spot 40 warm white 

CAUTION: If the power cord of the device is equipped with an earthing contact, then it must be connected .... Standalone operation ...... Â¡Evite la luz solar directa!










 








q spot 40 cold white q spot 40 warm white 

Do not open or modify this equipment. 17. ...... bloc adaptateur livrÃ© avec votre appareil ne correspond pas au format de votre prise murale, veuillez consulter un ...










 








ELP-250-AL ELP-250-B ELP-250-C ELP-250-DU ELP-250-S ELP-220 ... 

Models: ELP-210, ELP-220, ELP-240, ELP-250. LEVEL 2 SECURITY. Provides Additional Commercial Grade Security To Deter For










 








DESIGN 

but always test thinking that your idea is wrong.â€� If you spent enough time on your creations, they will reveal themselves to you. But if you test your idea and let it ...










 








Q SPOT 40 RGBW 

Please read this User's Manual carefully, so that you can begin making optimum use of your Cameo Light product quickly.










 








Q SPOT 15W 

Consentono di modificare a piacere il valore di una voce di menu, ad esempio l'indirizzo DMX. 7 EYELET FOR SAFETY ROPE / ÖSE FÜR SICHERUNGSSEIL ...










 








SM2871SP Spot LXi Spec.qxp 

Axilar Adulta. Aprox.12 a 15 segundos (de 18 años en adelante) ... 10 a 13 segundos (hasta 17 años) ... Batería interna
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