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5. Bosch Security Systems. Quick Operation Manual. AM18-Q0627 | v1.0 | 2012.06. 1.1.2. White balance menu. * Select PUSH to change the color temperature. 
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Quick Operation Guide



Advantage Line Dome Cameras
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Camera menus Press the center button of the control pad to access the SETUP menu.



–



Use the up and down buttons to move the cursor to a submenu



1.1



–



Use the right and left buttons to change values.



–



Press the center button to select an item (or exit).



Main menu LENS WHITE BAL AGC DAY/NIGHT IMAGE ADJ GENERAL INITIAL* EXIT * If menu is changed, INITIAL is hidden.
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1.1.1



Advantage Line Dome Cameras



Lens menu ESC



DC



LENS



BRIGHTNESS



0~20



FLICKERLESS



ON, OFF



DC LEVEL



0~20



FLICKERLESS



ON, OFF



SHUTTER*



1/60 (50), 1/120 (100), 1/250, 1/500, 1/700, 1/1K1/1600, 1/2500, 1/5K, 1/7K, 1/10K, 1/30K, 1/60K, 1/120K (sec)



* Flickerless mode must be off to select the shutter speed.



IR camera LENS



DC



DC LEVEL



0~5



SHUTTER



IR mode: 1/60 (50) Color, B/W mode: 1/60 (50), 1/120 (100), 1/250, 1/500, 1/700, 1/1K1/1600, 1/2500, 1/5K, 1/7K, 1/10K, 1/30K, 1/60K, 1/120K (sec)
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White balance menu WHITE



ATW



BAL



MANUAL RED BLUE



0~160 0~160



PUSH* * Select PUSH to change the color temperature.
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1.1.3



Advantage Line Dome Cameras



AGC (Automatic Gain Control) menu AGC



ON



LEVEL



0~20



OFF
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Day/night menu DAY/



COLOR



NIGHT



B/W



BURST



OFF, ON



AUTO*



DELAY TIME



1-15



D/N LEVEL



LOW, MIDDLE, HIGH



*In auto mode using external IR may cause flicker. The approximate levels for day/night switching are: VDC-250/260



Day to night Night to day



Low 0.15 lx 1.0 lx



Middle 0.3 lx 1.8 lx



High 0.6 lx 2.5 lx



VDC-240



Day to night Night to day



0.5 lx 2.0 lx



1.0 lx 2.5 lx



1.5 lx 3.0 lx



VDN-240



Day to night Night to day



0.2 lx 1.0 lx



0.5 lx 1.8 lx



0.10 lx 2.5 lx



IR camera DAY/



IRED



NIGHT



MODE



WIDE*, SMART**



CHANGE LEVEL



LOW, MIDDLE, HIGH



BURST



OFF, ON



COLOR B/W



* WIDE: controls IR LEDs based on full screen (may cause saturation). ** SMART: controls IR LEDs based on brightess portion of image (avoids sauration but image may be darker).
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1.1.5



Advantage Line Dome Cameras



Image adjustment menu SBLC



OFF, LOW, MIDDLE, HIGH



DNR



OFF, LOW, MIDDLE, HIGH



SHARP.



LEVEL



MIRROR



ON, OFF



MOTION AREA



1-4



DISPLAY



OFF, ON



SENSITIVITY



1(most)-24 (least)



TOP



8-126



BOTTOM



8-126



LEFT



4-191



RIGHT



4-191



INITIAL



OFF, ON



RETURN



IMAGE ADJ



0~20



PRIVACY AREA



1-4



DISPLAY



OFF, ON



COLOR



WHITE, YELLOW, GREEN, BLUE, RED BLACK, GRAY



TOP



4-63



BOTTOM



5-64



LEFT



18-205



RIGHT



19-206



INITIAL



OFF, ON



(factory default) RETURN COLOR



R-Y



0-20



GAIN



B-Y



0-20



GAMMA*



0.35, 0.45, 0.6, 0.75



INITIAL



OFF, ON



RETURN * No Gamma for IR camera. AM18-Q0627 | v1.0 | 2012.06
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Area selection for motion or privacy masks Select area 1, 2, 3 or 4. –



Top: extend or reduce the upper limit of the detection area.



–



Bottom: extend or reduce the bottom limit of the detection area.



–



Left: extend or reduce the left limit of the detection area.



–



Right: extend or reduce the right limit of the detection area. TOP



LEFT



1



reduce



RIGHT



RIGHT



extend



1



BOTTOM
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1.1.6



Advantage Line Dome Cameras



General menu CAM ID



000~255



ID DISPLAY



OFF, ON



CAM TITLE



OFF ON



GENERAL



UP/DN*, LE/RI**



LANG.



ENG, CHIN



SYNC.



INT, L/L



(24 VAC



L/L phase adjust



only)



0~356



BAUD.



2400, 4800, 9600, 57600



VERSION INITIAL



OFF, ON



(factory default) RETURN * up/down: character select. ** left/right: position select.
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NDA-ADTVEZ-DOME Dome Adapter Bracket - Bosch Security 

Americas: Europe, Middle East, Africa: Asia-Pacific: China: America Latina: Bosch Security Systems, Inc. 130 Perinton Parkway. Fairport, New York, 14450, USA.
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TruVision IR Dome Camera 

Specifications. TVD-TIR6-SR(-P). Power supply. 12 VDC. Current. Power consumption. Weight. Dimensions (H xÃ˜). 70 mA (IR Off). 190 mA (IR On). 2.28 W max.
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Integrated IR Bullet Camera - Bosch Security and Safety Systems 

required when the apparatus has been damaged in a way, such as power-supply cord or plug is damaged, liquid has been spilled or objects have fallen into the.
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FlexiDomeXT+ - Bosch Security Systems 

The exclamation mark within an equilateral triangle is intended to alert the user .... Make the connection inside the wa
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R Bases - Bosch Security 

34 mA maximum at 30 VDC. F220-B6R: 13.5 mA at 12 VDC. 16.5 mA at 24 VDC. 19 mA maximum at 30 VDC. Standby Current. F220-
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LBC3200_IFU _multilanguage.qxd - Bosch Security 

Technical data LBC 3201/00 . .... experience that as a reduction of high tones. Background ..... Data subject to change without notice | 2004 - 9922 141 50601en ...
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ferion - Bosch Security Systems 

The product range from Bosch Security Systems includes video surveillance systems with state-of-the-art IP-solutions, Access Control Systems, Intrusion Detection Systems, Fire Detection and Evacuation Systems, Security Management Systems, Paging and 
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ARD-AYJ12 - Bosch Security 

4. Drill a 7/16" (10 mm) hole for the cable. If mounting on metal, place a grommet or electrical tape around the edge of
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ARD-AYK12 - Bosch Security 

This installation manual contains the following information: -. Mounting .... Der ARD-AYK12 ist ein RFID-Leser für berüh
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Quick Install - Bosch Security 

Read these instructions. 2. Keep these instructions. 3. Heed all warnings. 4. Follow all instructions. 5. Do not use this apparatus near water. 6. Clean only with a ...
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01 - Bosch Security Systems 

1. UNPACKING. This equipment should be unpacked carefully and handled with care. Check for the following items: • Model number of unit. • Instructions for Use. If an item appears to have been damaged in shipment, replace it properly in its carton and
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FlexiDomeVF - Bosch Security Systems 

Figure 1. Rear connection - hollow surface. Caution. Installation should only be performed by qualified service personne
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EZVIZ Dome Cloud Camera Quick Start Guide 

Download and install the EZVIZ app by searching “EZVIZ” in App Store and Google PlayTM. - Launch the app and register fo
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4MP Fisheye Fixed Dome Network Camera 

Watermark, IP Address Filtering, Tampering Alarm, Alarm input, Alarm output, Access Policy, ARP Protection, RTSP. Authen
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2MP 44X Starlight Network PTZ Dome Camera 

Smart IR. EIS (Electronic Image Stabilization). Compression. H.265, H.264, MJPEG. Embedded smart algorithm ... IR-cut fi
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00 Series - Bosch Security Systems 

Stromquelle betreiben können, fragen Sie den Händler, bei dem Sie das Gerät erworben haben, oder Ihren Stromanbieter. •
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2MP Vandal-resistant Fixed Dome Network Camera 

SmartIR, up to 30 m (98 ft) IR distance. Car-grade ... 4.0 [email protected]. DORI Distance. Lens. Detect(m). Observe(m). Recogniz










 


[image: alt]





ARD-AYQ12 - Bosch Security Systems 

Page 2 ... 2. Prepare the controller cable by cutting the cable jacket back 1 1/4 inches (3,4 cm) and strip the wires 1/
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v940d serie netzwerk-dome-kameras - Vicon Security 

IP-Adressenfilter, HTTPS verschlÃ¼sselte DatenÃ¼bertragung, SSL, Passwortschutz. Alarme: 2 EingÃ¤nge/1 Ausgang. Audio Streaming: 1 Eingang/1 Ausgang; ...
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PRS-1AIP1 IP Audio Interface - Bosch Security 

02.06.2010 - Check for DSCP services available in your network to set this value. ... defining the UDP ports to be used for the communication. Figure 6.3: ...
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00 - Bosch Security and Safety Systems 

cause fire or shock. For units intended to operate at 24VAC, normal input voltage is 24VAC. Voltage applied to the unit's power input should not exceed 30VAC.
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F01U263662-02 OD850 ML ING_translations.indd - Bosch Security 

pattern or where wildlife might move within the coverage pattern. ... protection in high security installations where un
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EXPB-3-W-KIT Camera and IR Illuminator Wall-mount ... - Bosch Security 

Video | EXPB-3-W-KIT Camera and IR Illuminator Wall-mount Kit. EXPB-3-W-KIT Camera and IR Illuminator. Wall-mount Kit www.boschsecurity.com. â–· Pan/Tilt ...
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FMM-7045, FMM-7045-D - Bosch Security 

Action) Multiplex (single-action) Multiplex Addressable ... follow these instructions may result in failure of the ... e
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