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Front dimensions: Panel cut-out: Front bezel height: Travel:



Ø 28 mm Ø 22.3 mm 2 mm 3 mm



Product conﬁgurator



RONTRON-R-JUWEL



made in germany
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degree of protection



illuminating option



operating travel



labelling option
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made in germany



RONTRON-R-JUWEL About Us



Ø 22.3 mm



PTP



PT... Contact Blocks PCB-mount terminals page 496



Bus Technology



CTF



CTF... Contact Blocks Faston terminals page 474



Enclosures



CTP



CTP... Contact Blocks PCB-mount terminals page 468



Panel Mount Jacks



CZ



CZ... Contact Blocks PCB-mount terminals page 482



BT BZ B... Contact Blocks Screw connections page 436 ASI



ASI... Contact Blocks for AS-Interface page 534



Pedal Switches



B... Contact Blocks Faston terminals page 428



Limit Switches



B BZ



Terminal Blocks



PTF



PT... Contact Blocks Faston terminals page 500
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Type Index



ASI



ASI... Contact Blocks for AS-Interface Safety @ Work page 540
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Æ Actuators



Control Units



CT



CT... Contact Blocks Faston terminals page 490



RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Mounting Depth Dimensions



About Us CT.../CTF...



CZ...



Panel Mount Jacks



34



ASI



B...



B...K



ASI_BZ...



ASI_SAW...



+10,5



+10,5



ASI



70



CTP...



BT BZ



58



PTF...



BZ B439



B



56,5



CZ



41,5



CT CTF



32,5



CTP



50,5



Control Units



CAP... CAFP...



XAP...



Bus Technology Enclosures Cutout Dimensions



Terminal Blocks RRJDTLR Pedal Switches Limit Switches



47.5



22.5



Æ Actuators



34



PTP...



PTF



34



PTP



Type Index 76
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made in germany



RONTRON-R-JUWEL Ø 22.3 mm



Type Index



Limit Switches



Pedal Switches



Terminal Blocks



Enclosures



Bus Technology



2.



Panel Mount Jacks
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Æ Actuators



1.



Control Units



About Us



Mounting and Service Instructions



RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Pushbutton Heads Lenses and nameplates to be ordered separately



About Us Illustration



Dimensions



Description



Type



Control Units



Æ Actuators



Pushbutton Head



IP65



suitable contact blocks ASI AZ B BF BZ BZ B439 CT



3



front bezel



CTF CTP CZ



silver-coloured



RRJT



Panel Mount Jacks



Pushbutton Head, stainless steel



IP65



suitable contact blocks ASI AZ B BF BZ BZ B439 CT



3



front bezel



CTF CTP CZ



stainless steel, polished



RRJVAT



Bus Technology



Flat Lens, transparent colour



Enclosures



blue



T22RRBL



yellow



T22RRGB



green



T22RRGN



clear



T22RRKL



red



T22RRRT



opalwhite



T22RRWS



Flat Lens, non-transparent colour



Terminal Blocks



blue



T22RRGBL



yellow



T22RRGGB



green



T22RRGGN



black



T22RRGSW



red



T22RRGRT



white



T22RRGWS



silver-coloured



T22RRGM



Pedal Switches



High Lens, transparent colour



Limit Switches



blue



T22HRRBL



yellow



T22HRRGB



green



T22HRRGN



clear



T22HRRKL



red



T22HRRRT



opalwhite



T22HRRWS



Blank Nameplate



BSRRU



Nameplate with standard imprint Please specify index number (see nameplates on pages 404)



BSRR...



Ø18



Type Index Ø18
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RONTRON-R-JUWEL



made in germany



Ø 22.3 mm



Dimensions



Description



Type



Nameplate with special imprint according to customer’s speciﬁcation



BSRRB



Pushbutton Head with ring illumination, silver-coloured incl. lens



front bezel



IP65



53x28



2.0



front bezel



24.3



1-6.5



3



53x28



2.0



IP65



24.3



1-6.5



3



RRJTLR



silver-coloured



Bus Technology RRJTLRL...



suitable contact blocks BZ BZ CT CZ silver-coloured



RRJDTLR



Double Pushbutton Head with ring illumination silver-coloured suitable contact blocks BZ BZ CT CZ push-cap front bezel



red/green silver-coloured



RRJDTLRLW_0003



Double Pushbutton Head with ring illumination and high, red lens, silver-coloured suitable contact blocks BZ BZ CT CZ red/green silver-coloured



RRJDTLRHGR



Limit Switches



push-cap front bezel



3



CZ



Double Pushbutton Head with ring illumination silver-coloured laser printing on request



front bezel



IP65



CTF CTP



Pedal Switches



3



3



CT



Pushbutton Head with ring illumination and laser printing, silver-coloured incl. lens, standard imprints see nameplates on pages 404 (please specify index number), special imprints on request suitable contact blocks ASI AZ B BF BZ BZ B439 CT CTF CTP CZ



IP65



IP65



B439



silver-coloured



Enclosures



suitable contact blocks ASI AZ B BF BZ BZ



Pushbutton Head with ring illumination and burl wood decor incl. push-cap suitable contact blocks ASI AZ B BF BZ BZ front bezel



B439



CT



CTF CTP



Terminal Blocks



3



CZ



burl wood decor



RRJTLRE01



black



RRJTLRSW
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Type Index



IP65



Panel Mount Jacks



Ø18
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Æ Actuators



Illustration



Control Units



About Us



Pushbutton Heads



RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Pushbutton Heads



About Us Illustration



Control Units



Æ Actuators



IP65 3



Dimensions



Description



Type



Pushbutton Head with ring illumination and carbon decor incl. push-cap suitable contact blocks ASI AZ B BF BZ BZ B439 CT



Panel Mount Jacks



front bezel



IP65 3



Bus Technology



front bezel



3



Enclosures



3



RRJTLREWS



Pushbutton Head with ring illumination stainless steel including lens, inscription on request suitable contact blocks ASI AZ B BF BZ BZ B439 CT



CTF CTP CZ



stainless steel, polished



RRJVATLR



Pushbutton Head with ring illumination and laser printing, stainless steel incl. lens, standard imprint, see nameplates on page 404 (please specify index number), special inscription on request



Terminal Blocks



ASI



AZ



B



front bezel



IP67



CTF CTP CZ



white



front bezel



IP65



RRJTLRE02



Pushbutton head with ring illumination, white coated incl. lens suitable contact blocks ASI AZ B BF BZ BZ B439 CT



IP65



CTF CTP CZ



carbon decor



BF



BZ



BZ B439 CT



CTF CTP CZ



stainless steel, polished



Sealing Cap made of silicone rubber, down to -50°C



RRJVATLRL... TK28S



Pedal Switches Limit Switches Type Index 80
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RONTRON-R-JUWEL



made in germany



Ø 22.3 mm



About Us



Membrane Pushbuttons Emergency Stops



suitable contact blocks CT CTF CTP CZ front ring front bezel



1,5



RRJFTSW



Individual Stainless Steel Membrane Pushbutton Head combining the advantages of a membrane keypad with the ﬂexibility of conventional actuators, with blank nameplate. Standard inscription (see page 404) or special imprints on request.



Bus Technology



IP66 IP69K



black black



NV 14247



Hygiene geprüft hygiene tested



suitable contact blocks CT CTF CTP CZ black stainless steel, polished green



RRJVAFT



front ring



red



RRJVAFTRT



Yes Yes No twist right or left EN 60947-5-1, EN 609475-5, EN ISO 13850



Terminal Blocks



Emergency-stop Head foolproof switching position indicator anti-lock collar release Standard



RRJVAFTGN



suitable contact blocks ASI AZ BZ BZ PTP PTF mushroom head front bezel



red yellow



RRJUV



For further emergency stops, please refer to the chapter “Emergency-stop Heads” starting on page 366 The emergency-stop heads can also be supplied as latching mushroom heads with mushrooms in different colours.



Type Index



IP66 IP67 IP69K



front ring front bezel front ring
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Æ Actuators



Individual Membrane Pushbutton Head, black combining the advantages of a membrane keypad with the ﬂexibility of conventional actuators, blank nameplate included. Standard (see pages 404) or special imprint on request.



Panel Mount Jacks



Control Units



Type



Enclosures



1,5



Description



Pedal Switches



IP66 IP69K



Dimensions



Limit Switches



Illustration



RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Knob Set for potentiometers Incremental Encoder



About Us Illustration



Control Units



Æ Actuators



IP65



Panel Mount Jacks



IP65



Bus Technology IP65



Dimensions



Enclosures



Description



Type



Knob Set for potentiometers, silver-coloured for potentiometers of 6 mm shaft dia. and thread M10 x 0.75. Delivery without potentiometer. Shaft length: approx. 32 mm front bezel silver-coloured



RRJR



Knob Set for potentiometers, stainless steel for potentiometers of 6 mm shaft dia. and thread M10 x 0.75. Delivery without potentiometer. Shaft length: approx. 32 mm front bezel stainless steel, polished



RRJVAR



Knob Set for incremental encoder, silver-coloured with rotary knob, but without encoder. For encoders with 6 mm shaft dia. and thread M7x0,75 Shaft length approx. 32mm front bezel silver-coloured



RRJE



Terminal Blocks Pedal Switches Limit Switches Type Index 82
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RONTRON-R-JUWEL



made in germany



Selector Switches (momentary/maintained)



Selector Head, maintained, silver-coloured suitable contact blocks ASI AZ B BF BZ BZ front bezel



RRJWB



CT



CTF CTP



CZ RRJSTA



CZ RRJSTB



Enclosures



silver-coloured



Selector Head, left maintained, right momentary silver-coloured suitable contact blocks ASI AZ BZ BZ B439 CT CZ silver-coloured



RRJWC



Terminal Blocks



front bezel



Selector Head, maintained, stainless steel suitable contact blocks ASI AZ B BF BZ BZ front bezel



CT



CTF CTP



CZ



stainless steel, polished



suitable contact blocks ASI AZ BZ BZ B439 CT front bezel



B439



Bus Technology



B439



RRJVAWA



CZ



stainless steel, polished



RRJVAWB



Pedal Switches



front bezel



Selector Head, momentary, stainless steel suitable contact blocks ASI AZ B BF BZ BZ front bezel



front bezel



B439



CT



CTF CTP



CZ



stainless steel, polished



suitable contact blocks ASI AZ BZ BZ B439 CT



IP65



CZ



silver-coloured



suitable contact blocks ASI AZ BZ BZ B439 CT



IP65



RRJWA



Selector Head, momentary, silver-coloured



front bezel



IP65



CZ



silver-coloured



suitable contact blocks ASI AZ B BF BZ BZ



IP65



CTF CTP



RRJVASTA



CZ



stainless steel, polished



RRJVASTB



Illuminated Selector Head, left maintained, right momentary stainless steel suitable contact blocks ASI AZ BZ BZ B439 CT CZ front bezel



stainless steel, polished



Limit Switches



IP65



CT



silver-coloured



suitable contact blocks ASI AZ BZ BZ B439 CT front bezel



B439



RRJVAWC
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Æ Actuators



Type



Control Units



Description



Type Index



IP65



Dimensions



Panel Mount Jacks



Illustration



I = Switching position > = Spring return



About Us



Ø 22.3 mm



RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Selector Switches (momentary/maintained)



About Us



I = Switching position > = Spring return



Illustration



Control Units



Æ Actuators



IP65



Dimensions



Description



Type



Illuminated Selector Head, maintained, silver-coloured Knob available in blue-BL, yellow-GB, clear-KL, green-GN, red-RT (e.g. RRJWAL_GN) suitable contact blocks ASI AZ B BF BZ BZ B439 CT CTF CTP CZ



Panel Mount Jacks



front bezel



silver-coloured



suitable contact blocks ASI AZ BZ BZ B439 CT front bezel



Bus Technology



IP65



Enclosures



front bezel



silver-coloured CZ



silver-coloured



RRJSTBL...



Terminal Blocks



silver-coloured



RRJWCL...



Pedal Switches



Illuminated Selector Head, maintained, stainless steel Knob available in blue-BL, yellow-GB, clear-KL, green-GN, red-RT (e.g. RRJVAWAL_GN) suitable contact blocks ASI AZ B BF BZ BZ B439 CT CTF CTP CZ front bezel



stainless steel, polished



Limit Switches



suitable contact blocks ASI AZ BZ BZ B439 CT front bezel



RRJVAWAL...



CZ



stainless steel, polished



RRJVAWBL...



Type Index



Illuminated Selector Head, momentary, stainless steel Knob available in blue-BL, yellow-GB, clear-KL, green-GN, red-RT (e.g. RRJVASTAL_GN) suitable contact blocks ASI AZ B BF BZ BZ B439 CT CTF CTP CZ front bezel



stainless steel, polished



suitable contact blocks ASI AZ BZ BZ B439 CT front bezel



84



RRJSTAL...



Illuminated Selector Head, left maintained, right momentary silver-coloured Knob available in blue-BL, yellow-GB, clear-KL, green-GN, red-RT (e.g. RRJWCL_GN) suitable contact blocks ASI AZ BZ BZ B439 CT CZ front bezel



IP65



RRJWBL...



Illuminated Selector Head, momentary, silver-coloured Knob available in blue-BL, yellow-GB, clear-KL, green-GN, red-RT (e.g. RRJSTAL_GN) suitable contact blocks ASI AZ B BF BZ BZ B439 CT CTF CTP CZ front bezel



IP65



CZ



silver-coloured



suitable contact blocks ASI AZ BZ BZ B439 CT



IP65



RRJWAL...



RRJVASTAL...



CZ



stainless steel, polished



RRJVASTBL...
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RONTRON-R-JUWEL



made in germany



Selector Switches (momentary/maintained) made of stainless steel V4A (1.4404)



Illuminated Selector Head, left maintained, right momentary stainless steel Knob available in blue-BL, yellow-GB, clear-KL, green-GN, red-RT (e.g. RRJVAWCL_GN) suitable contact blocks ASI AZ BZ BZ B439 CT CZ stainless steel, polished



RRJVAWCL...



Limit Switches



Pedal Switches



Terminal Blocks



Enclosures



Bus Technology



front bezel
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Æ Actuators



Type



Control Units



Description



Type Index



IP65



Dimensions



Panel Mount Jacks



Illustration



I = Switching position > = Spring return



About Us



Ø 22.3 mm



RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Selector Switches (momentary/maintained)



About Us Illustration



Control Units



Æ Actuators



IP65



Dimensions



Description



Type



Selector Head for desert application, maintained silver-coloured tested with coarse Arizona dust suitable contact blocks ASI AZ B BF BZ BZ B439 CT front bezel



CTF CTP CZ



silver-coloured



RRJWA_514



Panel Mount Jacks



suitable contact blocks ASI AZ BZ BZ CT CZ front bezel



Bus Technology



IP65



silver-coloured



RRJWB_514



Selector Head for desert application, momentary, silver-coloured tested with coarse Arizona dust suitable contact blocks ASI AZ BZ BZ CT CZ front bezel



silver-coloured



RRJSTB_514



Enclosures Terminal Blocks Pedal Switches Limit Switches Type Index 86
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RONTRON-R-JUWEL



made in germany



Key Switches (momentary/maintained)



Key Actuator, maintained, silver-coloured including two keys other lock types on request suitable contact blocks



suitable contact blocks ASI AZ BZ BZ B439 CT front bezel



IP65



CZ



B439



CT



CTF CTP



RRJSSA14 CZ



B439



CT



CTF CTP



RRJSSA15 CZ



B439



CT



CTF CTP



RRJSSA16 CZ



B439



CT



CTF CTP



RRJSSA17 CZ



silver-coloured



RRJSSA18



Key Actuator, maintained, silver-coloured requires 3 keys: 1st key: two-way operation 2nd key: operation to the left only 3rd key: operation to the right only suitable contact blocks ASI AZ BZ BZ B439 CT CZ front bezel



silver-coloured



RRJSSA31



Key Actuator, momentary, silver-coloured including two keys other lock types on request suitable contact blocks ASI AZ BZ BZ B439 CT CZ front bezel



silver-coloured



suitable contact blocks ASI AZ B BF BZ BZ front bezel



B439



CT



CTF CTP



silver-coloured



RRJSSA23 CZ RRJSSA28



Type Index



IP65



CTF CTP



silver-coloured



suitable contact blocks ASI AZ B BF BZ BZ front bezel



CT



silver-coloured



suitable contact blocks ASI AZ B BF BZ BZ front bezel



B439



RRJSSA13



silver-coloured



suitable contact blocks ASI AZ B BF BZ BZ front bezel



CZ



silver-coloured



suitable contact blocks ASI AZ B BF BZ BZ front bezel



RRJSSA12



silver-coloured



suitable contact blocks ASI AZ B BF BZ BZ front bezel



CZ



Panel Mount Jacks



CT



silver-coloured



Bus Technology



BZ B439



Enclosures



BZ



Terminal Blocks



ASI AZ



front bezel
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Æ Actuators



Type



Control Units



Description



Pedal Switches



IP65



Dimensions



Limit Switches



Illustration



I = Switching postition > = Spring return O = Key removable position



About Us



Ø 22.3 mm



RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Key Switches (momentary/maintained)



About Us



I = Switching postition > = Spring return O = Key removable position



Illustration



Control Units



Æ Actuators



IP65



Dimensions



Description



Type



Key Actuator, left maintained, right momentary silver-coloured suitable contact blocks ASI AZ BZ BZ B439 CT CZ front bezel



silver-coloured



RRJSSA25



Panel Mount Jacks Bus Technology Enclosures Terminal Blocks Pedal Switches Limit Switches Type Index 88
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RONTRON-R-JUWEL



made in germany



Key Switches (momentary/maintained) made of stainless steel V4A (1.4404)



Key Actuator, maintained, stainless steel



suitable contact blocks ASI AZ B BF BZ BZ front bezel



IP65



B439



CT



CTF CTP



RRJVASSA14 CZ



B439



CT



CTF CTP



RRJVASSA15 CZ



B439



CT



CTF CTP



RRJVASSA16 CZ



B439



CT



CTF CTP



RRJVASSA17 CZ



stainless steel, polished



RRJVASSA18



Key Actuator, maintained, stainless steel requires 3 keys: 1st key: two-way operation 2nd key: operation to the left only 3rd key: operation to the right only suitable contact blocks ASI AZ BZ BZ B439 CT CZ front bezel



stainless steel, polished



RRJVASSA31



Key Actuator, momentary, stainless steel including two keys other lock types on request suitable contact blocks ASI AZ BZ BZ B439 CT CZ front bezel



stainless steel, polished



suitable contact blocks ASI AZ B BF BZ BZ front bezel



B439



CT



CTF CTP



stainless steel, polished



RRJVASSA23 CZ RRJVASSA28



Type Index



IP65



CZ



stainless steel, polished



suitable contact blocks ASI AZ B BF BZ BZ front bezel



CTF CTP



stainless steel, polished



suitable contact blocks ASI AZ B BF BZ BZ front bezel



CT



stainless steel, polished



suitable contact blocks ASI AZ B BF BZ BZ front bezel



B439



RRJVASSA13



stainless steel, polished



suitable contact blocks ASI AZ B BF BZ BZ front bezel



CZ



stainless steel, polished



Panel Mount Jacks



front bezel



RRJVASSA12



Bus Technology



stainless steel, polished



suitable contact blocks ASI AZ BZ BZ B439 CT



Enclosures



front bezel



CZ



Terminal Blocks



suitable contact blocks ASI AZ BZ BZ B439 CT
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Æ Actuators



Type



Control Units



Description



Pedal Switches



IP65



Dimensions



Limit Switches



Illustration



I = Switching postition > = Spring return O = Key removable position



About Us



Ø 22.3 mm



RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Key Switches (momentary/maintained) made of stainless steel V4A (1.4404)



About Us



I = Switching postition > = Spring return O = Key removable position



Illustration



Control Units



Æ Actuators



IP65



Dimensions



Description



Type



Key Actuator, left maintained, right momentary stainless steel suitable contact blocks ASI AZ BZ BZ B439 CT CZ front bezel



stainless steel, polished



Panel Mount Jacks



Standard Spare Keys standard spare key, specify key number for special locks



RRJVASSA25



ESMIC482



Bus Technology Enclosures Terminal Blocks Pedal Switches Limit Switches Type Index 90
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RONTRON-R-JUWEL



made in germany



Ø 22.3 mm



IP65



IP65



RRJNSG+SG-24V



Interval Buzzer, silver-coloured operating voltage: 12 ... 24V AC/DC operating current: max. 30mA signal frequency: 3.5 +/- 0.5 Hz volume: max. 85 db (10cm, 24V) max. 80 db (10cm, 12V) interval: 1s operating temperature: -20°C ... 60°C front bezel silver-coloured



Interval Buzzer, stainless steel operating voltage: 12 ... 24V AC/DC operating current: max. 30mA signal frequency: 3.5 +/- 0.5 Hz volume: max. 85 db (10cm, 24V) max. 80 db (10cm, 12V) interval: 1s operating temperature: -20°C ... 60°C front bezel stainless steel, polished



Illuminated Buzzer, silver-coloured operating voltage: 12 ... 24V AC/DC operating current: approx. 30mA signal frequency: 3.5 +/- 0.5 kHz volume: max. 85 db (10cm, 24V) max. 80 db (10cm, 12V) operating temperature: -20°C ... 60°C front bezel silver-coloured



Panel Mount Jacks Bus Technology



RRJVANSG+SG24V



Enclosures



Buzzer, stainless steel operating voltage: 12 ... 24V AC/DC operating current: max. 30mA signal frequency: 3.5 +/- 0.5 Hz volume: max. 85 db (10cm, 24V) max. 80 db (10cm, 12V) operating temperature: -20°C ... 60°C front bezel stainless steel, polished



Control Units



Buzzer, silver-coloured operating voltage: 12 ... 24V AC/DC operating current: max. 30mA signal frequency: 3.5 +/- 0.5 Hz volume: max. 85 db (10cm, 24V) max. 80 db (10cm, 12V) operating temperature: -20°C ... 60°C front bezel silver-coloured



RRJNSG+SGI24V



RRJVANSG+SGI24V



Terminal Blocks



IP65



Type



Pedal Switches



IP65



Description



RRJNSGL+SGLR24V



Type Index



IP65



Dimensions



Limit Switches



Illustration
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Æ Actuators



About Us



Buzzers



RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Buzzers



About Us Illustration



Control Units



Æ Actuators



IP65



Panel Mount Jacks



IP65



Dimensions



Description Illuminated Buzzer, stainless steel Operating voltage: 12 ... 24V AC/DC Operating current: approx. 30mA Signal frequency: 3.5 +/- 0.5 kHz Volume: max. 85 db (10cm, 24V) max. 80 db (10cm, 12V) Operating temperature:-20°C ... 60°C front bezel stainless steel, polished



Type



RRJVANSGL+ SGLR-24V



Illuminated Interval Buzzer, silver-coloured 12 ... 24V AC/DC approx. 30mA 3.5 +/- 0.5 Hz max. 85 db (10cm, 24V) max. 80 db (10cm, 12V) interval: 1s operating temperature: -20°C ... 60°C front bezel silver-coloured



Bus Technology



operating voltage: operating current: signal frequency: volume:



Enclosures



IP65



RRJNSGL+SGILR24V



Illuminated Interval Buzzer, stainless steel Operating voltage: Operating current: Signal frequency: Volume:



Terminal Blocks



12 ... 24V AC/DC approx. 30mA 3.5 +/- 0.5 kHz max. 85 db (10cm, 24V) max. 80 db (10cm, 12V) Interval: 1s Operating temperature:-20°C ... 60°C front bezel stainless steel, polished



RRJVANSGL+ SGILR-24V



Pedal Switches Limit Switches



Faston Clamp 2.8 x 0.8 mm with snap-in pin Cross section 0.75 - 1.50 mm², tin-plated brass, with pin to snapﬁt into the sockets XA, XAL and the insulating case IH2.8



FH2,8



Insulating Case for Faston clamp FH2,8, slip on from the front



IH2,8



Double Faston for the connection of 2 Faston clamps FH2.8



FD2,8



Type Index 92
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RONTRON-R-JUWEL



made in germany



Ø 22.3 mm



About Us



Panel Mount Jacks



Type



USB Jack, silver-coloured front: USB jack type A rear: USB2.0 cable (length 60 cm) with plug type A other lengths on request



RRJ_USB



Bus Technology



Attention: Mounting position of USB jack does not conform to the USB2.0 speciﬁcation. front bezel silver-coloured



USB Jack, stainless steel front: USB jack type A rear: USB2.0 cable (length 60 cm) with plug type A



RRJVA_USB



Terminal Blocks



Attention: Mounting position of USB jack does not conform to the USB2.0 speciﬁcation. front bezel stainless steel, polished



Enclosures



other lengths on request



USB3.0 Jack, silver-coloured front: USB jack type A



RRJ_USB3



Limit Switches



USB3.0 Jack, stainless steel front: USB jack type A rear: USB3.0 cable (length 60 cm) with plug type A other lengths on request front bezel stainless steel, polished



RRJVA_USB3
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Type Index



other lengths on request front bezel silver-coloured



Pedal Switches



rear: USB3.0 cable (length 60 cm) with plug type A
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Æ Actuators



Description



Control Units



Dimensions



Panel Mount Jacks



Illustration



RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Panel Mount Jacks



About Us Illustration



Dimensions



Description



Type



Control Units



Æ Actuators



USB Jack, silver-coloured front: USB jack type A



Panel Mount Jacks



rear: USB2.0 cable (length 100 cm) with jack housing, 5 poles (spacing 2.54 mm) for direct connection to a motherboard other lengths on request front bezel silver-coloured



RRJ_USB100CM_673



Bus Technology



Double USB Jack, silver-coloured front: 2x USB jack type A rear: 2x USB2.0 cable (length 60 cm) with plug type A other lengths on request front bezel silver-coloured



RRJ_2USB



Enclosures Terminal Blocks Pedal Switches Limit Switches Type Index 94



Double USB Jack, stainless steel front: 2x USB jack type A rear: 2x USB2.0 cable (length 60 cm) with plug type A other lengths on request front bezel stainless steel, polished



RRJVA_2USB



USB Jack, silver-coloured front: USB jack type A rear: USB jack type A front bezel



silver-coloured



RRJ_USB_AA



USB Jack, stainless steel front: USB jack type A rear: USB jack type A front bezel



stainless steel, polished



RRJVA_USB_AA
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RONTRON-R-JUWEL



made in germany



Ø 22.3 mm



About Us



Panel Mount Jacks



Description



Type



USB3.0 Jack, silver-coloured pinout 1:1



silver-coloured



RRJ_USB3_AA



USB3.0 Jack, stainless steel pinout 1:1



rear: USB jack type A front bezel



Bus Technology



front: USB jack type A



stainless steel, polished



RRJVA_USB3_AA



Enclosures



USB3.0 Jack, silver-coloured Pinout: twisted data line front: USB jack type A rear: USB jack type A front bezel



silver-coloured



RRJ_USB3_ AA_633



USB3.0 Jack, stainless steel Pinout: twisted data line



Terminal Blocks



rear: USB jack type A front bezel



Panel Mount Jacks



front: USB jack type A



rear: USB jack type A front bezel



stainless steel, polished



RRJVA_USB3_ AA633



rear: USB jack type B front bezel



silver-coloured



Limit Switches



USB Jack, silver-coloured front: USB jack type A



RRJ_USB_AB



stainless steel, polished



Type Index



USB Jack, stainless steel front: USB jack type A rear: USB jack type B front bezel



Pedal Switches



front: USB jack type A



RRJVA_USB_AB
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Æ Actuators



Dimensions



Control Units



Illustration



RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Panel Mount Jacks



About Us Illustration



Dimensions



Description



Type



Control Units



Æ Actuators



USB Jack, silver-coloured front: USB jack type B



Panel Mount Jacks



rear: USB jack type A front bezel



silver-coloured



RRJ_USB_BA



USB Jack, stainless steel front: USB jack type B



Bus Technology



rear: USB jack type A front bezel



stainless steel, polished



RRJVA_USB_BA



USB Jack, silver-coloured front: USB jack type B



Enclosures



rear: USB jack type B front bezel



silver-coloured



RRJ_USB_BB



USB Jack, stainless steel front: USB jack type B



Terminal Blocks



rear: USB jack type B front bezel



stainless steel, polished



RRJVA_USB_BB



USB Jack, silver-coloured front: USB jack type B



Pedal Switches Limit Switches Type Index 96



rear: USB2.0 cable (length 50 cm) with plug type B front bezel silver-coloured



RRJ_USB_ BB_50CM



FireWire Jack, silver-coloured front: FireWire jack rear: FireWire jack front bezel



silver-coloured



RRJ_FW6_STB
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RONTRON-R-JUWEL



made in germany



Ø 22.3 mm



About Us



Panel Mount Jacks



FireWire Jack, stainless steel front: FireWire jack rear: FireWire jack front bezel



stainless steel, polished



RRJVA_FW6_STB



RJ45 Jack, silver-coloured front: RJ45 jack with screen



RRJ_RJ45



Enclosures



rear: 60 cm cable screened with RJ45 connector front bezel silver-coloured



RJ45 Jack, stainless steel front: RJ45 jack with screen



rear: RJ45 jack with screen front bezel silver-coloured



RRJ_RJ45_STB



Limit Switches



RJ45 Jack, silver-coloured front: RJ45 jack with screen



RRJVA_RJ45_STB



Type Index



IP65



RRJVA_RJ45



Pedal Switches



rear: 60cm cable with screened RJ45 connector front bezel stainless steel, polished



RJ45 Jack, stainless steel front: RJ45 jack with screen rear: RJ45 jack with screen front bezel stainless steel, polished
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Æ Actuators



Control Units



Type



Panel Mount Jacks



Description



Bus Technology



Dimensions



Terminal Blocks



Illustration



RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Panel Mount Jacks



Illustration



Dimensions



Description



Type



PS2 Jack, silver-coloured front: PS2 jack rear: PS2 cable (length 200 cm) with PS2 plug other lengths on request front bezel silver-coloured



RRJ_PS2_200CM



SVHS Jack, silver-coloured front: SVHS jack rear: SVHS cable (length 200 cm) with SVHS plug other lengths on request front bezel silver-coloured



RRJ_ SVHS_200CM



HDMI Jack, silver-coloured front: HDMI jack rear: HDMI jack front bezel



silver-coloured



RRJ_HDMI_STB



2.5 mm Jack Plug, silver-coloured front: 2.5 mm jack socket (TRS) rear: cable (length 200 cm) with 2.5 mm jack plug other lengths on request front bezel silver-coloured



RRJ_ KL2,5_200CM



2.5 mm Jack Plug, stainless steel front: 2.5 mm jack socket (TRS) rear: cable length 200 cm) with 2.5 mm jack plug other lengths on request front bezel stainless steel, polished
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RRJVA_ KL2,5_200
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RONTRON-R-JUWEL



made in germany



Ø 22.3 mm



About Us



Panel Mount Jacks



3.5 mm Jack Plug, silver-coloured front: 3.5 mm jack socket (TRS) rear: cable (length 200 cm) with 3.5 mm jack plug other lengths on request front bezel silver-coloured



RRJ_ KL3,5_200CM



Bus Technology



3.5 mm Jack Plug, stainless steel front: 3.5 mm jack socket (TRS) rear: cable length 200 cm) with 3.5 mm jack plug other lengths on request front bezel stainless steel, polished



RRJVA_ KL3,5_200



rear: cable (length 200 cm) with 6.3 mm jack plug



Pedal Switches



RRJ_ KL6,3_200CM



6.3 mm Jack Plug, stainless steel front: 6.3 mm jack socket (TRS) rear: cable (length 200 cm) with 6.3 mm jack plug



RRJVA_ KL6,3_200



Type Index



other lengths on request front bezel stainless steel, polished



Limit Switches



other lengths on request front bezel silver-coloured



Terminal Blocks



6.3 mm Jack Plug, silver-coloured front: 6.3 mm jack socket (TRS)
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Æ Actuators



Type



Control Units



Description



Panel Mount Jacks



Dimensions



Enclosures



Illustration



RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Panel Mount Jacks



About Us Control Units



Æ Actuators



Illustration



Dimensions



Description



Type



For panel mount jacks, please refer to page 552



Panel Mount Jacks Bus Technology Enclosures Terminal Blocks Pedal Switches Limit Switches Type Index 100
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RONTRON-R-JUWEL



made in germany



Ø 22.3 mm



About Us



Pilot Lights Lenses and nameplates to be ordered separately



Pilot Light with Faston Terminals 2.8x0.8 mm, silver-coloured W2x4.6d socket front bezel



IP65



Type



silver-coloured



RRJL4



Pilot Light with Faston terminals 2.8x0.8 mm, stainless steel W2x4.6d socket stainless steel, polished



RRJVAL4



Bus Technology



front bezel



Æ Actuators



Description



Panel Mount Jacks



IP65



Dimensions



Control Units



Illustration



Assignment 1: red 2: GND 3: green



Terminal Blocks



Pin Pin Pin Pin



Enclosures



Two-colour LED Pilot Light 24V, silver-coloured Operating temperature: -25°C ... 60°C Rated voltage: 24V DC Rated current: max. 10mA per LED Insulating voltage: 0.5kV Insulating resistance: ≥ 2MOhm Connection type: screw connection 3x1mm²



other colours on request



Two-colour LED Pilot Light 230V, silver-coloured Operating temperature: -25°C ... 55°C Rated voltage: 230V AC / 50 ... 60Hz Rated current: max. 4mA per LED Insulating voltage: 2.5kV Insulating resistance: ≥ 2MOhm Connection: : screw connection 3x1mm² Pin Pin Pin Pin



Limit Switches



IP65



RRJL_24R_G



Pedal Switches



incl. lens and nameplate LED colour red/green front bezel silver-coloured



Assignment 1: red 2: GND 3: green



other colours on request incl. lens and nameplate LED colour red/green front bezel silver-coloured



RRJL_230R_G
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Type Index



IP65
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RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Pilot Lights Lenses and nameplates to be ordered separately



About Us Illustration



Dimensions



Description



Type



Control Units



Æ Actuators



Pilot Light Head, silver-coloured



IP65



suitable lampholders ASI B BF CT CTF CTP CZ front bezel



silver-coloured



RRJN



Panel Mount Jacks



Pilot Light Head, stainless steel



IP65



suitable lampholders ASI B BF CT CTP front bezel



CZ



Bus Technology



stainless steel, polished



RRJVAN



blue



K22RRBL



yellow



K22RRGB



green



K22RRGN



clear



K22RRKL



red



K22RRRT



opalwhite



K22RRWS



Lens colour



Enclosures



Blank Nameplate



BSRRU



Nameplate with standard imprint Please specify index number (see nameplates on pages 404)



BSRR...



Nameplate with special imprint according to customer’s speciﬁcation



BSRRB



Ø18



Terminal Blocks



Ø18



Pedal Switches



Ø18



Limit Switches Type Index 102
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RONTRON-R-JUWEL



made in germany



Ø 30.5 mm



S16



Mounting Tool with torque limitation for the series QUARTEX-R(-JUWEL), KOMBITAST-R-JUWEL, RONDEX, RONDEX-M, RVA, DUX-Basic, SHORTRON, jacks of the RONTRON-R/-Q-JUWEL series



S22



Mounting Tool Adapter with 1/4” connections for mounting tools S16 and S22



SRA



Ø 30,5



LR22K_24B



white



LR22K_24W



red



LR22K_24R



green



LR22K_24G



yellow



LR22K_24Y



delivery without actuator LED colour red/green



Pedal Switches



Two-colour Alternate LED-illuminated Ring for status indication - for two alternate light signals - rated voltage: 24V AC/DC - rated current: green 12mA (D) / red 17mA (DC) - 30.5 mm mounting aperture - Connection: for JST plug ZHR-3



IP65



LR22K_24R_G



Ø 30,5



Connection Cable for LED light ring with open end, to connect the LED light rings to a voltage supply source, length approx. 80 cm, cross section 0.14 mm²



Terminal Blocks



delivery without actuator LED colour blue



Enclosures



LED Light Ring for status indication or additional illumination - for an additional light signal - rated voltage: 24V AC/DC - rated current: 25 ... 35 mA (DC) - 30.5 mm mounting aperture - Connection: for JST plug ZHR-3



IP65



Æ Actuators



Hexagonal Mounting Tool with torque limitation, for the series OKTRON, OKTRON-JUWEL, OKTRON-R, RONTRON-R-JUWEL, RONTRON-Q-JUWEL, QUARTRON, QUARTRON-JUWEL, RX-JUWEL



Panel Mount Jacks



Type



Bus Technology



Description



VK_JST3_014
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Limit Switches



Dimensions



Type Index



Illustration



Control Units



About Us



Accessories for Actuators
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RONTRON-R-JUWEL



made in germany



Ø 22.3 mm Accessories for Actuators



About Us Illustration



Dimensions



Description



Type



Control Units



Æ Actuators



RGB LED Light Ring for status indication or illumination - as an additional light signal - one-piece ring (360°) - rated voltage 24V AC (half-wave rectiﬁer)/DC - up to 16.7 m colours are possible(colour mixing via PWM signal)



IP65



Panel Mount Jacks



LED colour



red/green/blue



LR22K_24RGB



Ø 30,5



Bus Technology



Connection Cable for RGB-LED Light Ring with open end, to connect the RGB-LED light rings to a voltage supply source, length approx. 80 cm, cross section 0.14 mm²



Enclosures



External Nameplate Holder for outside marking of the actuators of the RONTRON-R-JUWEL and SHORTRON series, accepts self-adhesive nameplates, mountable from the front colour transparent



VK_LRR22_RGB



RRJABT



Terminal Blocks Pedal Switches Limit Switches Type Index 104



Self-adhesive Nameplate laser-printed Inscription according to customer‘s speciﬁcation Dimensions: 22 x 11 mm



BZ16L



Self-adhesive Nameplate blank Dimensions: 22 x 11 mm



BZ16U



Self-adhesive Nameplate with standard imprint Please specify index no. (see nameplates on page 404) Dimensions: 22 x 11 mm



BZ16B...



Yellow Nameplate self-adhesive PVC foil printing on request outer dia. 75 mm for mounting dia. 22 mm colour yellow



NAS_22
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RONTRON-R-JUWEL



made in germany



Ø 22.3 mm



Type



Yellow Nameplate with quadrilingual imprint self-adhesive PVC foil outer dia. 75 mm for mounting dia. 22 mm colour yellow



NAS_22_548



KDPR22RR



black



KDPR22RR_SW



Enclosures



transparent



Protective Lid made of TPE from -50 °C to + 100°C colour



black



AK22RRSW



Robust Aluminium Protection Cap - captive lid, threadable - suitable for all jacks of the Rontron-R-Juwel series colour silver-coloured



SDAL22RR



Universal Lens Remover



USK



Dummy, silver-coloured to close unused mounting apertures front bezel



IP66 IP69K



silver-coloured



BVRRJ



Dummy, stainless steel to close unused mounting apertures front bezel



stainless steel, polished



BVRRJVA
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Type Index



IP66 IP69K



Limit Switches



Pedal Switches



IP69K



KDP22RR



Lead-sealable, robust Protective Lid Lifetime: >100,000 cycles colour



IP67



transparent



Panel Mount Jacks



Lead-sealable Protective Lid from -30 °C to + 70°C colour



IP65 IP67



Control Units



Description



Terminal Blocks



IP40



Dimensions



Bus Technology



Illustration



Æ Actuators



About Us



Accessories for Actuators
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mm mm 1.695 mm mm Delantero mm Trasero mm 

Tasa de CompresiÃ³n. Potencia MÃ¡xima. EEC. HP/rpm. Torque MÃ¡ximo. EEC. Nm/rpm. Capacidad estanque de combustible. L. C
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«— ¿Mm 

23 ago. 2006 - Bindo B. Caviglione Fraga. (Sec.: Jorge Juárez). (1)ht.o. 1984, LA 1984—A-46 - (2) JA 1986*III, síntesis
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mm 

VIAS INCLUYE LINEA DE ABS. PLAFONES = SELLADOS MARCA GROTE TIPO LEDS. LATERALES = 1 AMBAR CON DIRECCIONAL AI. CENTRO Y 2
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230 mm. 210 mm. 290 mm 710 mm 240 mm 180 mm 

Page 1. 230 mm. 210 mm. 290 mm. 710 mm. 240 mm. 180 mm. MEDIDAS MINICENTRAL MOTOR. TAMAÑO 90.
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mm 

PM-SH-12-25-LT. O 1/4" NPT. R 0 1/4" NPT. PM-SH-12-32-LT. R 03/8" NPT|. R 03/8" NPT. 35. 4 Agujeros 08. 12.8. 曲日. AÐ T.
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mm 

Page 1. Codigo. Imagen. Medida de impresion maxima !!!!!!mm. -M,;XlrTlO 38 X H mm. --. -. Page 2. 4921. 4922. 4923. 4930
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mm 

Focos delanteros con sistema de iluminación diurna (DRL). Focos delanteros con iluminación LED. Focos delanteros con niv
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Vorlage MM 

Depressionen beginnen oft schleichend, das frÃ¼hzeitige Erkennen erster Symptome ist jedoch fÃ¼r den Verlauf der Krankheit entscheidend. An diesem Punkt ...










 


[image: alt]





MM Kommunikationsteam_D 

[email protected]; +41 78 618 35 09. Claudia Wintsch Lautner [email protected]; +41 78 745 10 24. Josephine Bucher [email protected]; +41 78 745 03 76. Sophie Danner sophie.danner@zurichfilmfe
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mm inch 

4 - Molla di aggancio su barra metallica da 35 mm. 1 - PotenciÃ³metro de ajuste de sobre intensidad. 2 - LED de estado (verde) de la alimentaciÃ³n. Un.
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Dbc [mm] B.Resist. [mm] B. Cruce 

1348 1155 1011 Carga Adm. [Kg]. 0,52. 1,16. 2,07. 3,23. 4,65. 6,33. 8,27. Flecha [mm]. Mf. Mf. Mf. Mf. Mf. Mf. Mf. Facto
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Mm - Rittal 

ngwgi. Enclosure ciimate commi anni machine cooiingi. Clim. d'armoires et refroidissemem de machi 5 SK. Schakelkasikiimaatbeheersing el'i machinekoeiingÃ¬lÃ®.
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mm inch 

EXPLOSIÓN O ARCO ELÉCTRICO. Failure to follow these instructions can result in death, serious injury, or equipment damag
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mm inch 

d'effectuer une opÃ©ration de maintenance. - Assurez-vous que la tension d'alimentation du produit, avec ses tolÃ©rances, est compatible avec celle du rÃ©seau. Le ...
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Vorlage MM 

AktivitÃ¤t (Bewegung zu Fuss) oder zu sozialen Kontakten (Anzahl Anrufe). Aus diesen ... verlassen hat und keine sozialen Kontakte mehr pflegte. Basierend auf ...
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64 mm 110 mm 288 mm 55 mm 1/2 

55 mm. 1/2”. Empaque escudo. Escudo. Empaque. Tubo. Empaque cónico. Arandela de fricción. Tuerca. Acometida 1/2. Escudo
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Dbc [mm] B.Resist. [mm] B. Cruce 

1000 1250 1500 1750 2000. TW305037. 30. 50. 32x3,2. Ø 6,4. 37. 1783. 1188. 891. 713. 594. 501. 383. Carga Adm. [Kg]. 0,7
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Dbc [mm] B.Resist. [mm] B. Cruce 

Factor. TS303032. 30. 30. 30x2,5. 15x2. 32. 4896 2176. 1224. 783. 468 295. 197. Carga Adm. [Kg/m²]. 0,97. 2,18. 3,88. 6,
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Programa MM 

Incluye coffee breaks, certificado de asistencia, el acceso a la plataforma virtual, donde podrás consultar todo el mate
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2 8 4 mm 1 4 2 mm 420 mm 105 mm - FCC ID 

23 ago. 2016 - High-definition video for a long time, the fuselage will have fever. 14) The battery is contained with de
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Dbc [mm] B.Resist. [mm] B. Cruce 

REJILLAS SERIE 40. Luz entre apoyos. Código. D.B.R.. [mm]. D.b.c.. [mm]. B.Resist. [mm]. B. Cruce. [mm]. Peso. [kg/m²].
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mm - Heidler Strichcode GmbH 

wird das Objekt als Tieienhiid und in 3D dargestellt. Anhand des Tiefenbildcs ... men, und der Druck eines. Speditionsetiketts aus dem Ver- sandsystem heraus ...
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PLEGADO 340 mm 

Válvula de escoamento de 38 mm sem rosca: instale a bucha lisa na válvula de escoamento utilizando as vedações verde e a
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mm. 1.969 Altura total 

Apertura remota de puertas. Keyless system. Sistema de llave inteligente. Smart keyless system. Bloqueo automático de pu
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