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ELATION KL FRESNEL 4 Specificaton Sheet

LED refresh rate frequency and gamma brightness adjustment for flicker free operation ... Low Profile Quick Release Clamp. AC5PDMX5PRO. 5 ft. (1.5m) 5pin ... 
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KL FRESNEL 4™ KL FRESNEL 4™ is a 50W 3,000K >97CRI Warm White LED fresnel, producing over 1,900 total lumen output, on par with compatible tungsten halogen models. Features include 14° to 30° wide manual zoom, manual and DMX controlled dimmer and shutter, dimmer and zoom rotary dials, smooth 16-bit selectable dimming curve modes, LED refresh rate frequency and gamma brightness adjustment for flicker free operation for TV and FILM, RDM (remote device management) protocol support, 5pin DMX and powerCON in/out connections, 4 button control panel, LCD menu display, multiple unit power linking, a universal auto switching power supply (100240v), gel frame and rotating barn doors (included), and a 3 clamp position adjustable mounting yoke. FEATURES



50W 3,000K >97CRI Warm White LED Engine



Output On Par with Tungsten Halogen Models



Manual and DMX Controlled Dimmer and Shutter Dimmer and Zoom Rotary Dials Smooth 16-bit Selectable Dimming Curve Modes LED Refresh Rate and Gamma Brightness Adjustment Flicker Free Operation for TV and FILM RDM (Remote Device Management) Gel Frame and Rotating Barn Doors (included) 3 Clamp Position Adjustable Mounting Yoke Specifications subject to change without notice ©Elation Professional 05/02/18 Elation Professional USA | 6122 S. Eastern Ave. | Los Angeles, CA. 90040 323-582-3322 | 323-832-9142 fax | www.elationlighting.com | [email protected]



Elation Professional B.V. | Junostraat 2 | 6468 EW Kerkrade, The Netherlands +31 45 546 85 66 | +31 45 546 85 96 fax | www.elationlighting.eu | [email protected]



I KL FRESNEL 4™ I Product Specification Sheet



14° to 30° Wide Manual Zoom



ELATION



1,900+ Total Lumen Output



specifications



I ELATION KL FRESNEL 4™ I www.elationlighting.com



PRODUCT SPECIFICATIONS SOURCE 50W >97CRI 3,000K Warm White LED 50,000 Hour Average LED Life*



PHOTOMETRIC DATA Distance (meter) Distance (feet)



1m 3.3 ft



2m 6.6 ft



3m 9.8 ft



1094 lx 3038 lx



Environmental Conditions, Power/Voltage, Usage Patterns (On-Off Cycling), Control and Dimming.



PHOTOMETRIC DATA 6,837 LUX 635 FC @6.6’ (2m) (Min Zoom / Full ON) 1,791 LUX 166 FC @6.6’ (2m) (Max Zoom / Full ON)



COLOR Warm White 3,000K CONTROL / CONNECTIONS Manual and DMX Controlled Dimmer and Shutter Dimmer and Zoom Rotary Dials (4) DMX Channel Modes (1 / 2 / 3 / 4) 4 Button Control Panel LCD Menu Display RDM (Remote Device Management) 5pin DMX and powerCON TRUE1 In/Out



6837 lx



Lux*



27346 lx 14°



beam center



2540.6 fcd



Footcandles*



635.1 fcd 282.3 fcd



*measured at center of beam



158.8 fcd 101.6 fcd



Beam width (meter) Beam width (feet)



0.2 m 0.8 ft



0.5 m 1.6 ft



0.7 m 2.5 ft



1m 3.3 ft



1.2 m 4.1 ft



Distance (meter) Distance (feet)



1m 3.3 ft



2m 6.6 ft



3m 9.8 ft



4m 13.1 ft



5m 16.4 ft



287 lx 448 lx 796 lx 1791 lx



Lux*



SIZE / WEIGHT Length: 13.6” (345mm) Width: 7.9” (201mm) Vertical Height: 11.4” (289mm) Weight: 9.0 lbs. (4.08 kg) ELECTRICAL / THERMAL AC 100-240V - 50/60Hz 50W Max Power Consumption Multiple Unit Power Linking 5°F to 113°F (-15°C to 45°C)



5m 16.4 ft



1709 lx



*LED Life may vary depending on several factors including but not limited to:



EFFECTS 14° - 30° Manual Zoom Electronic Strobe Variable 16-bit Dimming Curve Modes



4m 13.1 ft



7165 lx 30°



beam center



665.6 fcd



Footcandles*



166.4 fcd 74.0 fcd



*measured at center of beam



41.6 fcd 26.6 fcd



Beam width (meter) Beam width (feet)



0.5 m 1.7 ft



1.1 m 3.5 ft



1.6 m 5.2 ft



2.1 m 7 ft



DIMENSIONAL DIAGRAMS



INCLUDED ITEMS Gel Frame and Rotating Barn Doors powerCON TRUE1 Power Cable Barn Doors and Fixture Safety Cables APPROVALS / RATINGS



ORDERING INFORMATION KLF001



KL FRESENEL 4



QUICK RIG CLAMP



Low Profile Quick Release Clamp



AC5PDMX5PRO



5 ft. (1.5m) 5pin PRO DMX Cable (Additional cable lengths available)



NEU088



3 ft. (1m) PowerCON TRUE1 Power Link Cable (Additional cable lengths available)



Specifications subject to change without notice ©Elation Professional 05/02/18 Elation Professional USA | 6122 S. Eastern Ave. | Los Angeles, CA. 90040 323-582-3322 | 323-832-9142 fax | www.elationlighting.com | [email protected]
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2.7 m 8.7 ft
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ELATION PLATINUM SEVEN Specification Sheet 

power 7 color wash luminaire, featuring (19) 25W multi- ... *LED Life may vary depending on several factors including but not limited to: Environmental.
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elation tvl1000 ii specification sheet 

Heavy Duty Wrap Around Hook Clamp. TVL975. TLV1000 BATTERY. LSF536. Light Shaping Filter 30Â° 20â€� x 24â€� Sheet. LSF537. Light Shaping Filter 20Â° 20â€� x ...
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elation smarty hybrid specification sheet 070818 

Powerkon in/out connections, full color 180Â° reversible. LCD menu display with battery backup, and a multi- voltage universal auto switching power supply ...
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ELATION MIDICON-2 Specification Sheet 010417 - ProAudio.com 

MIDICON-2â„¢ is a professional USB powered Midi software compatible controller. An updated design from the original. MIDICONâ„¢ controller, the MIDICON-2â„¢ features tactile spring loaded buttons, (1) master and (8) control 100mm faders, (16) playbac
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elation smarty hybrid specification sheet 070818 

DMX, RDM (Remote Device Management), Art-NET, and. sACN protocol support ... LCD menu display with battery backup, and a multi- ... PHOTOMETRIC DATA.
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Mounting plates for KL and KL-HD â€“ KL 1568.700 

Mounting plates for KL and KL-HD â€“ KL 1568.700 created : 03.09.2014 on www.rittal.com/com-en. Product description. Description: For component installation ...
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Mounting plates for KL and KL-HD â€“ KL 1572.700 

Mounting plates for KL and KL-HD â€“ KL 1572.700 created : 03.09.2014 on www.rittal.com/com-en. Product description. Description: For component installation ...
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Mounting plates for KL and KL-HD â€“ KL 1564.700 

Mounting plates for KL and KL-HD â€“ KL 1564.700 created : 03.09.2014 on www.rittal.com/com-en. Product description. Description: For component installation ...
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XESOLVCIÓW DE DIXECCIÓW EJECUTIVA N° 4 kl -2019 

24 jun. 2019 - N° 4 kl -2019-31IDIS/TXADT-DT. Lima. ' 21 JUN. 2019. VISTOS: El Memorando N° 000253-2019-MIDIS/PNADP-DE d
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Antragsformular & Merkblatt Kl 2 # 

MÃ¶chten Sie wÃ¤hrend des Jahres Kleinfeuerwerk der Klasse II (sog. Silvester-Feuerwerk) abbrennen? Hierzu benÃ¶tigen Sie eine Bezugsgenehmigung (zur ...
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elation smarty hybrid dimensional drawings 

323-582-3322 | 323-832-9142 fax | www.elationlighting.com | [email protected]. Elation Professional B.V. | Junostraat 2 | 6468 EW Kerkrade, The ...
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Zeitplan fÃ¼r die Fahrradausbildung der 4. Kl. 16/17 

Zeitplan fÃ¼r die Fahrradausbildung der 4. Kl. 16/17. Montag, 15. 05. 2017 â€“ Freitag, 2.06. 2017. 1. Ausbildung: 4 Einheiten. Tag. Klasse 4a. Klasse 4b. Klasse 4c.
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Zentraler Landesvielseitigkeitstest (SchÃ¼ler Kl.4 ... - Dresdner Delphine 

01.11.2015 - SC Chemnitz von 1892. 44.58. 8 Emina Glatzel. 05. Post SV Leipzig. 45.57. Lauf 4 von 8. 1 Sarah Marlen BÃ¶ttger. 05. SchwimmPool Chemnitz ...
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Klemmenkästen KL Edelstahl Terminal boxes KL Stainless ... - Rittal 

Sie müssen dem. Anlagenbetreiber ausgehändigt werden. Dieser übernimmt die Aufbewahrung, damit die Unterlagen im Bedarfsfall zur Verfügung stehen. 1.3 Verwendete Symbole ... the storage of the documents so that they are readily available when ...... 
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d'saji kl titiwangsa AWS 

ARABIC PAN FRIED (Mince Beef). FRIED NOODLE STATION. Black Pepper Sauce. Set of Prawn Rice (Prawn Cajun, Chicken. &
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fact sheet xxlround 4 - the Schaeffler Group 

24.07.2016 - like the 24-hour thriller at Le Mans â€“ are decid- ... innovation is relentlessly tested for reliability â€“ both are required in order to be victorious.
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fact sheet xxlround 4 - the Schaeffler Group 

24.07.2016 - er bearing, a fundamental invention at the end of the 1940s. It reduces friction and can also tolerate high speeds. These bearings make many ...
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elation dtw par 300 - user manual 030817 

if the product is purchased within the United States of America, including ... implied warranties made by Elation ProfessionalÂ® in connection with this product, ...
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elation cuepix batten - user manual version 1 

INTRODUCTION. Congratulations, you have just purchased one of the most innovative and reliable lighting fixtures on the market today! The CUEPIX ...
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Instruction Sheet Instruction Sheet 

(Todos los derechos reservados). NOTA: Dependiendo del modelo de su refrigerador, reemplace los 2 rodillos del 'estilo v
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elation smarty hybrid photometric test report 070918 

Elation Professional Mexico | AV Santa Ana 30 | Parque Industrial Lerma, Lerma, Mexico 52000. +52 (728) 282-7070. DOCUMENT VERSION. Due to additional ...
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elation dtw par 300 - user manual 030817 

if the product is purchased within the United States of America, including ... implied warranties made by Elation ProfessionalÂ® in connection with this product, ...
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elation platinum seven - user manual 042617 

25.04.2017 - ... fax | www.elationlighting.com | [email protected]. Elation Professional B.V. | Junostraat 2 | 6468 EW Kerkrade, The Netherlands.
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warning sheet instructions sheet - UserManual.wiki 

500VA Electronic Ballast. Battery: CR2032 3V (included). 1 Prise PolarisÃ©e. CalibrÃ© Ã : 120VAC / 60Hz / 5A / 600W RÃ©s
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