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LED Exits

Injection-molded, flame-retardant, high-impact, thermoplastic housing with snap-fit design components for easy installat 
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12 (30.5) Catalog Number



3-3/4 (9.5)



Notes



FEATURES & SPECIFICATIONS INTENDED USE



2 (5.1)



Type



LED lighted exit signs for marking the means of egress in accordance with Life Safety Code NFPA 101. CONSTRUCTION Injection-molded, flame-retardant, high-impact, thermoplastic housing with snap-fit design components for easy installation. Universal J-box pattern. Universal chevrons are easily removed for directional indication. Fully assembled single face with extra faceplate for easy field-conversion to double face.



LED Combo



LED Exits



Letters 6" high with 3/4" stroke, with 100 ft viewing distance rating, based on UL924 standards. OPTICS The typical life of the LED lamp is 10 years. ELECTRICAL Dual-voltage input 120V or 277V AC. Emergency exits provided with test switch, status indicator and rechargeable battery.



Contractor Select 4-1/2



20” (50.8)



9” (22.9)



8” (20.3)



Battery: (EL models) maintenance-free ni-cad battery provides 90 minutes of emergency power. INSTALLATION



12” (30.5)



Top, back or end mounting capability (canopy included).



2” (5.2



LISTINGS UL Listed. Meets UL 924, NFPA 101, NFPA 70-NEC and OSHA illumination standards. Indoor damp location 50° to 104°F (10°C to 40°C) listed standard.



EXR LED



WARRANTY 2-year limited warranty (Battery is prorated.). Complete warranty terms located at www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx



LED Exit



All life safety equipment, including emergency lighting for path of egress must be maintained, serviced, and tested in accordance with all National Fire Protection Association (NFPA) and local codes. Failure to perform the required maintenance, service, or testing could jeopardize the safety of occupants and will void all warranties.



1 5/8 ”



NOTE: Actual performance may differ as a result of end-user environment and application. All values are design or typical values, measured under laboratory conditions at 25°C. Specifications subject to change without notice.



7 3/16 ”



Height with canopy: 7-7/8"
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All dimensions are inches (centimeters).



5/8 ”



ORDERING INFORMATION Catalog Supply Input Pallet Number UPC Description Voltage Wattage Qty. 



Standard Carton Qty.







EXR LED M6 



784231874684 



Red exit 



120/277 



.8 



360 



6







EXG LED M6 



784231874806 



Green exit 



120/277 



.8 



360 



6







EXR LED EL M6 



784231874738 



Red exit with backup battery 



120/277 



.8 



360 



6







EXG LED EL M6 



784231874851 



Green exit with backup battery 



120/277 



.8 



360 



6



Accessories1: Order as separate catalog number. ELA WG1 ELA WGEXT ELA WGEXE



Wireguard (back mount only) Wireguard (top mount only) Wireguard (end mount only)



(11.4



Notes 1 See spec sheet ELA-WG.



LED-EXITS



CONTRACTOR SELECT / EMERGENCY: One Lithonia Way Conyers, GA 30012 Phone: 800.334.8694 F ax: 770-981-8141 www.lithonia.com © 2011-2015 Acuity Brands Lighting, Inc. All rights reserved. Rev. 06/22/15 
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LED Weihnachtsbeleuchtung LED-Ersatz 

28.12.2016 - 404-1096-ND (rot). 404-1097-ND (orange). C503B-BCS-CV0Z0461-ND (blau). C503B-GCN-CY0C0791-ND (grÃ¼n). 404-1092-ND (gelb).
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Serie LED PANEL - Astro LED 

45. 45. 135. 135. 60. 60. 120. 120. 75. 75. 105. 105. 1572. 1257. 943. 628. 314. Average Diffuse Angle(50%): 113.4°. C0-
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Serie LED PANEL - Astro LED 

CRI >80. VIDA ÚTIL: 30,000 HRS. MATERIAL: ALUMINIO 6063 + PMMA. *Driver Incluido. Cable de acero para suspender inclu
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W1 LED 

27 sept. 2017 - EN MURO CON FUENTE DE LUZ LED Y DRIVER INTEGRADO. DE CONSTRUCCIÓN SELLADA Y CON MATERIALES MUY. RESISTEN
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W0 LED 

27 sept. 2017 - Parque Industrial Naucalpan. Naucalpan de Juárez,. Edo. de México. C.P. 53489 Tel.: 01.55.5300.0646 • Fa
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AR111 LED 

13 sept. 2017 - FOTOMETRÍA. 6. DIMENSIONES. 7. CLAVES DE PRODUCTO. 8. REPUESTOS Y / O ACCESORIOS. DESCRIPCIÓN. CLAVE. AR
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W1 LED 

27 sept. 2017 - 7. CLAVES DE PRODUCTO. 193 cd Máx. 193 48. 97. 145. 193 145. 97. 48. Ø 80 mm. 113 mm. 83 mm. DESCRIPCIÓN
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SLASH LED 

21 sept. 2017 - 24º. 1. CARACTERÍSTICAS Y APLICACIONES. SLASH LED 24° ES UNA LUMINARIA DE EMPOTRAR. EN FALSO PLAFÓN Y PL
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W0 LED 

27 sept. 2017 - Parque Industrial Naucalpan. Naucalpan de Juárez,. Edo. de México. C.P. 53489 Tel.: 01.55.5300.0646 • Fa
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AR111 LED 

13 sept. 2017 - TIENDAS DEPARTAMENTALES. 2. DESCRIPCIÓN. 3. CARACTERÍSTICAS ELÉCTRICAS. 2.1 CUERPO. · INYECCIÓN DE ALUMI
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T5 LED 

hace 7 días - EQUIPADA CON LED DE ÚLTIMA GENERACIÓN CON UN IRC. MAYOR A ... 5. FOTOMETRÍA. 7. CLAVES DE PRODUCTO. DESCRI
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W0 LED 

27 sept. 2017 - DIMENSIONES. 5.1. EFICIENCIA DEL SISTEMA. · 41 lm @ 2700 K. · 49 lm @ 4000 K. 7. CLAVES DE PRODUCTO. 438
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LED Security Floodlight Proyector LED Exterior 

These instructions do not purport to cover all details or variations ... covered sufficiently for the purchaser's or own
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dash LED Light Luz LED dash 

If you have a problem, question, or request, call your local dealer, or Steelcase Line 1 at. 888.STEELCASE (888.783.3522
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AR111 LED 

13 sept. 2017 - LA LÁMPARA AR111 LED DE MAGG CON FUENTE DE. LUZ LED ES EL REEMPLAZO JUSTO EN TAMAÑO Y APLICACIÓN. EN DON
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W1 LED 

27 sept. 2017 - San Luis Tlatilco No. 30 Col. Parque Industrial Naucalpan. Naucalpan de Juárez,. Edo. de México. C.P. 53
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SOYUZ LED 

hace 2 días - SOYUZ LED ES UNA LUMINARIA PARA EMPOTRAR EN ... 31 mm. Ø73 mm. 5.1 EFICIENCIA DEL SISTEMA. · 74 lm/W @ 300
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SLASH LED 

21 sept. 2017 - 5. FOTOMETRÍA. 6. DIMENSIONES. 7. CLAVES DE PRODUCTO. 4. ... 114 mm. 141 mm. Ø 188 mm. Ø 126 mm. 180 mm.
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SLASH LED 

21 sept. 2017 - Parque Industrial Naucalpan. Naucalpan de Juárez,. Edo. de México. C.P. 53489 Tel.: 01.55.5300.0646 • Fa
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T5 LED 

hace 6 días - 2.1 CUERPO. · ALUMINIO EXTRUÍDO RESISTENTE A LA COR-. ROSIÓN. 2.2 PANTALLA. · POLÍMERO DE INGENIERÍA DE AL
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T5 LED 

7 jul. 2018 - EQUIPADA CON LED DE ÚLTIMA GENERACIÓN CON UN IRC ... 1960 lm @ 6000 K. 4.5 IRC. · ≥ 82. 4.6 VIDA ÚTIL. · 5
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dash LED Light Luz LED dash 

Use independent SELV d.c. supplied electronic controlgear for LED modules in conformity with EIC International Standard.
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LED Security Floodlight Proyector LED Exterior 

Brands Lighting, Inc. no se hace responsable por ... should be referred to Acuity Brands Lighting, Inc. .... Cover cente
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F12SPOT LIGHT LED MIRROR / FOCO LED ESPEJO 

F12SPOT LIGHT LED MIRROR / FOCO LED ESPEJO. Sonia S.A se reserva el derecho de realizar cualquier cambio sin previo avis










 











Copyright © 2024 P.PDFDOKUMENT.COM. Alle Rechte vorbehalten.

Über uns |
Datenschutz-Bestimmungen |
Geschäftsbedingungen |
Hilfe |
Copyright |
Kontaktiere uns










×
Anmelden






Email




Password







 Erinnere dich an mich

Passwort vergessen?




Anmelden














