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SATA Controller - Lenovo

ServeRAID M1015 SAS/SATA Controller. For more information. To learn more about the ServeRAID M1015 SAS/SATA. Controller, contact your Business Partner or visit lenovo.com/thinkserver. Please Recycle. * IBM hardware products are made from new parts, or new and serviceable used parts. Regardless, our warranty ... 
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ServeRAID M1015 SAS/SATA Controller A new level of reliability, availability and performance



The ServeRAID M1015 adapter offers a RAID entry point for businesses trying to protect their critical data while maintaining performance and availability for network applications. Utilizing 6 Gbps Serial Attach SCSI (SAS) and PCI Express 2.0, the ServeRAID M1015 offers the latest ServeRAID line of product features, while continuing to support the benefits of the previous 3 Gbps SAS/SATA generation. These new ServeRAID adapters, intended for inside-the-box connectivity, provide the necessary data-protection performance for developing IT infrastructures.



Flexible feature upgrade and migration The ServeRAID M1015 controller is an affordable way for small businesses to implement data protection and increase Read/ Write performance conveniently through RAID-0, -1 and -10. By connecting the optional ServeRAID M1000 series Advanced Feature Key to the controller, users will be able to achieve RAID-5, -50 data protection and support for self-encrypting drives. And in cases where the growing business demands additional performance and/or protection, the M1015 controller offers full upgradeability to the M5014 or M5015 controllers without the need to rebuild the storage infrastructure. By offering the Advanced Feature Key and Migration, the M1015 provides the necessary flexibility for companies on the rise.
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ServeRAID M1015 SAS/SATA Controller



Intuitive RAID management utility



Controller is part of the ServerProven® program, enabling compatibility among a variety of Lenovo and partner products. We recognize that customers deserve the most innovative solutions.



MegaRAID Storage Manager provides the essential software tools to efficiently manage ServeRAID products, whether deployed in an enterprise or small business. This collection of applications and tools includes a preboot setup utility and a full spectrum of online RAID management utilities. The suite of applications allow administrators to adjust SAS topology views from the system host, controller and disk enclosure down to the logical and physical drive level. Extending to enterprise deployments, these tools scale to easily configure, monitor and manage RAID volumes locally or over the LAN network.



Why System x System x is the leading provider of x86 systems for the data center. The portfolio includes rack, tower, blade, dense and converged systems, and supports enterprise class performance, reliability and security. System x also offers a full range of networking, storage, software and solutions, and comprehensive services supporting business needs throughout the IT lifecycle.



Maximizing investments To help optimize technology investments, we offer a single point of serviceability backed by renowned education, support and training. In addition, the ServeRAID M1015 SAS/SATA



2



ServeRAID M1015 SAS/SATA Controller



Specifications Part number



46M0831 – ServeRAID M1015 SAS/SATA Controller



Number of ports



Two x4 SFF-8087 Ports



Processor



LSI SAS2008



Cache



None



Interface



SAS 6 Gbps



Host bus interface



PCIe 2.0 x8



Drives supported



Up to 32 SAS and/or SATA drives



Supported RAID levels



RAID-0, -1, -10 (optional RAID-5, -50)



Management



MegaRAID Storage Manager, MegaCLI, WebBIOS and Preboot CLI



Supported servers



Visit the ServerProven page for the latest supported servers at ibm.com/servers/eserver/serverproven/compat/us/



Operating systems



Red Hat Enterprise Linux, SuSE Linux ES, Microsoft Windows 2003 (32- and 64-bit), Microsoft Windows 2008, Microsoft Windows PE (32- and 64-bit)



Form factor



PCIe low profile



Limited warranty*



1-year limited warranty, or when installed in a System x® server these cards assume your system’s base warranty and any IBM ServicePac® upgrade
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ServeRAID M1015 SAS/SATA Controller



For more information To learn more about the ServeRAID M1015 SAS/SATA Controller, contact your Business Partner or visit lenovo.com/thinkserver



* IBM hardware products are made from new parts, or new and serviceable used parts. Regardless, our warranty terms apply. For a copy of applicable product warranties, write to: Warranty Information, P.O. Box 12195, RTP, NC 27709, Attn: Dept. JDJA/B203. IBM makes no representation or warranty regarding third-party products or services, including those designated as ServerProven.



NEED STORAGE?



Learn more about LenovoEMC



NEED SERVICES?



Learn more about Lenovo Services



lenovoemc.com



lenovo.com/services



Availability: Offers, prices, specifications and availability may change without notice. Lenovo is not responsible for photographic or typographic errors. Warranty: For a copy of applicable warranties, write to: Warranty Information, 500 Park Offices Drive, RTP, NC, 27709, Attn: Dept. ZPYA/ B600. Lenovo makes no representation or warranty regarding third-party products or services. Trademarks: Lenovo, the Lenovo logo, Flex System, System x, ThinkServer, TruDDR4 are trademarks or registered trademarks of Lenovo. Microsoft and Windows are registered trademarks of Microsoft Corporation. Intel, the Intel logo, Xeon and Xeon Inside are trademarks or registered trademarks of Intel Corporation in the U.S. and other countries. Other company, product, and service names may be trademarks or service marks of others. Visit http://www.lenovo.com/lenovo/ us/en/safecomp.html periodically for the latest information on safe and effective computing. IBM x86 products are now products of Lenovo in the U.S. and other countries. Learn more at ibm.com/lenovo-acquisition
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Lenovo Blaster Controller - CNET Content Solutions 

Instruktion til Android-enheder. 1. Hold HJEM-knappen nedtrykket i 3 sekunder. LED1- og LED2-indikatorlysene vil blinke,










 








SATA 1.5 GВ/SRAID CONTROLLER PCI CARD QUICK INSTALL GUIDE 

tive 2002/96/EC sur les déchets d'équipements électriques et électron- .... dans le manuel utilisateur sur www.manhattan










 








SATA Kabel 

(2) 7-pol. SATA-Stecker. Verbindet SATA-Laufwerk mit SATA-Controller. UnterstÃ¼tzt DatenÃ¼bertragungsraten bis zu 6 Gbit/s. Schlanke Bauform erhÃ¶ht Luftdurchsatz und KÃ¼hlungseffizienz und verringert. Kabelgewirr. VollstÃ¤ndig geschirmt zur Reduzier










 








ld win42 controller hub 

The LD Systems WIN42HUB and the associated WIN42 CONTROL CENTER software ..... This symbol indicates that electrical and electronic equipment must be disposed ...... siÄ™, ze urzÄ…dzenie jest zamontowane w sposÃ³b, ktÃ³ry umoÅ¼liwia mu ...










 








NAS Gigabit SATA 1TB 

Bahía interna para un dispositivo SATA, dos puertos externos USB de Alta Velocidad. Part No.: 503662. Features: Instalac










 








Climate Controller - Hydrobuilder.com 

Place the Controller on a wall in the most convenient location. Locate the ... and protecting the enclosure from light b










 








Leap Motion Controller Teardown 

18.06.2017 - Leap Motion Controller Teardown. Geschrieben von: Ethan. Leap Motion Controller Teardown. Â© iFixit â€” CC BY-NC-SA. /Www.ifixit.com.










 








Wirtschaftsinformatiker/Controller (w/m) 

Wir freuen uns auf Ihre Bewerbung. Ihre aussagekrÃ¤ftigen Unterlagen senden Sie bitte mit Angabe der Aus- schreibungsnummer bis 14. Dezember 2012, gerne ...










 








Aquavar ABII Controller 

A Blinking or Solid Red Light indicates a problem with the controller. .... company, association or other legal entity w










 








wireless controller - FCC ID 

14 ago. 2013 - 7. L2. LED. CHANNEL. 1. 1. 2. 2. 3. 3. 4. 4. 1+4. 5. 2+4. 6. 3+4. 7. 02. 04. 01 . FEATURES & DETAILS.










 








Dual Zone CO2 Controller 

Place the Controller on a wall in the most convenient location. Locate one sensor in each growing room, in a place prese










 








CO2 Controller - Web Hydroponics 

and the second end into the power input connector on the left side of the unit. The Controller warms up for 30 seconds b










 








Aquavar ABII Controller 

The 1151AB2 Controller requires a single phase power supply of 115 volts +/– 15%. The 1AB2 and 2AB2 Controllers require










 








Aquavar ABII Controller 

Service Entrance to Controller: Controller to Motor: .... 1. Pump with Motor. 2. Aquavar ABII Controller with Integral P










 








wireless controller - FCC ID 

rozbliká po přiřazení akce. Deaktivace turba: Opakujte kroky popsané nahoře a LED dioda zhasne. Současně může být funkce










 








SATA-Datenkabel - UserManual.wiki 

Vergossene PVC-Tülle. Kabel. • Länge: 50 cm. • AWG 26. • Geschirmt. • Kunststoffmantel. Lieferumfang. • SATA-Datenkabel. Für weitere Informationen über Manhattan Produkte sprechen Sie mit Ihrem Lieferanten oder besuchen Sie www.manhattan-products.com










 








Cable de datos SATA 

Impedancia entre los pares: < 5 Ohms. • Trenzado entre los pares: < 10 ps. • Tiempo de establecimiento: < 85 ps










 








SATA Stromkabel - Manhattan Products 

4-pol. Molex-Stecker auf 15-pol. Stecker, 15 cm, zur Stromversorgung von internen. PC-Komponenten. Part No.: 342766. Merkmale: Konvertiert einen 4-pol.










 








Gigabit SATA NAS 1TB 

Speicher. In dem Gigabit SATA NAT kÃ¶nnen Sie eine SATA Festplatte mit bis zu 1 TB fÃ¼r schnellen Datenzugriff Ã¼ber das. Netzwerk installieren. Falls noch ...










 








Aquavar ABII Controller 

A Blinking or Solid Red Light indicates a problem with the controller. .... company, association or other legal entity w










 








SOL MODULE CONTROLLER-IM-05747AT00 

27. Funcionamiento de mÃ³dulo o grupo. 28. ConfiguraciÃ³n de mÃ³dulo y grupo (Ejemplo). 29. SOL MODULE CONTROLLER-IM-057










 








6-channel dmx controller AWS 

Before connecting the equipment to the power outlet, first verify that the mains voltage and frequency match the values specified on the equipment. If the equipment has a ...... the plug, and always make certain that the shielding does not come into 










 








Sega Dreamcast Controller-Port Ersatz 

19.06.2017 - Austauschen der Sicherung F1 auf der Controller-Platine des Sega Dreamcast. LÃ¶ten ist fÃ¼r die. Reparatur erforderlich ist . BenÃ¶tigte Teile.










 








Barracuda LP Series SATA - Seagate 

Apr 16, 2009 - Barracuda LP Series, SeaTools and SeaTDD are either trade- ...... Table 5 summarizes the signals on the Serial ATA interface and power ...
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