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studio par 64 can rgbwa + uv 12 w dmx control table

CameoÂ® is a brand of the Adam Hall Group Â· Adam Hall GmbH Â· Adam-Hall-Str. 1 ... 000 - 080. Colour Macros: 000 - 004. Blackout. 005 - 010. Red. 011 - 015. 
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STUDIO PAR 64 CAN RGBWA + UV 12 W DMX CONTROL TABLE 2-CHANNEL MODE CHANNEL



VALUE



FUNCTION



CH1



000 - 255



Master dimmer (0 - 100%)



000 - 255



Colour Macros:



CH2



000 - 016



Red



017 - 033



Green



034 - 050



Blue



051 - 067



White



068 - 084



Amber



085 - 101



UV



102 - 118



Yellow



119 - 135



Cyan



136 - 152



Lavender



153 - 169



Light Green



170 - 186



Magenta



187 - 203



Turquoise



204 - 220



Orange



221 - 237



Cold White



238 - 255



Warm White 3-CHANNEL MODE 1



CHANNEL



VALUE



FUNCTION



CH1



000 - 255



Master dimmer (0 - 100%)



CH2



000 - 255



Stroboscope (rate 0 - 100%)



000 - 080



Colour Macros:



000 - 004



Blackout



CH3



005 - 010



Red



011 - 015



Green



016 - 020



Blue



021 - 025



White



026 - 030



Amber



031 - 035



UV



036 - 040



Yellow



041 - 045



Cyan



046 - 050



Lavender



051 - 055



Light Green



056 - 060



Magenta



061 - 065



Turquoise



066 - 070



Orange



071 - 075



Cold White



076 - 080



Warm White



081 - 150



Colour change (rate)



151 - 220



Colour blending (rate)



221 - 255



Music control (microphone sensitivity)
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3-CHANNEL MODE 2 CHANNEL



VALUE



FUNCTION



CH1



000 - 255



Red (0 - 100%)



CH2



000 - 255



Green (0 - 100%)



CH3



000 - 255



Blue (0 - 100%)



CHANNEL



VALUE



FUNCTION



CH1



000 - 255



Red (0 - 100%)



CH2



000 - 255



Green (0 - 100%)



CH3



000 - 255



Blue (0 - 100%)



CH4



000 - 255



White (0 - 100%)



CH5



000 - 255



Amber (0 - 100%)



CH6



000 - 255



UV (0 - 100%)



CHANNEL



VALUE



FUNCTION



CH1



000 - 255



Master dimmer (0 - 100%)



CH2



000 - 255



Stroboscope (rate 0 - 100%)



CH3



000 - 255



Red (0 - 100%)



CH4



000 - 255



Green (0 - 100%)



CH5



000 - 255



Blue (0 - 100%)



CH6



000 - 255



White (0 - 100%)



CH7



000 - 255



Amber (0 - 100%)



CH8



000 - 255



UV (0 - 100%)



000 - 080



Colour Macros:



000 - 004



Blackout / Colour Mixing CH3 - CH8



6-CHANNEL MODE



9-CHANNEL MODE



CH9



005 - 010



Red



011 - 015



Green



016 - 020



Blue



021 - 025



White



026 - 030



Amber



031 - 035



UV



036 - 040



Yellow



041 - 045



Cyan



046 - 050



Lavender



051 - 055



Light Green



056 - 060



Magenta



061 - 065



Turquoise



066 - 070



Orange



071 - 075



Cold White



076 - 080



Warm White



081 - 150



Colour Change (rate)



151 - 220



Colour Blending (rate)



221 - 255



Music control (microphone sensitivity)
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Studio PAR 64 CAN RGBWA+UV 12 W (WH) Studio 

05.04.2018 - CameoÂ® is a brand of Adam Hall Group. Adam Hall GmbH - Adam-Hall-Str. 1 - D-61267 Neu-Anspach - Germany. Telefon +49 (0) 6081 / 94 ...










 








par 64 can dmx control table 

000 - 080. Colour Macros: 000 - 004. Blackout. 005 - 010. Red. 011 - 015. Green. 016 - 020. Blue. 021 - 025. White. 026 - 030. Yellow. 031 - 035. Cyan.










 








par 64 can dmx control table 

000. -. 004. Colour off. 005. -. 010. Red. 011. -. 015. Green. 016. -. 020. Blue. 021. -. 025. Amber. 026. -. 030. RG. 031. -. 035. GB. 036. -. 040. RB. 041. -. 045. RA.










 








par 64 can dmx control table 

Telefon +49 (0) 6081 / 94 19-0 Â· Fax +49 (0) 6081 / 94 19-1000 Â· www.adamhall.com. PAR 64 CAN. DMX CONTROL TABLE. 4-CHANNEL MODE. CHANNEL.










 








Studio PAR 64 CAN RGBWA+UV 12 W (WH) Studio PAR DTW 

05.04.2018 - CameoÂ® is a brand of Adam Hall Group. Adam Hall GmbH - Adam-Hall-Str. 1 - D-61267 Neu-Anspach - Germany. Telefon +49 (0) 6081 / 94 ...










 








par 64 led can dmx control table 

6-CHANNEL MODE. CHANNEL. VALUE. FUNCTION. CH1. 000 - 255. Red (0 - 100%). CH2. 000 - 255. Green (0 - 100%). CH3. 000 - 255. Blue (0 - 100%). CH4.










 








studio par 64 can rgba q 8w dmx control table 

FUNCTION. CH1. 000 - 255. Master dimmer (0 - 100%). CH2. 000 - 016. Red ... 204 - 220. Bright Magenta. 221 - 237. Cold White. 238 - 255. Warm White.










 








64 can dmx control table 

Telefon +49 (0) 6081 / 94 19-0 Â· Fax +49 (0) 6081 / 94 19-1000 Â· www.adamhall.com. PAR 56 / 64 CAN. DMX CONTROL TABLE. 4-CH CHANNEL MODE.










 








led uv flat par dmx control table 

Strobe slow -> fast 










 








flat par can dmx control table 

081 - 150. Colour change (rate). 151 - 220. Colour blending (rate). 221 - 255. Music control (microphone sensitivity). 3-CHANNEL 2 MODE. CHANNEL. VALUE.










 








par 56 can dmx control table 

Strobe/Speed Adjust/Sound Sensitivy Adjust. (refers to channel 6). CH6. 0-31. 32-95. 96-159. 160-223. 224-255. No function. Colour mixing. RGB colour change.










 








64 dmx control table 

CH5. 000 - 004. 005 - 084. 085 - 169. 170 - 255. Keine Funktion zugewiesen. Farb(wechsel)-Makro. Farbwechsel. Ãœberblenden. CH6. 000 - 255. Strobe.










 








studio par 64 can - Symetry 

materials, liquids or gases. ..... ity of this user's manual is prohibited. ... GerÃ¤t nicht sofort ein, wenn es starken Temperaturschwankungen ausgesetzt war (bei-.










 








studio par 64 led can 

Please read this User's Manual carefully, so that you can begin making optimum use of your Cameo ...... FrÃ©quence de rafraÃ®chissement 3000 Hz. â€¢ Puissance .... EN 3-pin XLR socket for looping through the DMX control signal. DE 3-polige ...










 








studio par 64 can AWS 

Alimentazione: 110 V - 250 V AC, 50/60 Hz. Potenza assorbita: 170 W. Collegamento alimentazione elettrica: Cavo di rete con spina tedesca (tipo E/CEE 7/7). Materiale cassa: Metallo. Colore cassa: Nero. Raffreddamento: Ventola. Potenza di illuminazion










 








studio mini par q 4w w dmx control table 

Dimmer curve selection on unit. Dimmer curve 01CU linear, "halogen behaviour". Dimmer curve 02CU exponential, "halogen behaviour". Dimmer curve 03CU ...










 








studio mini par cob 30w dmx control table 

STUDIO MINI PAR COB 30W. DMX CONTROL TABLE. 2-CHANNEL MODE. CHANNEL. VALUE. FUNCTION. CH1. 000 - 255. Master dimmer (0 - 100%). CH2.










 








FLAT PRO OUTDOOR PAR CAN DMX CONTROL TABLE 

FLAT PRO OUTDOOR PAR CAN. DMX CONTROL TABLE ... Stroboscope (rate 0 - 100%). CH3. 000 - 080 ... Colour Blending (rate). 3-CHANNEL MODE 2.










 








studio par 64 can - LTT Versand 

until it has reached room temperature. â€¢ If your product fails to ... flicker free 3W TRI LEDs. â€¢ Sound control via internal microphone. â€¢ Colour change speed and strobe effect adjustable via control panel. â€¢ Multi-colour changes. â€¢ Master/










 








led flat par rgbw dmx control table 

CameoÂ® is a brand of the Adam Hall Group Â· Adam Hall GmbH Â· Adam-Hall-Str. 1 ... Yellow warm. 030. -. 037. Yellow. 038. -. 045. Green. 046. -. 053. Turquoise.










 








studio mini par q 8w dmx control table 

000 - 080. Colour Macros: 000 - 004. Blackout. 005 - 010. Red. 011 - 015. Green. 016 - 020. Blue. 021 - 025. White. 026 - 030. Yellow. 031 - 035. Cyan.










 








flat pro outdoor par can dmx control table 

FLAT PRO OUTDOOR PAR CAN. DMX CONTROL TABLE. 2-CHANNEL MODE. CHANNEL. VALUE. FUNCTION. CH1. 000 - 255. Master dimmer (0 - 100%).










 








OUTDOOR PAR TRI 12 IP 65 DMX CONTROL TABLE 

OUTDOOR PAR TRI 12 IP 65. DMX CONTROL TABLE. 2-CHANNEL MODE. CHANNEL. VALUE. FUNCTION. CH1. 000 - 255. Master dimmer (0 - 100%). CH2.










 








PAR 64 CAN 

During installation, observ e the applicable safety regulations for your country. ...... Colour change speed and strobe effect adjustable via control panel ...... cables, IP65 power extension cables and adapter cables, is available on the Internet at
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