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Yamaha MusicCast HTTP simplified API for Control Systems

20.06.2017 - Prepare Input Change (not necessary for direct input changes). Let a Device do necessary process before changing input in a specific zone. 
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Yamaha MusicCast  HTTP simplified API for Control Systems  V1.1 - June 20, 2017



Overview  Yamaha provide a comprehensive API for control and interrogation of MusicCast devices.  This document covers the most useful features, with examples, for integration in to CI  Environments. 



Prerequisites/Recommendations  For the HTTP API to function correctly in an integrated system, the MusicCast devices must  be on a fixed or bound IP Address. To avoid network loops through the wireless “extend”  functionality of MusicCast products you should set the device to wired or wireless only -  through the web GUI on the MusicCast device: 
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Functions available through the API  Function 



Description 



Information 



Get device info, available features, Network, Audio and Power Status 



Power 



Set Power status and enable/disable auo-standby 



Input / Audio 



Set Input, Volume level, sound program 



Tuner 



Use the inbuilt FM/AM/DAB Tuner (if available) to recall and set  presets, or tune to a frequency 



Streaming  Presets 



Recall and Set presets for Streaming Music Services 



System Presets 



Recall and Set presets on the MusicCast device (for any source) 



Transport Control  Control all transport aspects of media and set repeat and shuffle  modes  App Jump 



iOS App Jump to MusicCast App 



  HTTP API Overview  All HTTP transactions take place through a connection to the MusicCast device on port 80  (the default used by a web browser), and take the following form:  HTTP://[ipaddress]/YamahaExtendedControl/v1/...  Example:  http://192.168.5.219/YamahaExtendedControl/v1/system/getFeatures  (recalls the available features on the MusicCast device)     



      Yamaha MusicCast HTTP simplified API for Control Systems  V1.1 - June 20, 2017 - Page 2 of 10   



 



HTTP API - Get information  Note that when a zone is specified below, the available zones per device can be recalled  using the getLocationInfo command. In all examples main has been used.    Get Device info 



http://192.168.5.219/YamahaExtendedControl/v1/system/getDeviceInfo 



Get Available  Device Features 



http://192.168.5.219/YamahaExtendedControl/v1/system/getFeatures 



Get Network  Status 



http://192.168.5.219/YamahaExtendedControl/v1/system/getNetworkStatus 



Get Function  Status (e.g.: Auto  Power Standby) 



http://192.168.5.219/YamahaExtendedControl/v1/system/getFuncStatus 



Get Location info  and zone list  (device) 



http://192.168.5.219/YamahaExtendedControl/v1/system/getLocationInfo   



Get zone info  (device|zone) 



http://192.168.5.219/YamahaExtendedControl/v1/main/getStatus 



Get Sound  Program List  (device|zone) 



http://192.168.5.219/YamahaExtendedControl/v1/main/getSoundProgramList 
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HTTP API - Power Functions    Enable/Disable  Auto Power  Standby 



http://192.168.5.219/YamahaExtendedControl/v1/system/setAutoPowerStan dby?enable=true  http://192.168.5.219/YamahaExtendedControl/v1/system/setAutoPowerStan dby?enable=false 



Power on 



http://192.168.5.219/YamahaExtendedControl/v1/main/setPower?power=on 



Standby 



http://192.168.5.219/YamahaExtendedControl/v1/main/setPower?power=sta ndby 



Power Toggle 



http://192.168.5.219/YamahaExtendedControl/v1/main/setPower?power=tog gle 



  HTTP API - Sleep Timer  Set in minutes. Use zone name from getLocationInfo    Set Sleep timer  for 60 minutes 



http://192.168.5.219/YamahaExtendedControl/v1/main/setSleep?sleep=60 



Cancel Sleep  timer 



http://192.168.5.219/YamahaExtendedControl/v1/main/setSleep?sleep=0 



   



HTTP API - Input and Volume    Input: Net Radio 



http://192.168.5.219/YamahaExtendedControl/v1/main/setInput?input=net_ra dio 



Input: Napster 



http://192.168.5.219/YamahaExtendedControl/v1/main/setInput?input=napst er 



Input: Spotify 



http://192.168.5.219/YamahaExtendedControl/v1/main/setInput?input=spotif y 
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Input: Juke 



http://192.168.5.219/YamahaExtendedControl/v1/main/setInput?input=juke 



Input: Qobuz 



http://192.168.5.219/YamahaExtendedControl/v1/main/setInput?input=qobuz 



Input: Tidal 



http://192.168.5.219/YamahaExtendedControl/v1/main/setInput?input=tidal 



Input: Deezer 



http://192.168.5.219/YamahaExtendedControl/v1/main/setInput?input=deeze r 



Input: Server 



http://192.168.5.219/YamahaExtendedControl/v1/main/setInput?input=server 



Input: Bluetooth 



http://192.168.5.219/YamahaExtendedControl/v1/main/setInput?input=blueto oth 



Input: Airplay 



http://192.168.5.219/YamahaExtendedControl/v1/main/setInput?input=airpla y 



Input: MusicCast  link 



http://192.168.5.219/YamahaExtendedControl/v1/main/setInput?input=mc_lin k 



  The functions in the table above use autoplay to start the last item playing if the source is  not already playing. Alternatively the autoplay_disabled function can be used:      http://192.168.5.219/YamahaExtendedControl/v1/main/setInput?input=airplay&mode=au toplay_disabled   



Prepare Input Change (not necessary for direct input changes)    Let a Device do necessary process before changing input in a specific zone. This is valid  onlywhen “prepare_input_change” exists in “func_list” found in /system/getFuncStatus.      http://192.168.5.219/YamahaExtendedControl/v1/main/prepareInputChange?input=usb     



Set Sound Program (where applicable)   
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http://192.168.5.219/YamahaExtendedControl/v1/main//setSoundProgram?program=vie nna 



Volume Commands    For the Direct Volume function, the maximum volume setting available can be obtained from  /system/getFeatures. For the stepped volume function thestep ranges are shown in the  volume section of /system/getFeatures.    Direct Volume 



http://192.168.5.219/YamahaExtendedControl/v1/main/setVolume?volume=6 0 



Incremental 



http://192.168.5.219/YamahaExtendedControl/v1/main/setVolume?volume=u p  http://192.168.5.219/YamahaExtendedControl/v1/main/setVolume?volume=d own 



In Steps 



http://192.168.5.219/YamahaExtendedControl/v1/main/setVolume?volume=u p&step=1  http://192.168.5.219/YamahaExtendedControl/v1/main/setVolume?volume=d own&step=1   



   



Mute Commands   



   



Set Mute On 



http://192.168.5.219/YamahaExtendedControl/v1/main/setMute?enable=true 



Set Mute Off 



http://192.168.5.219/YamahaExtendedControl/v1/main/setMute?enable=fals e 
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HTTP API - AM/FM/DAB Tuner Commands  Tuner Presets  Where band can be am, fm or dab    Recall Preset 



http://192.168.5.219/YamahaExtendedControl/v1/tuner/recallPreset?zone=m ain&band=fm#=13 



Next Preset 



http://192.168.5.219/YamahaExtendedControl/v1/tuner/switchPreset?dir=nex t 



Previous Preset 



http://192.168.5.219/YamahaExtendedControl/v1/tuner/switchPreset?dir=pre vious 



Store Preset 



http://192.168.5.219/YamahaExtendedControl/v1/tuner/storePreset?num=10 



Get Preset info 



http://192.168.5.219/YamahaExtendedControl/v1/tuner/getPresetInfo?band=f m 



   



Tuner - Get Playing info    http://192.168.5.219/YamahaExtendedControl/v1/tuner/getPlayInfo   



Tuner - Set Frequency  Where num represents frequency in KHz    http://192.168.5.219/YamahaExtendedControl/v1/tuner/setFreq?band=fm&tuning=direct #=87500 
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Tuner - Change DAB Service    Next Service 



http://192.168.5.219/YamahaExtendedControl/v1/tuner/setDabService?dir=ne xt 



Previous Service 



http://192.168.5.219/YamahaExtendedControl/v1/tuner/setDabService?dir=pr evious 



    http://192.168.5.219/YamahaExtendedControl/v1/tuner/setFreq?band=fm&tuning=direct #=87500     



HTTP API - Network/USB Presets and info  Recalls presets for any network or USB-based service. Playing info includes all metadata and  image link    Get Preset info 



http://192.168.5.219/YamahaExtendedControl/v1/netusb/getPresetInfo 



Get Current  Playing info  



http://192.168.5.219/YamahaExtendedControl/v1/netusb/getPlayInfo 



Get Account  http://192.168.5.219/YamahaExtendedControl/v1/netusb/getAccountStatus  Status (streaming  services) 



   



HTTP API - System Presets  Recalls presets for the MusicCast system. Use zone name from getLocationInfo.    Recall Preset 



http://192.168.5.219/YamahaExtendedControl/v1/netusb/recallPreset?zone= main#=13 



Store Preset 



http://192.168.5.219/YamahaExtendedControl/v1/netusb/storePreset?num=1 0 
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HTTP API - Transport Control  Sets Playback or transport mode.    Stop 



http://192.168.5.219/YamahaExtendedControl/v1/netusb/setPlayback?playba ck=stop 



Play 



http://192.168.5.219/YamahaExtendedControl/v1/netusb/setPlayback?playba ck=play 



Previous 



http://192.168.5.219/YamahaExtendedControl/v1/netusb/setPlayback?playba ck=previous 



Next 



http://192.168.5.219/YamahaExtendedControl/v1/netusb/setPlayback?playba ck=next 



Fast Rewind -  Start 



http://192.168.5.219/YamahaExtendedControl/v1/netusb/setPlayback?playba ck=fast_reverse_start 



Fast Rewind -  Stop 



http://192.168.5.219/YamahaExtendedControl/v1/netusb/setPlayback?playba ck=fast_reverse_end 



Fast Forward -  Start 



http://192.168.5.219/YamahaExtendedControl/v1/netusb/setPlayback?playba ck=fast_forward_start 



Fast Forward -  Stop 



http://192.168.5.219/YamahaExtendedControl/v1/netusb/setPlayback?playba ck=fast_forward_end 



Repeat (Toggle) 



http://192.168.5.219/YamahaExtendedControl/v1/netusb/toggleRepeat 



Shuffle (Toggle) 



http://192.168.5.219/YamahaExtendedControl/v1/netusb/toggleShuffle 



   



HTTP API - List info  Retrieve metadata and list entries. input is Input ID from /system/getFeatures | index is list  offset from beginning | size is maximum list size 1-8)    http://192.168.5.219/YamahaExtendedControl/v1/netusb/getListInfo?input=usb&index=3 2&size=8⟨=en              Yamaha MusicCast HTTP simplified API for Control Systems  V1.1 - June 20, 2017 - Page 9 of 10   



 



 



iOS App Jump  Use this App Jump as a deep link to jump directly to the MusicCast App    jp.co.yamaha.avkk.musiccastcontroller://                                                      Further assistance:    Contact our workshop:    01256 638500 Option 3  or [email protected] 
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Supplement for Napster - Yamaha Music - Yamaha Corporation 

un enorme catálogo de nueva música que se añade cada día. Con millones de canciones a su alcance, puede elegir entre las
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Supplement for JUKE - Yamaha 

Music streaming service JUKE offers access to one of the most comprehensive music libraries in the world. 25 million son
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Supplement for Napster - Yamaha Music - Yamaha Corporation 

Volg de instructies op het scherm van de app. NapsterÂ®-inhoud weergeven. Gebruik de op uw mobiele apparaat geÃ¯nstalleerde MusicCast CONTROLLER-app.
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Supplement for JUKE - Yamaha 

JUKE anmeldet, eine kostenlose, unverbindliche ... Falls Sie noch kein JUKE-Konto besitzen melden Sie sich ... enheten, logga in pÃ¥ ditt konto med appen.
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Supplement for AirPlay - Yamaha Corporation 

The AirPlay function allows you to play back iTunes/iPod music on the unit wirelessly ... For detail on connections and
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flow control switch instructions for use noticed - Merit Medical Systems ... 

U.S.A. 1-801-253-1600 U.S.A. Customer Service 1-800-356-3748. Authorized Representative: Merit Medical Ireland Ltd, Park
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Simplified Innovations 

The opportunity came to. Simplified Innovations via the Maryland. Association of CPAs, of which Patrick is a member. “Wh
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for industry - Rittal Automation Systems 

Klimatisierung TopTherm TÜV-geprüft. ▫ RiMatrix S – Das Rechenzentrum in Serie. Rittal – The System. ▫ Enclosure systems. ▫ Ri4Power power distribution to ...
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for industry - Rittal Automation Systems 

360 degrees, prepares the wire ends, lays the wire in the cable ducts, and connects the wires to their respective components. As an option, wires can also be ...
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packaging simplified 

Mehrere Optionen zum automatischen Laden und Stapeln der BÃ¶gen ermÃ¶glichen ... Osten, in Amerika, dem Asien-Pazifik-Raum,. Japan und China werden ...
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packaging simplified 

suministro de packaging, desde la idea hasta ... trabajo entre cada etapa de la cadena de sumi- nistro, se evitan .....
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The System for Quality Control 

Para mejorar los servicios educativos de sus hijos, el distrito escolar de. quisiera identificar estudiantes que puedan
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The System for Quality Control 

lumbering, dairy work, meat processing, chicken processing plant). Yes______ No_______. 3. Do you have family members be










 


[image: alt]





YAMAHA XSR900 

Montieren Sie nun das mitgelieferte Halteblech von innen mit den M6x12mm ... Richten Sie das Halteblech aus und ziehen S
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KRK Systems KRK Systems 

Remove the side cap. 3. Loosen hex nut, (Do not remove). 4. As soon as the bracket is loose. 4. enough (teeth are no longer. 4. meshed together), rotate the VXT.
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http://www.webquest.es/wq http://www.phpwebquest.org/ http ... 

Page 1. http://www.webquest.es/wq · http://www.phpwebquest.org/ · http://webquest.carm.es/ · http://www.cepdeorcera.org/










 


[image: alt]





healthcare infrastructure health systems for individuals and 

We have many PDF Ebook and user guide is also associated with healthcare infrastructure health systems for individuals and populations PDF Ebook, include : Handbook Of Industrial Chemicals,. Handbuch Der Arzneimittellehre C Von H Nothnagel Und M J Ro
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Component Behavior Synthesis for Critical Systems - Fujaba 

components participating in one coordination pattern. This way, it is possible to specify and verify coordination patterns independently from other coordi-.
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Limited Warranty for Home - Alliance Laundry Systems 

http://www.speedqueen.com/support/register-my-speed-queen.aspx o póngase en contacto con su distribuidor para registrar
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Limited Warranty for Home - Alliance Laundry Systems 

http://www.speedqueen.com/support/register-my-speed-queen.aspx o póngase en contacto con su distribuidor para registrar
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Owner's Manual - Yamaha Music - Yamaha Corporation 

Use of the Works with Apple badge means that an accessory has been designed to work specifically with the technology identified in the badge and has been ...
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ACTA - European Committee for Interoperable Systems 

We understand that negotiators of ACTA are in the final stage of the ... programs, and were they to do so, reverse engin
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MECHANICAL SPECIFICATIONS - API Audio 

29.07.2015 - 20.2" [513mm]. 3.1" [79mm]. 4.1" [104mm]. 10.5" [267mm]. 6.7"[170m m. ] 13.2"[335m m. ] 22.0" [559mm]. 26.5" [673mm]. MECHANICAL ...
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GT Turbo API SL 

Carretera a García Km 1.2 Int 8 Santa Catarina Nuevo León CP 66350. SECCIÓN ... zón, inflamación fisuras y posible infec
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