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Dual-Band Gigabit Wireless Router

With the Wi-Fi Guard feature, only devices on the trusted list can be connected to the W3, providing an ultra-secure and high-speed Wi-Fi environment. 
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Dual-Band Gigabit Wireless Router



Ultra-Secure, Lag-Free Experience A dual-band Gigabit wireless router with 3 Gigabit LAN ports and a Gigabit WAN port, perfect for security video streaming and entertainment. Supports 2.4GHz and 5GHz dual-band Wi-Fi Supports Quick “One-Key Access” Setup



Wi-Fi range up to 100 meters



Supports EZVIZ Cloud service for remote control via smartphones and tablets. (may not be available in certain regions)



Simultaneous dual-band and high-speed features The W3 supports 2.4 GHz 400Mbps and 5 GHz 866Mbps for data transfer speeds up to 1266Mbps, offering a flexible and lag-free experience.



4 built-in Gigabit Ethernet ports The W3 is equipped with 3 Gigabit LAN ports and a Gigabit WAN port, ensuring strong and high-performance Ethernet connections.



Wi-Fi Guard With the Wi-Fi Guard feature, only devices on the trusted list can be connected to the W3, providing an ultra-secure and high-speed Wi-Fi environment.



Quick boost By simply clicking on the One-Key Accelerate icon on the EZVIZ App, the W3 can auto-optimize its parameters, boosting network speeds.



MU-MIMO and beamforming technology MU-MIMO and beamforming technologies can locate wireless devices, providing dedicated, stronger and more stable Wi-Fi connections to multiple devices at the same time.



Quick setup



Control via the EZVIZ App



The One-Key Access feature allows the W3 to seamlessly connect to EZVIZ Wi-Fi cameras.



With the EZVIZ App, you can remotely control the W3 via smartphones and tablets (may not be available in certain regions).



Specifications



Model CS-W3-WD1200G



Network Interface



Button



3 RJ-45 10/100/1000 Mbps Self-adaptive Ethernet LAN interfaces. 1 RJ-45 10/100/1000 Mbps Self-adaptive Ethernet WAN interface.



One-touch access. Hold 6 seconds to RESET.



Power



Wireless Interface Supports simultaneous dual-band 2.4Ghz and 5Ghz connections. The actual available channels may vary according to local regulations where the device was sold. Theoretical maximum rate 1266M (400M+866M): 802.11b/g/n+ max:400Mbps, 802.11a/ac max:866Mbps



DC 12V 1.0A, typical power consumption < 10 watts The adapter supports a wide voltage range from 100V~240V



Working Temperature and Humidity 0 °C to +40 °C, 10% to 90%. Indoor use only.



CPU Dimensions



Qualcomm Quad Core @ 716 MHz (Maximum)



RAM 128MB



Flash 16MB



Product Dimensions



200 x 150 x 33mm



Packaging Dimensions



295 x 285 x 96mm



Antenna Length



160mm



Weight Antenna



HDD



4 external @ 5dB max



NOT supported



USB



Indicator



NOT supported



One System LED



TBA



Package Contents:



Requirements



- W3 x 1



Operating Conditions: 0°C - 40°C, humidity 90% or less. Indoor use only.



- Power Adapter with 1.5 Meters Power Cable x 1 - Quick Start Guide x 1



Certificates - FCC/CE/IC/Reach/WEEE/RoHS/



Disclaimer: Wi-Fi performance is affected by several factors. The functional performance of the described product may attenuate when there is interference caused by wireless routers, mobile cellular 4G base stations, radar, microwave ovens and substations. Being too far from the IP Camera to be linked will affect the wireless performance. Speciﬁcations are subject to change without notice. EZVIZ is a registered trademark of Hangzhou EZVIZ Network Co., Ltd. Other brands and product names are trademarks or registered trademarks of their respective holders.



https://www.ezvizlife.com/
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Wireless 802.11n Gigabit Router 

UnterstÃ¼tzt DDNS (dynamic DNS). UnterstÃ¼tzt UPNP (Universal Plug and Play). Integrierte Anti-DOS Firewall. QoS (Quality of Service) Bandbreitenmanagement.










 


[image: alt]





WIRELESS 802.11n GIGABIT ROUTER 

INTELLINET NETWORK SOLUTIONS HÃ¤ndler und besuchen Sie www.intellinet-network.com ... Verbinden Sie alle Ihre Computer und NetzwerkgerÃ¤te (wie z.B..
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Multi-Band Wireless Gigabit Router 

TM, TM, and other EZVIZ's trademarks and logos are the properties of EZVIZ in various jurisdictions. ... wonerty damay of national us and among AT YOU ... and operated with a minimum distance 20cm between the radiator and your body.
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Wireless 802.11n Gigabit Router 524315 

Speicher: 16 MB SDRAM. â€¢ Zertifikate: FCC Class B, CE Mark, RoHS. Router. â€¢ UnterstÃ¼tzte folgende Internetverbindungen: - Dynamische IP (DHCP). - Feste IP.
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Wireless Dual Band Gigabit Router 

Brand New Wi-Fi Standard - The advanced 802.11ac Wi-Fi gets your home network revolutionized. Â· Fast Wireless - Concurrent 2.4GHz 450Mbps and 5GHz ...
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Multi-Band Wireless Gigabit Router 

OR LOSS OF DATA OR. DOCUMENTATION .... The computer will get the IP address of the .... L'ordinateur récupère automatiqu










 


[image: alt]





s Wireless Router ... - Netgear 

01.08.2005 - Der drahtlose Zugriff kann Ã¼ber MAC-Adressen eingeschrÃ¤nkt werden. ...... Windows und MacOS erstellen eine IP-Adresse und weisen diese ...
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Wireless G Breitband Router 

54 Mbps Wireless 802.11g, 4-Port 10/100 Mbps LAN Switch ... 802.11b Produkten und beinhaltet einen 4-Port 10/100 LAN Switch. ... DMZ (demilitarized zone).
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Wireless G Travel Router 

802.11g: Orthogonal Frequency Division. Multiplexing (OFDM): BPSK, QPSK,. 16QAM, 64QAM. â€¢ KanÃ¤le: - USA & Canada: 11 KanÃ¤le. - Europa: 13 KanÃ¤le.
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s Wireless Router ... - Netgear 

01.08.2005 - fÃ¼r den Zugriff auf die komplette NETGEAR, Inc. Online- ... Hinweis: Auf Ihrem Computer muss das kostenlose Programm Adobe Reader ...... Wenn bei Ihrem Konto die IP-Adresse dynamisch vom Internet-Provider vergeben ...
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Wireless 802.11n Breitband Router 

Bis zu 300 Mbit/s Ãœbertragungsgeschwindigkeit. UnterstÃ¼tzt WMM fÃ¼r Multimedia-Bandbreite. UnterstÃ¼tzt fortschrittliche 2T3R MIMO Technologie - deutliche ...










 


[image: alt]





150N Wireless Router - Reichelt 

ZuverlÃ¤ssige WLAN-KonnektivitÃ¤t fÃ¼r Webanwendungen wie Surfen, E-Mails und. Social Media ... WLAN-Sicherheit: - WEP VerschlÃ¼sselung (64/128 bit).
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Wireless 450N Dual-Band Gigabit Router - Intellinet Network 

HD-Video kein Problem, ideal sowohl zu Hause als auch im Büro. Datenstau? ... Unterstützt Virtual Server, Port Forwarding und DMZ (Demilitarized Zone).










 


[image: alt]





AC1200 Wireless MU-MIMO Gigabit Router - TP-Link 

28.09.2018 - IPTV â€“ Support IGMP Proxy/Snooping, Bridge and Tag VLAN to optimize IPTV streaming. Â· Active Defense â€“ Protect your home network with ...Es fehlt:
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Wireless Enhanced G Router 

In the pre-shared key field, type a security key that is easy for you to remember. Using some punctuation will increase
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wireless 802.11n gigabit router quick install guide 

Wenn Sie dieses Produkt entsorgen möchten, bringen Sie es bitte zur Verkaufsstelle zurück oder zum Recycling-Sammelpunkt
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Wireless 450N Dual-Band Gigabit Router - Intellinet Network 

Integrierter Gigabit Ethernet Switch. Ultraschnelle DatenÃ¼bertragungen, Videostreaming in HD und massig Bandbreite fÃ¼r VoIP-Anwendungen. Profitieren Sie von dem integrierten Gigabit Ethernet LAN Switch, mit dem der berÃ¼chtigte "Flaschenhals" gÃ¤ng
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Wireless 150N 4-Port Router 

UnterstÃ¼tzt Virtual Server, Port Forwarding und DMZ (demilitarized zone). UnterstÃ¼tzt DDNS (dynamic DNS) ... Technische Details. Â» Abmessungen: 157 x 127 x ...
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Wireless 150N ADSL2+ Modem Router 

UnterstÃ¼tzt Port Weiterleitung und DMZ (Demilitarized Zone). UnterstÃ¼tzt DDNS (dynamic DNS) ... Technische Details. â€¢ Abmessungen: 187 (W) x 100 (D) x 30 ...
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Wireless 300N ADSL2+ Modem Router 

Verbesserte Datenrate und Reichweite. Verbesserte Modulationseffizienz verkÃ¼rzt die Initialisierungszeit und liefert verbesserte sowie optimierte.
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300N Wireless Router - Manhattan Products 

WLAN-Frequenzband: 2.400 â€“ 2.483 GHz. â€¢ Modulation: - 802.11b: Direct Sequence Spread Spectrum (DSSS): DBPSK, DQPSK, CCK. - 802.11g: Orthogonal Frequency Division Multiplexing (OFDM): BPSK, QPSK, 16QAM,. 64QAM. - 802.11n: Orthogonal Frequency Div
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Wireless 300N Dual-Band Router - Intellinet Network 

sowohl zu Hause als auch im Büro. Datenstau? Schnee von ... Unterstützt Virtual Server, Port Forwarding und DMZ (Demilitarized Zone). Unterstützt DDNS ...
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AC1200 Wireless Dual-Band Router - Manhattan Products 

802.11a/n: Orthogonal Frequency Division Multiplexing (OFDM): BPSK, QPSK, 16QAM,. 64QAM. â€¢ KanÃ¤le: - USA & Kanada: 36, 40, 44, 48, 149, 153, 157, 161, ...
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Wireless 300N 3G Router - Intellinet Network 

LAN ports: 4 RJ-45 10/100 Mbps. Â» LAN Ports mit Auto MDI/MDI-X. Â» WAN Port: 1 RJ-45 10/100 Mbps. Â» USB 2.0 Port: 3G/3.5G USB modem. Â» Flash Speicher: ...
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