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dynamic handheld microphone - AWS

DYNAMIC HANDHELD MICROPHONE. DESCRIPTION. The D1USB is a universally usable dynamic microphone with. USB connector, which does not require any additional drivers. It has a perfect cardioid pickup pattern and a wide frequency range (50 Hz - 16,000 Hz). Therefore it is usable for almost any sound source. 
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D1USB



DYNAMIC HANDHELD MICROPHONE DESCRIPTION The D1USB is a universally usable dynamic microphone with USB connector, which does not require any additional drivers. It has a perfect cardioid pickup pattern and a wide frequency range (50 Hz - 16,000 Hz). Therefore it is usable for almost any sound source. The clear and natural sound of the D1USB makes it the ideal microphone for use in podcast productions, multimedia presentations and other applications, for example, rehearsal recordings.



BESCHREIBUNG Das D1USB ist ein universell einsetzbares dynamisches Mikrofon mit USB Anschluss, welches keine zusätzliche Treiber benötigt. Durch seine Nieren-Charakteristik und seinen großen Frequenzgang von 50 Hz - 16.000 Hz ist es für nahezu alle Klangquellen einsetzbar. Der klare und natürlicheKlang des D1USB macht es zum idealen Mikrofon für den Einsatz bei Podcast Produktionen, Multimedia Präsentationen und sonstige Anwendungen wie z.B. Probemitschnitten.



•USB connector for direction connection to computers •No additional drivers required •Compatible with Vista, WIN7 and Mac OSX •Equipped with a high-quality analog/digital converter •Integral audio interface with headphone output •Adjustable headphone output volume



•USB Anschluss für die direkte Verwendung am Computer •Es werden keine zusätzlichen Treiber benötigt •Kompatibel mit Vista, WIN7 und Mac OSX •Verfügt über einen hochwertigen Analog/Digital Konverter •Integriertes Audio-Interface mit Kopfhörerausgang •Lautstärke des Kopfhörerausgangs regelbar



SPECIFICATIONS Capsule type: Polar Pattern: Frequency response: Rated impedance: Connector: Phones out: Dimensions (L x ø): Weight: Accessories:



Dynamic microphone Cardioid 50 - 16000 Hz 600 Ω XLR and USB 3,5 mm jack stereo 195 x 48 mm 435g Bag, clamp, USB cable 3m, tripod stand



Adam Hall GmbH · Daimlerstr. 9 · 61267 Neu-Anspach Germany Tel.: (+49) 60 81 / 94 19 0 · Fax.: (+49) 60 81 /94 19 1000 · e-mail: [email protected]
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DYNAMIC HANDHELD MICropHoNE AWS 

DYNAMIC HANDHELD MICropHoNE. DESCRIPTION. The D1105 is our dynamic handheld microphone with a hypercardioid polar pattern, for demanding soloists. The at- tractive design, switch recessed in the shaft, sturdy headgril- le, excellent frequency respons
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DYNAMIC HANDHELD MICROPHONE 

This professional vocal microphone is unrivalled in its price class and need not shy any comparison, even with much ... its polar pattern provides optimal feedback cancellation. The surface of the D1020 is specially coated so that it ... Accessories:
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dynamic vocal microphone AWS 

Capsule type: Dynamic microphone. Polar Pattern: Cardioid. Frequency response: 80 - 15000 Hz. Rated impedance: 500 Î© +/- 30% @ 1kHz. Max. SPL: 145 dB. Connector: 3-Pin XLR. Dimensions: 50 x 169 mm. Weight: 245g. Accessories: 4.5m cable included. BES
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condenser microphone - AWS 

9 61267 Neu-Anspach Germany. Tel.: (+49) 60 81 / 94 19 0 Fax.: (+49) 60 ... t 4FOTJUJWJUZ E#7 QB : - 39 dB + / - 2 dB (0 dB = 1 V / Pa at 1 kHz) t 3ated Impedance: < 200 ohms t .BY. SPL: 134 dB t Power Requirement: 48 V phantom power supply t $POOFDU
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condenser vocal microphone AWS 

DESCRIPTION. The D1011 is a versatile supercardioid back-electret condenser microphone featuring super electroacoustic characteristics and an anti-roll design. This microphone is ideal for live miking and instrument amplification. Its low handling no
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DYNAMIC 

unserem Beruf zu machen irgendwann im Leben getroffen werden. GefÃ¼hlt haben wir es ja ... Wir begleiten unsere Mitmenschen mit Melodien und Rhythmen jeglicher Art und das ... â€žMusik ist KreativitÃ¤tâ€¦ und diese wohnt in meinem Herzen!â€œ ...
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microphone for instrument miking AWS 

Cardioid. Frequency response: 50 - 16500 Hz. Rated impedance: 600 Î©. Max. SPL: 145 dB. Connector: 3-Pin XLR. Dimensions: 31 x 155 mm. Weight: 250g. Adam Hall GmbH Â· Daimlerstr. 9 Â· 61267 Neu-Anspach Germany. Tel.: (+49) 60 81 / 94 19 0 Â· Fax.: (+
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Dynamic 115 

Anlaufventil starting valve soupape de démarrage ... LR 20x25x12,5. 17 x 1,5-90 NBR ... noch Dichtsatz / still seal kit / encore sceller kit : 1.8.4. 1.10. 1.11. 1.9.5.
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microphone screen 

3/8â€œ and 5/8â€œ thread adapter for stands and microphone holders ... robusta y con materiales acÃºsticos de alta calidad, el filtro se puede instalar en cualquier soporte convencional de ... Dimensiones (An x Al x F): 50,40 x 30,60 x 27,00 cm.
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pan05 â€“ microphone merger AWS 

Sie das GerÃ¤t nicht mit brennbaren Materialien, FlÃ¼ssigkeiten oder Gasen in BerÃ¼hrung. 12. Sorgen Sie dafÃ¼r, dass kein Tropf- oder Spritzwasser in das GerÃ¤t eindringen kann. Stellen Sie keine mit FlÃ¼ssigkeit gefÃ¼llten BehÃ¤ltnisse wie Vasen od
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handheld digital microscope 

Vista OSs when plugged in the message may say “Installing Device Driver. Software” ... Never point the microscope toward
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handheld digital microscope 

click on “Setup” (InstallShield Setup Launcher). • InstallShield Wizard will appear. Next, select the default choices,.
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Handheld Game Player 

Merci d'avoir acheté la console de jeux portative "I am game"! Ce qui suit est une brève description des touches et comm
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microphone - Chandler Limited 

Continuing in the rich tradition of innovation at EMI, dating back to the early 1930s with Alan ... 'DRIVE', Cardioid/Omni patterns, 10db Pad, and Phase. Continu-.
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Dynamic mic switcher 

Your Palmer product was developed and manufactured with high quality materials and components wich can be recycled and/or reused. This symbol indicates that electrical and electronic equip- ment must be disposed of separately from normal waste at the
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prmms8 â€“ 8-channel microphone splitter AWS 

doubles the number of outputs for a single input or lets you merge the channel pairs' input signals into a single output signal, e.g. for mono summing stereo signals. 3 CHANNEL OUTPUTS. The LINK OUT delivers the respective channel's direct input sign
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PB-250 Handheld Blower 

30 jun. 2010 - Handheld Blower / Sopladora. REVISED 06/30/10. 13. 1. 2. 3. 5. 6. 7. 8. 9 .... 7. 8. 9. 10. 11. Fuel Syst
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LG Xenon Microphone Replacement 

06.09.2017 - Once all six screws are removed, use the plastic opening tool to carefully pry apart the inner back case. Push the plastic tool underneath the ...
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44801 Handheld Illuminated Magnifier 

Para encender la luz LED, empuje el pequeÃ±o interruptor ... dentro con el sÃmbolo â€œ+â€� hacia arriba. ... interruttore, e per spegnerla spingerlo verso l'alto.
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Motorola C350 Microphone Replacement 

Motorola C350 Microphone Replacement. Use this guide to replace the microphone in your Motorola C350. Escrito por: Vince










 


[image: alt]





microphone - Chandler Limited 

For more information, visit www.chandlerlimited.com. Â© 2017 Chandler Limited, Inc. All Rights Reserved. REDDMIC_FS_031917. Abbey Road Studios, EMI, ...
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Dynamic Vector Clocks for Consistent Ordering of Events in Dynamic 

A large number of tasks in distributed systems can be traced down to the fundamental problem of attaining a consistent global view on a distributed computation. This problem is commonly solved by appliance of vector clocks as a means of tracing causa
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lcd handheld digital microscope 

TM & © 2014 Cosmos Studios, Inc. All rights reserved. ...... (12) disponibile sul retro del microscopio, mentre quel
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CF Modular Dynamic - 79457 

Grand Rapids, MI 49501. U.S.A.. Printed in U.S.A.. Â®. Page 1 of 10. 79457 Rev E. CF450MDDP. CF500MDDP. CF600MDDP. CF800
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