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Einbauanleitung - Installation guide - Instructions de ... - Graupner

main gear in a helicopter model. Attach at least two magnets, in order to avoid imbalance. Note: The magnets are color coded on one side. This side should ... 
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Einbauanleitung - Installation guide - Instructions de montage 33616 RPM Magnet Sensor EINBAU DES SENSORS IM MODELL Die beiliegenden Magnete müssen im gleichmäßigen Abstand an eine geeignete Stelle der zu messenden Welle - z.B. Hauptzahnrad bei einem Helikoptermodell - befestigt werden. Befestigen Sie mindestens zwei Magnete, um eine Unwucht zu vermeiden. Beachte: die Magnete sind auf einer Seite farbig markiert. Diese Seite muss vom Sensor weg zeigen! Befestigen Sie den Sensor so nah wie möglich an den Magneten, der maximale Abstand darf 5 mm nicht überschreiten. Abschließend muss im User-Setup des General-Air (#33611) bzw. General-Engine Moduls (#33610) die Anzahl der Magnete eingestellt werden, damit die Drehzahl korrekt angezeigt wird. Lesen Sie dazu die Bedienungsanleitung Ihres General-Moduls.



MOUNTING THE SENSOR IN THE MODEL The magnets must be fitted in equal distance to a suitable point of the drive shaft to be measured, eg. the main gear in a helicopter model. Attach at least two magnets, in order to avoid imbalance. Note: The magnets are color coded on one side. This side should show off the sensor! Mount the sensor as close as possible to the magnets, the maximum distance should not exceed 5 mm. Now the number of magnets must be adjusted in the User Setup of the General-Air (# 33611) or General -Engine module (# 33610) so that the revs are displayed correctly. Therefore read the manual for your General module.



MONTAGE DU COMPTE-TOUR DANS LE MODÈLE Les aimants joints doivent être fixés, à distance égale, à un endroit approprié de l‘arbre dont on veut relever la vitesse de rotation, par exemple la couronne principale, dans le cas d‘un hélicoptère. Fixez au moins deux aimants pour éviter tout balourd. Attention: les aimants sont marqués d‘une couleur sur une face. Ce coté ne doit pas être face au capteur! Fixez le capteur le plus près possible des aimants, l‘écart maximal ne doit pas dépasser 5 mm. Par la suite, dans le Setup-User du module General-Air (#33611) ou du module General-Engine (#33610), il faudra enregistrer le nombre d‘aimants pour que l‘indication de la vitesse de rotation soit correcte. A ce sujet, consultez la notice de votre module General.
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KG â€“ Postfach 1242 â€“ 73230 Kirchheim/Teck â€“ www.graupner.de. Einbauanleitung - Installation guide - Instructions de montage. 33622 RPM BL Phasensensor.
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Einbauanleitung - Installation guide - Instructions de montage 1 3 2 

Einbauanleitung - Installation guide - Instructions de montage. 33621 RPM Optokoppler fÃ¼r elektronische ZÃ¼ndungen. RPM opto-coupler for electronic. ignitions.
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Installation Instructions Guide - Datatail 

Tournevis Ã  lame plate. â–¡ Scie sauteuse ou scie Ã  guichet. â–¡ Brides de conduit. â–¡ Cisaille de ferblantier. PiÃ¨c
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Installation Instructions Instructions de montage 

In the cabinet base, cut out a ventilation opening that is. 17-23/32 in. ... If the unit doors are too heavy, we cannot
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Installation Instructions Instructions de montage 

Lorsque les câbles de raccord / fiches de l´appareil se trouvent en contact avec la partie arrière d´un autre appa- reil
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Installation Instructions 

Electrical Code or the prevailing local code for this kilowatt ... If you plan to recirculate the air back into the room
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installation instructions 

IMPORTANT: For your safety, read and understand these instructions and the instructions that ship with the 6RLS fixtures
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INSTALLATION INSTRUCTIONS 

Do not clean glass shelves or covers with warm water when they are .... The AutoFill pitcher is designed for hands.free,
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INSTALLATION INSTRUCTIONS 

Make certain that the receptacle is within the reach of the pump's pow er ... la tion does not have such a receptacle, i
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INSTALLATION INSTRUCTIONS 

clogging and seal failures. If a check valve is incorporated in the installation, a vent hole (approx. ... SHIP TO: 3649
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INSTALLATION INSTRUCTIONS 

3/16") must be drilled in the discharge pipe below the check valve and pit cover to purge the unit of trapped air. Trapp
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installation instructions 

According to the state of California (Prop 65), this product contains chemicals known to the state .... be performed by
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Installation Instructions 

requirements of the National Electrical Code or the prevailing local code for this kilowatt rating. The .... cabinetry o
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installation instructions 

piping system by closing its individual manual shut-off valve during any pressure testing of the gas supply piping syste
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Installation Instructions 

Skill level – Installation of this appliance requires basic mechanical and electrical ... alone or above any single elec
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Installation Instructions 

power off at the service panel and lock the service ...... ou scie alternative. Cisailles à étain ...... NOTE: While per
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INSTALLATION INSTRUCTIONS 

READ ALL INSTRUCTIONS BEFORE USING THE APPLIANCE ..... qualified servicer drain the water supply system (on ..... Tighte
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Installation Instructions 

covered under the warranty. .... NOTE: For back exhaust, care should be taken to align exhaust with space between .... R
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Installation Instructions 

covered under the Warranty. •. WARNING. This appliance must be properly grounded. • ATTENTION INSTALLER. ALL COOKTOPS MU
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installation instructions 

Email: [email protected]. Web: www.mustee.com. READ ALL INSTRUCTIONS CAREFULLY AND INSPECT PRODUCT FOR DAMAGE BEFORE START
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Installation Instructions 

888-328-2383. Danze, Inc. reserves the right to make product specification changes and to change or discontinue models w
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installation instructions 

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. Product Services Phone (888) 387-2212. 1300 South Wolf Road • Des Plain
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INSTALLATION INSTRUCTIONS 

... ¾” in order to prevent large solids from entering leeching fields, mound systems, etc. ..... kick back is in the opp
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INSTALLATION INSTRUCTIONS 

auxiliary variable level float switches is the responsibility of the installing party and care should be taken that the
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