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elation tvl1000 ii specification sheet

Heavy Duty Wrap Around Hook Clamp. TVL975. TLV1000 BATTERY. LSF536. Light Shaping Filter 30Â° 20â€� x 24â€� Sheet. LSF537. Light Shaping Filter 20Â° 20â€� x ... 
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TVL1000 II™ SKU# TVL613



The new improved TVL1000 II™ features a low heat, >90CRI, dynamic LED array panel consisting of 200 warm white and 200 cool white LEDs, 30° beam angle, variable manual and DMX controlled color temperature (3,200K - 6,500K) and dimming, adjustable barn doors, magnetic gel/diffuser holder, flicker free operation for broadcast TV and FILM, 3 and 5 pin DMX in/out and linkable power in/out connections, (4) button (2) dial LCD display control panel, 68W max power consumption, a multi-voltage universal auto switching power supply (100-240v), and an optional battery is available. FEATURES



Low Heat, >90CRI, Dynamic LED Array Panel ELATION



(200) Warm White and (200) Cool White LEDs 30° Beam Angle



Adjustable Barn Doors Magentic Gel/Diffuser Holder Manual and DMX Controlled Color Temp and Dimming Flicker Free Operation for Broadcast TV and FILM Multiple Unit Power Linking 68W Max Power Consumption Optional Battery Available



Optional Battery
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I TVL2000 II™ I Product Specification Sheet



Varible Color Temperature (3,200K - 6,500K)



specifications



I ELATION TVL1000 II™ I www.elationlighting.com



PRODUCT SPECIFICATIONS SOURCE (200) Warm White + (200) Cool White LEDs



PHOTOMETRIC DATA WARM WHITE (3200K) 111 FC / 1200 LUX



32 FC / 340 LUX



15 FC / 160 LUX



9 FC / 95 LUX



6 FC / 66 LUX



COOL WHITE (6500K) 143 FC / 1540 LUX



39 FC / 420 LUX



19 FC / 200 LUX



11 FC / 116 LUX



10 FC / 110 LUX



FULL ON (4500-5000K) 204 FC / 2200 LUX



56 FC / 600 LUX



25 FC / 270 LUX



15 FC / 160 LUX



8 FC / 85 LUX



LUX x 0.0929 = FC



30° Beam Angle



PHOTOMETRIC DATA 340 LUX 32 FC @6.6’ (2M) (30° Warm White 3,200K) 420 LUX 39 FC @6.6’ (2M) (30° Cool White 6,500K) 600 LUX 56 FC @6.6’ (2M) (30° Full On 4,500-5,000K) EFFECTS Variable Color Temperature (3,200K - 6,500K) Electronic Dimming (0% - 100%) CONTROL / CONNECTIONS (3) DMX Channel Modes (2 / 2 / 3) Manual and DMX Color Temperature and Dimming (4) Button and (2) Dial Control Panel LCD Menu Display 3pin and 5pin DMX In/Out Power Link Up To (5) Units



0m 1m 0 ft 3.3 ft Min Beam Diameter 30° Beam Angle



2m 6.6 ft



Ø 0.5 m / Ø 1.6 ft



3m 9.8 ft



Ø 1.0 m / Ø 3.3 ft



4m 13.1 ft



Ø 1.6 m / Ø 5.2 ft



5m 16.4 ft Ø 2.1 m / Ø 6.9 ft



Ø 2.6 m / Ø 8.5 ft



DIMENSIONAL DIAGRAMS



SIZE / WEIGHT Length: 15.9” (406mm) Width: 13.7” (350mm) Vertical Height: 4.4” (113mm) Weight: 13.6 lbs. (6.2 kg) ELECTRICAL / THERMAL AC 100-240V - 50/60Hz 68W Max Power Consumption TA: 40°C Max Ambient Temperature INCLUDED ITEMS 90° Dual / Yoke Bracket Power Cable APPROVALS / RATINGS



RoHs



13.7” (350mm)



IP20



C O M P L I A N T



15.9” (406mm)



4.4” (113mm)



OPTIONAL ACCESSORIES ORDER CODE



ITEM



TRIGGER CLAMP



Heavy Duty Wrap Around Hook Clamp



TVL975



TLV1000 BATTERY



LSF536



Light Shaping Filter 30° 20” x 24” Sheet



LSF537



Light Shaping Filter 20° 20” x 22” Sheet



LSF538



Light Shaping Filter 60° x 1° 20” x 24” Sheet



LSF559



Light Shaping Filter 10° 20” x 24” Sheet



ECCOM-10



Power Link Cables



AC3PDMX10PRO



10 ft. (3m) 3pin PRO DMX Cable



AC5PDMX10PRO



10 ft. (3m) 5pin PRO DMX Cable Additional cable lengths available
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ELATION PLATINUM SEVEN Specification Sheet 

power 7 color wash luminaire, featuring (19) 25W multi- ... *LED Life may vary depending on several factors including but not limited to: Environmental.
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elation smarty hybrid specification sheet 070818 

Powerkon in/out connections, full color 180Â° reversible. LCD menu display with battery backup, and a multi- voltage universal auto switching power supply ...
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ELATION MIDICON-2 Specification Sheet 010417 - ProAudio.com 

MIDICON-2â„¢ is a professional USB powered Midi software compatible controller. An updated design from the original. MIDICONâ„¢ controller, the MIDICON-2â„¢ features tactile spring loaded buttons, (1) master and (8) control 100mm faders, (16) playbac
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elation smarty hybrid specification sheet 070818 

DMX, RDM (Remote Device Management), Art-NET, and. sACN protocol support ... LCD menu display with battery backup, and a multi- ... PHOTOMETRIC DATA.
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Specification sheet 

Libertad de movimientos. Al carecer de cables, el X12+™ permite libertad de ... El transmisor digital X12+ y el cable Le
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300 Series Specification Sheet 

115. â€¢ Winkel-Ã–sen passend fÃ¼r HangschlÃ¶sser mit bis zu 12 mm BÃ¼gelstÃ¤rke. â€¢ Aus gehÃ¤rtetem Stahl, 5 mm stark. â€¢ Auch besonders zur Sicherung von.
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300 Series Specification Sheet 

MaÃŸ der AnschraubflÃ¤chen: B: 45 mm, H: 38 mm. 115. â€¢ For padlocks with shackles up to 12 mm. â€¢ Made of 5 mm hardened steel. â€¢ Also ideal for securing roller- ...
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300 Series Specification Sheet 

For padlocks with shackles up to 12 mm. â€¢ Made of 5 mm hardened steel. â€¢ Also ideal for securing roller-shutters. â€¢ Size of fixing bases (per part):. Width: 45 mm ...
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300 Series Specification Sheet 

116/47/13,5. 200/115. 2. 157/47/13,5. 200/155. 2. 100/45/14. 115/100. 6. Ref. Nr. Ref. No. RÃ©fÃ©rence mm. Level. Level. DegrÃ©. 300. â€¢ KorrosionsgeschÃ¼tzt durch.
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300 Series Specification Sheet 

Page 1. 55. 100 / 39 / 9,5. 300/100. 6. 120/46/10,5. 300/120. 6. 140/54/13. 300/140. 6. 76 / 29 / 9,5. 200/75. 2. 97/39/13,5. 200/95. 2. 138/47/13,5. 200/135. 2.
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MS-2D Specification Sheet - Microscan 

USB 2.0, RS-232 Schnittstellen-Optionen. â€¢ Geringe 5V ... MSâ€“2D ENGINE SPECIFICATIONS AND OPTIONS ... 25% (1D symbologies), 35% (2D symbologies).
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ELATION KL FRESNEL 4 Specificaton Sheet 

LED refresh rate frequency and gamma brightness adjustment for flicker free operation ... Low Profile Quick Release Clamp. AC5PDMX5PRO. 5 ft. (1.5m) 5pin ...
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Specification 

1-Â½ â€� SLIP JO IN T EN D O U TLET W ASTE. D ESCRIPTIO N. â€¢ Chrom e Finish. â€¢ End O utlet W aste o W aste Arm o Tailpiece o Tee o (3) Nuts o (3) W ashers. âœ“.
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PPE Specification Labeling Specification Surgicel Original NuKnit ... 

Surgicel Original NuKnit Fibrillar SNoW IFU 2081 2082 2083. 389902R03 San Lorenzo - US / ROW. LAB-0012935 | Rev:4. Relea
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Product Specification - AWS 

25.07.2017 - Eine Kennzeichnung im Sinne der EU- Verordnung EG Nr. 1829/2003 ist nicht notwendig. Das Produkt wurde nicht bestrahlt. Sensorische Eigenschaften. Dimension. Analysekriterium. Wert. Referenzmethode. Aussehen rechteckiger Riegel organolep
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elation smarty hybrid dimensional drawings 

323-582-3322 | 323-832-9142 fax | www.elationlighting.com | [email protected]. Elation Professional B.V. | Junostraat 2 | 6468 EW Kerkrade, The ...
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specification for release - Farnell 

11.10.2004 - 
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GCSE Spanish Specification Specification for first teaching in 2016 

listening, as reading offers more opportunities to slow down, look at unknown items at some leisure and study the ......
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sheets/Cheat Sheet Analysis I und II 
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Spanish Specification - Edexcel - Pearson 

6 dic. 2012 - País de Gales (m). Wales. Reino Unido (m) ... thank you very much por favor please saludos best wishes soc
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Download SPECIFICATION - Agrofog 

Apply i gpuplacrfncm. im Mmm iin-Hhul'Ã®-S m. Whg-wrm) Mmmiiy Ã  pri-Rm. apply IÃœ 5 'Mii per pluim! Maint-lin M1 nnilmu-pwd :lupiplpl uf I'md'l bill in' l5 dlgs u:.
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specification for release 

This electronic component is designed and developed with the intention for use in general electronics equipments. Before incorporating the components into ...
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Product Specification - AWS 

03.08.2017 - rechteckiger Riegel organoleptisch. Farbe creme weiß bis leicht gelblich organoleptisch. Geruch/ Geschmack. Kokos organoleptisch. Vollmilchschokolade organoleptisch. Konsistenz fest organoleptisch. Artikelmaße (90%). Dimension. Analysekr
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GCSE German Specification Specification for first teaching in ... - AQA 

02.08.2016 - A specification designed for you and your students. We've worked with a range of teachers to create this specification. We have focussed on ...
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