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Fast Ethernet Media Converter

Fiber distance support: up to 2 km / 1.24 mi (62.5/125 or 50/125 Âµm cable). Wavelength: 1310 nm. Flow control. Status LEDs for power and Link/TX for both ports. 
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Fast Ethernet Media Converter 10/100Base-TX to 100Base-FX (ST) Multi-Mode, 2 km (1.24 mi) Part No.: 506519



The Intellinet Network Solutions Fast Ethernet Media Converter was specifically designed to offer the network designer a device for migration from copper-based Ethernet to Fiber Ethernet. Now migration or expansion of existing networks can be achieved with minimum cost and complexity. The converter is completely transparent to the network so the network performs exactly the way it did before – only now it can support both copper and fiber mediums.



Expands the Size of an Existing Network Provides fiber connectivity to Ethernet segments, allowing for even further networking expansion between extended workgroups. Also provides building-to-building connectivity without the need for the cost and disruption associated with the installation of additional routers.



Enhances the Distance between Networking Devices Connecting the converter to fiber segments can further extend distances between networking nodes. This can be achieved by direct connection between the converter and a fiber-based node or networking device.



Cabling Flexibility Network managers can install fiber cabling anywhere within a network without changing the For more information on Intellinet products, consult your local dealer or visit www.intelllinet-network.com. All names of products or services mentioned herein are trademarks or registered trademarks of their respective owners. Distribution and reproduction of this document, and use and disclosure of the contents herein, are prohibited unless specifically authorized.



arrangement of copper-based Ethernet. The compact size of the converter allows it to be easily deployed in any narrow desktop location or to be used in a wall-mount installation. Several converters can be simultaneously installed into a 19" rack-mountable chassis.



Features: Data transfer rate: 100 Mbps One 10/100Base-TX RJ45 port, maximum distance 100 m / 300 ft. RJ45 port with Auto MDI/MDI-X support and auto-negotiation One 100Base-FX multi-mode Fiber ST duplex port Fiber distance support: up to 2 km / 1.24 mi (62.5/125 or 50/125 µm cable) Wavelength: 1310 nm Flow control Status LEDs for power and Link/TX for both ports External power adapter, 5 V DC Functions as a stand-alone converter or can be used with the 14-slot media converter chassis, model 507356 Three-Year Warranty



Specifications: Standards • IEEE 802.3 (Twisted Pair Ethernet) • IEEE 802.3u (Twisted Pair/Fiber Optic Fast Ethernet) General • Media support: - 100Base-TX Cat3 or higher UTP/STP RJ45, EIA/TIA 568 - 100Base-FX multi-mode 62.5/125 or 50/125 µm Fiber • Connectors: - One RJ45 port, 100Base-TX - One Fiber ST duplex port, 100Base-FX • Distances: - 2 km / 1.24 mi (62.5/125 or 50/125 µm fiber cable) - 100 m / 300 ft (RJ45 cable) • Wavelength: 1310 nm • Min. TX power: -22 dBm • Max. TX power: -12 dBm • RX sensitivity: -30 dBm • Signal loss: 2 dB/km • Certifications: FCC Class B, CE LEDs • Power For more information on Intellinet products, consult your local dealer or visit www.intelllinet-network.com. All names of products or services mentioned herein are trademarks or registered trademarks of their respective owners. Distribution and reproduction of this document, and use and disclosure of the contents herein, are prohibited unless specifically authorized.



• LINK/ACT for RJ45 port • LINK/ACT for Fiber ST port • 100 Mbps link speed indicator for RJ45 port • Optical signal input LED • Full-/half duplex Power • External power adapter, 5 VDC, 1 A • Power consumption: 2.5 watts (maximum) Environmental • Metal housing • Dimensions: 107 (L) x 70 (W) x 26 (H) mm (4.2 x 2.8 x 1.0 in.) • Weight: 500 g (1.1 lbs.) • Operating temperature: 0 – 70°C (32 – 158°F) • Operating humidity: 10 – 90% RH, non-condensing • Storage temperature: -45 – 80°C (-49 – 176°F) Package Contents • Fast Ethernet Media Converter • External power adapter • User manual



For more information on Intellinet products, consult your local dealer or visit www.intelllinet-network.com. All names of products or services mentioned herein are trademarks or registered trademarks of their respective owners. Distribution and reproduction of this document, and use and disclosure of the contents herein, are prohibited unless specifically authorized.



For more information on Intellinet products, consult your local dealer or visit www.intelllinet-network.com. All names of products or services mentioned herein are trademarks or registered trademarks of their respective owners. Distribution and reproduction of this document, and use and disclosure of the contents herein, are prohibited unless specifically authorized.
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fast ethernet media converter instructions - Intellinet Network 

CONNECTIONS. Twisted Pair – RJ45. Connect the UTP port of the media converter to an RJ45 port on the network; e.g., to a
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fast ethernet media converter instructions - Intellinet Network 

CONNECTIONS. Twisted Pair – RJ45. Connect the UTP port of the media converter to an RJ45 port on the network; e.g., to a
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gigabit ethernet media converter instructions - Intellinet Network 

CONNECTIONS. Twisted Pair – RJ45. Connect the UTP port of the media converter to an RJ45 port on the network; e.g., to a
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100Mbps Fast Ethernet Adapter 

Do not connect the TU2-ET100 until instructed to do so. 2. For Mac OS X (10.4~10.6) instructions, please refer to the User's Guide on the provided CD-ROM. 1.
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Tarjeta PC Fast Ethernet 

La tarjeta soporta 10Base-T Ethernet y 100Base-TX Fast Ethernet. Full Dúplex. Al correr en modo full dúplex, ... LED ver
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Gigabit Ethernet to SFP Media Converter - Intellinet Network 

Specifications: Standards. â€¢ IEEE 802.3 (Twisted Pair Ethernet). â€¢ IEEE 802.3ab (Twisted Pair Gigabit Ethernet). â€¢ IEEE 802.3u (Twisted Pair Fast Ethernet). â€¢ IEEE 802.3z (Fiber Optic Gigabit Ethernet) ... Dimensions: 96 (L) x 70 (W) x 26 (H)
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Gigabit Ethernet to SFP Media Converter Instructions - Intellinet Network 

Plug the power adapter into the 5 V DC input jack on the media converter, then connect it to a regular power outlet. Only use the included power adapter or one ...
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WDM Bi-Directional Ethernet Media Converter ... - Intellinet Network 

converter, then connect it to a regular power outlet. .... RJ45 de la red LAN; Ej., un switch. ... Convertisseur de support Gigabit Ethernet WDM bidirectionnel.
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FAST ETHERNET OFFICE SWITCH INSTRUCTIONS 

Thank you for purchasing the Intellinet Network Solutions Fast Ethernet ... Plug the female end of the power adapter ...
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Fast Ethernet Medienkonverter - Intellinet Network 

Externes Netzteil, 5 V DC. Verwendbar als eigenstÃ¤ndiger Konverter oder mit dem. 14-Slot-MedienkonvertergehÃ¤use, Modell 507356. 3 Jahre Garantie.
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Fast Ethernet Web-Smart Switch 

Six 10/100 Mbps auto-sensing Auto-MDIX RJ-45 ports automatically detecting optimal network speeds ... Metal housing, desktop size. â€¢ Dimensions: 230 (W) x ...
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Fast Ethernet Web-Smart Switch 

Unternehmen entwickelt, die eine Kontrolle Ã¼ber ihr Netzwerk haben wollen, und auf die. Kosten und ... von Port Trunking, VLANs und QoS. INTELLINET ... voll-duplex oder halb-duplex. - Bandbreitenkontrolle. â€¢ Einstellungen fÃ¼r Bandbreitenkontrolle
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100 Fast Ethernet - Intellinet Network 

El Inyector de Corriente Power over Ethernet INTELLINET NETWORK SOLUTIONS permite conectar sus productos compatibles con
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24-Port Fast Ethernet Switch 

IEEE 802.3u (100Base-TX Fast Ethernet). â€¢ IEEE 802.3x (Flow Control and Backpressure). Allgemein. â€¢ UnterstÃ¼tzte Medien: - 10Base-T Cat3, 4, 5 UTP/STP RJ- ...
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Switch Inteligente Fast Ethernet 

Soporta protocolo Spanning tree. Control de ancho de banda para todos los puertos con 8 niveles. Control de tormentas de
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Fast Ethernet Medienkonverter - Intellinet Network 

wird lediglich um die UnterstÃ¼tzung von beiden Medien â€“ Kupfer und LWL â€“ erweitert. HÃ¶here Reichweite. Durch die LWL-UnterstÃ¼tzung kÃ¶nnen auch weit ...
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8-Port Fast Ethernet Switch 

Easily add more computers or other Ethernet devices to your home network. The Manhattan 8-Port Fast ... Three-Year Warranty. Specifications: Standards.
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Gigabit PoE+ Media Converter Instructions 

Italiano. Media Converter Gigabit PoE+. Fibra SC/Modulo SFP. 508216 ... forza i dispositivi su un collegamento per verif
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Fast Ethernet Medienkonverter - Intellinet Network Solutions 

zusÃ¤tzliche Access Points sind somit problemlos GebÃ¤ude-zu-GebÃ¤ude-Verbindungen mÃ¶glich. FlexibilitÃ¤t bei der Verkabelung. Durch seine kompakte Bauform kann dieser Konverter sowohl in Desktop-Anwendungen mit begrenztem Platz als auch in Wandvert
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Fast Ethernet Web-Smart Switch - Intellinet Network 

FÃ¼llen Sie die LÃ¼cke zwischen nicht einstellbaren und voll managebaren Switchen. Der INTELLINET NETWORK SOLUTIONS Web-Smart Switch wurde fÃ¼r wachsende Unternehmen ent- wickelt, die eine Kontrolle Ã¼ber ihr Netzwerk haben wollen, und auf die Kosten
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fast ethernet pci network cardinstructions - Intellinet Network 

Setup for Windows XP, Vista, 7, 8, 8.1. At startup ... with Windows Explorer and double-click “autorun.exe.” 4 Select ..
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Convertidor de Medios Fast Ethernet - Intellinet Network 

Todos los productos o servicios mencionados son marcas registradas de sus respectivos fabricantes. La distribución y rep
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Fast Ethernet WDM bidirektionaler Singlemode ... - Intellinet Network 

Die WDM-Technologie (Wavelength Division Multiplexing) in diesem Konvertermodell nutzt nur eine Faser fÃ¼r. DatenÃ¼bertragung und ... 3 Jahre Garantie.
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Switch de Oficina Fast Ethernet - Intellinet Network 

Memoria búfer de 320 kBytes. Incluye montaje para rack de 19" ... Alimentación interna: 100 a 240 V AC, 50/ 60 Hz. • Con
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