






[image: ]


















	 Zuhause
	 Dokument hinzufügen
	 Anmelden
	 Ein Konto erstellen
	 PNG-Bilder









































Fitting Instructions - R&G

Goods must be in re-sellable condition, in the opinion of R&G. Racing. All returns are subject to a 25% restocking and handling fee (25% of the gross value exc. 
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Fitting Instructions for RAD0172BK Radiator Guard DUCATI MONSTER 1200 ’14-



In This Kit There Should Be 1x Radiator Guard (RAD0172BK) 2x 100mm Lengths of self-adhesive Foam



Picture 1



Picture 2
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Picture 3



Picture 4



Picture 5



Picture 6



Picture 7



Picture 8
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Picture 9



Picture 10



Picture 11



Picture 12



TOOLS REQUIRED 



Socket set to include 4mm A/F socket & wrench.



FITTING INSTRUCTIONS 



To fit the radiator guard to the bike cut the foam strip provided into 10mm wide pieces and stick them to the back of the radiator guard frame, so that they sit between the radiator guard and the radiator.  Remove the three 4mm A/F bolts on the right side of the bike that secure the plastic cowl in place on the back of the radiator, as shown in picture 1.  Remove the plastic cowl from the radiator, as shown in picture 2.  On the left side of the bike, remove the radiator cap and pull the rubber cover over the neck of the radiator filler, as shown in pictures 3 & 4.  Remove the three 4mm A/F bolts that secure the plastic cowl in place on the back of the radiator, as shown in picture 5. R&G Racing Unit 1, Shelley’s Lane, East Worldham, Alton, Hampshire, GU34 3AQ Tel: +44 (0)1420 89007 Fax: +44 (0)1420 87301 www.rg-racing.com Email: [email protected]



   











  



This plastic cowl cannot be fully removed from the bike, just pulled clear to gain access to the two side bolts on the radiator, as shown in picture 6. Remove the two bolts on both sides of the radiator that secure the plastic radiator surround to the radiator, as shown in pictures 6 & 7. Remove the remaining bolt that secures the plastic radiator surround in place that is located under the headstock, as shown in picture 8, before removing the plastic surround from the bike. Offer the R&G Radiator Guard roughly into place and locate one of the OEM bolts through a mounting hole on the left side of the bike and tighten a few turns in the side of the radiator as shown in picture 9. This is to hold the radiator guard loosely in place whilst fitting the plastic surround onto the other side of the bike. On the right side of the bike, the radiator guard mounts should align roughly with the mounting holes on the side of the radiator. Offer the plastic radiator surround back into position ensuring the side mounts sit over the top of the radiator guard mounts, before refitting the OEM bolts through the plastic surround, then through the radiator guard mounts and tighten into the radiator, as shown in pictures 10 & 11. On the left side of the bike, remove the previously fitted loose bolt, allow the plastic surround to sit back against the radiator, ensure all the holes align and re-fit the two OEM bolts through the radiator surround, then through the radiator guard and tighten into the side of the radiator, as shown in picture 12. Re-fit the OEM bolt that secures the centre of the radiator guard in place under the headstock, before checking the radiator guard and surround are correctly mounted and tighten all five bolts. Re-fit the radiator plastic cowls on both sides of the bike and tighten the three bolts on both sides. Re-fit the rubber cover onto the radiator filler neck before re-fitting the radiator filler cap. ISSUE 1 11/04/2014



(AR)



Digital copies of these instructions are available to download from www.rg-racing.com CONSUMER NOTICE The catalogue description and any exhibition of samples are only broad indications of the Products and R&G may make design changes which do not diminish their performance or visual appeal and supplying them in such state shall conform to the order. The Buyer acknowledges no representation or warranty (other than as to title) has been given or will apply to the Products other than those in R&G’s order or confirmation and the Buyer confirms it has chosen the Products as being of merchantable quality and suitable for its particular purposes. Where R&G fits the Products or undertakes other services it shall exercise reasonable skill and care and rectify any fault free of charge unless the workmanship has been disturbed. The Buyer is responsible for ensuring that the warranty on the motorcycle is not affected by the fitting of the Products. On return of any defective Products R&G shall at its option either supply a replacement or refund the purchase money but shall not be liable if the Products have been modified or used or maintained otherwise than in accordance with R&G’s or manufacturer’s instructions and good engineering practice or if the defect arises from accident or neglect. Other than identified above and subject to R&G not limiting its liability for causing death and personal injury, it shall not be liable for indirect or consequential loss and otherwise its liability shall be limited to the amounts paid by the Buyer for the Products or the fitting or service concerned. These terms do not affect the Buyer’s statutory rights.



R&G RACING RETURNS POLICY (NON-FAULTY GOODS) Returns must be pre-authorised (if not pre-authorised the return will be rejected). Goods may only be returned direct to us if they were purchased direct from us (customer must prove if necessary). Otherwise to be returned to original vendor. Goods must be in re-sellable condition, in the opinion of R&G Racing. All returns are subject to a 25% restocking and handling fee (25% of the gross value exc. P&P – at the prevailing price at time of purchase). The customer must pay any and all carriage charges. No returns of discontinued products, unless within 14 days of purchase. This policy does not affect your statutory rights and does not refer to faulty goods.
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Instructions de montage RAD0172BK Grille de protection radiateur DUCATI MONSTER 1200 ’14-



Le kit doit contenir : 1x Grille de protection radiateur (RAD0172BK) 2x 100mm Longueurs de mousse autocollante



Photo 1



Photo 2
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Photo 3



Photo 4



Photo 5



Photo 6



Photo 7



Photo 8
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Photo 9



Photo 10



Photo 11



Photo 12 Outils requis 



Clé à douille 4mm.



Instructions de montage: 



   



Pour monter la grille de protection radiateur sur la moto, couper la mousse fournie en bandeaux de 10mm de large et collez les au bas du cadre de grille de protection radiateur, de façon à ce qu’ils se placent entre la grille de protection radiateur et la radiateur. Enlever les 3 boulons 4mm du coté droit de la moto qui fixent la corne plastique au bas du radiateur (photo 1). Enlever la corne plastique du radiateur (photo 2). Du coté gauche de la moto, enlever le capuchon radiateur et tirer le couvercle de caoutchouc et tirez le couvercle de caoutchouc sur le cou du remplisseur de radiateur (photos 3 & 4). Enlever les 3 boulons 4mm qui fixent le corne en place sur le bas du radiateur (photo 5).
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Cette corne ne peut pas s’enlever complètement de la moto, tirez juste pour libérer l’accès aux boulons des 2 cotés du radiateur (photo 6). Enlever les 2 boulons des 2 cotés du radiateur qui fixent le contour plastique du radiateur(photos 6 & 7). Enlever le boulon restant qui fixe le contour de radiateur en place, placé sous la tête (photo 8) avant d’enlever le contour en plastique de la moto. Mettre la grille de protection radiateur R&G en place et placer un des boulons d’origine à travers un trou de fixation sur coté gauche de la moto et serrer du coté du radiateur (photo 9). C’est pour tenir la grille de protection radiateur en place tout en installant le contour plastique de l’autre coté de la moto. Du coté droit de la moto, les supports de la grille de protection radiateur doivent rigoureusement s’aligner avec les trous de fixation sur le bord du radiateur. Remettre le contour plastique de radiateur en position en veillant à ce que le supports latéraux se placent sur les supports de la grille de protection radiateur, avant de remettre les boulonts d’origine à travers le contour plastic, puis à travers les supports de grille de protection radiateur. Ensuite, serrez dans le radiateur (10 & 11). Du coté gauche de la moto, enlever le boulon précédemment monté, pour permettre au contour plastic de se place contre le radiateur, en veillant à ce que tous les boulons s’alignent puis remettre les 2 boulons d’origine à travers le contour radiateur, et la grille de protection radiateur. Serrer dans le radiateur (photo 12). Remettre le boulon d’origine qui fixe le centre de la grille de protection radiateur en place sous la tête, avant de vérifier que la grille de protection radiateur et le contour soient correctement montés, puis serrer les 5 boulons. Remettre les cornes de radiateur plastique des 2 cotés de la moto puis serrer les 3 boulons des 2 cotés. Remettre le couvercle de caoutchouc sur le cou remplisseur de radiateur avant de remettre le capuchon de remplissage d’huile. ISSUE 1 11/04/2014 (AR)



Ces instructions de montage sont disponibles sur www.rg-racing.com CONSUMER NOTICE The catalogue description and any exhibition of samples are only broad indications of the Products and R&G may make design changes which do not diminish their performance or visual appeal and supplying them in such state shall conform to the order. The Buyer acknowledges no representation or warranty (other than as to title) has been given or will apply to the Products other than those in R&G’s order or confirmation and the Buyer confirms it has chosen the Products as being of merchantable quality and suitable for its particular purposes. Where R&G fits the Products or undertakes other services it shall exercise reasonable skill and care and rectify any fault free of charge unless the workmanship has been disturbed. The Buyer is responsible for ensuring that the warranty on the motorcycle is not affected by the fitting of the Products. On return of any defective Products R&G shall at its option either supply a replacement or refund the purchase money but shall not be liable if the Products have been modified or used or maintained otherwise than in accordance with R&G’s or manufacturer’s instructions and good engineering practice or if the defect arises from accident or neglect. Other than identified above and subject to R&G not limiting its liability for causing death and personal injury, it shall not be liable for indirect or consequential loss and otherwise its liability shall be limited to the amounts paid by the Buyer for the Products or the fitting or service concerned. These terms do not affect the Buyer’s statutory rights.



R&G RACING RETURNS POLICY (NON-FAULTY GOODS) Returns must be pre-authorised (if not pre-authorised the return will be rejected). Goods may only be returned direct to us if they were purchased direct from us (customer must prove if necessary). Otherwise to be returned to original vendor. Goods must be in re-sellable condition, in the opinion of R&G Racing. All returns are subject to a 25% restocking and handling fee (25% of the gross value exc. P&P – at the prevailing price at time of purchase). The customer must pay any and all carriage charges. No returns of discontinued products, unless within 14 days of purchase. This policy does not affect your statutory rights and does not refer to faulty goods.
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Montageanleitung für RAD0172BK Kühlerschutz DUCATI MONSTER 1200 ’14-



Dieser Kit enthält: 1x Kühlerschutz (RAD0172BK) 2x 100mm selbstklebende Schaumstoffstreifen



Abbildung 1



Abbildung 2



R&G Racing Unit 1, Shelley’s Lane, East Worldham, Alton, Hampshire, GU34 3AQ Tel: +44 (0)1420 89007 Fax: +44 (0)1420 87301 www.rg-racing.com Email: [email protected]



Abbildung 3



Abbildung 4



Abbildung 5



Abbildung 6



Abbildung 7



Abbildung 8
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Abbildung 9



Abbildung 10



Abbildung 11



Abbildung 12



SIE BENÖTIGEN FOLGENDES WERKZEUG: 



Steckschlüsselsatz inkl. 4mm Steckschlüssel



MONTAGEANLEITUNG    



Um den Kühlerschutz am Motorrad zu montieren, schneiden Sie zuerst die mitgelieferten Schaumstoffstreifen in 10 mm breite Streifen und kleben Sie diese auf der Rückseite des Kühlerschutzrahmens, so dass sie zwischen dem Kühlerschutz und dem Kühler angebracht sind. Entfernen Sie die drei 4mm Schrauben auf der rechten Seite des Motorrades, die die PlastikVerkleidung am Kühler hinten befestigen – siehe Abbildung 1. Entfernen Sie die Plastikverkleidung am Kühler – siehe Abbildung 2. Auf der linken Seite des Motorrades, entfernen Sie den Kühlerdeckel und ziehen Sie die Plastikabdeckung über den Hals des Kühlerverschlusses – siehe Abbildungen 3 & 4.
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Entfernen Sie die drei 4mm Schrauben, die die Plastikverkleidung am Kühler hinten befestigen – siehe Abbildung 5. Diese Plastikverkleidung kann nicht komplett entfernt werden – sie kann nur etwas vom Motorrad weggezogen werden, um Zugang zu den zwei Schrauben an der Seite des Kühlers zu ermöglichen – siehe Abbildung 6. Entfernen Sie die zwei Schrauben an beiden Seiten des Kühlers, die die Plastikverkleidung um den Kühler befestigen – siehe Abbildungen 6 & 7. Entfernen Sie die übrige Schraube, die unter dem Steuerkopf positioniert ist und die PlastikVerkleidung um den Kühler befestigt, bevor Sie sie Plastikverkleidung vom Motorrad entfernen siehe Abbildung 8. Den R&G Kühlerschutz in Position fixieren und eine der Originalschrauben durch die Montageöffnung auf der linken Seite des Motorrades einführen und an der Seite des Kühlers mit der Hand eindrehen (nur ein paar Drehungen) – siehe Abbildung 9. Der Kühlerschutz wird somit leicht in Position gehalten, während die Plastikverkleidung auf der anderen Seite des Motorrades montiert wird. Auf der rechten Seite des Motorrades sollen die Halterungen für den Kühlerschutz mit den Montageöffnungen an der Seite des Kühlers bündig sein. Die Plastikverkleidung (um den Kühler) wieder in Position anbringen – bitte darauf achten, dass die Seitenhalterungen über den Kühlerschutzhalterungen liegen, bevor Sie die Originalschrauben durch die Plastikverkleidung, dann durch die Kühlerschutzhalterungen und anschließend am Kühler befestigen – siehe Abbildungen 10 & 11. An der linken Seite des Motorrades die zuvor lose angebrachte Schraube entfernen und die Plastikverkleidung nach hinten am Kühler anliegen lassen. Überprüfen Sie, dass alle Öffnungen bündig sind, dann die zwei Originalschrauben durch die Verkleidung (Verkleidung um den Kühler) und durch den Kühlerschutz einführen und anschließend an der Seite des Kühlers befestigen, wie in Abbildung 12 abgebildet. Montieren Sie die Originalschraube, die die Mitte des Kühlerschutzes in Position unter dem Steuerkopf befestigt. Danach überprüfen Sie, dass der Kühlerschutz und die Verkleidung korrekt montiert sind, dann ziehen Sie die fünf Schrauben fest. Montieren Sie die Kühlerverkleidungen an beiden Seiten des Motorrades und ziehen Sie die drei Schrauben an beiden Seiten des Motorrades fest. Montieren Sie die Plastikabdeckung am Hals des Kühlerverschlusses bevor Sie den Kühlerdeckel wieder montieren.



AUSGABE 1 11/04/2014 (AR)



Eine digitale Version dieser Montageanleitung kann auf folgender Seite heruntergeladen werden: www.rg-racing.com
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fitting instructions 

... Shelley's Lane, East Worldham, Alton, Hampshire, GU34 3AQ. Tel: +44 (0)1420 89007 Fax: +44 (0)1420 87301 www.rg-racing.com Email: [email protected]. FITTING INSTRUCTIONS FOR CG0006 CHAIN GUARD. DUCATI 899 PANIGALE '13-. THIS KIT CONTAINS THE ITE
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Fitting Instructions AWS 

Issue 1 26/05/2011 NSY. Instructions de montage. RAD0106BK/TI Protection radiateur. Protection radiateur BLACK/TITANIUM - SUZUKI GSR 750 2011. LE KIT CONTIENT LES PRODUITS SUIVANTS. 1x Protection radiateur. 2x 100mm Longueur de mousse. â–« Pour insta
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fitting instructions - R&G 

Set of metric Allen keys to include 4 and 6mm A/F size. .... Pull the indicator and wiring through the rubber grommet as shown in picture 20. ... changes which do not diminish their performance or visual appeal and supplying them in such state ...
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fitting instructions 

Ate la parte trasera de la tira justo por encima de la rodilla, asegurándose de que la parte de la pantorrilla se separe
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fitting instructions - R&G 

To fit the R&G tail tidy, remove the pillion seat using the key. ... If fitting R&G mini indicators (R&G product code RG371=LED or RG372 = Aero LED) .... changes which do not diminish their performance or visual appeal and supplying them in ...
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Back Support Fitting Instructions 

3 Fije ambas partes de velcro (por el aro). 2 Tire firmemente la parte izquierda encima del abdomen. 1 Coloque el soport
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fitting instructions 

anliegt. Die Schlinge ist sowohl für den rechten als auch den linken Arm geeignet. Den verstellbaren Riemen um. Hals und
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Fitting Instructions AWS 

1x Replacement engine bar (EB086=M12x410mm long). â€¢. 1x Upper left hand side spacer (S0279=53mm long). â€¢. 1x Upper right hand side spacer (S0997=83mm long). â€¢. 4x Lower left and right hand side spacers (S0050=7mm long). â€¢. 4x M10x1.5x60mm lon
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Fitting Instructions - Eiweiss-Raceparts 

Tel: +44 (0)1420 89007 Fax: +44 (0)1420 87301 www.rg-racing.com Email: .... subject to R&G not limiting its liability for causing death and personal injury, ...
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fitting instructions for r1 2000 

diminish their performance or visual appeal and supplying them in such state shall conform to the order. ... Enlever les 2 boulons qui fixent le siÃ¨ge principal.










 


[image: alt]





fitting instructions cp0298 - R&G 

Where R&G fits the Products or undertakes other services it shall exercise reasonable skill and care and rectify any fault free of charge unless the workmanship has been disturbed. The Buyer is responsible for ensuring that the warranty on the motorc
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Rhino-Rack - Fitting Instructions - Roof Racks - RTS510 

Maximum carrying capacity: 100kg. Recommendations: It is essential that all bolt connections be checked after driving a short distance when you first install your ...
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fitting instructions for r1 2000 AWS 

Unit 5K, Blacknest Industrial Park, Blacknest Road, Alton, Hampshire, GU34 4PX. Tel: +44 (0)870 220 6380 Fax: +44 (0)1420 521101 www.rg-racing.com Email: [email protected]. FITTING INSTRUCTIONS FOR FP0038BK FORK PROTECTORS. HUSQVARNA SMR 450/510, SM
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LP0257 Page | 1 FITTING INSTRUCTIONS FOR ... - FORBIKES 

FAILURE TO CHECK THIS COULD RESULT IN SERIOUS INJURY. â€¢ Depending on local laws, attach enclosed reflector (item 14) in an appropriate location.
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fitting instructions for r1 2000 - R&G 

correspond to which side of the bike and remove the indicators. ... the right side should use the indicator with the blue connector and the left side the orange ...
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FITTING INSTRUCTIONS Handguard Hardware for ... - RevZilla 

Raccomandiamo un prodotto liquido per serrare la filettatura di media potenza per tutti i bulloni. Dopo i primi 50km di
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AGI:965358_MGA REV#:4 PA:rg/rg/rg/rg/rg Pool id ... - Akamaihd.net 

Sitzstangen kannst du im Gestaltungs-Modus kaufen oder durch den ... Im goldenen Bereich der Anzeige gibt es eine â€žÃœberredenâ€œ- und eine â€žVerhÃ¶renâ€œ-Option.
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fitting instructions for r1 2000 

TB0159 Part 1) using the three M6 x 6mm long button head bolts (item 15), as shown in ... CON0027's (item 6) and fit to the bullet connectors on each indicator.
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fitting instructions for r1 2000 

ITEM 9= BAG OF ELECTRICAL CONNECTORS, NUTS AND WASHERS ... UNCLIP ALARM FROM ITS MOUNTING BRACKET (DO NOT UNPLUG) AND REST.
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RG 2018 156 KW150918 
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ProPress® Fitting System AWS 

The audible alarm should beep once and all three light emitting diodes (LED's) will blink once. Then, the green LED shou
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1 FITTING INSTRUCTIONS FOR LP0158 LICENCE PLATE ... - R&G 

R&G shall at its option either supply a replacement or refund the purchase .... DIE UNTEN ABGEBILDETEN TEILE DIENEN LEDIGLICH ZUR ERKLÄRUNG. 2. 3.
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RG-100 - SLIDEBLAST.COM 

RG-100. RG-100. No. on drawing. Item No. Description. Beskrivning. Pcs. 10. 83038 ... BALL BEARING 6203-2RS. KULLAGER ... BALL BEARING COVER.
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Rg n fucior, frlinistsria.f 

amb¡ental, asum¡endo la rectoría con respecto a ella;. Que, a través de la Ley N" 27658, Ley Marco de Modemización de la
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