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Fixed Clip Technical Data Sheet Fixed Clip

32mm: Art. Nr.: PHE15032PL. • 38mm: Art. Nr.: PHE15038PL. • 50mm: Art. Nr.: PHE15050PL. Fixed Clip Plus. Adhesion width 40mm. H a fth ö h e. 30,00. 20,00. 
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Technical Data Sheet Fixed Clip
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Fixed Clip
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Hafthöhe



-Material: stainless steel V2A 1.4301 -Sheet thickness: 0,4 mm -VPE: 500 pcs 400 pcs (50mm) ,0 4
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-Available in the following adhesion heights:
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Adhesion width 30mm 4 



• 25mm: Art. Nr.: PHE15525 3 2 • 28mm: Art. Nr.: PHE15528 • 30mm: Art. Nr.: PHE15530 • 32mm: Art. Nr.: PHE15532 • 38mm: Art. Nr.: PHE15538 • 50mm: Art. Nr.: PHE15550



Adhesion width 40mm 



• 25mm: Art. Nr.: PHE15025 • 28mm: Art. Nr.: PHE15028 • 30mm: Art. Nr.: PHE15030 • 32mm: Art. Nr.: PHE15032 • 38mm: Art. Nr.: PHE15038 • 50mm: Art. Nr.: PHE15050 Gezeichnet



Datum 08.03.2017



Name Marvin Kiesel
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Material: Edelstahl 1.4301



Kontrolliert Norm



6



Fixed Clip Plus 4 Adhesion width 40mm 
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DIN 6930-2
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DB-Festpunkthafte



• 25mm: Art. Nr.:2 PHE15025PL • 28mm: Art. Nr.: PHE15028PL • 30mm: Art. Nr.: PHE15030PL • 32mm: Art. Nr.: PHE15032PL • 38mm: Art. Nr.: PHE15038PL • 50mm: Art. Nr.: PHE15050PL
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Application: Metal roofs and facades are exposed to external environmental influences such as wind and temperature-induced length expansions. To avoid damage a correct positioning of the fixed and sliding clips is required. The laying arrangement of the sliding clips is dependent on the roof inclination and must be taken from the plumbing/tinsmith rules and regulations of the ZVSHK. Note: In all cases the technical regulations (of the respective countries), legal regulations (of the respective countries), statics and local conditions must be observed! Gezeichnet
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Technical Data Sheet Fixed Clip
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Die Festpunkthafte ist einfach im vorprofilierten Falz einzuhängen und ermöglicht das Einlegen von Dichtbändern



D



Spezielle Prägung für Senkkopfschrauben (Festpunkthafte Plus) Abgerundete Ecken C



Leichte Abkantung am Fußende, um ein Aufstellen der Ecken zu verhindern und die Stabilität der Hafte zu erhöhen



Quality: All fixed clips are industrially produced with stamping and bending machines. Internal quality controls ensure a consistently high quality of fastening elements. Extraction values: The extraction values of the fixed clips depend on the quality of the roof substructure and the fasteners used. For the clips extraction values of 600N (60kg) can be assumed. However, the maximum clip distance must not exceed 500mm. Gezeichnet
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Fasteners: 6 5 4 3 2 The following fastening materials must be used for mounting the fixed clip:
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•Grooved nails made of stainless steel according to DIN 1052 and according to load capacity class 3/C ≥ 2.5 x 25mm •Countersunk head screws in stainless steel 4.0 x 25 or 4.0 x 30mm with lead covers Installation: Careful assembly of the individual clips is indispensable. Nails, screws, etc. which are protruding from the surface, should be reworked as this could lead to injuries to the roof skin. When using countersunk head screws as fasteners, we recommend using the Fixed Clip Plus with countersunk holes.
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Falsch wrong
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Technical Data Sheet Fixed Clip Roof substructure: The roof skin and its fastening can only withstand the stresses the roof substructure can withstand. Before applying the fastening, the structure of the substructure must be checked for the required quality and strength. The required nominal thickness of the formwork for roofing is at least 24mm (22mm for wood-based panels) at the time of installation. Use: The fixed clips prevent the sheet metal roof from slipping off. The number of fixed clips used must be adapted to the weight of the roof, the inclination of the roof and additional superstructures such as snow retention systems and solar systems. For high snow and wind loads such as in the alpine area or near the coast, it is recommended to use clips with a width of 40mm. Arrangement: The arrangement and the number of fixed clips is dependent on the loads to be absorbed, the inclination of the roof and the expansion possibilities at the ridge and eaves. The fixed clips are arranged on a length of 1 - 3m as shown in the figure below. When using snow and solar systems, the number of fixed clips must be adapted to the loads that are to be expected. 8
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Range of fixed clips depending on the inclination of the roof
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Bereich der Schiebehaften E
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Bereich der Festpunkthaften
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Rota-Clip 

velocidad en la fábrica Dyno Nobel en Carthage, Missouri. ... Carthage. El Rota-Clip en Dyno Nobel lleva casi dos década
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5 fixed 

watching 2.35:1 movies. The slight curvature of the screen gives the impression of the image wrapping around you, involving you in the action to an even greater ...
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Auswahlschema DoubleLock Fixed Lock 

*Fixed Lock ist nicht mÃ¶glich. Unsere Alternative ist der DoubleLock Compact Eagle. Dieses Schema ist eine allgemeine Richtlinie, es kÃ¶nnen daraus keine ...
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TECHNICAL DATA SHEET 

6 may. 2014 - 0.283 max. 0.362 max. 7.20 max. 7 min. ... tin u a. l g o a l to im p ro v e o u. r p ro d u c ts. ,w e re
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TECHNICAL DATA SHEET 

31 jul. 2008 - 3 max. 0,118 max. MATERIAL AND FINISHES : BODY CONTACT ... tin u a. l g o a l to im p ro v e o u. r p ro
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TECHNICAL DATA SHEET 

325V RMS AT SEA LEVEL. - FREQUENCY RANGE : 0-1700 MHz. - VSWR. : for 0-1500 MHz : 1-30:1 for 1500-1700 MHz : 1-50:1. - D
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BW Clip UserManual BHD 
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TECHNICAL DATA SHEET 

BEARING. POLISHED - HIGH QUALITY CERAMIC, CALIBRATED WITH PRECISION MACHINE. PIPE CONNECTION. IN LET. 1â€� 3/8. OUT LET. 1â€� 3/8.
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Fixed Lock 

Heavy duty padlock. â€¢ Five keys including led key. â€¢ SCM approved. [DEU]. â€¢ Dauerhafte Befestigung. â€¢ Inklusive Befestigungsmaterial. â€¢ Schweres HÃ¤ngeschloss.
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BW Clip UserManual BHD 
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Clip-Maschinen ICV600 & BC400 

BC400 greifen und verschlieÃŸen auch schwierige Verpackungsma- terialien, wie z. B. Jute, Kunststoff,. Mehrschichtlaminat und Schwerge- wichtsverpackungen.
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fixed flag - Thingiverse 

Abweichung: Maßstab : 1;5 Papierformat A 3. Aufirags-Nr.: _. Vervendbar für :_ Damm Name Benennuw Windrurbine ConcepT. Bearb. - - '. Gepr. 02.08.2015 ...
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8723 Technical Data Sheet (English) 

please call. 1.800.Belden1. Description: 22 AWG stranded (7x30) tinned copper conductors, polypropylene insulation, twisted pairs, individually. BeldfoilÂ® shielded (100% coverage), 24 AWG stranded tinned copper drain wire, PVC jacket. Physical Chara
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14.00%Fixed 

rent information, please call us toll free at 1-866-208-6610, at 0-800-100-3184 toll free from Venezuela, or 305-717-191
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Rota-Clip 

von Produktlänge, Viskosität der Emulsion,. Folientyp und Pumpleistung eine Produk- tionsgeschwindigkeit von bis zu 400 Teilen pro Minute erreichen kann.
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10.00%Fixed - AWS 

USA Patriot Act: To help the government fight the funding of terrorism and money laundering activities, Federal law requ
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10.00%Fixed 

1% of each U.S. dollar transaction made outside the U.S., Puerto Rico, or U.S. Virgin Islands .... Puerto Rico o las Isl










 


[image: alt]





10.00%Fixed 

You acknowledge that approval of your application is based upon satisfying Mercantil Commercebank's credit standards and
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14.00%Fixed 

Ley “USA Patriot Act”: A fin de ayudar al gobierno a luchar contra la financiación del terrorismo y las actividades de l
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Basic English clip 

(Tengo el pelo largo y estoy altura media.) My family live in England. I have three sisters and a brother. (Mi familia v










 


[image: alt]





iPhone 4 de contacto de reemplazo Clip 

8 ene. 2017 - iPhone 4 de contacto de reemplazo Clip. Este es el clip que va a la derecha al lado del conector de la bat
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JBL Clip Plus Sustitución del altavoz 

Philips de 7 mm en los bordes exteriores del dispositivo.. Paso 6. Utilice la herramienta de palanca de plástico para el
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Page 1 Page 2 7. Adding Locking Clip The locking clip is used only ... 

FÃ¼hren Sie die Lasche der beweglichen Schnalle in die Schnalle ein, danach fÃ¼hren Sie den Gurt durch die. Zwei blauen, hinter dem KÃ¶rper, ZurÃ¼ck gerichteten ...
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Fixed-bed column studies of pentachlorophenol 

Copyrighted Work that you can Claim. Fixed-bed column studies of pentachlorophenol removal by use of alginate-encapsulated pillared clay microbeads. Columns were packed with two alginate/pillared clays microbeads (aluminium-pillared clay and surfacta
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