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FM Series



The compact FM Series foot switches are appropriate for light or medium duty and medical applications. With a wide range of options, this series offers a greater amount of flexibility, for a reasonable price.



Application ......................................4 FM1 ................................................5 FM1 ... U ........................................6 FM2 ................................................7 FM3 ................................................8 FM3-Ergonomic ..............................9



Altechʼs new low cost foot switch is ideal for any light to medium duty application. The PCFS-3M has an electrical rating of 10A/1/2HP/125V AC, it can serve as a foot operated on/off switch for a wide range of motor driven and electrical devices.



Application ....................................10 PCFS-3M / PCFS-3MU (with and without guard) ..............11



The medium compact FK Series foot switches are ideal for light or medium duty applications, where there is no demand for high protection levels. It is a foot switch for low cost needs with a larger pedal than the FM Series.



Application ....................................12 FK1 ..............................................13



The light medium size FL Series foot switches are used where heavy duty applications in hazardous environments require a corrosionresistant, control device.



Application ....................................14 FL1................................................15 FL1 ... U........................................16



The heavy duty medium size FS Series foot switches are suitable for industrial and medical applications. A special safety switch is included with this line.



Application ....................................18 FS1 ..............................................19 FS1 ... U ......................................20 FS2 ..............................................21 FS2 ... U ......................................22 FS3 ..............................................23 FS3 ... U ......................................24



PCFS-3M Series



FK Series



FL Series



FS Series



Custom Designs



Altech Corp can design and manufacture a foot switch to meet needs.



Custom Designs..........................17



Information



Warnings ......................................25 Series Features ......................26-27 Switch Specifications ....................28 Options ........................................29 Terms & Conditions ......................30



Please see page 25 in reference to the warning that applies to every application.
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FM



SERIES The FM series foot switches are ideal for light or medium duty applications and especially medical applications. The compact, sturdy but small, ABS housing is designed to meet all the different contact and switch insert configurations. This series has many features, such as maintained and two stage momentary contacts, two different colors, and two protection levels. It also offers a variety of flexibility and alternatives already in the standard versions. The wide range of options include: • Protection levels IP 68 (Medical versions IEC 601-1 certified) • Especially designed gold plated contacts for low current • High current switch inserts • Different cable entries/strain reliefs • Other cable versions, with shield • Custom colors for the guard, custom connectors.



The standard and optional features together provide various application possibilities:



Foot switches are typically used when hands-free operation is required or when the hands are needed to perform a separate task while the machine or device must be started or stopped, or the machine requires manipulation in other ways. Application examples would be: • • • •



Conveyor belt in supermarket Sewing machine in textile factory Control of dentistry tools Operation of logical or digital signals



Warning Please see page 25 in reference to the warning that applies to every application.
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Altech Corp®, 35 Royal Road, Flemington, NJ 08822-6000 • 908.806.9400



FM1



• Compact, one pedal Standard Features • Housing: • Protection Level: • Switch Insert: Electrical Rating:



foot switch



Gray or black ABS body and pedal cover IP 43 and IP 65 Snap action microswitch, UL/CSA approved 5A/125-250V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary, maintained, or two stage momentary Circuit: SPDT-SB, DPDT-SB, 2x SPDT-SB • Strain Relief: Vinyl sleeve • Cable: - Multi conductor, PVC, SJT, 2 m (6 ft. - 6 in.) - Without Cable • Temperature Range: -20°C up to +80°C (-4°F up to +176°F) Certified EN 60601-1 IEC 60601-1



Circuit Function



FM1 FM1 FM1 FM1 FM1



SU1 L1 SU2 L1 SU1R L1 SU2R L1 SU1DSU1 L1



51.601 51.607 51.604 51.610 51.613



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



FM1 FM1 FM1 FM1 FM1



SU1 F1 SU2 F1 SU1R F1 SU2R F1 SU1DSU1 F1



51.602 51.608 51.605 51.611 51.614



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



FM1 FM1 FM1 FM1 FM1



SU1 F2 SU2 F2 SU1R F2 SU2R F2 SU1DSU1 F2



51.603 51.609 51.606 51.612 51.615



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



FM1 ... F1



FM1 ... F2



G Gray housing/cable



B Black housing/cable



Electrical Ratings



5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC



Options • Protection Level: - IP 67 • Switch Insert: - Gold plated contacts for low current applications Electrical Rating: 0.1A/125V AC - Silver-Nickel plated contacts Electrical Rating: 10.1A, (1/4HP)/125-250V AC • Strain Relief: - Standard straight-through (IP 68) - Bend protection (IP 68) - Trumpet Pull/Bend protection (IP 68) • Cable: - Shielded cable - Per customer specifications • Connectors: - Per customer specifications • IEC 60601-1 certified and UL 2601-1 recognized



Switch/Contact Type



Cable



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



None None None None None



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



20 AWG/3 20 AWG/6 20 AWG/3 20 AWG/6 20 AWG/6



Cond. Cond. Cond. Cond. Cond.



IP 43 IP 43 IP 43 IP 43 IP 43



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



20 AWG/3 20 AWG/6 20 AWG/3 20 AWG/6 20 AWG/6



Cond. Cond. Cond. Cond. Cond.



IP 65 IP 65 IP 65 IP 65 IP 65



Dimensions



(Solderable) (Solderable) (Solderable) (Solderable) (Solderable)



Protection Level IP 43 IP 43 IP 43 IP 43 IP 43



24 mm (.94 in.) 9.5 mm (.37 in.) 37.5 mm (1.48 in.)



FM1 ... L1



Catalog No.



90 mm (3.54 in.)



Ordering Information Type



(UL2601-1 recognized)



1.7 mm (.07 in.) 65 mm (2.56 in.)



20 mm (.79 in.)



908.806.9490 (fax) • [email protected] • www.altechcorp.com
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FM1 ... U



• Compact, one pedal foot switch with foot guard Standard Features • Housing: Gray or black ABS body and pedal cover • Guard: Modern design with high quality steel construction and rubber mat, color: bright red • Protection Level: IP 43 and IP 65 • Switch Insert: Snap action microswitch, UL/CSA approved Electrical Rating: 5A/125-250V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary, maintained, or two stage momentary Circuit: SPDT-SB, DPDT-SB, 2x SPDT-SB • Strain Relief: Vinyl sleeve • Cable: - Multi conductor, PVC, SJT, 2 m (6 ft. - 6 in.) - Without Cable • Temperature Range: -20°C up to +80°C (-4°F up to +176°F) Certified EN 60601-1 IEC 60601-1



Ordering Information Type



Catalog No.



FM1 ... L1 U - with Foot Guard FM1 FM1 FM1 FM1 FM1



SU1 L1 U SU2 L1 U SU1R L1 U SU2R L1 U SU1DSU1 L1 U



51.651 51.657 51.654 51.660 51.663



FM1 ... F1 U - with Foot Guard FM1 FM1 FM1 FM1 FM1



SU1 F1 U SU2 F1 U SU1R F1 U SU2R F1 U SU1DSU1 F1 U



51.652 51.658 51.655 51.661 51.664



FM1 ... F2 U - with Foot Guard FM1 FM1 FM1 FM1 FM1



SU1 F2 U SU2 F2 U SU1R F2 U SU2R F2 U SU1DSU1 F2 U



51.653 51.659 51.656 51.662 51.665



Circuit Function



Electrical Ratings



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



N Gray foot switch, Red guard



R Black foot switch, Red guard



(UL2601-1 recognized)



Switch/Contact Type



Cable



5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



None None None None None



5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



20 AWG/3 20 AWG/6 20 AWG/3 20 AWG/6 20 AWG/6



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



(Solderable) (Solderable) (Solderable) (Solderable) (Solderable)



20 AWG/3 20 AWG/6 20 AWG/3 20 AWG/6 20 AWG/6



Cond. Cond. Cond. Cond. Cond. Cond. Cond. Cond. Cond. Cond.



Protection Level IP 43 IP 43 IP 43 IP 43 IP 43



IP 43 IP 43 IP 43 IP 43 IP 43 IP 65 IP 65 IP 65 IP 65 IP 65



35 mm (1.38 in.)



120 mm (4.72 in.)



146 mm (5.75 in.)



Options Dimensions • Protection Level: - IP 67 Note: For foot pedal dimensions, see page 5. • Switch Insert: - Gold plated contacts for low current applications Electrical Rating: 0.1A/125V AC - Silver-Nickel plated contacts Electrical Rating: 10.1A (1/4HP)/125-250V AC 11.5 mm (.45 in.) • Strain Relief: - Standard straight-through (IP 68) 55 mm (2.17 in.) - Bend protection (IP 68) - Trumpet Pull/Bend protection (IP 68) • Cable: - Shielded cable - Per customer specifications • Connectors: - Per customer specifications • IEC 60601-1 certified and UL 2601-1 recognized • Custom colors upon request



3 mm (.12 in.) 150 mm (5.91 in.)
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150 mm (5.91 in.)



Altech Corp®, 35 Royal Road, Flemington, NJ 08822-6000 • 908.806.9400



FM2



• Compact, two pedal Standard Features • Housing: • Protection Level: • Switch Insert: Electrical Rating:



foot switch



Gray or black ABS body and pedal cover IP 43 and IP 65 Snap action microswitch, UL/CSA approved 5A/125-250V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary, maintained, or two stage momentary Circuit: SPDT-SB, DPDT-SB, 2x SPDT-SB • Strain Relief: Vinyl sleeve • Cable: - Multi conductor, PVC, SJT, 2 m (6 ft. - 6 in.) - Without Cable • Temperature Range: -20°C up to +80°C (-4°F up to +176°F) Certified EN 60601-1 IEC 60601-1



FM2 FM2 FM2 FM2 FM2



SU1(2x) L1 SU2(2x) L1 SU1R(2x) L1 SU2R(2x) L1 SU1DSU1(2x) L1



FM2 ... K1 FM2 FM2 FM2 FM2 FM2



SU1(2x) K1 SU2(2x) K1 SU1R(2x) K1 SU2R(2x) K1 SU1DSU1(2x) K1



FM2 ... F1 FM2 FM2 FM2 FM2 FM2



SU1(2x) F1 SU2(2x) F1 SU1R(2x) F1 SU2R(2x) F1 SU1DSU1(2x ) F1



FM2 ... K2 FM2 FM2 FM2 FM2 FM2



SU1(2x) K2 SU2(2x) K2 SU1R(2x) K2 SU2R(2x) K2 SU1DSU1(2x) K2



FM2 ... F2 FM2 FM2 FM2 FM2 FM2



SU1(2x) F2 SU2(2x) F2 SU1R(2x) F2 SU2R(2x) F2 SU1DSU1 (2x) F2



Circuit Function



Electrical Ratings



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC



51.701 51.711 51.706 51.716 51.721



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



51.704 51.714 51.709 51.718 51.724



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



51.702 51.712 51.707 51.717 51.722



51.703 51.713 51.708 51.718 51.723 51.705 51.715 51.710 51.720 51.725



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



G Gray housing/cable



Switch/Contact Type



Cable



5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



None None None None None



5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



20 AWG/ 6 Cond. 20 AWG/12 Cond. 20 AWG/ 6 Cond. 20 AWG/12 Cond. 20 AWG/12 Cond.



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC



B Black housing/cable Options • Protection Level: - IP 67 • Switch Insert: - Gold plated contacts for low current applications Electrical Rating: 0.1A/125V AC - Silver-Nickel plated contacts Electrical Rating: 10.1A (1/4HP)/125-250V AC • Strain Relief: - Standard straight-through (IP 68) - Bend protection (IP 68) - Trumpet Pull/Bend protection (IP 68) • Cable: - Shielded cable - Per customer specifications • Connectors: - Per customer specifications • IEC 60601-1 certified and UL 2601-1 recognized • Aluminum base plate with rubber mat • Different switch inserts for each pedal



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



Dimensions



None None None None None



None None None None None



(Solderable) (Solderable) (Solderable) (Solderable) (Solderable)



Protection Level IP 43 IP 43 IP 43 IP 43 IP 43



(Terminals) (Terminals) (Terminals) (Terminals) (Terminals)



IP 43 IP 43 IP 43 IP 43 IP 43



(Terminals) (Terminals) (Terminals) (Terminals) (Terminals)



IP 65 IP 65 IP 65 IP 65 IP 65



20 AWG/ 6 Cond. 20 AWG/12 Cond. 20 AWG/ 6 Cond. 20 AWG/12 Cond. 20 AWG/12 Cond.



IP 43 IP 43 IP 43 IP 43 IP 43



IP 65 IP 65 IP 65 IP 65 IP 65



34 mm (1.34 in.) 199 mm (7.83 in.)



15 mm (.59 in.)



52 mm (2.05 in.)



FM2 ... L1



Catalog No.



90 mm (3.54 in.)



Type



100 mm (3.94 in.)



Ordering Information



(UL2601-1 recognized)



65 mm (2.56 in.)



3 mm (.12 in.) 26 mm (1.02 in.)



908.806.9490 (fax) • [email protected] • www.altechcorp.com
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FM3



• Compact, three pedal foot switch Standard Features • Housing: Gray or black ABS body and pedal cover • Base Plate: Die Cast Aluminum, PVC Conduit • Protection Level: IP 43 and IP 65 • Switch Insert: Snap action microswitch, UL/CSA approved Electrical Rating: 5A/ 125-250V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary, maintained, or two stage momentary Circuit: SPDT-SB, DPDT-SB, 2x SPDT-SB • Strain Relief: Vinyl sleeve • Cable: - Multi conductor, PVC, SJT, 2 m (6 ft. - 6 in.) - Without Cable • Temperature Range: -20°C up to +80°C (-4°F up to +176°F)



FM3 FM3 FM3 FM3 FM3



SU1 (3x) L1 SU2 (3x) L1 SU1R (3x) L1 SU2R (3x) L1 SU1DSU1 (3x) L1



FM3 ... K1 FM3 FM3 FM3 FM3 FM3



SU1 (3x) K1 SU2 (3x) K1 SU1R (3x) K1 SU2R (3x) K1 SU1DSU1 (3x) K1



FM3 ... F1 FM3 FM3 FM3 FM3 FM3



SU1 (3x) F1 SU2 (3x) F1 SU1R (3x) F1 SU2R (3x) F1 SU1DSU1 (3x) F1



FM3 ... K2 FM3 FM3 FM3 FM3 FM3



SU1 (3x) K2 SU2 (3x) K2 SU1R (3x) K2 SU2R (3x) K2 SU1DSU1 (3x) K2



FM3 ... F2 FM3 FM3 FM3 FM3 FM3
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SU1 (3x) F2 SU2 (3x) F2 SU1R (3x) F2 SU2R (3x) F2 SU1DSU1 (3x) F2



Circuit Function



Electrical Ratings



Switch/Contact Type



Cable



51.801 51.811 51.806 51.816 51.821



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



None None None None None



51.804 51.814 51.809 51.819 51.824



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



20 AWG/ 9 Cond. 22 AWG/18 Cond. 20 AWG/ 9 Cond. 22 AWG/18 Cond. 22 AWG/18 Cond.



IP 43 IP 43 IP 43 IP 43 IP 43



20 AWG/ 9 Cond. 22 AWG/18 Cond. 20 AWG/ 9 Cond. 22 AWG/18 Cond. 22 AWG/18 Cond.



IP 65 IP 65 IP 65 IP 65 IP 65



51.802 51.812 51.807 51.817 51.822



51.803 51.813 51.808 51.818 51.823



51.805 51.815 51.810 51.820 51.825



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



G Gray housing/cable



B Black housing/cable



5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC



Options • Protection Level: - IP 67 • Switch Insert: - Gold plated contacts for low current applications Electrical Rating: 0.1A/125V AC - Silver-Nickel plated contacts Electrical Rating: 10.1A (1/4HP)/125-250V AC • Strain Relief: - Standard straight-through (IP 68) - Bend protection (IP 68) - Trumpet Pull/Bend protection (IP 68) • Cable: - Shielded cable - Per customer specifications • Connectors: - Per customer specifications • IEC 60601-1 certified and UL 2601-1 recognized • Different switch inserts for each pedal • Also available with four or more pedals



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



Dimensions



None None None None None



None None None None None



(Solderable) (Solderable) (Solderable) (Solderable) (Solderable)



Protection Level



(Terminals) (Terminals) (Terminals) (Terminals) (Terminals)



(Terminals) (Terminals) (Terminals) (Terminals) (Terminals)



IP 43 IP 43 IP 43 IP 43 IP 43



IP 43 IP 43 IP 43 IP 43 IP 43



IP 65 IP 65 IP 65 IP 65 IP 65



29 mm (1.14 in.) 14 mm (.55 in.)



55.7 mm (2.19 in.)



FM3 ... L1



Catalog No.



(UL2601-1 recognized)



134 mm (5.28 in.)



Type



90 mm (3.54 in.)



Ordering Information



Certified EN 60601-1 IEC 60601-1



65 mm (2.56 in.) 285 mm (11.22 in.)



3 mm (.12 in.) 26 mm (1.02 in.)



Altech Corp®, 35 Royal Road, Flemington, NJ 08822-6000 • 908.806.9400



FM3 - Ergonomic



• Compact, three pedal foot switch Standard Features • Housing: Gray or black ABS body and pedal cover • Base Plate: Die Cast Aluminum with rubber mat • Protection Level: IP 43 and IP 65 • Switch Insert: Snap action microswitch, UL/CSA approved Electrical Rating: 5A/125-250V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary, maintained, or two stage momentary Circuit: SPDT-SB, DPDT-SB, 2x SPDT-SB • Strain Relief: Vinyl sleeve • Cable: - Multi conductor, PVC, SJT, 2 m (6 ft. - 6 in.) • Temperature Range: -20°C up to +80°C (-4°F up to +176°F) Certified EN 60601-1 IEC 60601-1



Ordering Information Type



FM3 ... F1



Catalog No.



Circuit Function



Electrical Ratings



(UL2601-1 recognized)



Switch/Contact Type



Cable



FM3 FM3 FM3 FM3 FM3



SU1 (3x) F1 SU2 (3x) F1 SU1R (3x) F1 SU2R (3x) F1 SU1DSU1 (3x) F1



51.864 51.874 51.869 51.879 51.884



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



20 AWG/ 9 Cond. 22 AWG/18 Cond. 20 AWG/ 9 Cond. 22 AWG/18 Cond. 22 AWG/18 Cond.



FM3 FM3 FM3 FM3 FM3



SU1 (3x) F2 SU2 (3x) F2 SU1R (3x) F2 SU2R (3x) F2 SU1DSU1 (3x) F2



51.865 51.875 51.870 51.880 51.885



SPDT-SB DPDT-SB SPDT-SB DPDT-SB 2x SPDT-SB



5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC 5A/250V AC



Snap Action, Momentary Snap Action, Momentary Snap Action, Maintained Snap Action, Maintained Snap Action, Two Stage Momentary



20 AWG/ 9 Cond. 22 AWG/18 Cond. 20 AWG/ 9 Cond. 22 AWG/18 Cond. 22 AWG/18 Cond.



FM3 ... F2



G Gray housing/cable



Protection Level IP 43 IP 43 IP 43 IP 43 IP 43 IP 65 IP 65 IP 65 IP 65 IP 65



B Black housing/cable



Options • Protection Level: - IP 67 • Switch Insert: - Gold plated contacts for low current applications Electrical Rating: 0.1A/125V AC - Silver-Nickel plated contacts Electrical Rating: 10.1A (1/4HP)/125-250V AC • Strain Relief: - Standard straight-through (IP 68) - Bend protection (IP 68) - Trumpet Pull/Bend protection (IP 68) • Cable: - Shielded cable Dimensions - Per customer specifications • Connectors: - Per customer specifications • IEC 60601-1 certified and UL 2601-1 recognized • Different switch inserts for each pedal



200 mm (7.94 mm)



55.7 mm (2.19 in.)



55.7 mm (2.19 in.)



3 mm (.12 in.)



30∞



30∞



375 mm (14.89 in.)



32 mm (1.27 in.)



Altech Corp®, 35 Royal Road, Flemington, NJ 08822-6000 • 908.806.9400
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PCFS-3M SERIES



Altechʼs new low cost foot switch is ideal for any light to medium duty application. The PCFS-3M has an electrical rating of 10A (1/2HP)/125V AC, it can serve as a foot operated on/off switch for a wide range of motor driven and electrical devices. Characteristics: The virtually indestructible steel housing meets even more challenging demands of every day applications. The steel guard comes standard in red or orange and provides an affordable “safeguarding” of the foot switch. The guard is interchangeable with the FM1 series foot switch which makes this configuration a perfect fit for more cost sensitive applications. Application Examples: • Operation of logic signals • Coil winding machines • Photo lab equipment • Sewing machines • Packaging equipment • Conveyor belts • Imprinting equipment • CNC machines



Warning Please see page 25 in reference to the warning that applies to every application.
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Altech Corp®, 35 Royal Road, Flemington, NJ 08822-6000 • 908.806.9400



PCFS-3M



10A(1/2HP)/125V AC 10A(1/2HP)/125V AC



SPDT-SB SPDT-SB SPDT-SB SPDT-SB



10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC



PCFS-3M with cable (3 Conductor) 51.012B 51.013B 51.015B 51.016B PCFS-3MU (with guard) 51.062R 51.063R 51.065R 51.066R 51.062OR 51.063OR 51.065OR 51.066OR



1n.o. 1n.o. 1n.o. 1n.o.



Options • Color of guard • Cable: • Connectors: Dimensions



1n.o. 1n.o. 1n.o. 1n.o. 1n.o. 1n.o. 1n.o. 1n.o.



None None None None



10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC
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(2.



92.



Top Cover



.



None None None None



0m



m(



Rubber Pad



3.6



2m/6.6ft (18AWG) 2m/6.6ft (18AWG) 5m/16.4ft (18AWG) 5m/16.4ft (18AWG)



2m/6.6ft (18AWG) 2m/6.6ft (18AWG) 5m/16.4ft (18AWG) 5m/16.4ft (18AWG) 2m/6.6ft (18AWG) 2m/6.6ft (18AWG) 5m/16.4ft (18AWG) 5m/16.4ft (18AWG)



2m/6.6ft (18AWG) 2m/6.6ft (18AWG) 5m/16.4ft (18AWG) 5m/16.4ft (18AWG)



2m/6.6ft (18AWG) 2m/6.6ft (18AWG) 5m/16.4ft (18AWG) 5m/16.4ft (18AWG) 2m/6.6ft (18AWG) 2m/6.6ft (18AWG) 5m/16.4ft (18AWG) 5m/16.4ft (18AWG)



.)



7.9 mm (0.31 in.)



Ø2.2 mm (0.09 in.)



Base 5m



10.0 mm (0.39 in.) 10.0 mm (0.39 in.)



m(



3.4



0 in



.)



Rubber Pad



m



0m



64.



Screw Terminal X



.)



Quick Connect



Protection Level IP 20 IP 20



X



X



IP 20 IP 20 IP 20 IP 20



X



X



X



X



IP 20 IP 20 IP 20 IP 20



X



X



X



X



IP 20 IP 20 IP 20 IP 20 IP 20 IP 20 IP 20 IP 20



X



X



X



X



X



X



X



X



IP 20 IP 20 IP 20 IP 20



X



X



X



X



IP 20 IP 20 IP 20 IP 20 IP 20 IP 20 IP 20 IP 20



X



X



X



X



X



X



X



40.0 mm (1.57 in.)



2 in



16.9 mm (0.67 in.)



86.



(Terminals) (Terminals) (Terminals) (Terminals)



Pedal



10.0 mm (0.39 in.) .) 0 in



Red Red Red Red Orange Orange Orange Orange



None (Terminals) None (Terminals)



Guard



- Shielded cable - Per customer specifications - Per customer specifications



68



Red Red Red Red Orange Orange Orange Orange



10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC



SPDT-SB SPDT-SB SPDT-SB SPDT-SB SPDT-SB SPDT-SB SPDT-SB SPDT-SB



m 6m



None None None None



10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC



SPDT-SB SPDT-SB SPDT-SB SPDT-SB



10.5 mm (0.41 in.)



Red Red Orange Orange



10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC 10A(1/2HP)/125V AC



PCFS-3M with cable (4 Conductor) 51.022B 51.023B 51.025B 51.026B PCFS-3MU (with guard) 51.072R 51.073R 51.075R 51.076R 51.072OR 51.073OR 51.075OR 51.076OR



None None



Cable Length (Size)



3 mm (.12 in.)



SPDT-SB SPDT-SB



Guard Color



2.0 mm (0.08 in.)



51.001B 51.002B PCFS-3MU (with guard) 51.051R 51.052R 51.051OR 51.052OR



Electrical Rating



120.0 mm (4.72 in.)



PCFS-3M (No Cable)



Circuit Function



51.051R



146 mm (5.75 in.) 35 mm (1.38 in.)



Catalog No.



51.051OR



150.0 mm (5.90 in.)



Ordering Information



51.001B



66 mm (2.60 in.)



• Compact, one pedal foot switch with and without guard Standard Features • Housing: Black steel body and pedal cover • Guard: Modern design with high quality steel construction and rubber mat, color: bright red or orange • Protection Level: IP 20 • Switch Insert: Snap action microswitch, UL/CSA approved Electrical Rating: 10A (1/2HP)/125V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary Circuit: SPDT-SB or 1n.o. • Strain Relief: Built-in • Cable: - Without Cable - Multi conductor, SJOOW • Temperature Range: -20°C up to +80°C (-4°F up to +176°F)



2 in



(2.5



16.5∞ mm (0.65 in.)



2.0 mm (0.08 in.)



73 mm (2.87 in.)



908.806.9490 (fax) • [email protected] • www.altechcorp.com
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FK



SERIES



The FK series foot switches are suitable for light and medium duty applications. The medium size, sturdy ABS housing fits up to 3 snap action microswitches rated up to 10A (1/2HP)/250V AC. The momentary and two stage momentary contact types cover almost every demand.



With the optional strain reliefs, cables and connectors and the larger pedal, the FK series is a low cost alternative, where no high protection levels are required. This series covers the range between the FM series and the FS series. This foot switch will fit numerous applications, including the following: • Medical equipment (tablet sorter, labeling machines etc.) • Dictation machines • Photo laboratory equipment • Medium industrial machines (storage and retrieval systems, sewing and textile machines, etc.)



Warning Please see page 25 in reference to the warning that applies to every application.
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Altech Corp®, 35 Royal Road, Flemington, NJ 08822-6000 • 908.806.9400



FK1



• Medium size, one pedal foot switch Standard Features • Housing: Gray or black ABS body and pedal cover • Protection Level: IP 43 • Switch Insert: Snap action microswitch, UL/CSA approved Electrical Rating: 10A (1/2HP)/125-250V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary, two stage momentary Circuit: SPDT-SB, DPDT-SB, 2x SPDT-SB • Strain Relief: Vinyl sleeve • Cable: - Multi conductor, PVC, SJT, 2 m (6 ft. - 6 in.) - Without Cable • Temperature Range: -20°C up to +80°C (-4°F up to +176°F)



Type Protection



FK1 ... L



FK1 SU1 L FK1 SU2 L FK1 SU1DSU1 L



FK1 ... K



FK1 SU1 K FK1 SU2 K FK1 SU1DSU1 K



FK1 ... F



FK1 SU1 F FK1 SU1R F FK1 SU1DSU1 F



Catalog No.



Circuit



Function



Electrical



Switch/Contact



Ratings



Type



Cable



51.901 51.904 51.907



SPDT-SB 10A (1/2HP)/250V AC DPDT-SB 10A (1/2HP)/250V AC 2x SPDT-SB 10A (1/2HP)/250V AC



Snap Action, Momentary Snap Action, Momentary Snap Action, Two Stage Momentary



None (Solderable) None (Solderable) None (Solderable)



51.903 51.906 51.909



SPDT-SB 10A (1/2HP)/250V AC DPDT-SB 10A (1/2HP)/250V AC 2x SPDT-SB 10A (1/2HP)/250V AC



Snap Action, Momentary Snap Action, Momentary Snap Action, Two Stage Momentary



18 AWG/3 Cond. 18 AWG/6 Cond. 18 AWG/6 Cond.



51.902 51.905 51.908



SPDT-SB 10A (1/2HP)/250V AC DPDT-SB 10A (1/2HP)/250V AC 2x SPDT-SB 10A (1/2HP)/250V AC



G Gray housing/cable



B Black housing/cable



None (Terminals) None (Terminals) None (Terminals)



IP 43 IP 43 IP 43



IP 43 IP 43 IP 43



IP 43 IP 43 IP 43



Dimensions



21.0 mm (0.83 in.)



42.5 mm (1.67 in.) 12.5 mm (0.49 in.)



163.0 mm (6.42 in.)



Options • 3 Switch Inserts available upon request • Strain Relief: - Second vinyl sleeve - Standard straight-through (IP 68) - Bend protection (IP 68) - Trumpet Pull/Bend Protection (IP 68) • Cable: - Shielded cable - Per customer specifications • Connectors: - Per customer specifications • Foot Guard also available



Snap Action, Momentary Snap Action, Momentary Snap Action, Two Stage Momentary



Level



52.0 mm (2.05 in.)



Ordering Information



4.0 mm (0.16 in.) 90.0 mm (3.54 in.)



30.0 mm (1.18 in.)



908.806.9490 (fax) • [email protected] • www.altechcorp.com
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FL SERIES The FL series foot switches are appropriate for heavy duty applications in hazardous and demanding environments. The foot switch with the Polyamide 6.6 housing shows the same sturdy body as the FS series, but with the advantage of resistance against water, oil, and certain acids and chemicals, which enables a longer life expectancy. The foot guard consists of die cast aluminum, to sustain all safety requirements. The FL series offers considerable flexibility with the combination of slow make-break and snap action switch inserts, with the contact types momentary, maintained and two stage momentary and the choice of different potentiometer values. Human safety and machine protection can be provided by adding of Anti-Trip lever and foot guard. These items prevent the foot switch from accidentally actuating the machine function. Different strain reliefs, cables, connectors and custom colors are also available. The main applications of this non-corrosive foot switch are “wet” industrial environments, drilling processes, and in the food industry, where the environment has to be cleaned regularly with cleaning detergent. Warning Please see page 25 in reference to the warning that applies to every application.



Altech Corp®, 35 Royal Road, Flemington, NJ 08822-6000 • 908.806.9400
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FL1 • Light medium size, one pedal foot switch Standard Features Polyamide 6.6 body, cover and pedal • Housing: Colors: Gray body, red cover and black pedal Anti-Trip: Die cast aluminum pedal and lever in gray (available on some models) IP 65 • Protection Level: Snap action or slow make-break • Switch Insert: Silver alloy contact material Electrical Rating: 10A/500V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary, maintained, or two stage momentary Circuit: SPDT-SB; DPDT-DB; 10k Ohm, 2.0W Potentiometer with SPDT-SB microswitch Threaded hole (M20) • Cable Entry: • Temperature Range: -30°C up to +80°C (-22°F up to +176°F) Certified EN 60601-1 IEC 60601-1



Ordering Information Type Catalog No.



Circuit Function



Electrical Ratings



Switch/Contact Type



AntiTrip



Cable Screw Terminals



Protection Level



X X X X X X X X X X X X X X X X Solder Tabs



IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65



FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1



U1 U1R U1S U1RS SU1 SU1R SU1S SU1RS U2 U1DU1 U2S U1DU1S SU2 SU1DSU1 SU2S SU1DSU1S SU1P10 L



51.401 51.402 51.403 51.404 51.405 51.406 51.407 51.408 51.409 51.410 51.411 51.412 51.413 51.414 51.415 51.416 51.417



SPDT-DB 10A/500V AC Slow make-break, Momentary SPDT-DB 10A/500V AC Slow make-break, Maintained SPDT-DB 10A/500V AC Slow make-break, Momentary SPDT-DB 10A/500V AC Slow make-break, Maintained SPDT-DB 10A/500V AC Snap Action, Momentary SPDT-DB 10A/500V AC Snap Action, Maintained SPDT-DB 10A/500V AC Snap Action, Momentary SPDT-DB 10A/500V AC Snap Action, Maintained DPDT-DB 10A/500V AC Slow make-break, Momentary* 2x SPDT-DB 10A/500V AC Slow make-break, Two Stage Momentary DPDT-DB 10A/500V AC Slow make-break, Momentary* 2x SPDT-DB 10A/500V AC Slow make-break, Two Stage Momentary DPDT-DB 10A/500V AC Snap Action, Momentary* 2x SPDT-DB 10A/500V AC Snap Action, Two Stage Momentary DPDT-DB 10A/500V AC Snap Action, Momentary* 2x SPDT-DB 10A/500V AC Snap Action, Two Stage Momentary 10k Ohm, 2.0W Potentiometer with SPDT-SB Microswitch (5A/250V AC)



X X



X X



X X



X X



R Gray body, red cover and black (Anti-Trip: gray) pedal



56.0 mm (2.20 in.)



Dimensions 17.0 mm (0.67 in.)



220.0 mm (8.66 in.)



200.0 mm (7.87 in.)



2.0 mm (0.07 in.)



26 mm (1.02 in.)



Options - Gold plated contacts for low current applications • Switch Insert: Electrical Rating: Max. Power Consumption: 12.5mW at max. 25mA or max. 25V DC - Standard straight-through (IP 68) • Strain Relief: - Bend protection (IP 68) - Trumpet Pull/Bend protection (IP 68) - Multi conductor, PVC, SJT • Cable: - Multi conductor, PVC, SJT, shielded - Per customer specifications - Per customer specifications • Connectors: • IEC 601-1 certified • Other potentiometer values available upon request • Custom colors available upon request • Foot rest also available



6.5 mm (0.26 in.)



40 mm (1.57 in.) 70.0 mm (2.76 in.)



35.0 mm (1.38 in.)



* Maintained contacts available upon request



908.806.9490 (fax) • [email protected] • www.altechcorp.com
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FL1 ... U • Light medium size, one pedal foot switch with guard Standard Features Polyamide 6.6 body and pedal • Housing: Die cast aluminum • Guard: Colors: Gray body, red guard and black pedal Anti-Trip: Die cast aluminum pedal and lever in gray (available on some models) IP 65 • Protection Level: Snap action or slow make-break • Switch Insert: Silver alloy contact material Electrical Rating: 10A/500V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary, maintained, or two stage momentary Circuit: SPDT-DB; DPDT-DB; 10k Ohm, 2.0W Potentiometer with SPDT-SB microswitch Threaded hole (M20) • Cable Entry: • Temperature Range: -30°C up to +80°C (-22°F up to +176°F) Certified EN 60601-1 IEC 60601-1



Ordering Information Catalog No.



Type



Circuit Function



Electrical Ratings



Switch/Contact Type



AntiTrip



Cable Screw Terminals



Protection Level



X X X X X X X X X X X X X X X X Solder Tabs



IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65



FL1 ... U - with Foot Guard FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1 FL1



U1 U U1R U U1S U U1RS U SU1 U SU1R U SU1S U SU1RS U U2 U U1DU1 U U2S U U1DU1S U SU2 U SU1DSU1 U SU2S U SU1DSU1S U SU1P10 L U



51.451 51.452 51.453 51.454 51.455 51.456 51.457 51.458 51.459 51.460 51.461 51.462 51.463 51.464 51.465 51.466 51.467



SPDT-DB 10A/500V AC Slow make-break, Momentary SPDT-DB 10A/500V AC Slow make-break, Maintained SPDT-DB 10A/500V AC Slow make-break, Momentary SPDT-DB 10A/500V AC Slow make-break, Maintained SPDT-DB 10A/500V AC Snap Action, Momentary SPDT-DB 10A/500V AC Snap Action, Maintained SPDT-DB 10A/500V AC Snap Action, Momentary SPDT-DB 10A/500V AC Snap Action, Maintained DPDT-DB 10A/500V AC Slow make-break, Momentary* 2x SPDT-DB 10A/500V AC Slow make-break, Two Stage Momentary DPDT-DB 10A/500V AC Slow make-break, Momentary* 2x SPDT-DB 10A/500V AC Slow make-break, Two Stage Momentary DPDT-DB 10A/500V AC Snap Action, Momentary* 2x SPDT-DB 10A/500V AC Snap Action, Two Stage Momentary DPDT-DB 10A/500V AC Snap Action, Momentary* 2x SPDT-DB 10A/500V AC Snap Action, Two Stage Momentary 10k Ohm, 2.0W Potentiometer with SPDT-SB Microswitch (5A/250V AC)



X X



X X



X X



X X



R Gray body, red cover and black (Anti-Trip: gray) pedal



75.0 mm (2.95 in.)



96.0 mm (3.78 in.) 17.0 mm (0.67 in.) 2.0 mm (0.08 in.)



6.5 mm (0.26 in.) 4.5 mm (0.18 in.)



26 mm (1.02 in.)



- Gold plated contacts for low current applications • Switch Insert: Electrical Rating: Max. Power Consumption: 12.5mW at max. 25mA or max. 25V DC - Standard straight-through (IP 68) • Strain Relief: - Bend protection (IP 68) - Trumpet Pull/Bend protection (IP 68) - Multi conductor, PVC, SJT • Cable: - Multi conductor, PVC, SJT, shielded - Per customer specifications - Per customer specifications • Connectors: • IEC 601-1 certified • Other potentiometer values available upon request • Custom colors available upon request • Foot rest also available



Dimensions



254.0 mm (10.0 in.)



Options



35 mm (1.38 in.)



40 mm (1.57 in.) 70 mm (2.76 in.)



* Maintained contacts available upon request



155 mm (6.10 in.)



143 mm (5.63 in.)



Altech Corp®, 35 Royal Road, Flemington, NJ 08822-6000 • 908.806.9400
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Altech Custom Designs FM1



FM2 with base plate



FM3 Ergonomic FS3+1



Foot switches for medical applications require unique designs for safety, reliability and hygiene. Almost every foot switch is a custom product. Altech is a leader in designing these medical foot switches that combine the unique requirements needed for these demanding applications. Altech’s design department has designed foot switches to meet a doctor’s preferences such as an actuation force from 0.5 lbs. to 50 lbs. Sometimes it is as simple as a cable length change, a totally different cable, or a special connector. Here are some of the existing designs: • • • •



FM1 was molded using a special white ABS material FM2 required an aluminum base plate with blue and yellow pedal covers FM3 is ergonomically designed for an ENT doctor FS3+1 was mounted on an aluminum plate, which connects to an FS1 with 1 cable exit



The foot switch on the right shows an innovative concept created by our design department. This takes the foot switch to a totally different level incorporating new ideas and blending them into modern equipment designs. Altech Corp can design and manufacture a foot switch to meet needs. Give us an opportunity to quote on your requirements!



908.806.9490 (fax) • [email protected] • www.altechcorp.com
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FS SERIES The heavy duty, medium size FS series foot switches are primarily used in industrial and medical applications. Due to the sturdy design of the die cast aluminum housing, the foot switch is an exceptional value for strict environments. This compact design offers a lot of versatility: • Every combination of slow make-break and snap action switch inserts with momentary, maintained and two stage momentary contact types are possible. Different potentiometer values are also available. • Additional safety features like a foot guard, Anti-Trip lever and especially two safety foot switch versions complete this line. • The optional medical versions and explosion protected foot switches meet the requirements of either IEC 601-1 or EEX d ||C T6, and come with appropriate strain relief and 3 meter (10 ft.) cable. • The foot switch can be customized with a wide range of options, including cables, connectors, colors, and foot rests. The typical industrial applications include: • • • • • •



ironing machines construction machinery sand blasting machines bending machines machine tools medical equipment



Warning Please see page 25 in reference to the warning that applies to every application.



Altech Corp®, 35 Royal Road, Flemington, NJ 08822-6000 • 908.806.9400
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FS1 • Heavy duty medium size, one pedal foot switch Standard Features Die cast aluminum body and cover with • Housing: Polyamide 6.6 pedal Colors: Gray body, red cover and black pedal Anti-Trip: Die cast aluminum pedal and lever in gray (available on some models) IP 65 • Protection Level: Snap action or slow make-break • Switch Insert: Silver alloy contact material Electrical Rating: 10A/500V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary, maintained, or two stage momentary Circuit: SPDT-DB; DPDT-DB; 10k Ohm, 2.0W Potentiometer with SPDT-SB microswitch Threaded hole (M20) • Cable Entry: • Temperature Range: -30°C up to +80°C (-22°F up to +176°F) Certified EN 60601-1 IEC 60601-1



Ordering Information Type Catalog No.



Circuit Function



Electrical Ratings



Switch/Contact Type



UL508 Listed



AntiTrip



Cable Screw Terminals



Protection Level



X X X X X X X X X X X X X X X X Solder Tabs



IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65



FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1



U1 U1R U1S U1RS SU1 SU1R SU1S SU1RS U2 U1DU1 U2S U1DU1S SU2 SU1DSU1 SU2S SU1DSU1S SU1P10 L



51.101 51.102 51.103 51.104 51.105 51.106 51.107 51.108 51.109 51.110 51.111 51.112 51.113 51.114 51.115 51.116 51.117



SPDT-DB 10A/500V AC Slow make-break, Momentary SPDT-DB 10A/500V AC Slow make-break, Maintained SPDT-DB 10A/500V AC Slow make-break, Momentary SPDT-DB 10A/500V AC Slow make-break, Maintained SPDT-DB 10A/500V AC Snap Action, Momentary SPDT-DB 10A/500V AC Snap Action, Maintained SPDT-DB 10A/500V AC Snap Action, Momentary SPDT-DB 10A/500V AC Snap Action, Maintained DPDT-DB 10A/500V AC Slow make-break, Momentary* 2x SPDT-DB 10A/500V AC Slow make-break, Two Stage Momentary DPDT-DB 10A/500V AC Slow make-break, Momentary* 2x SPDT-DB 10A/500V AC Slow make-break, Two Stage Momentary DPDT-DB 10A/500V AC Snap Action, Momentary* 2x SPDT-DB 10A/500V AC Snap Action, Two Stage Momentary DPDT-DB 10A/500V AC Snap Action, Momentary* 2x SPDT-DB 10A/500V AC Snap Action, Two Stage Momentary 10k Ohm, 2.0W Potentiometer with SPDT-SB Microswitch (5A/250V AC)



X X



X X



X X



X X



R Gray body, red cover and black (Anti-Trip: gray) pedal



Options



56 mm (2.20 in.)



Dimensions 17 mm (0.67 in.)



6.5 mm (0.26 in.)



220.0 mm (8.66 in.)



200.0 mm (7.87 in.)



2.0 mm (0.07 in.)



40 mm (1.57 in.)



4.5 mm (0.18 in.)



40 mm (1.57 in.) 70 mm (2.67 in.)



26 mm (1.02 in.)



- Ex - Explosion protected • Protection Level: - Gold plated contacts for low current applications • Switch Insert: Electrical Rating: Max. Power Consumption: 12.5mW at max. 25mA or max. 25V DC - Standard straight-through (IP 68) • Strain Relief: - Bend protection (IP 68) - Trumpet Pull/Bend protection (IP 68) - Multi conductor, PVC, SJT • Cable: - Multi conductor, PVC, SJT, shielded - Per customer specifications - Per customer specifications • Connectors: • IEC 601-1 certified • Other potentiometer values available upon request • Custom colors available upon request • Foot rest also available



35.0 mm (1.38 in.)



* Maintained contacts available upon request



908.806.9490 (fax) • [email protected] • www.altechcorp.com
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FS1 ... U • Heavy duty medium Standard Features • Housing: • Guard: Colors: Anti-Trip:



size, one pedal foot switch



Die cast aluminum body and Polyamide 6.6 pedal Die cast aluminum Gray body, red guard and black pedal Die cast aluminum pedal and lever in gray (available on some models) IP 65 • Protection Level: Snap action or slow make-break • Switch Insert: Silver alloy contact material Electrical Rating: 10A/500V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary, maintained, or two stage momentary Circuit: SPDT-DB; DBDT-DB; 10k Ohm, 2.0W Potentiometer with SPDT-SB microswitch Threaded hole (M20) • Cable Entry: • Temperature Range: -30°C up to +80°C (-22°F up to +176°F)



Ordering Information Catalog No. Type



Circuit Function



Electrical Ratings



Certified EN 60601-1 IEC 60601-1



Switch/Contact Type



AntiTrip



UL508 Listed



Cable Screw Terminals



Protection Level



X X X X X X X X X X X X X X X X Solder Tabs



IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65



X



IP 65



X



IP 65



X



IP 65



FS1 ... U - with Foot Guard FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1 FS1



U1 U U1R U U1S U U1RS U SU1 U SU1R U SU1S U SU1RS U U2 U U1DU1 U U2S U U1DU1S U SU2 U SU1DSU1 U SU2S U SU1DSU1S U SU1P10 L U



51.151 51.152 51.153 51.154 51.155 51.156 51.157 51.158 51.159 51.160 51.161 51.162 51.163 51.164 51.165 51.166 51.167



SPDT-DB 10A/500V AC Slow make-break, Momentary SPDT-DB 10A/500V AC Slow make-break, Maintained SPDT-DB 10A/500V AC Slow make-break, Momentary SPDT-DB 10A/500V AC Slow make-break, Maintained SPDT-DB 10A/500V AC Snap Action, Momentary SPDT-DB 10A/500V AC Snap Action, Maintained SPDT-DB 10A/500V AC Snap Action, Momentary SPDT-DB 10A/500V AC Snap Action, Maintained DPDT-DB 10A/500V AC Slow make-break, Momentary* 2x SPDT-DB 10A/500V AC Slow make-break, Two Stage Momentary DPDT-DB 10A/500V AC Slow make-break, Momentary* 2x SPDT-DB 10A/500V AC Slow make-break, Two Stage Momentary DPDT-DB 10A/500V AC Snap Action, Momentary* 2x SPDT-DB 10A/500V AC Snap Action, Two Stage Momentary DPDT-DB 10A/500V AC Snap Action, Momentary* 2x SPDT-DB 10A/500V AC Snap Action, Two Stage Momentary 10k Ohm, 2.0W Potentiometer with SPDT-SB Microswitch (5A/250V AC)



X X



X X



X X



X X



FS1 ... V U - Safety Foot Switch with Guard FS1 S1DO1 V U



51.197



SPDT-DB



10A/500V AC



FS1 S2DO2 V U



51.198



DPDT-DB



10A/500V AC



FS1 U1DU1 V U



51.199



Two Stage 2x SPDT-DB



10A/500V AC



Normal: Slow make-break, Momentary Safety: Maintained, Manual reset Normal: Slow make-break, Momentary Safety: Maintained, Manual reset Normal: Slow make-break, Momentary Safety: Maintained, Manual reset



R Gray body, red cover and black (Anti-Trip: gray) pedal 75.0 mm (2.95 in.) 2.0 mm (0.08 in.)



254.0 mm (10.0 in.)



6.5 mm (0.26 in.) 4.5 mm (0.18 in.)



26 mm (1.02 in.)



Options - Ex - Explosion protected • Protection Level: - Gold plated contacts for low current applications • Switch Insert: Electrical Rating: Max. Power Consumption: 12.5mW at max. 25mA or max. 25V DC - Standard straight-through (IP 68) • Strain Relief: - Bend protection (IP 68) - Trumpet Pull/Bend protection (IP 68) - Multi conductor, PVC, SJT • Cable: - Multi conductor, PVC, SJT, shielded - Per customer specifications - Per customer specifications • Connectors: • IEC 601-1 certified • Die cast aluminum pedal • Other potentiometer values available upon request • Custom colors available upon request • Foot rest also available



96.0 mm (3.78 in.) 17.0 mm (0.67 in.)



Dimensions



35 mm (1.38 in.)



40 mm (1.57 in.) 70 mm (2.76 in.)



* Maintained contacts available upon request



155 mm (6.10 in.)



143 mm (5.63 in.)



Altech Corp®, 35 Royal Road, Flemington, NJ 08822-6000 • 908.806.9400
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FS2 • Heavy duty medium size, two pedal foot switch Standard Features Die cast aluminum body and cover with • Housing: Polyamide 6.6 pedals Colors: Gray body, red cover and black pedals Anti-Trip: Die cast aluminum pedal and lever in gray (available on some models) IP 65 • Protection Level: Snap action or slow make-break • Switch Insert: Silver alloy contact material Electrical Rating: 10A/500V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary, maintained, or two stage momentary Circuit: SPDT-DB; DPDT-DB Three threaded holes (M20) • Cable Entry: • Temperature Range: -30°C up to +80°C (-22°F up to +176°F) Certified EN 60601-1 IEC 60601-1



UL508 Listed



Ordering Information Type



Catalog No.



Circuit Function



Electrical Ratings



Switch/Contact Type



AntiTrip



Cable Screw Terminals



Protection Level



FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2



U1 (2x) U1R (2x) U1S (2x) U1RS (2x) SU1 (2x) SU1R (2x) SU1S (2x) SU1RS (2x) U2 (2x) U1DU1 (2x) U2S (2x) U1DU1S (2x) SU2 (2x) SU1DSU1(2x) SU2S (2x) SU1DSU1S (2x)



51.201 51.202 51.203 51.204 51.205 51.206 51.207 51.208 51.209 51.210 51.211 51.212 51.213 51.214 51.215 51.216



SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB DPDT-DB 2x SPDT-DB DPDT-DB 2x SPDT-DB DPDT-DB 2x SPDT-DB DPDT-DB 2x SPDT-DB



10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V



AC AC AC AC AC AC AC AC AC AC AC AC AC AC AC AC



Slow make-break, Momentary Slow make-break, Maintained Slow make-break, Momentary Slow make-break, Maintained Snap Action, Momentary Snap Action, Maintained Snap Action, Momentary Snap Action, Maintained Slow make-break, Momentary* Slow make-break, Two Stage Momentary Slow make-break, Momentary* Slow make-break, Two Stage Momentary Snap Action, Momentary* Snap Action, Two Stage Momentary Snap Action, Momentary* Snap Action, Two Stage Momentary



X X X X X X X X X X X X X X X X



X X



X X



X X



X X



IP IP IP IP IP IP IP IP IP IP IP IP IP IP IP IP



65 65 65 65 65 65 65 65 65 65 65 65 65 65 65 65



R Gray body, red cover and black (Anti-Trip: gray) pedal



Dimensions 56.0 mm (2.20 in.) 17 mm (0.67 in.) 120.0 mm (4.72 in.)



220.0 mm (8.66 in.)



200.0 mm (7.87 in.)



2 mm (0.08 in.)



40 mm (1.57 in.)



4.5 mm (0.18 in.)



70.0 mm (2.76 in.) 80.0 mm (3.12 in.)



26.0 mm (1.02 in.)



Options - Ex - Explosion protected • Protection Level: - Gold plated contacts for low current applications • Switch Insert: Electrical Rating: Max. Power Consumption: 12.5mW at max. 25mA or max. 25V DC - Standard straight-through (IP 68) • Strain Relief: - Bend protection (IP 68) - Trumpet Pull/Bend protection (IP 68) - Multi conductor, PVC, SJT • Cable: - Multi conductor, PVC, SJT, shielded - Per customer specifications - Per customer specifications • Connectors: • IEC 601-1 certified • Die cast aluminum pedal • Potentiometer available upon request 6.5 mm (0.26 in.) • Custom colors available upon request • Combination of different switch inserts



35 mm (1.38 in.) 58.5 mm (2.30 in.)



160.0 mm (6.30 in.) 190.0 mm (7.48 in.)



* Maintained contacts available upon request



908.806.9490 (fax) • [email protected] • www.altechcorp.com
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FS2 ... U • Heavy duty medium Standard Features • Housing: • Guard: Colors: Anti-Trip:



size, two pedal foot switch with guard



Die cast aluminum body with Polyamide 6.6 pedals Die cast aluminum Gray body, red guard and black pedals Die cast aluminum pedal and lever in gray (available on some models) IP 65 • Protection Level: Snap action or slow make-break • Switch Insert: Silver alloy contact material Electrical Rating: 10A/500V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary, maintained, or two stage momentary Circuit: SPDT-DB; DPDT-DB Three threaded holes (M20) • Cable Entry: • Temperature Range: -30°C up to +80°C (-22°F up to +176°F)



Ordering Information Catalog No. Type



Circuit Function



Electrical Ratings



Certified EN 60601-1 IEC 60601-1



Switch/Contact Type



UL508 Listed



AntiTrip



Cable Screw Terminals



Protection Level



FS2 ... U - with Foot Guard FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2 FS2



U1 (2x) U U1R (2x) U U1S (2x) U U1RS (2x) U SU1 (2x) U SU1R (2x) U SU1S(2x) U SU1RS (2x) U U2 (2x) U U1DU1 (2x) U U2S (2x) U U1DU1S (2x) U SU2 (2x) U SU1DSU1 (2x) U SU2S (2x) U SU1DSU1S (2x)



51.251 51.252 51.253 51.254 51.255 51.256 51.257 51.258 51.259 51.260 51.261 51.262 51.263 51.264 51.265 51.266



SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB DPDT-DB 2x SPDT-DB DPDT-DB 2x SPDT-DB DPDT-DB 2x SPDT-DB DPDT-DB 2x SPDT-DB



10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V



AC AC AC AC AC AC AC AC AC AC AC AC AC AC AC AC



Slow make-break, Momentary Slow make-break, Maintained Slow make-break, Momentary Slow make-break, Maintained Snap Action, Momentary Snap Action, Maintained Snap Action, Momentary Snap Action, Maintained Slow make-break, Momentary* Slow make-break, Two Stage Momentary Slow make-break, Momentary* Slow make-break, Two Stage Momentary Snap Action, Momentary* Snap Action, Two Stage Momentary Snap Action, Momentary* Snap Action, Two Stage Momentary



X X



X X



X X



X X



X X X X X X X X X X X X X X X X



IP IP IP IP IP IP IP IP IP IP IP IP IP IP IP IP



65 65 65 65 65 65 65 65 65 65 65 65 65 65 65 65



X



IP 65



X



IP 65



X



IP 65



FS2 ... V U - Safety Foot Switch with Guard FS2 S1DO1 V(2x) U



51.297



SPDT-DB



10A/500V AC



FS2 S2DO2 V(2x) U



51.298



DPDT-DB



10A/500V AC



FS2 U1DU1 V(2x) U



51.299



Two Stage 2x SPDT-DB



10A/500V AC



Normal: Slow make-break, Momentary Safety: Maintained, Manual reset Normal: Slow make-break, Momentary Safety: Maintained, Manual reset Normal: Slow make-break, Momentary Safety: Maintained, Manual reset



R Gray body, red cover and black (Anti-Trip: gray) pedal 195.0 mm (7.68 in.) 17 mm (0.67 in.)



26 mm (1.02 in.)



40 mm (1.57 in.)



2 mm (0.08 in.)



80 mm (3.15 in.) 160.0 mm (6.30 in.)



* Maintained contacts available upon request



96.0 mm (3.78 in.)



120.0 mm (4.72 in.)



254.0 mm (10.0 in.)



Dimensions Options - Ex - Explosion protected • Protection Level: - Gold plated contacts for low current applications • Switch Insert: Electrical Rating: Max. Power Consumption: 12.5mW at max. 25mA or 25V DC - Standard straight-through (IP 68) • Strain Relief: - Bend protection (IP 68) - Trumpet Pull/Bend protection (IP 68) - Multi conductor, PVC, SJT • Cable: - Multi conductor, PVC, SJT, shielded - Per customer specifications 6.5 mm (0.26 in.) - Per customer specifications • Connectors: 3.5 mm (0.18 in.) • IEC 601-1 certified • Die cast aluminum pedal • Potentiometer available upon request • Custom colors available upon request 70 mm (2.76 in.) • Combination of different switch inserts



275 mm (10.83 in.)



35 mm (1.38 in.) 58.5 mm (2.30 in.) 143 mm (5.63 in.)



Altech Corp®, 35 Royal Road, Flemington, NJ 08822-6000 • 908.806.9400



22



FS3 • Heavy duty medium size, three pedal foot switch Standard Features Die cast aluminum body and cover with • Housing: Polyamide 6.6 pedals Colors: Gray body, red cover and black pedals Anti-Trip: Die cast aluminum pedal and lever in gray (available on some models) IP 65 • Protection Level: Snap action or slow make-break • Switch Insert: Silver alloy contact material Electrical Rating: 10A/500V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary, maintained, or two stage momentary Circuit: SPDT-DB; DPDT-DB Three threaded holes (M20) • Cable Entry: • Temperature Range: -30°C up to +80°C (-22°F up to +176°F)



Ordering Information Catalog No. Type



Circuit Function



Certified EN 60601-1 IEC 60601-1



Electrical Ratings



Switch/Contact Type



AntiTrip



UL508 Listed



Cable Screw Terminals



Protection Level



FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3



U1 (3x) U1R (3x) U1S (3x) U1RS (3x) SU1 (3x) SU1R (3x) SU1S (3x) SU1RS (3x) U2 (3x) U1DU1 (3x) U2S (3x) U1DU1S (3x) SU2 (3x) SU1DSU1 (3x) SU2S (3x) SU1DSU1S (3x)



51.301 51.302 51.303 51.304 51.305 51.306 51.307 51.308 51.309 51.310 51.311 51.312 51.313 51.314 51.315 51.316



SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB DPDT-DB 2x SPDT-DB DPDT-DB 2x SPDT-DB DPDT-DB 2x SPDT-DB DPDT-DB 2x SPDT-DB



10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V



AC AC AC AC AC AC AC AC AC AC AC AC AC AC AC AC



Slow make-break, Momentary Slow make-break, Maintained Slow make-break, Momentary Slow make-break, Maintained Snap Action, Momentary Snap Action, Maintained Snap Action, Momentary Snap Action, Maintained Slow make-break, Momentary* Slow make-break, Two Stage Momentary Slow make-break, Momentary* Slow make-break, Two Stage Momentary Snap Action, Momentary* Snap Action, Two Stage Momentary Snap Action, Momentary* Snap Action, Two Stage Momentary



X X



X X



X X



X X



X X X X X X X X X X X X X X X X



IP IP IP IP IP IP IP IP IP IP IP IP IP IP IP IP



65 65 65 65 65 65 65 65 65 65 65 65 65 65 65 65



R Gray body, red cover and black (Anti-Trip: gray) pedal



Dimensions



56.0 mm (2.20 in.)



240 mm (9.45 in.) 17 mm (0.67 in.)



40 mm (1.57 in.) 70 mm (2.76 in.) 200 mm (7.87 in.)



220.0 mm (8.66 in.) 26.0 mm (1.02 in.)



200 mm (7.87 in.)



2 mm (0.08 in.)



40 mm (1.57 in.)



Options - Ex - Explosion protected • Protection Level: - Gold plated contacts for low current applications • Switch Insert: Electrical Rating: Max. Power Consumption: 12.5mW at max. 25mA or max. 25V DC - Standard straight-through (IP 68) • Strain Relief: - Bend protection (IP 68) - Trumpet Pull/Bend protection (IP 68) - Multi conductor, PVC, SJT • Cable: - Multi conductor, PVC, SJT, shielded - Per customer specifications - Per customer specifications • Connectors: • IEC 601-1 certified • Die cast aluminum pedal • Potentiometer available upon request 6.5 mm (0.26 in.) • Custom colors available upon request 4.5 mm (0.18 in.) • Combination of different switch inserts



35 mm (1.38 in.) 58.5 mm (2.30 in.)



280 mm (11.02 in.) 310 mm (12.20 in.)



* Maintained contacts available upon request



908.806.9490 (fax) • [email protected] • www.altechcorp.com
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FS3 ... U • Heavy duty medium Standard Features • Housing: • Guard: Colors: Anti-Trip:



size, three pedal foot switch with guard



Die cast aluminum body and Polyamide 6.6 pedals Die cast aluminum Gray body, red guard and black pedals Die cast aluminum pedal and lever in gray (available on some models) IP 65 • Protection Level: Snap action or slow make-break • Switch Insert: Silver alloy contact material Electrical Rating: 10A/500V AC (If used with appropriate cable, see cable chart on page 29) Contact Types: Momentary, maintained, or two stage momentary Circuit: SPDT-DB; DPDT-DB Three threaded holes (M20) • Cable Entry: • Temperature Range: -30°C up to +80°C (-22°F up to +176°F)



Certified EN 60601-1 IEC 60601-1



UL508 Listed



Ordering Information Catalog No.



Type



Circuit Function



Electrical Ratings



Switch/Contact Type



AntiTrip



Cable Screw Terminals



Protection Level



FS3 ... U - with Foot Guard FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3 FS3



U1 (3x) U U1R (3x) U U1S (3xs) U U1RS (3x) U SU1 (3x) U SU1R (3x) U SU1S (3x) U SU1RS (3x) U U2 (3x) U U1DU1 (3x) U U2S (3x) U U1DU1S (3x) U SU2 (3x) U SU1DSU1 (3x) U SU2S (3x) U SU1DSU1S (3x) U



51.351 51.352 51.353 51.354 51.355 51.356 51.357 51.358 51.359 51.360 51.361 51.362 51.363 51.364 51.365 51.366



SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB SPDT-DB DPDT-DB 2x SPDT-DB DPDT-DB 2x SPDT-DB DPDT-DB 2x SPDT-DB DPDT-DB 2x SPDT-DB



10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V 10A/500V



AC AC AC AC AC AC AC AC AC AC AC AC AC AC AC AC



Slow make-break, Momentary Slow make-break, Maintained Slow make-break Slow make-break, Maintained Snap Action, Momentary Snap Action, Maintained Snap Action Snap Action, Maintained Slow make-break, Momentary* Slow make-break, Two Stage Momentary Slow make-break, Momentary* Slow make-break, Two Stage Momentary Snap Action, Momentary* Snap Action, Two Stage Momentary Snap Action, Momentary* Snap Action, Two Stage Momentary



X X X X X X X X X X X X X X X X



X X



X X



X X



X X



IP IP IP IP IP IP IP IP IP IP IP IP IP IP IP IP



65 65 65 65 65 65 65 65 65 65 65 65 65 65 65 65



R Gray body, red cover and black (Anti-Trip: gray) pedal



Dimensions



96.0 mm (3.78 in.)



315 mm (12.40 in.) 17 mm (0.67 in.) 240 mm (9.45 in.)



26 mm (1.02 in.)



40 mm (1.57 in.)



2 mm (0.08 in.)



254mm (10.0 in.)



Options - Ex - Explosion protected • Protection Level: - Gold plated contacts for low current applications • Switch Insert: Electrical Rating: Max. Power Consumption: 12.5mW at max. 25mA or max. 25V DC - Standard straight-through (IP 68) • Strain Relief: - Bend protection (IP 68) - Trumpet Pull/Bend protection (IP 68) - Multi conductor, PVC, SJT • Cable: - Multi conductor, PVC, SJT, shielded - Per customer specifications - Per customer specifications • Connectors: • IEC 601-1 certified • Die cast aluminum pedal 6.5 mm (0.26 in.) • Potentiometer available upon request 4.5 mm (0.18 in.) • Custom colors available upon request • Combination of different switch inserts



35 mm (1.38 in.)



40 mm (1.57 in.) 70 mm (2.76 in.)



58.5 mm (2.30 in.)



200 mm (7.87 in.) 280 mm (11.02 in.)



143 mm (5.63 in.)



395 mm (15.55 in.)



* Maintained contacts available upon request



Altech Corp®, 35 Royal Road, Flemington, NJ 08822-6000 • 908.806.9400
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WARNING for General Applications



The use of foot switches on machines, which do not have “point of operation” and “pinch point” protection can cause serious injuries to the operator! The point of operation and pinch point guarding devices should be properly installed before a foot switch is used. The foot controls should be utilized so that it is impossible for the operatorʼs hands and fingers to remain within the point of operation during the machine cycle. Point of operation - The point or area of the machine or the equipment where the work piece or material is positioned and work is being performed during any process such as forming, cutting, welding, punching, shearing, assembling, riveting, etc. Pinch point - Any point at which it is possible for a portion of the body to be caught and injured between moving machine or equipment or work piece parts.



Additional WARNING for Medical Applications



Medical environments have high demands for safety and hygiene. The use of inadequate foot switches can cause serious injuries to the user and patient! The Altech/ASA foot switches meet the requirements of IEC 60601-1 for medical electrical equipment. Certified EN60601-1 IEC 60601-1



Type: FM1 SU2 F4 Company: Altech/ASA Model No.: 51.603B-00001 0.1A 25V~/60V IP 68



• Protection Level IP 68 (Immersion in water) • Limited voltage rating to 25V~ (AC)/60V (DC) • UL/CSA, VDE approved switch insert • Installed cable with special pull/bend protection strain relief • Special durability inspection and drop test of housing • Alternative colors to differentiate this special application



The IEC 60601-1 certification for this special application is issued by TÜV Essen/RWTÜV. This organization is a Notified Body by the European Union and has Governmental accreditation for all types of certification plans for Medical Devices.



Nevertheless, it is the responsibility of the user to select the suitable foot switch for his application. Altech can only make suggestions for the proper use in special applications. Otherwise the correct installation and wiring of the foot switch should comply with all Federal, State and Local safety and health regulations.



908.806.9490 (fax) • [email protected] • www.altechcorp.com
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FEATURES APPLICABLE TO THE FS SERIES Safety Foot Switch



To prevent accidents, Altech/ASA has included a special safety foot switch in its line. The concept is based on an extensive survey, which indicated that, in case of an accident the user depresses the foot pedal even harder instead of releasing the pedal. This special safety foot switch is designed to compensate for this emergency situation, by breaking electrical contact when the pedal is completely depressed. It has modified, two stage momentary contact types, with a manual reset button.



Safety Foot Switch Functions “OFF”



“ON”



“EMERGENCY OFF”



“RESET”



“ON”



Step 1: The pedal is not depressed. The contacts are open. The machine is turned off.



Step 2: To start the machine, the pedal must be depressed until the “pressure point”, where resistance is noticeable.



Step 3: In an emergency, if the pedal is depressed beyond the pressure point, the machine will stop. Beyond the pressure point, the contacts are locked in the “OFF” - Position. The machine cannot operate at this time. Note: The machine can also be stopped, by releasing the pedal instead of depressing harder. (Back to Step 1) Step 4: The push button on the side of the foot switch must be pushed by hand to enable the foot switch to start the machine function again.



Step 5: Return to condition described in Step 2.



The safety foot switch is available in the one and two pedal heavy duty with guard versions. See pages 20 and 22 for more information on the FS1 ... U and FS2 ... U Series. 26



Altech Corp®, 35 Royal Road, Flemington, NJ 08822-6000 • 908.806.9400



FEATURES APPLICABLE TO THE FL AND FS SERIES * Foot Guards



Foot Rests



Most European accident prevention standards such as the German Berufsgenossenschaft (BG) (similar function to OSHA) require foot guards for many applications. In addition there is a special space under the guard, where certain devices such as, emergency off switches and contactors can be mounted.



Foot rests are available on the one pedal versions of the FL and FS series, with or without a guard.



Foot Guards are used to prevent accidentally actuating the foot switch by falling objects such as parts and tools.



Anti-Trip Lever Mechanism



(Prevents the pedal from accidental actuation)



Step 1: To depress the pedal, the Anti-Trip lever must be pushed forward. Otherwise, a spring loaded mechanism holds the lever in position.



Ergonomically designed foot rests help reduce fatigue that may set in after operating a foot switch for an extended period of time.



Potentiometers



Foot switches can be ordered with built-in potentiometers to change speed, etc. Typical applications include: • Coil Winding Machines • Pumps • Machine Tools • Sewing Machines • Medical Facilities • Welding Machines



Function: In the “OFF” position the potentiometer is at “zero”. A microswitch connected in series to the potentiometer will only provide a voltage to the potentiometer once the foot switch has been activated.



Step 2: After the lever is pushed forward, the pedal can be easily depressed. FS Series. Step 3: Immediately after releasing the pedal, the spring loaded mechanism brings the lever back to its starting position.



The maximum human safety and machine protection is provided by the combination of Anti-Trip lever mechanism and Foot Guards!



* The two stage function is applicable to all foot switches.



The standard resistance of the potentiometer foot switch is 10k Ohm which provides a proportional signal depending on the position of the foot pedal (Resistances of 100 Ohm to 20k Ohm are also available). Potentiometers are available for the FL and



Two Stage Function



The following describes the mechanical operation of two momentary contact types: Stage 1: To activate the first momentary contact, depress the pedal until resistance is noticeable. Stage 2: To activate the second momentary contact, press the pedal beyond the resistance point.



Both functions are now turned on. By releasing the pedal, the functions will be turned off in reversed direction.
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SWITCH SPECIFICATIONS Contact Types



Switch Types



• Maintained To start the function, press the pedal. After releasing the pedal, the contacts remain in the “ON” position unless the user presses and releases the pedal again.



• Snap Action The action of moving contact members that transfer from one position to another at a speed which is essentially independent of actuator speed.



• Slow make-break With double throw contacts where the moving contact, in transferring, interrupts one circuit before establishing the other.



• Momentary To start the function, press the pedal. Release the pedal to stop. (Press to start - Release to stop)



Contact Configuration Foot Switch



FM Series & FK Series



Circuit Function



SPDT-SB (Single Pole, Double Throw, Single Break)



Contact Symbol C



DPDT-SB (Double Pole, Double Throw, Single Break) 2x SPDT-SB (2x Single Pole, Double Throw, Single Break) FL Series & FS Series



SPDT-DB (Single Pole, Double Throw, Double Break) DPDT-DB (Double Pole, Double Throw, Double Break)



2x SPDT-DB



C C



C C



1 3



• Form C • Break, Make • Changeover



2



• Form CC • 2x Break, Make • 2x Changeover



1



2



3



4



1



2



3



4



1. Stage



Pressure Point



2. Stage



2 4



2



3



4



7



8



5



n.o. n.c.



snap action



Description With a SPDT-SB contact, one circuit opens at almost the same time another circuit closes. The contact can also be wired as a n.o. (contacts C and 2) or a n.c. (contacts C and 1). Twice the function of a SPDT-SB.



1. Stage SPDT-SB* 2. Stage SPDT-SB* (* Form C; Break, Make; Changeover)



1 SPDT-SB contact before the pressure point and 1 SPDT-SB contact beyond the pressure point.



• Form Z • 1 n.o. / 1 n.c.



Contacts 1 and 2 are the 1 n.c. Contacts 3 and 4 are the 1 n.o.



• Form ZZ • 2 n.o. / 2 n.c.



Contacts 1, 2 and 5, 6 are 2 n.c. Contacts 3, 4 and 7, 8 are 2 n.o.



1. Stage SPDT-DB* 2. Stage SPDT-DB* (* Form Z) • 2x 1 n.o. / 1 n.c.



Contacts 1 and 2 are n.c., contacts 3 and 4 are n.o., before the pressure point. Contacts 5 and 6 are n.c., contacts 7 and 8 are n.o., beyond the pressure point.



6



1



2



3



4



7



slow make/break



Other common expressions used



1



1



5
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n.o. n.c.



1. Stage



6



Pressure Point



2. Stage



8
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OPTIONS IEC 60601-1



International Standard for medical electrical equipment. General requirements for safety. Medical environments have high Certified demands on safety and hygiene. EN 60601-1 I E C 6 0 6 0 1 - 1 The certification for this special application is issued by TÜV Essen/RWTÜV. This organization is a Notified Body by the European Union and has Governmental accreditation for all types of certification plans for Medical Devices. The Altech/ASA foot switches meet the requirements of IEC 60601-1 for medical electrical equipment. Protection Level IP 68 Limited voltage rating to 25V~ (AC)/60V (DC) UL/CSA, VDE approved switch insert Installed cable with special pull/bend protection strain relief • Special durability inspection and drop test of housing • Alternative colors to differentiate this special application



• • • •



The IEC 60601-1 certified foot switches are available in the FM, FL, and FS series.



Explosion Protected - EX



In many industries and environments explosion protected foot switches are required. Applications include, but are not limited to: • • • • • • •



Petrochemical Industries Chemical Industries Plastic Molding Machines Printing Machinery Converting Machines Wood Processing Machinery Food Processing Industries



Altech/ASA foot switches use the principle of flame proof enclosures. Possible explosions are contained inside the foot switch and cannot cause any damage outside. Altech/ASA Explosion Protected foot switches use special switch inserts which meet the EEX, d, ||C and T6 classifications and can be used in zone 1 and 2 applications to DIN VDE 0165. EEX = Ex protected to European EN 50014 d = Flameproof enclosure ||C = Explosion group ||C T6 = Temperature class 6



Due to the increased safety requirements Altech/ASA EX - Foot switches are always delivered complete with a 3 meter (10 ft.) cable and an EX approved strain relief. Explosion protected foot switches are only available in the FS Series.



Cable Chart Foot Switch



AWG Size/ No. of Cond.



Voltage Rating/V



Current Carrying Capacity/Amp.



Overall Diameter Inches mm



Material



20/2 300 8 .200 - .265 5.08 - 6.73 SJT - Plastic 20/3 300 8 .210 - .292 5.33 - 7.42 SJO - Neoprene 20/4 300 8 .240 - .322 6.10 - 8.18 SJTO - Plastic 20/6 300 7 .260 - .381 6.60 - 9.68 SJOOW - Plastic 20/9 300 7 .317 - .439 8.05 - 11.15 20/12 300 7 .338 - .478 8.59 - 12.14 20/20 300 5 .430 - .561 10.92 - 14.25 18/2 300 10 .230 - .301 5.84 - 7.65 18/3 300 10 .242 - .318 6.15 - 8.08 18/4 300 7 .254 - .330 6.45 - 8.38 18/2 600 10 .335 - .375 8.51 - 9.53 FL Series ST - Plastic 18/3 600 10 .360 - .390 9.14 - 9.91 & SO - Neoprene 18/4 600 7 .385 - .420 9.78 - 10.67 FS Series STO - Plastic 16/2 600 13 .340 - .400 8.64 - 10.16 SJOOW - Plastic 16/3 600 13 .355 - .420 9.02 - 10.67 16/4 600 10 .390 - .450 9.91 - 11.43 This cable chart is only to be used as a guide. If the conditions of use vary (i.e., high temperature, hazardous environments, etc.) the normal cable should not be used. Please contact Altech for special applications.



FM Series, FK Series, PCFS-3M Series



Applications Light and medium duty service such as small tools, small motors, sound, office, and medical equipment, etc.



Heavy duty service such as heavy tools, industrial equipment controls, industrial machinery, medical equipment, etc.



Note: SJO, SJTO, SO, STO, and SJOOW are resistant against oil, grease, and acid.



908.806.9490 (fax) • [email protected] • www.altechcorp.com
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Foot spa 












 


[image: alt]





Esquilo Corp. 

Page 1. Esquilo Corp. Page 2. Esquilo Corp.
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IFCMARKETS. CORP. 

Mar 20, 2015 - CHAPTER C: ACCESS AND USE OF OUR ONLINE TRADING ...... Agreement or otherwise) contained in our Online Trading Facility or ...
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VIP PASS - Foot Locker 

03.11.2016 - e nÃ£o poderÃ¡ ser combinada com outras promoÃ§Ãµes ou descontos. - Oferta nÃ£o aplicÃ¡vel a artigos selecionados, indicados atravÃ©s de Ãcones ...
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Trevali Resources Corp. - BVL 

23 may. 2017 - BVL: TV; OTCQX: TREVF, Frankfurt: 4TI) se complace en anunciar que ... adquisición propuesta por la Compa
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JOHNSON-ROSE CORP. 

5303 Crown Drive • Lockport, New York 14094 ... 1/2 SIZE, 12” L 10” L, 2.5” H, 4 QT. 57202. 24. 12 ... 2/3 SIZE, 13.8125
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Precision Castparts Corp 

13.08.2013 - Low-pressure, gravity-independent sewage collection systems for residential installation; ..... Since industrial gas turbines are primarily used in electrical power ... control. Our titanium products, are used to manufacture components f
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stomp the foot 

PREMIUM COLOR. AIRBRUSH. Royal Blue/Azul Royal. Neon Purple/Morado Neón. GEL. Neon Green/Verde Neón. Princess Pink/Rosad
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Laser Foot Surgery Specialist 

ESPECIALISTAS EN: Cirugía mínimamente invasiva (1 punto) para: Juanetes • Dedo martillo. • Espolones del talón. Cirugía
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Trío de switches 

Trabaje con un compañero de clase y creen un ejemplo de Packet Tracer para probar esta nueva política de seguridad. Una
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VIP PASS - Foot Locker 

03.11.2016 - Bu kupon seÃ§tiÄŸiniz Ã¼rÃ¼n(lere) % 25 indirim saÄŸlamaktadÄ±r ve ... Kampanya Yunanistan, Danimarka ve bÃ¼tÃ¼n Foot Locker indirim ve outlet.
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Jordan Alle @ Foot Locker 

Jordan für Alle @ Foot Locker » Riesige Auswahl für Frauen und Männer ✓ Viele exklusive Styles und Farben ✓ Kostenloser Versand ab 69 £ / 85 €
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sustain pedal (foot switch) 

Adam Hall GmbH Â· Daimlerstr. 9 âˆ™ 61267 Neu-Anspach âˆ™ Germany. Tel.: (+49) 60 81 / 94 19 0 âˆ™ Fax: (+49) 60 81 /94 19 1000 âˆ™ e-mail: [email protected] ...
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SEALED TOGGLE SWITCHES 

T7 recommended Quick Connect terminals: AMP 60253-2 for 12-16 AWG. AMP 42100-2 for 14-18 AWG. Mounting Hardware: Hex nuts, lockwasher, non-turn ...
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ac toggle switches AWS 

Esta garantía no cubre desgastes por uso normal o daños ocasionados por accidente, mal uso, abuso o negligencia. El vend
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SoleSaverâ„¢ Foot Rest 

AssistÃªncia tÃ©cnica. Kensington and the ACCO name and design are registered trademarks of ACCO Brands. ... Kensington










 


[image: alt]





IFU,Foot-Up 

The Foot-Up is a lightweight, dynamic aid for drop foot or related disorders that ... The easy-to- fit ankle strap is ma
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Foot Pleaser 

or skin eruptions. • DO NOT use this product before bed. The massager has a stimulating effect and can delay sleep. • NE
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JOHNSON-ROSE CORP. 

5303 Crown Drive • Lockport, New York 14094 ... 10. 5.25”. 20”. 1.1. 5220. 5. 5.5”. 22”. 1.2. 5222. 5. 6.125”. 24”. 1.2.
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Fresa GAMMA - Solex Corp 

Hydraulic opening-folding device with 2 jacks (picture 2. 3. Rulli posteriori: regolazione .... FALC Via Provenfa, 41 48018 FAENZA (ITALIA) che "aprcnc" le due ...
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Inca One Resources Corp 

We have met with Inca One's (IO.V). CEO Edward Kelly in Vancouver and as he shed some more light about the company's near-term plans at Chala, an update seems to be warranted. The Company recently announced already been closed and we expect later thi
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Inca One Resources Corp 

In the coming years securing resources will be all over Europe. As we are not a registered investment advisor, please always do your own research. Visit our website at www.caesarsreport.com. The author holds a do your own research. Copyright All imag
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HANDLE FOR DiscONNEct switcHEs 

effectués que par du personnel qualifié. • Coupez l'alimentation de cet appareil avant d'y travailler. • Utilisez toujou
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Jordan Alle @ Foot Locker 

Jordan fÃ¼r Alle @ Foot Locker Â» Riesige Auswahl fÃ¼r Frauen und MÃ¤nner âœ“ Viele exklusive Styles und Farben âœ“ Kostenloser Versand ab 69 Â£ / 85 â‚¬
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