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FR610GA Series - Fill-Rite

Type - Rotary, Diaphragm, Gear, Vane. GPM in Supplied Configuration. GPM Open Flow - no Hose or Nozzle. By-Pass Pressure 
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FR610GA Series



Technical Specifications



Pump Type - Rotary, Diaphragm, Gear, Vane GPM in Supplied Configuration GPM Open Flow - no Hose or Nozzle By-Pass Pressure Rating (PSI) - Max Dry Vac (in Hg) Head - Max (Ft.) Anti-Siphon Valve Inlet - Size / Thread Outlet - Size / Thread Mount Material - Pump Housing Material - Wetted Material Rotor Material Rotor Vane Material Compatible Fluids Strainer Mesh Size Warranty



Motor Rotary Vane 11.0 / 11.9 17.4 16 PSI 5 36.96 None 1” NPT Bung Cast Iron Buna Powdered Iron Bronze Diesel, Gasoline, BioDiesel up to B20 20 X 20 2 Years



Power - AC 115,230, 115/230 HZ 50,60,50/60 Power - DC 12, 24, 12/24 HP (Horsepower) Rating Power Cord Length (feet) Power Cord Gauge (AWG) DC Power Cord Connectors Amps (FLA) RPM Duty Cycle Thermal Protection Switch Cicuit Protection Fuse Certification



115 60 N/A 1/6 HP N/A N/A None 2.0 2000 30 min. Yes None UL, cUL
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FR604  



SERVICE KIT INFORMATION Kit



Description



Parts



Accessories



KIT120BD



BioDiesel Kit



O-ring seal, bypass valve poppet, bypass cap seal, inlet seal



KIT120RG



Rotor & Vane Kit



Rotor cover, rotor, vanes, rotor key, O-ring seal, attaching hardware



KIT120JC



Junction Cover Kit



Juction cover, seal



KIT120SL



Seal Kit



O-ring, shaft seals, retainer clip



KIT120BV



By-Pass Service Kit



Screen, bypass valve, valve spring, bypass cap, O-ring seal



KIT120NB



Nozzle Boot Kit



Nozzle boot, attaching hardware



KIT120BG



Inlet Flange Kit



KIT120SG



Inlet Gasket & Screen



Inlet flange (bung), attaching hardware, inlet seal, screen Gasket for inlet (bung) and screen



KIT120SW



Switch Lever Kit



Switch lever, mounting hardware



Suction pipe material Suction pipe length - extended/notextended Nozzle - size Nozzle - Manual / Automatic Hose liguid materials compatibilty Hose diameter Hose length Hose static wire (Y/N)



Steel 40.5 / 23 ¾” Automatic Black Nitrile Rubber ¾” 12’ Yes



Logistics UPC Freight Class of Product (Number Only) Length Width Height



8825 Aviation Drive Fort Wayne, Indiana 46809 P (800) 634-2695 or (260) 747-7524 F (800) 866-4861 www.tuthill.com



0-89404-22325-3 85 17 15 15 
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Series 

5 dic. 2017 - series sobre la familia o series sobre relaciones o cosas como esa. Sin embargo, aquí en. BrookHills, hace
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SerieS 

Course 26 mm. (-0.0270. ) 5. 11. 25. 82. 30. 3. 20. 10 .5. (1. 1x). 10. M. (1. 1x. ) 52. +0.10.2+. 45. M x1 .5 .... Verfahrweg X / Z (Kurzer Sockel). Stroke X / Z (short ...
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series 

The Advanced VX tripod comes with an all-metal center leg brace/accessory tray to ..... that is in the eastern part of t
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Series 

iCON iKeyboard3S V1.00. iCON iKeyboard3S V1.00. 1. 2. 3. 5. 4. 6. 7. 8. 9 logic pro. iCON iKeyboard3S V1.00. iCON iKeybo
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Series 

iKeyboardS ; monitors, speakers and headphones to the output connectors accordingly. Models. Inputs. Outputs. Headphones
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Series 

Use 1/2â€� I.P.S. faucet connections, or use the enclosed coupling nuts with 3/8â€� O.D. ... water supplies, check for l
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302B Series, 302G Series, 302R Series 43-72-1000 M12 

côté supérieur gauche de la gaine. Pour allumer la veste, appuyer sur le bouton d'alimentation de la veste chauffante et
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PLANET Fiber Transceiver MFB-Series/MGB-Series/MTB-Series ... 

100BASE-FX SFP interface. The distance can be extended from 2km (Multi-mode, LC) to up to 120km. (Single-mode, LC). The
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302B Series, 302G Series, 302R Series 43-72-1000 M12 

CONTROL DE BATERÍA M12™ ... ence of drugs, alcohol or medication. ... SERVICE. • Have your heated hoodie serviced by a q
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302B Series, 302G Series, 302R Series 43-72-1000 M12 

Do not abuse the power cable. Never use the cord for carrying, pulling or unplugging the heated hoodie. Keep cord away f
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202B Series, 202G Series, 202R Series, 222C ... - acmetoolstore.com 

If necessary, unzip the expansion zipper to accommodate larger battery packs. To remove the battery, push in the release
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202B Series, 202G Series, 202R Series, 222C ... - acmetoolstore.com 

WARNING To reduce the risk of personal in- jury and damage, disconnect and remove battery pack and battery controller fr
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301B Series, 301G Series, 301R Series, 321C ... - Milwaukee Tool 

Cat. No. / No de cat. 301B Series, 301G Series, 301R Series, 321C Series. 43-72-1000. M12™ HEATED HOODIE AND M12™ BATTER
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202B Series, 202G Series, 202R Series, 222C ... - acmetoolstore.com 

shock, fire and/or serious injury. Save all warn- ings and instructions for future reference. WORK AREA SAFETY. • Keep w
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202B Series, 202G Series, 202R Series, 222C ... - acmetoolstore.com 

To remove the battery, push in the release buttons and pull the battery pack away from the controller. OPERATION. The zo
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302B Series, 302G Series, 302R Series 43-72-1000 M12 

Insertion et retrait du bloc piles. Pour insérer le bloc-piles, le glisser dans le corps du porte piles. S'assurer qu'il
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202B Series, 202G Series, 202R Series, 222C ... - acmetoolstore.com 

Do not use while you are tired or under the influ- ence of drugs, alcohol or medication. A moment of inattention may res
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201B Series, 201G Series, 201R Series, 221C ... - Milwaukee Tool 

201B Series, 201G Series, 201R Series, 221C Series,. 231B Series, 49-24-2310. M12™ HEATED MULTI-ZONE JACKET .... USA &am
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gp2 series equipes de gp2 series gp2 asia series ... AWS 

21 ene. 2018 - This particular Gp2 Series Equipes De Gp2 Series Gp2 Asia Series Pilotos De Gp2 Series Rondas De Gp2 De.
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302B Series, 302G Series, 302R Series 43-72 

Stay alert, watch what you are doing and use common sense when using the heated ..... tambiÃ©n busque atenciÃ³n mÃ©dica.
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302B Series, 302G Series, 302R Series 43-72-1000 M12 

WARNING To reduce the risk of injury, user must read and understand operator's manual. AVERTISSEMENT Afin de réduire le
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302B Series, 302G Series, 302R Series 43-72 

Follow Care Instructions on hoodie tags. Machine wash, Gentle Cycle in warm water. Tumble Dry. Low Heat. â€¢ Do not blea
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Series LFMMV 

proper product function. Frequency of cleaning and inspection depends upon local water conditions. You are required to c
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u300® series 

If the red PEAK LED lights up or flashes, reduce the sensitivity on the ..... Dabei lassen sich jeweils bis zu sechs U30
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