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GV-AS4110 IP Control Panel

Consult your sales representative for more information. GV-Reader 1251. GV-Reader 1251 is a card reader that uses a 125 
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GV-AS4110 IP Control Panel



  KEY FEATURES       



One‐way and two‐way control of 4 doors  8 Wiegand card readers of 26 to 64 bits  8 GV‐Readers and GV‐GF Fingerprint Readers through RS‐485 and network  Built‐in 16 inputs and 24 relay outputs  Suitable for controlling doors, parking gates and access to elevator call buttons  Support for tampering alarm 
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  SPECIFICATIONS  System Requirements  GV‐ASManager Version  Software  One‐Way Control  Two‐Way Control  Hardware  CPU  Number of User Cards  Event Buffer  Power  RS‐485 Interface  Wiegand Interface  TCP/IP Interface  Communication  Battery  Input  Output  Operating Temperature  Operating Humidity  Dimension (W x H x D)  Weight  Certification 



GV‐ASManager V4.2.3 or later  4 doors  4 doors  32‐bit ARM7TDMI  100,000 cards  1,000,000 events and log data  AC 100~250V, 50~60 Hz  1 RS‐485 interface only for GV‐Readers and GV‐GF Fingerprint Readers (max. 8 Readers)  Distance 600 m (1968.50 ft), 24 AWG  8 Wiegand interfaces, 26~64 Bit format, distance 100 m (328.1 ft), 24 AWG  12V DC power supply, 200mA  1 TCP‐IP interface for GeoVision network readers  TCP/IP  Replaceable button cell  16 inputs, dry contact, NO/NC  24 relay outputs (30V DC, 3A; 110 ~ 250V AC, 3A)  0 ~ 65 °C / 32 ~ 149 °F  10% ~ 90% RH (non‐condensing)  210 x 187 x 40 mm / 8.27 x 7.36 x 1.57 in  900 g / 2 lb  CE, FCC, RoHS 



Note:    1. RS485 and TCP/IP interfaces only support GeoVision readers, while Wiegand interface supports both GeoVision and 3rd party  readers (Wiegand 26~64 Bits).    2. GV‐AS Controllers do not support 3rd party access control software.  3. Specifications are subject to change without notice.  -2GV-AS4110
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Packing List          



GV‐AS4110  Power Adaptor 12V DC / 3.5A  Power Cord  Battery Cable  Screw x 8  Hex Nut x 8  Hex Pillar x 8  Micro SD Card 2 GB  Software CD  Warranty Card 



   



Options  Optional devices can expand the capabilities and versatilities of your GV‐AS Controllers. Consult your sales representative for more  information.  GV‐Reader 1251 



GV‐Reader 1251 is a card reader that uses a 125 kHz frequency. It has both Wiegand and RS‐485  outputs that can be connected to any standard access control panel. 



GV‐RK1352   



GV‐RK1352 is a card reader with keypad that uses a 13.56 MHz frequency. The reader has both  Wiegand and RS‐485 outputs that can be connected to any standard access control panel.   



GV‐R1352   



GV‐R1352 is a card reader that uses a 13.56 MHz frequency. The reader has both Wiegand and RS‐485  outputs that can be connected to any standard access control panel.   



GV‐DFR1352 



GV‐DFR1352 is a card reader that uses a 13.56 MHz frequency. The reader has both Wiegand and  RS‐485 outputs that can be connected to any standard access control panel. 



GV‐GF Fingerprint  Reader 



The reader supports three operation modes: Fingerprint Only, Fingerprint + Card and Card Only. In  Fingerprint Only mode, the fingerprints are enrolled through GV‐ASManager. In Fingerprint + Card  mode, the fingerprint templates are stored on the user card. In Card Only mode, the users only need to  swipe the card to be granted access. Readers with optical and capacitance sensors are available.   



GV‐CR420 



GV‐CR420 is a card reader with a built‐in 4MP wide angle IP camera. The card reader recognizes  identification cards and transmits live view through network connection.   



Cabinet (GV‐AS Iron  Box) 



With the cabinet (Dimension: 383.5 x 443.5 x 112.2 mm / 15.1 x 17.5 x 4.4 in), GV‐AS Controllers can  be mounted directly to a wall or recessed into the wall. 



Push Button Switch   



The push button switch can be integrated with access control system, allowing door exit by  momentarily activating or deactivating the electric locking device. Both American standard and  European standard push buttons are available.   



GV‐IB25 / 65 / 85  Infrared Button 



The GV‐IB25 / 65 / 85 Infrared Button detects infrared movement within 3 to 12 cm and allows you to  open the door with a wave of hand.   



Electric Lock   



Three types of electric locks are available: electromagnetic lock, electric bolt and electric strike.   



GV‐RU9003 



GV‐RU9003 is a Radio Frequency Identification (RFID) reader of ISO 18000‐6C (EPC GEN2) standard.  Designed for parking lot management, the reader can read RFID tag within 10 m (32.8 ft). Wiegand  interface supports GeoVision AS2xxx/4xxx/8xxx controllers. 



GV‐AS ID Card / Key Fob  & GV‐UHF Tag 



GV‐AS ID Card and GV‐AS ID Key Fob are ideal for business and residential environment, where access  control is important for security reasons. 125 KHz and 13.56 MHz cards and key fobs are available.  GV‐UHF Tag is ideal for parking lot management. 900 MHz UHF Tag is available. 
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Honeywell HY-204 Control Panel Ersatz 

Dieses Dokument wurde zuletzt angelegt am 2016-12-05 07:56:12 PM. Schritt 3 â€” Schalttafel. Entfernen Sie die beiden knapp unterhalb der Oberseite des ...
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OUTDOOR PAR TRI 12 IP 65 DMX CONTROL TABLE 

OUTDOOR PAR TRI 12 IP 65. DMX CONTROL TABLE. 2-CHANNEL MODE. CHANNEL. VALUE. FUNCTION. CH1. 000 - 255. Master dimmer (0 - 100%). CH2.










 


[image: alt]





panel-tec panel-tec - Rodipinturas 

www.corona.com.co. 1. NOMBRE DEL PRODUCTO. PANEL-TEC. 2. DESCRIPCIÓN DEL PRODUCTO. Masilla semi-liviana tipo “Joint Comp
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Manual Del Panel De Control Mitsubishi Chariot Grandis 

This Manual Del Panel De Control Mitsubishi Chariot Grandis Descargar Pdf file begin with Intro, Brief Discussion until
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Alojamiento Compartido Bajo Windows Servers con Panel de Control ... 

de nuestros planes de alojamiento compartido bajo sistema ... Plesk es el líder actual de la industria de alojamianto we
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Alojamiento Compartido Bajo Windows Servers con Panel de Control ... 

Además de obtener el mejor estado del arte de infraestructura para alojamiento, le ofrece- mos servicios de cortesía com
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Alojamiento Compartido Bajo Windows Servers con Panel de Control ... 

cualquier incidencia o pregunta, chat y PBX en horario de oficina; para conocer más de nuestros canales de soporte, SLA
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Alojamiento Compartido Bajo Windows Servers con Panel de Control ... 

Soporte. Contamos con 7 canales de soporte, dentro de los cuales estan: ticket 7x24 ... ver la web www.dongee.com/soport
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I . Ip 

I . Ip. Instituto de Acceso o lo InformaciÃ³n. PÃºblica para el Estcdc d. Gum1ajuato. NÃºm. Oficio: IACIP/PPI-1035/14/20
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Panel Ready.p65 

Solutions to Common Problems ................ 18 ... continue serving you, please use this page to record ..... detergen
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Panel 3 

die i n de color blanco va a efecte de cuero negro dunir rede fachada, peable de las mayores pérdidas energéticas e cor
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panel-tec básico panel-tec básico 

Sirve para tratamiento de juntas y el pre acabado de las placas de cartón yeso, en espacios interiores. •. Puede usarse
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Panel Ready.p65 

Soil particles go down the drain as the water is pumped out and replaced with clean water. The number of water fills wil










 


[image: alt]





panel tec en polvo panel tec polvo 

6 ago. 2013 - PANEL TEC EN POLVO. Materiales & Pinturas Corona. Carrera 48 Nº 72 Sur 01 Sabaneta (Ant.) – Colombia.










 


[image: alt]





panel tec en polvo panel tec polvo 

6 ago. 2013 - yeso, en espacios planos interiores. ... superficie de los paneles de yeso en cielos planos ... El consumo
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roof panel 

Los paneles ACIER represen- tan una solución para todo tipo de cubiertas donde se requiera máxima estanqueidad con mí- n
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panel-tec básico panel-tec básico 

Se debe almacenar bajo techo, en un lugar fresco y ventilado. Colocar máximo 120 galones o 24 cuñetes por estiba. Se sug
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DuraVision FDF4627W-IP Installationshandbuch 

Es kÃ¶nnen Unicast- und Multicast-Videosignale dargestellt werden. .... Wenn eine registrierte Netzwerkkamera unter einer doppelten IP-Adresse gefunden ...
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Cámaras PTZ IP 

progresivo de zoom óptico de 36X (12X digital) de la cámara ofrece imágenes nítidas a corta y larga distancia, mientras










 


[image: alt]





DuraVision FDF2304W-IP Installationshandbuch 

Netzwerkkamera, deren â€žProtokollâ€œ auf. â€žONVIFâ€œ eingestellt ist: Kameramodellnummer,. Herstellername, etc. Alphanumerische Zeichen,. Kana und Kanji (Max.
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proceso 22-ip-98 

pertenecientes a SAYCO han venido recibiendo las liquidaciones ..... gestión sean consideradas más bien como asociacione
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IP:,1*,gNa 

10 jul. 2018 - de una milésima de Bolívar Soberano, (8sS.0,001), a Un Bolívar Soberano (8sS.1,00). Como consecuencia nec
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IP-Telefon D785 

ZusÃ¤tzlich kÃ¶nnen Benutzername, Authentifizierungsname, Outbound Proxy, Konto ... Falls das Telefon keinen DHCP-Server im Subnetz entdeckt, werden Sie ...
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Astimax IP 500 

automatischen Provisionierung der EndgerÃ¤te per Plug and Call, sodass diese nicht ... durch eine PIN schÃ¼tzen und mit weiteren Optionen der Komfort erhÃ¶hen.
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