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GV‐Hot Swap Recording Server System V5 (Rev.E) – 4U, 20‐Bay 



INTRODUCTION  The GV‐Hot Swap Recording Server System is a video streaming server supported by a powerful data storage capacity and designed for  large‐scale video surveillance deployments. It comes with a selection of 4U (20‐bay) or 3U (16‐bay) and hot‐swappable SATA mobile racks.  Depending on the HDD size, the GV‐Hot Swap Recording Server System can store up to 120 terabytes of recorded data.    In addition, it can simultaneously distribute up to 300 channels to its clients which include GV‐ DVR/NVR / VMS, GV‐GIS (geographic  information system), GV‐Mobile Server, GV‐Control Center (central monitoring system). GV‐Recording Server can also send text  notifications to one GV‐Vital Sign Monitor when alert conditions occur. Using the GV‐Recording Server, the desired frame rates can be  reached while the CPU loading and the bandwidth usage of IP video devices are significantly reduced. 



Note: The arrows in the diagram indicate the direction of the connections. 



-1GV-Hot Swap Recording Server System V5 (Rev.E) – 4U, 20-Bay



October 8, 2018



In some areas or countries, you may like to install 3G wireless Internet module (e.g. GPRS/UMTS) on the GV‐Video Server or GV‐Compact  DVR but have the problem to obtain a public IP address from ISP. The Passive connection method of GV‐Recording Server can solve the  public IP issue by accepting the connection request from the GV‐Video Server or GV‐Compact DVR, and then distribute the video  streaming to clients.    The GV‐Recording Server provides you with a secure and affordable remote backup solution with the GV‐Backup Center, GV‐Failover  Server and GV‐Redundant Server.     



NETWORK DEPLOYMENT  •



The GV‐Hot Swap Recording Server System, equipped with 3 network interface cards, has the capacity of receiving 128 channels  and transmitting 300 channels to clients. It is recommended to set one network interface card for receiving video and two  network interface cards for transmitting to clients.   



 



   



Packing List  • • • • •



GV‐Hot Swap Recording Server System    AC Power Cord    Self‐Stick Rubber Pad x 4  Documents Download Guide  Warranty Card 



  Features  • • • • • • • • • • • • • • •



64‐bit Windows 10 IoT Enterprise  Powered by Intel Core i7 Processor  20 hot‐swappable SATA drive bays for data storage  Maximum storage capacity up to 120 TB (4U 20‐Bay) / 96 TB (3U 16‐Bay)    Simultaneous receiving and recording up to 128 IP channels  Distributing up to 300 IP channels of video to clients  Three Gigabit LAN ports    Two USB 2.0 ports and six USB 3.1 ports        Pre‐installed SSD for recovery  Web interface to remotely configure and monitor GV‐Recording Server  Two‐way audio communication (only for GV‐IP devices through active connection)  Support for third‐party IP video devices (Sony, Axis, VIVOTEK, Panasonic, HikVision, Arecont Vision)    Support for ONVIF, PSIA and RTSP protocols  Support for 31 languages  RAID 0 / 1 / 1+0 / 5 / 6 / 00 / 30 / 50 / 60 / 100 data protection (optional) 
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Specifications  System  CPU  RAM  OS  DirectX  No. of HDD  Internal Storage 



Connector 



Fan 



Ethernet  Video Output  USB 2.0  USB 3.1 Gen 1  USB 3.1 Gen 2  12 cm (4 3/4")  8 cm (3 1/8") 



Power  Backup Type1  System Monitoring and Recovery  Power Restoration  Monitoring  Recovery  Environment  Operating Temp.  Humidity  Physical  LED Indicator  Color  Dimensions (W x H x D)  Net Weight  Software Specifications  Number of IP Video Device  Connections  Number of Remote Client  Connections  Active Connections  Passive Connections  3rd Party IP Cameras Support  Live Viewing  Recording  Remote Playback  Protocol  E‐Mail Notification  SMS Notification  2‐Way Audio  GPS support  Number of Accounts  Mobile Phone Support  Bandwidth Control  IE Live View  IE Event Query  IE I/O Control  Language 



Intel Core i7 Processor  16 GB Dual Channels  64‐bit Windows 10 IoT Enterprise  11  20 (2.5” / 3.5" HDD)  64 GB SSD  RJ‐45, 10 / 100 / 1000 Mbps x 3  2 displays: DVI‐D and HDMI    Rear: 2 ports  Front: 2 Ports, Rear: 2 Ports  Rear: 2 Ports  3 units  2 units  Output: 1000 W  Input: 100‐240 V, 47‐63 Hz  DVD+R (DL) / DVD‐R (DL) / DVD+R / DVD+RW / DVD‐R / DVD‐RW / CD‐R / CD‐RW  Automatic restart after power outage  Two independent Watchdogs (Hardware Watchdog + Software Watchdog)  Automatic system rebuild from SSD  0 ~ 45 °C (32 ~113 °F)  0 ~ 80% RH (non‐condensing)  Yes (Fan, Power, HDD)  Black  483 x 178 x 660.4 (mm) / 19 x 7 x 26 (in)  23.5 kg / 51.8 lb (± 1 kg / 2.2 lb)  128 channels  300 channels  Yes  Yes (only for GV IP devices)  Yes  Single live view, multi‐channel live view  Yes (up to 128 channels)  Yes (with GV‐Backup Center, GV‐Failover Server and GV‐Redundant Server)  HTTP, HTTPS, TCP, UDP, SMTP, UPnP, DynDNS, RTSP, PSIA, ONVIF  Yes (for Active connection lost, passive connection lost, USB protection key removed, recycling of recorded  video, start keep days operation, motion detection, disk full, disk error, I/O trigger, disk removed, recording  failure)  No  Yes (only for GV‐IP devices through active connection)  Yes (only for GV‐IP cameras)  Up to 1000 accounts  Yes (with GV‐Eye)  No  Yes (up to 36 channels)  Yes  No  Arabic / Bulgarian / Czech / Danish / Dutch / English / Finnish / French / German / Greek / Hebrew /  Hungarian / Indonesian / Italian / Japanese / Lithuanian / Norwegian / Persian / Polish / Portuguese /  Romanian / Russian / Serbian / Simplified Chinese / Slovakian / Slovenian / Spanish / Swedish / Thai /  Traditional Chinese / Turkish 
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Software License  Free License  Maximum License  Increment for Each License  Optional Combinations  Dongle Type 



N/A  128 channels  1. GV‐IP video devices only: 32, 36, 40, 44, 48, 52, 56, 60, 64, 68, 72, 76, 80, 84, 88, 92, 96, 100, 104, 108, 112,  116, 120, 124, 128 IP channels.    2. Third‐party IP devices (Includes GV‐IP video devices): 32, 36, 40, 44, 48, 52, 56, 60, 64, 68, 72, 76, 80, 84,  88, 92, 96, 100, 104, 108, 112, 116, 120, 124, 128 IP channels.    N/A  Internal 



Note:    1. For backup function, you need to connect an external USB DVD/CD burner.  2. All specifications are subject to change without notice. 



  HDD Capacity  The amount of time GV‐Hot Swap Recording Server System can record before recycling begins is listed below.  Resolution 



Frame rate 



Bit rate 



HDD capacity required  for recording 128ch 



1.3 MP 



30 fps 



3.7 Mbps 



5.3 TB per 24 hr 



2 MP 



30 fps 



6.7 Mbps 



9.3 TB per 24 hr 



3 MP 



20 fps 



5.7 Mbps 



7.9 TB per 24 hr 



4 MP 



15 fps 



11.75 Mbps 



15.6 TB per 24 hr 



5 MP 



10 fps 



16.53 Mbps 



22 TB per 24 hr 



8 MP 



25 fps 



13.73 Mbps 



18.2 TB per 24 hr 



12 MP 



15 fps 



13.73 Mbps 



18.4 TB per 24 hr 



HDD Capacity for  each model 



Amount of time each model can  record before recycling begins 



16‐bay (96 TB) 



96 TB / 5.3 TB = 18 days 



20‐bay (120 TB) 



120 TB / 5.3 TB = 22 days 



16‐bay (96 TB) 



96 TB / 9.3 TB = 10 days 



20‐bay (120 TB) 



120 TB / 9.3 TB = 12 days 



16‐bay (96 TB) 



96 TB / 7.9 TB = 12 days 



20‐bay (120 TB) 



120 TB / 7.9 TB = 15 days 



16‐bay (96TB) 



96 TB/ 15.6 TB = 6 days 



20‐bay (120TB) 



120 TB/ 15.6 TB = 7 days 



16‐bay (96TB) 



96 TB/ 22 TB = 4 days 



20‐bay (120TB) 



120 TB / 22 TB = 5 days 



16‐bay (96TB) 



96 TB / 18.2 TB = 5 days 



20‐bay (120TB) 



120 TB / 18.2 TB = 6 days 



16‐bay (96TB) 



96 TB / 18.4 TB = 5 days 



20‐bay (120TB) 



120 TB / 18.4 TB = 6 days 



Note:  1. To see the number of channels supported by each hard disk, refer to 3.6 Setting Up the Video Storage Location, GV‐Hot Swap      Surveillance System V5 (Rev.E) User’s Manual for details.  2. Specifications are subject to change without notice.



  Options  Redundant Power  Supply 



The Redundant Power Supply comes with 2 hot‐swap modules for 3U models and 3 hot‐swap modules  for 4U models. When 1 module is down, the remaining module(s) can still supply full power to the  system.   ‐ 3U models: 600 W 1+1 mode; 100 ~ 240 V, 47‐63 Hz  ‐ 4U models: 1000 W N+1 mode; 100 ~ 240 V, 47‐63 Hz 



RAID Card 



The RAID Card supports a maximum of 20 SATA hard drives and enhances data protection. The supported RAID  types include RAID 0, RAID 1, RAID 1+0, RAID 5, RAID 6, RAID 00, RAID 30, RAID 50, RAID 60 and RAID 100. 



Note:    3. The optional accessories will be built in the GV‐Hot Swap Surveillance System V5 (Rev.E) and tested before shipment. Opening the  case and installing the accessories yourself will void the warranty.  4. The optional accessories are only supported in GV‐Hot Swap Surveillance System V5 (Rev.E) or later.  5. Please contact our sales representatives for more information when combining optional cards for your system.  -4GV-Hot Swap Recording Server System V5 (Rev.E) – 4U, 20-Bay
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Overview  Front View



Rear View



 



-5GV-Hot Swap Recording Server System V5 (Rev.E) – 4U, 20-Bay



October 8, 2018 























Empfehlen Sie Dokumente






[image: alt]





GV-Hot Swap Recording Server System V5 (Rev.D) – 3U 

18 oct. 2017 - The Passive connection method of GV-Recording Server can solve the .... Czech / Danish / Dutch / English










 


[image: alt]





GV-Hot Swap NVR System V5 (Rev.D) – 4U, 20-Bay 

18 oct. 2017 - Mobile device (iOS and Android). WebCam Live View. Max. ... Alarm. Sensor Input. Standard. 4 inputs. GV-I










 


[image: alt]





GV-Hot Swap VMS System V5 (Rev.E) – 4U, 20-Bay 

8 oct. 2018 - 64-bit Windows 10 IoT Enterprise ... 10 sec. / 30 sec. / 1 min. / 5 min. Watermark Marking. Supported ...










 


[image: alt]





the recording industry - IFPI 

from 100,000 five years ago. Music sales in Brazil fell, with ..... five. Sector Analysis - Music Video. Source: Screen










 


[image: alt]





graphic recording projects - graphicrecording.cool 

05/2015. Sport for All. 24th Tafisa World Congress, Budapest. Grass Root Sports. VigadÃ³ Concert Hall Budapest. Format: Big Screen. Graphic Recording Flipchart. + mobile Recording. Organisation: TAFISA, Hungarian Leisure Sport Association. Team: Sara










 


[image: alt]





Cross Currency Swap Extinguible - Mef 

19 may. 2006 - Aprueban operación de cobertura de riesgo estructurada denominada “Cross Currency. Swap Extinguible” con










 


[image: alt]





SERVER\Shared Folders\Server\ANTEPROYECTOS 

aster bedroom aster bathroom. *g Covered terrace. OOO. Living-kitchen-dinning. Bedroom 2. ) Bathroom 2. - -. L--. M ai n h all. {W1.01. Laundry. *aufden ...










 


[image: alt]





Crises Information System with ArcGIS Server 

Lechwerke AG 29.06.2011 Seite 14. Components & concept. ArcGIS Server. Oracle. Oracle low voltage outages (1kV). Web RaMSy based on AGS JavaScript ...










 


[image: alt]





Hoja Técnica Enterprise System Management Server ... - Vicon Security 

que conecta todos los dispositivos que ejecutan la aplicación ViconNet. El Núcleo mantiene ... procesador; 4 GB RAM; 250










 


[image: alt]





Intel(R) Multi-Flex Server System MFSYS25 User ... - Thomas-Krenn.AG 

The Material may contain trade secrets and proprietary and confidential information ...... IntelÂ® Modular Server System MFSYS25/MFSYS35 User Guide. Deutsch.










 


[image: alt]





Acer Aspire V5-572, V5-572G Batteriewechsel 

28.10.2016 - Entfernen 17x Philips Schrauben.. Schritt 2. Starten Ã–ffnung von der SD-Speicherkarte Loch.. Verwenden Sie Werkzeuge aus Kunststoff ...










 


[image: alt]





Recording with the Front Panel 

Dolby and the Double â€œDâ€� symbols are trade- ...... cOptional-board slot cover ...... board. 1. Select TITLE TEXT INPUT from the TITLE MENU EDIT screen and ...










 


[image: alt]





SERVER\Shared Folders\Server\ANTEPROYECTOS\ANT-2017 

Bedroom 2. N. \. -â€”. D ( ). O t. ) e ( ) N-1 E3.03 built areas. C D Maste Bathroom 1. livind-kitchen-dini 67.58 m2. VC-KCnen-Cinn OS. Living-Kitchen-Dinning \ 9 9.










 


[image: alt]





laboration Server 

... VI.2 de la precitada Directiva señala que los presupuestos que se deben ... la "Solución de correo electrónico VMWAR










 


[image: alt]





archicad 21 [v5-pdf90163] 

anhand vieler Bildbeispiele die Mglichkeiten von ArchiCAD 21 und richtet sich insbesondere an ArchiCAD-Neulinge, die Wert auf einen praxisnahen Einstieg ...










 


[image: alt]





TEMARIO SIAF VIRTUAL V5 












 


[image: alt]





FIRS 2014 Rulebook v5 

6 abr. 2013 - Approval of Protective Equipment . ...... A condition whereby a player is in control of the puck with no o










 


[image: alt]





Guía de Autoarchivado V5 

Para visualizar los archivos con extensión 2bv y gto, descargue del portal de ... de java “InstalarVisorGsign” (Figura 9










 


[image: alt]





Acer Aspire V5-572, reemplazo de la batería V5-572G 

Acer Aspire V5-572, reemplazo de la batería V5-. 572G. Reemplazo de la batería Acer Aspire V5-572. Escrito por: ZFix. Ac










 


[image: alt]





Acer Aspire V5-572, Memoria V5-572G (RAM) de actualización 

28 oct. 2016 - DDR3 1333 SO-DIMM de memoria RAM. (1). DDR3 1600 SO-DIMM de memoria RAM. (1). Acer Aspire V5-572, Memoria










 


[image: alt]





Acer Aspire V5-572, V5-572G CMOS Battery Replacement 

29.09.2016 - Schritt 4 â€” CMOS BIOS Batterie. Lithium-Batterie-Band CR 2032, 3V.. Acer Aspire V5-572, V5-572G CMOS Battery Replacement.










 


[image: alt]





Migration und Integration in Hessen - Data 4U 

13.05.2011 - (Meier-Braun) und â€žBei der Mediennutzung ist der Medien-Mix â€“ die Nutzung sowohl der ..... Schatz, Roland: Einseitigkeit mit Folgen. TV-News ...










 


[image: alt]





Migration und Integration in Hessen - Data 4U 

13.05.2011 - Deutschen, deren Muttersprache nicht Deutsch ist. .... Berichterstattung Ã¼ber deutsch-tÃ¼rkische Themen an. ..... Ihlas Media & Trade.










 


[image: alt]





Acer Aspire V5-572, V5-572G placa base de reemplazo 

Paso 6 — Wi-Fi mitad de la mini tarjeta PCIe. Retire el tornillo de 1x y desconectar los dos cables coaxiales de antena.










 











Copyright © 2024 P.PDFDOKUMENT.COM. Alle Rechte vorbehalten.

Über uns |
Datenschutz-Bestimmungen |
Geschäftsbedingungen |
Hilfe |
Copyright |
Kontaktiere uns










×
Anmelden






Email




Password







 Erinnere dich an mich

Passwort vergessen?




Anmelden














