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Hi-Speed USB 2.0 to DVI Converter

It makes word processing, editing and multi-tasking more effective with less overlapped ... Make presentations more comp 

















 PDF Herunterladen 



 PNG-Bilder






 492KB Größe
 0 Downloads
 18 Ansichten






 Kommentar


























Hi-Speed USB 2.0 to DVI Converter Supports Additional DVI-I Display; Accommodates HDMI or VGA Display with Adapter Part No.: 152334



Easily connect a monitor, HD projector or another DVI device to notebook or desktop computers.



Improved Productivity and Versatility. The Manhattan Hi-Speed USB 2.0 to DVI Converter increases productivity, improves "desktop" arrangements and extends the visual work area across dual monitors. It makes word processing, editing and multi-tasking more effective with less overlapped windows, fewer hidden palettes and better-organized views. Read e-mail on one monitor and open attachments on the other. Expand and view large, complicated spreadsheets without scrolling. Make presentations more compelling with one display for attendees and one for the speaker to view notes.



Easy to Install. The convenient Hi-Speed USB connection eliminates the need to install another graphics card or struggle with compatibility issues. It's an ideal, portable solution for notebook computers, Ultrabooks and desktop systems with graphics cards that lack additional outputs. With Plug-and-Play and hot-swap capabilities, it's easily installed on any Windows or Mac computer without having to use an external power supply.



Features: Easily adds a DVI-I monitor to a computer to increase productivity and expand visual areas; connects HDMI or VGA displays with included adapters For more information on Manhattan products, consult your local dealer or visit www.manhattan-products.com. All names of products or services mentioned herein are trademarks or registered trademarks of their respective owners. Distribution and reproduction of this document, and use and disclosure of the contents herein, are prohibited unless specifically authorized.



Connect up to 6 displays or monitors in extended, mirror and screen rotation modes (one adapter per display) Delivers clear, sharp resolution up to 1680x1050 at 16-bit or 32-bit color; supports 720p/1080i high-definition (HD) video with a widescreen aspect ratio of 16:9 Integrated DisplayLink DL-195 chip supports monitors with resolutions up to 1680 x 1050 @ 32-bit color Slim, bus powered design makes for clutter free desktop; travel-bag portability makes it the perfect companion to Ultrabook or laptop Supports standard (4:3) and widescreen (16:10) aspect ratio; HD 720p @ 16:9 Ideal for connecting PCs, Laptops, Ultrabooks and more to HD monitors, projectors, and TVs Plug and Play; Windows and Mac compatible Three-Year Warranty



Specifications: Standards and Certifications • Hi-Speed USB • CE • FCC • RoHS General • Display memory: 16 MB SDRAM • Bus powered • Supports Suspend and Wake-up modes • Functionality: primary, extended, mirror or rotation • Rotation modes: 0°, 90°, 180°, 270° • Resolution: up to 1680 x 1050 @ 32-bit color; 720p/1080i HD video Connections • Input: USB 2.0 Type-A male • Output: DVI-I female Supported DVI Video Resolutions (common) • Widescreen: 16:10; 1680 x 1050; 16/32 bits 16:9; 1366 x 768; 16/32 bits (720p/1080i) 16:9; 1280 x 720; 16/32 bits (720p) • Standard monitor: 4:3; 1400 x 1050; 16/32 bits 4:3; 1280 x 960; 16/32 bits 4:3; 1152 x 864; 16/32 bits 4:3; 1024 x 768; 16/32 bits 4:3; 800 x 600; 16/32 bits Physical For more information on Manhattan products, consult your local dealer or visit www.manhattan-products.com. All names of products or services mentioned herein are trademarks or registered trademarks of their respective owners. Distribution and reproduction of this document, and use and disclosure of the contents herein, are prohibited unless specifically authorized.



• Dimensions: 5 x 9 x 2 cm (2 x 3.5 x 0.8 in.) • Cable: 26 cm (10 in.) • Weight: 70 g (2.6 oz.) • Housing: plastic Operating Environment • Operation temperature: 0 – 40°C (32 – 104°F) • Storage temperature: -20 – 60°C (-4 – 140°F) • Humidity (noncondensing): 0 – 96% System Requirements • Compatible with Windows 7/8.1/10 and Mac OS X 10.6 and above Package Contents • Hi-Speed USB 2.0 to DVI Converter • DVI to HDMI Adapter • DVI to VGA Adapter • Driver CD • Quick Instruction Guide



For more information on Manhattan products, consult your local dealer or visit www.manhattan-products.com. All names of products or services mentioned herein are trademarks or registered trademarks of their respective owners. Distribution and reproduction of this document, and use and disclosure of the contents herein, are prohibited unless specifically authorized.



For more information on Manhattan products, consult your local dealer or visit www.manhattan-products.com. All names of products or services mentioned herein are trademarks or registered trademarks of their respective owners. Distribution and reproduction of this document, and use and disclosure of the contents herein, are prohibited unless specifically authorized. 
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SuperSpeed USB 3.0 to DVI Converter Instructions 

D-58553 Halver, Germany. Regulatory Statements ... Deutsch: Dieses Gerät enspricht der Direktive R&TTE Direktive 199










 


[image: alt]





SuperSpeed+ USB-C to DVI Converter Instructions 

Manhattan is a trademark of IC Intracom, registered in the U.S. and other ... refiere esta garantía, ampara su cambio fí
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SuperSpeed+ USB-C to DVI Converter Instructions 

This equipment generates, uses and can radiate radio frequency energy, and if not installed and used in accordance with
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Hi-Speed USB 2.0 to DVI Converter Instructions - Manhattan Products 

Hi-Speed USB 2.0 to. DVI Converter. Instructions. Model 152334. Warranty Information. English: For warranty information,
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USB to Serial Converter - gzhls.at 

Easily connect serial devices through a USB port. Most modern computers and laptops don't have RS232 (DB9) ports, making the use of legacy peripherals and ...
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USB-C to Serial Converter - Manhattan Products 

Page 1. USB-C to Serial Converter. Connects One Serial Device to a USB Type-C Port, FTDI FT232RL Chip, 45 cm (18 in.) ... network switches and other devices. ... All names of products or services mentioned herein are trademarks or ...
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USB to Serial Converter Instructions - Manhattan Products 

151566. 151283 PL-2303RA. PL-2303HXD. USB-A. 151801. 151832. 45 cm. 1.8 m. 151849 ... Insert the included driver CD and
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USB to RS485 Converter - Manhattan Products 

Windows/7/8 compatible — plug and play; hot-swappable. Three-Year Warranty. Specifications: Standards and Certifications
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USB to Serial Converter Instructions - Manhattan Products 

Sammelpunkt Ihrer Gemeinde. Español: Este símbolo en el producto o su embalaje indica que el producto no debe tratarse c
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SuperSpeed+ USB-C to VGA Converter Instructions 

Disposal of Electric and Electronic Equipment (applicable in the E.U. and other European countries ... ENGLISH: This sym
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SuperSpeed+ USB-C to HDMI Converter Instructions 

antenna; increase the separation between the equipment and the receiver; connect the equipment to an outlet on a circuit
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usb to rs485 converter instructions - Manhattan Products 

Wszystkie znaki towarowe i nazwy handlowe należą do ich właścicieli. Tutti i marchi registrati e le dominazioni commerci
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USB to Serial Converter - Manhattan Products 

automotive control systems, digital organizers and much more. Install as a ... For more information on Manhattan product
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Adaptador USB a HDMI/DVI 

Guía de instalación rápida. REQUISITOS DEL SISTEMA. • Sistema operativo Windows: Windows 10, Windows 8.1,. Windows 8, Wi
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Full Speed USB-C to Parallel Printer Converter Instructions 

North & South America. IC Intracom ... Xizhi Dist., New Taipei City 221, Taiwan. Europe ... local city office, your household waste disposal service or the shop ...
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usb to parallel printer converter user manual - Manhattan Products 

Wenn Sie dieses Produkt entsorgen möchten, bringen Sie es bitte zur Verkaufsstelle zurück oder zum Recycling-Sammelpunkt
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usb to parallel printer converter user manual - Manhattan Products 

Convertidor USB a impresora paralelo • Manual del usuario. Español. Convertisseur USB vers connecteur d'imprimante paral
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usb to parallel printer converter instructions - Manhattan Products 

... les informations sur la garantie, visitez manhattan-products.com/warranty. .... Vous trouvez les spécifications sur
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USB-C to Dual HDMI Converter – MST Hub Instructions 

Sammelpunkt Ihrer Gemeinde. ESPAÑOL: Este símbolo en el producto o su embalaje indica que el producto no debe tratarse c
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VGA to HDMI Converter 

PC-based multimedia content on high-definition displays and TVs while maintaining simultaneous A/V reception at the source PC. Its high bandwidth capability ...
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Convertidor de USB 3.0 a DVI 

El convertidor de USB SuperSpeed 3.0 a DVI incrementa la productividad, mejora el ... La instalación en cualquier comput
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Full Speed USB-C to Parallel Printer Converter Instructions 

North & South America. IC Intracom ... If this equipment does cause harmful interference to radio or television reception ... radio/TV technician for help. CE / RED.
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full speed usb to parallel printer converter ... - Manhattan Products 

dÃ©tecte le convertisseur et installe le pilote automatiquement. Remarque:Le cÃ¢ble d'imprimante est installÃ© comme port d'imprimante USB virtuel. 2 Branchez le connecteur 25 broches mÃ¢le du convertisseur au cÃ¢ble d'imprimante. â€¢ Plug and Play â
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Convertidor USB-C 3.1 a DVI 

640 x 480, 800 x 600, 1024 x 768, 1920 x 1200, 3840 x 2160p@30Hz, 4K. Características ... Windows XP/Vista/7/8.1/10 o Li
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