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inductive sensor ring sensor

Functional principle. Inductive sensors are designed for wear-free and non-contact detection of metal objects. For this purpose they use a high-frequency. 
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inductive sensor ring sensor Bi20R-Q14-AN6X2-H1141
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rectangular, 14 mm high



●



Plastic, PBT-GF30-V0



●



static output performance



●



output pulse length min. 100 ms



●



3-wire DC, 10…30 VDC



●



normally open npn output



●



connector, M12 x 1
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Wiring diagram



npn



Bi20R-Q14-AN6X2-H1141 1407320



Internal ring diameter Steel ball diameter (DIN 5401) Pulse stop Impulsdauer am Ausgang Ambient temperature



20.1 mm ï 4 mm ï 5 ms ï 100ms ± 20 % -25…+ 70 °C



Operating voltage Residual ripple



10… 30VDC ð 10 % Uss



DC rated operational current No-load current I0



ð 200 mA ð 15 mA



Residual current Rated insulation voltage Short-circuit protection Voltage drop at Ie



ð 0.1 mA ð 0.5 kV yes / cyclic ð 1.8V



Wire breakage / Reverse polarity protection Output function Switching frequency



yes / complete 3-wire, normally open, npn ð 0.008 kHz



Housing Dimensions Housing material Connection Coil body Vibration resistance Shock resistance Degree of protection



ring sensor, Q14 62.5 x 30 x 14 mm plastic, PBT-GF30-V0 connectors, M12 x 1 plastic, POM 55 Hz (1 mm) 30g (11 ms) IP67



Operating voltage display Display switch state



LED green LED yellow
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Functional principle Inductive sensors are designed for wear-free and non-contact detection of metal objects. For this purpose they use a high-frequency electro-magnetic AC field that interacts with the target. Inductive ring sensors generate this field by an LC resonant circuit. The target acts as the coil core.
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inductive sensor ring sensor Bi20R-Q14-AN6X2-H1141



Mounting instructions Distance D Distance W Distance S Distance G



minimum distances 45 mm 45 mm 14 mm 30 mm



S W



G
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inductive sensor ring sensor 

normally open, pnp output ... and non-contact detection of metal objects. ... Short-circuit protection yes / cyclic. Voltage drop at Ie Ã° 1.8V. Wire breakage / Reverse ...










 








Inductive sensor 

-30â€¦+ 85 Â°C. Operating voltage. 10â€¦ 30VDC. Residual ripple Ñ€ 10 % Uss. DC rated operational current Ñ€ 200 mA. No-load current I0 Ñ€ 15 mA. Residual current.










 








Inductive sensor 

threaded barrel, M30 x 1.5. â—‹ stainless steel, 1.4301. â—‹ factor 1 for ... normally open npn output. â—‹ connector, M12 x 1 ... Bi10U-EM30-AN6X-H1141. Type code.










 








Inductive sensor 

normally open, pnp output ... and non-contact detection of metal objects. ... Short-circuit protection yes / cyclic. Voltage drop at Ie Ã° 1.8V. Wire breakage / Reverse ...










 








Inductive sensor 

3-wire DC, 10â€¦30 VDC. â—‹ normally open, pnp output. â—‹ cable connection. Wiring diagram. Functional principle. Inductive sensors are designed for wear-free and non-contact detection of metal objects. For this purpose they use a high-frequency ele










 








Inductive sensor 

... Ã±Fax 0208 4952-264 Ã±[email protected] Ã±www.turck.com. Ã±Edition: Hans Turck GmbH & Co.KG Ã±D-45472 MÃ¼lheim an der Ruhr Ã±WitzlebenstraÃŸe 7 Ã±Tel. 0208 4952-0 Ã±Fax 0208 4952-264 Ã±[email protected] Ã±www.turck.com. Inductive sensor. Bi3U-M12-AN6X-










 








Inductive sensor 

normally open npn output ... and non-contact detection of metal objects. ... Short-circuit protection yes / cyclic. Voltage drop at Ie Ã° 1.8V. Wire breakage / Reverse ...










 








Inductive sensor 

Connection connectors, M12 x 1. Vibration resistance. 55 Hz (1 mm). Shock resistance. 30g (11 ms). Degree of protection. IP68. Display switch state. LED yellow.










 








Inductive sensor 

Wire breakage / Reverse polarity protection yes / complete. Output function. 3-wire, normally open, npn. Insulation class. 2. Switching frequency Ñ€3 kHz. Housing threaded barrel, M12 x 1. Dimensions. 52 mm. Housing material metal, AISI 304. Material










 








Inductive sensor - Wille Electric Supply 

normally open, pnp output ... and non-contact detection of metal objects. ... Short-circuit protection yes / cyclic. Voltage drop at Ie Ñ€ 1.8V. Wire breakage / Reverse ...










 








Inductive sensor with extended switching distance 
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1 Inductive sensor NBB1,5-F41-E2-V3 

General specifications. Switching element function. PNP. NO. Rated operating distance sn. 1.5 mm. Installation flush. Ou










 








Epigenetics Sensor 

07.02.2018 - Bass TM, Weinkove D, Houthoofd K, Gems D, Partridge L. Effects .... telomerase activity through cross-talk between genetic and ...... analysis. V492 - Performance improvements. V491 - Implementation of new modules.










 








458 Sensor® Arm Bras Sensor® 458 Brazo Sensor® 458 

broken fastener out with a1/4" drill bit using care not to drill deeper than the original hole depth and making sure dri










 








RC sensor 

E2.2 F - E4.2 F. 4. E2.2 F - E4.2 F. EKIP. 24. Rct. Rct. Rct. Rca. Rca. Rca. K51. A4. X. A1. X ... The Rc option is available only if there is Rating Plug Rc and Ekip Measuring Pro module present. ... Verificare nei Â«Last TripÂ» la scritta Â«RC Test










 








1 Inductive sensor NMB1,5-8GM65-E2-FE-V1 - Shopify 

BN. 2. WH. 3. BU. 4. BK. Wire colors in accordance with EN 60947-5-2. (brown). (white). (blue). (black). Dimensions. Technical Data. General specifications. Switching element function. PNP. NO. Rated operating distance sn. 1.5 mm. Installation flush.










 








Sensor Tower 

Facebook reached nearly 900 million downloads in 3Q18. Facebook's. WhatsApp, Messenger, Facebook, and Instagram were aga










 








Weight Sensor 

07.02.2018 - Online auf: ...... MartÃnez JA, CorbalÃ¡n MS, SÃ¡nchez-Villegas A, Forga ...... V443 - Improved marketing and order sites make it easier for the.










 








AMD Sensor 

07.02.2018 - genetischen Varianten in der BevÃ¶lkerung (Population), ERGEBNISMÃ–GLICHKEITEN = Einfluss der genetischen Variation. N8C9841. Seite 17 ...










 








Toxo Sensor 

07.02.2018 - Ihre Probe fÃ¼r die Analyse ist am 05/02/2018 bei uns im Labor ...... Somit ist es egal, ob Sie eine Analyse ..... consumer to order supplements.










 








Nutrition Sensor 

07.02.2018 - American Heart Association. Antioxidant micronutrients and biomarkers of ...... This affects animal product-based food recommendations.










 








1 Inductive sensor NEN40-30GM60-E2-V1 - Carlton Bates 

Inductive sensor. NEN40-30GM60-E2-V1. 2. R e le a s. e d a te. : 2. 0. 1. 3. -0. 2-1. 4. 11. :5. 0. D a te of issu e: 20. 1. 3. -0. 2-1. 4. 1. 0. 2. 6. 9. 1_e ng .xm l. Germany: +49 621 776-4411. Subject to modifications without notice. Pepperl+Fuchs










 








1 Inductive sensor NBB2-8GM30-A2-V1 - Marshall Wolf Automation 

General specifications. Switching element function. PNP. NO/NC. Rated operating distance sn. 2 mm. Installation embeddable. Output polarity. DC. Assured operating distance sa. 0 ... 1.62 mm. Reduction factor rAl. 0.45. Reduction factor rCu. 0.35. Red










 








1 Inductive sensor NBB2-12GM50-E2-C-V1 - Carlton Bates 

f issu e: 2. 0. 1. 3. -0. 1-21. 08. 532. 2_ en g .xm l. Germany: +49 621 776-4411. Subject to modifications without noti
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