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Inline Pressure Boosting System

It is preferred (for ease of priming) to install the Inline 400 unit in a VERTICAL orientation. ... PRV after the pressu 

















 PDF Herunterladen 



 PNG-Bilder






 2MB Größe
 2 Downloads
 41 Ansichten






 Kommentar


























Inline Pressure Boosting System Owner's Manual



Before Getting Started Read and follow safety instructions. Refer to product data plate(s) for additional operating instructions and specifications.



s



This is the safety alert symbol. When you see this ! symbol on your pump or in this manual, look for one of the following signal words and be alert to the potential for personal injury:



s WARNING DANGER



! warns about hazards that will cause serious personal injury, death or major property damage if ignored.



s WARNING



! warns about hazards that can cause serious personal injury, death or major property damage if ignored.



s



! CAUTION warns about hazards that will or can cause minor personal injury or major property damage if ignored.



s WARNING NOTICE



! indicates special instructions which are important but not related to hazards. Carefully read and follow all safety instructions in this manual and on pump.



! WARNING s RISK OF ELECTRIC SHOCK - This pump is supplied with a grounding conductor and grounding type attachment plug. To reduce risk of electric shock, be certain that it is connected only to a properly grounded, grounding-type receptacle. Disconnect power before working on or around the Inline system. Do not use the Inline system in swimming areas. This equipment should be installed by technically qualified personnel. Failure to install it in compliance with national and local electrical codes and within Franklin Electric recommendations may result in electrical shock or fire hazard, unsatisfactory performance, or equipment failure. Installation information is available through pump manufacturers and distributors, or directly from Franklin Electric at our toll-free number 1-800-348-2420. This equipment must not be used by children or persons with reduced physical, sensory or mental abilities, or lacking in experience and expertise, unless supervised or instructed. Children may not use the equipment, nor may they play with the equipment or in the immediate vicinity. If the power cord is damaged, it must only be replaced by qualified personnel.



! CAUTION s • Keep work area clean, well-lit, and uncluttered. • Keep safety labels clean and in good condition. • Wear safety glasses while installing or performing maintenance on pump. • Do not run pump dry. Fill pump with water before starting or pump will be damaged. • Make sure all ELECTRICAL POWER IS OFF before connecting any electrical wires. Wire Inline Pressure Boosting System for correct voltage. Follow all pump wiring instructions provided in the “Wiring” section of this manual.
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Inline Pressure Boosting System



Specifications Model No.



Inline 400



Inline 400



92061501/92061503



92061502/92061504



115 V



230 V



Voltage



Input from Power Source



Operating Conditions



Phase



Single-Phase



Frequency



60 Hz



Current (max)



6.6 Amps (RMS)



3.3 Amps (RMS)



Power (max)



710 W



710 W



Wire Gauge Size(s)



18 Gauge Power Cord



18 Gauge Power Cord



MAX flow (GPM)



20



MAX boost pressure (psi)



55



MAX system pressure (psi)



95



Sound Pressure Level (dB-A) 
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Inline Pressure Boosting System - Little Giant Pumps 

you do not get pressurized water, repeat the priming process as detailed above. NOTE: If the unit ... stops will not hur










 








Inline Pressure Boosting System - Little Giant Pumps 

approved for OUTDOOR use when the clear protective cover is installed. Mounting. Bolts (2). 1/4" NPT Drain Plug. Air-Ble










 








inline constant pressure system 

dans la citerne pour éviter qu'un vortex ne se forme. TUYAUTERIE D'ASPIRATION ..... sont fixés aux entrées du détecteur










 








inline constant pressure system - Presión Constante 

1. Wire inline System for correct voltage. See. “electrical installation” ...... parties, do not constitute warranties,










 








inline constant pressure system - Presión Constante 

do not hurt the controller, pump or motor. However, to reduce the on-time of the controller/pump/motor, a. “Bump-Mode” p










 








inline constant pressure system - RC Worst & Company Inc. 

CALL FRANKLIN TOLL FREE 800-348-2420 FOR. INFORMATION. WARNING .... which is included with and wired into the system at










 








INLINE® 

2-5-1 Shinyokohama. Kohoku-Ku, Yokohama shi. Kanagawa 222-0033. 81 (045) 476-02 81. Finland. Schroff Scandinavia AB. Per










 








INLINE 

www.pentair–ep.com. Canada. Hoffman–Schroff. 111 Grangeway Avenue, Suite 504. Scarborough, Ontario M1H 3E9. (416) 289–27










 








INLINE® INLINE® OI 

únicamente por personal de servicio debidamente entrenado. CAUTION. PH 763 422 2211 • hoffmanonline.com. © 2010 Pentair










 








Pressure Tank System - Red Lion Pump 

que la pression du système passe à la précharge de pression ..... actes de la nature (y compris la foudre), à des actes










 








INLINE® 

Anoka, MN 55303-1745. (763) 422-2211 www.hoffmanonline.com. Pentair Electronic Packaging. 170 Commerce Drive. Warwick, R










 








INLINE 

Viale Milano, 119. 21013 Gallarate (Varese). 39 0331 79 40 03 Fax 39 0331 79 34 50. Singapore. Hoffman–Schroff Pte. Ltd.










 








inline - Platt 

(763) 422–2211 Tel www.hoffmanonline.com. Pentair Electronic Packaging. 170 Commerce Drive. Warwick, RI 02886. (401) 732










 








inline - Platt 

111 Grangeway Avenue, Suite 504. Scarborough, Ontario M1H ... Maylands Avenue. Hemel Hempstead ... 25 International Busi










 








Students Pressure Chile to Reform Education System ... - El Mostrador 

4 ago. 2011 - PERSONAL HEALTH. Ancient Moves for Orthopedic Problems. 4. Even Marked Up, Luxury Goods Fly Off. Shelves.










 








Accesorios INLINE 

Los paneles se montan en pernos provistos en el gabinete o en soportes de montaje DIN opcionales. Boletín: A54p. Número










 








inline - Platt 

Hoffman-Schroff Pte. Ltd. #01-68/71 German Centre. 25 International Business Park. Singapore 609916. 65 5 62-78 90. Japa










 








replaceable preSSUre INFUSOr baG preSSUre INFUSOr baG 

1-801-253-1600 - U.S.A. Customer Service 1-800-356-3748. Merit Medical Ireland Ltd,. Parkmore Business Park West, Galway










 








08 - Website Boosting 

WEBSITE BOOSTING » 07-08.2011. WWW.WEBSITEBOOSTING.COM. Bilder: TÜV SÜD. , photocase, W ebsite Boosting. , FHWS. SEMSEO & PUBCON 2011.










 








cooling system pressure tester model mv4534 user's manual 

1-314-679-4200 ext. 4782. Monday – Friday 7:30 am to 4:15 pm CST ... The MV4534 Cooling System Pressure Tester is design










 








Cat5e Inline-Kupplung 

Cat5e-Leistung ist konform mit ANSI/TIA/EIA 568 B.2-Standard. 10 Jahre Garantie. Spezifikationen: â€¢ MetallgehÃ¤use. â€¢ EIA/TIA kompatibel. â€¢ UL gelistet.










 








Leihvereinbarung Inline Skates 2012 

Ausweisnummer: Der Mieter leiht im Zeitraum vom ____.____.2012, ___:___ Uhr bis ____.____.2012,. ___:___ Uhr folgendes Equipment fÃ¼r _____Tag(e) aus:.










 








inline oi - RSP Supply 

21013 Gallarate (Varese). 39 0331 79 40 03 Fax 39 0331 79 34 50. Singapore. Hoffman–Schroff Pte. Ltd. #01–68/71 German C










 








Accesorios INLINE - Hoffman 

1. Spec-01004B763.422.2211763.422.2600Accesorios. Accesorios iNLiNe™. PAneles inline™. Paneles de acero calibre 12 con a
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