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Installation Manual - Platt Electric Supply

Dangerous Electrical Current! Only skilled qualified persons may carry out the following operations. ¡Corriente eléctric 
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IL04716001E January 2009 Istruzioni per il montaggio



Installation Instructions Instrucciones de montaje Notice d’installation Montageanweisung



Инструкция по монтажу



安装说明



M22-..., M22S-...



Dangerous Electrical Current! Only skilled qualified persons may carry out the following operations. ¡Corriente eléctrica! ¡Peligro de muerte! El trabajo a continuación descrito debe ser realizado por personas cualificadas y advertidas. Tension électrique dangereuse ! Seules les personnes qualifiées et averties doivent exécuter les travaux ci-après. 1–6



a



Lebensgefahr durch elektrischen Strom! Nur Elektrofachkräfte und elektrotechnisch unterwiesene Personen dürfen die im Folgenden beschriebenen Arbeiten ausführen.



M22-D(R)(L)-…



3.2



Tensione elettrica: Pericolo di morte! Solo persone abilitate e qualificate possono eseguire le operazioni di seguito riportate.



b



24.1



+0.4 0



M22-T-D



22.3



+0.4 0



Электрический ток! Опасно для жизни! Только специалисты или проинструктированные лица могут выполнять следующие операции.



M22S-ST-... 6050



M22-(S)-…(IEC/EN 60947) M22-D…+M22-T-D M22-D(R)(P)… M22-PV(L) + M22-PL-PV M22-PV(L)(S…) + M22-D… M22-DD... M22-DD… + M22-T-DD M22-ST… M22-STDD… M22-CK… M22-CLED… M22-XAK… M22-XZK M22-XBK… M22-XYK… M22-CK11, 02, 20



1



M22-MS



3



2



bf mm 50 40 40 40 56 40 55 58 50 75 45 45 90 52 60 50 50



4



M22S-R30 Z2



0.4 x 2.5 0.6 x 3.5 0.8 x 5.5



30.5



22.3



M22-D(R, H, P)-... M22-D(R)L(H)-... M22-DR…



1



I



M22-TA



M22-TC



Q 3 mm



M22-ZA m F 0.3 kg



M22-K... M22-LED…, f h = 50 – 60 Hz



EZ… XTPR… XTTR…



M F 7.1 lb-in



2 2 x 0.75 – 2.5 mm2



3



O



2



M22-TC M22-TA



F2



1



I



M22-DR... M22-D...



M22-CK... M22-CLED... M = 10.6 - 17.7 lb-in



O



Q 3 mm



af mm 30 30 33 38 48 33 30 33 30 30 30 30 90 33 60 50 30



M22-LED… M22-L-… M22-D(R)L(H)-… M22-W(R)L(K)-…



M22-IVS



-R -G -W -Y -B



-R -G -W -W -W, -B



2 x 0.5 – 2.5 mm2 M22-LED... M22-K...



2 x 0.5 – 1.5 mm2 M22-CK10, 01 M22-CLED…, f h = 50 – 60 Hz



M22-A



O.6 x 3.5



2 M22-IVS



3 1 M22-CK11, 02, 20 a 4/4



M22(S)-…



Environmental Ratings for M22(S)…Operators Operator Part Numbers UL/NEMA IEC M22-… M22-ST… M22-XAK… M22-XZK… M22-XKB1 M22-XYK1



4X, 13



IP66 (IP67)



M22-DD… M22-AMC



3R,12



IP66 IP40 1/4



M22-W(R)…



M22-W(R)K…



M22-W(R)S…



M22-XC… q



I



B q



x



A



M22-XC-Y



0



O



I B



I



M22-XC-R M22-XC-G



60 °



W



–



50 °



W



x



40 °



W



x



W



0



I A



II



O



60 °



60 °



–



50 °



50 °



60 °



50 °



50 °



60 °



40 °



40 °



60 °



40 °



50 °



40 °



40 °



60 °



x



W



40 °



50 °



x



W



–



–



II B –



W



W



x



W



W



W



W



x



W



x



W



x



W



W



x



x



W



x x –



W



x –



W x



M22(S)-DD(L)-... + M22-T-DD



M22-W…3-… M22-XW



1 2 M22-XW



M22-PV…



M22S-ST-X



50



F 4 x M22-(C)K01(10) F 2 x M22-CK11(02)(20)



M22(S)-PV



M22-PVL



M22-PVS



M22-A M22-I… M22-E…



M22-PV(L)T



M22-XZK… M22-XYK…



F 3 x M22-(C)KC…



M22-TC M22-PV…



1



M22-PL-PV



2



3



M22-AMC



2 x 0.5 – 1.5 mm2



4



5



6



0.8 x 5.5 X1 = + M22(S)-B



7



M22-I... M22-E...



M22-PV... M22(S)-B



M22-PL-PV 2/4
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M22-XW



M22(S)WR4



4



M22-WJ(R4)4



4



1 2



4



M22-D4...



2



2



2



1–6



a



+0.4 0



3.2



24.1



M22(S)WR4 M22(S)W(R)J4 M22(S)W(R)K4 M22(S)-D4-... M22-XCK...



b



22.3



1



2



M22-A4



1



3 3



M22-XCK



4



1



1



3 3



M22-WR(K)4



+0.4 0



af mm



bf mm



45 45 45 55 50



50 50 50 55 50



4



3 M22-MS



5



M = 10.6 - 17.7 lb-in CK
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CLI



!



6 CK



CLI



!



CK



CLI



!



1 1 2



2



2



3 2



M22(S)WR4 M22-WR(K)4



4



1



3



2



4 1



4 M22-WJ(R4)4 M22-D4...



1



3 2



3/4



M22-CK11, 02, 20 …CK11



…CK02



…CK20



.1



.3



.3



.3



.1



.1



.2



.4



.4



.4



.2



.2



oder or ou oppure ó или



.1



0.4 x 2.5



.2



2 1



oder or ou oppure ó или



.1



2 1



3



.2



.3



.4



.3



.4



2 x 0.5 – 1.5 mm2 2 x 0.5 – 1.5 mm2 2 x 0.5 – 1 mm2



1



3



2



4



M22-MS



M22-CK11, 02, 20
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F2



M = 10.6 - 17.7 lb-in M22-CK11, 02, 20 l M22-ADC(4)



Reference numbers – Ordinales – Ordnungsziffern – Numeri di riferimento – Справочные номер – 参考编号 M22-CK…



M22-A



...11



...20



...02 .3



.1 1



.1



3



2



.2



4



.4



2



.2



3



.3



3



.3



1



.1



4



1 4



2 5



1



4



3 6



2



.4



.2



.4



Example – Ejemplo – Exemple – Beispiel – Esempio – Пример –



A



14



B



M22-A



11 12



1 4



25



43



11



C 1 4



31 32



36



44



M22-CK…



12



64



M22-A l 1 M22-CK l 1, 2



}



11, 12



M22-A l 4 M22-CK l 3, 4



}



43, 44



63 64



53



21



54



22



2



3 4



21 22



1



2



3



25



31



1



2



43 44



1 4



25



63



1



25



32 3



4



4



36



53 54
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installation instructions - Platt Electric Supply 

Remove plate and discard. (Figure 1). 2. Mount die-cast aluminum electrical connector to the flat side of the CONDUIT PL
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installation instructions - Platt Electric Supply 

Release lens retention bar to secure lens. WIRING CONNECTIONS –. UPLED 14", 20" & 30" Fixtures. Armored Cable (BX).
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SAVE THESE INSTRUCTIONS Installation ... - Platt Electric Supply 

All wiring procedures and connections must be in accor- dance with the National and Local Codes having jurisdic- tion an
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Reality - Platt Electric Supply 

Squeeze both torsion springs and seat them in the existing brackets inside the rough-in section. Release the springs and
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english - Platt Electric Supply 

INSTRUCTIONS PERTAINING TO A RISK OF FIRE OR INJURY TO PERSONS. ... Allow fixture to receive four full days of sunlight
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Instruction Manual Instrucciones Directives - Platt Electric Supply 

rugged and portable tool lights tight work spaces and stores easily. Energy-efficient ... Might-D-Light™ LED130 (A) ....
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Installation & Maintenance Instructions - Platt Electric Supply 

Remove front cover by depressing plastic tabs with a flat bladed ..... Para convertir el calefactor a un vatiaje más baj
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Iris_P3MR_Instruction Sheet.indd - Platt Electric Supply 

To insure proper performance, the housing platforms must be installed with the edge of the plaster frame collar flush to
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The Cadet Electric Baseboard - Platt Electric Supply 

Risk of Fire. Do not block heater. To prevent a possible fire, do not block air intakes or exhaust in any manner. Heater
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Alfa QJ Inst - Platt Electric Supply 

El uso de guarniciones que no sean de Juno invalida la garantía de Juno. 22.9 cm ... guarnición (se venden por separado)
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Installation instructions for Type CH and BR ... - Platt Electric Supply 

1725 1200TH AVENUE. LINCOLN, IL 62656. Garantía limitada de Eaton para compras en los. EE. UU. y Canadá. I. Interruptore










 


[image: alt]





Electric baseboard thermostat BTF owners guide - Platt Electric Supply 

zócalo eléctrico Cadet. • Use con los modelos de zócalo eléctricos de. 120-, 208-, o 240-voltios. • Escoja entre el colo
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Installation Manual - Marks Supply 

Always wear rubber boots when water is on the floor and you must unplug the .... Liberty Pumps, Inc. warrants that pumps
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Photocell Photocellule Fotocélula - Platt Electric Supply 

This sensor can be used to enable Daylight Harvesting, using specific Leviton Power Packs. The sensor measures the ambie
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Installation Manual - Marks Supply 

Il s'agit d'une forme d'installation recommandée fournie à titre d'exemple. ... 3 ou 4 flotteurs qui seront soit fixés à
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Installation Manual - Marks Supply 

jamming. “The Brick” (sold by Liberty Pumps as part # 4445000) is a pre-molded stable platform designed to fit your subm
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SPEED PUNCH® System / Système / Sistema - Platt Electric Supply 

Do not punch enclosures containing or close to live circuits. Failure to observe this warning could result in severe inj
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Light Bracket Heller Haltewinkel ParenthÃ¨se ... - Platt Electric Supply 

S To avoid electric shock and equipment damage, disconnect any power supplies to the enclosure before installing the light. S The fluorescent lighting package must be properly grounded. S The fluorescent lighting package is not designed for use in ha
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Installation Manual - Total Home Supply 

To reduce the risk of electric shock, be certain that it is connected only to a properly grounded receptacle. â€¢ Always
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Wall−Mount Enclosure Gehäuse zur ... - Platt Electric Supply 

S The proper installation procedures for grounding the doors, covers, and .... Place the shims between the mounting foot
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SURGE STRIP WITH CAbLE MANAGEMENT - Platt Electric Supply 

Simply flip the switch back to the. Reset position to reset the circuit breaker. 4. The product features an LED that ind
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2011 Pentair Technical Products PH 763 422 ... - Platt Electric Supply 

To avoid electric shock and equipment damage, disconnect any power supplies to the enclosure before installing the light
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Exhaust Grille, Type 1 SS Grille d'échappement ... - Platt Electric Supply 

Viale Milano, 119. 21013 Gallarate (Varese). 39 0331 79 40 03. Singapore. Hoffman-Schroff Pte. Ltd. #01-68/71 German Cen
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2012 Pentair Technical Products PH 763 422 ... - Platt Electric Supply 

2012 Pentair Technical Products. PH 763 422 2211 • hoffmanonline.com. 89089380. Rev. A. P/N 89089280. Page 2. Introducti










 











Copyright © 2024 P.PDFDOKUMENT.COM. Alle Rechte vorbehalten.

Über uns |
Datenschutz-Bestimmungen |
Geschäftsbedingungen |
Hilfe |
Copyright |
Kontaktiere uns










×
Anmelden






Email




Password







 Erinnere dich an mich

Passwort vergessen?




Anmelden














