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Introduction and Installing Brackets



Preparing the Installation Surface



Mounting the Bracket and Specifications



The ST Voice Switch Wall Mount Bracket Kit Contains: • One ST Voice Switch Wall Mount Bracket. • Three drywall anchors for attaching the ST Voice Switch Wall Mount Bracket to drywall. • Three Phillips sheet metal screws for use with drywall anchors. • Three Phillips round head wood screws for attaching ST Voice Switch Wall Mount Bracket to a plywood wall.



Installing the ST Voice Switch into the ST Voice Switch Wall



444 mm (17 - 1/2 ”)



Mount Bracket



222 mm (8 - 3/4 ”) 54 mm (2 - 1/8 ”)



About the ST Voice Switch Wall Mount Bracket The ST Voice Switch Wall Mount Bracket is an accessory that is used to mount one half-width ShoreTel ST Voice Switch on a wall. The front of the voice switch will face to the right when mounted on the wall. This wall mount bracket is designed for use with the following devices: • • • • 



ShoreTel Voice Switch ST50A ShoreTel Voice Switch ST100A ShoreTel Voice Switch ST100DA ShoreTel Voice Switch ST200



• • • 



ShoreTel Voice Switch ST500 ShoreTel Voice Switch ST1D ShoreTel Voice Switch ST2D



355 mm (14 ”)



To install the ShoreTel Voice Switch, you need the following tool(s): • #1 Phillips screwdriver



Preparing a Plywood Sheet for ST Voice Switch Wall Mount Bracket 1. Securely anchor a sheet of plywood to the wall and underlying structure. • The minimum wall area is 17.50 inches (444 mm) by 14 inches (355 mm). 3.2 mm • Minimum plywood size is 14.50 inches (368 mm) by (1/8 ”) 11 inches (279 mm). • Minimum plywood thickness is 0.5 inch (13 mm) 2. Punch three pilot marks in the plywood using the wall mount as a template. 3. At the top pilot mark, insert one round head wood screw partially into the plywood. Leave 1/8 inch (3.2 mm) of the screw shank exposed.



2. Align the slots on the left side of the ShoreTel Voice Switch with the tabs on the bracket, slide the ShoreTel Voice Switch slots onto the tabs on the bracket, and then rotate the ShoreTel Voice Switch into the bracket. .



3. Re-install the right side top cover screw to securely attach chassis to bracket. 51 mm (2 ”)



WARNING: To prevent overheating and fire hazard, do not use the Rack Mount Dual Switch Tray to wall mount the ST Voice Switches.



Installation Equipment



1. On the ST Voice Switch, remove the right side top cover screw, as shown in the image to the right.



63 mm (2 - 1/2 ”)



317 mm (12 - 1/2 ”)



63 mm (2 - 1/2 ”)



Preparing Drywall for ST Voice Switch Wall Mount Bracket 1. The minimum wall area required for mounting a ST Voice Switch Wall Mount Bracket is 17.50 inches (444 mm) by 14 inches (355 mm). Minimum drywall thickness: 3/8 inch (10 mm). Maximum drywall thickness: 5/8 inch (16 mm). 2. Punch three pilot marks using the wall mount as a template to determine the mark placement. 3. At each pilot mark, insert the screw-in drywall anchors flush to the drywall. 4. Insert one Phillips sheet metal screw at the top position partially into the drywall anchor. Leave 1/8 inch (3.2 mm) of the screw shank exposed.



3.2 mm (1/8 ”)



Placing the ST Voice Switch Wall Mount Bracket on the Wall 1. Hang the empty ST Voice Switch Wall Mount Bracket over the Phillips sheet metal screw you inserted at the top position, and then tighten the screw to affix the bracket to the wall. 2. Install round head screws in the bottom positions to secure the bracket to the wall.



ST Voice Switch Wall Mount Bracket Specifications Feature 



Specification



Dimensions 



14-5/16 x 10-7/8 x 1-3/4 inches (363 x 277 x 44 mm)



Weight 



2.7 lbs. (1.23 kg)



Vorbereitung der Installationsoberfläche



Montage des ST Voice Switch-Wandmontageträgers und Spezifikationen



Das Wandmontagekit für den ST Voice Switch enthält: • • • •



Einen ST Voice Switch-Wandmontageträger Drei Hohlraumdübel zum Befestigen des ST Voice Switch-Wandmontageträgers an einer Hohlwand Drei Kreuzschlitz-Metallschrauben zur Verwendung mit den Hohlraumdübeln Drei Rundkopf-Holzschrauben mit Kreuzschlitz zum Befestigen des ST Voice SwitchWandmontageträgers an einer Sperrholzplatte.



Vorbereitung der Wand für die Montage des ST Voice SwitchWandmontageträger 1.



Der ST Voice Switch-Wandmontageträger Der ST Voice Switch-Wandmontageträger ist ein Zubehörteil, mit dem Sie einen ShoreTel ST Voice Switch halber Baugröße an einer Wand befestigen können. Die Vorderseite des Voice Switch zeigt nach rechts, wenn das Gerät an der Wand befestigt ist. Dieser Wandmontageträger kann mit den folgenden Geräten verwendet werden: • ShoreTel Voice Switch ST50A • ShoreTel Voice Switch ST500 • ShoreTel Voice Switch ST100A • ShoreTel Voice Switch ST1D • ShoreTel Voice Switch ST100DA • ShoreTel Voice Switch ST2D • ShoreTel Voice Switch ST200 ACHTUNG: Um ein Überhitzen und Brandgefahr zu verhindern, verwenden Sie nicht den Dual Switch-Rackmontageträger für die Wandmontage von ST Voice Switches. Für die Installation des ShoreTel Voice Switch benötigen Sie Folgendes: • Kreuzschlitzschraubenzieher Nr. 1



Vorbereiten einer Sperrholzplatte für den ST Voice SwitchWandmontageträger



2. 3.



3. 4.



Verankern Sie eine Sperrholzplatte sicher an der Wand und der darunterliegenden Struktur. • Die mindestens benötigte Wandfläche beträgt 444 mm x 355 mm. • Die Mindestgröße der Sperrholzplatte beträgt 368 mm x 279 mm. • Die Sperrholzplatte muss mindestens 1/2 inch (13 mm) dick sein. Markieren Sie drei Pilotlöcher mit der Wandaufhängung als Vorlage. An der obersten Markierung, schrauben Sie eine RundkopfHolzschraube teilweise in das Sperrholz. Lassen Sie 1/8 inch (3.2 mm) der Schraube vorstehen.



2. 3.



ST Voice Switch Wall Mount Bracket Kit



Hängen Sie den leeren ST Voice-Wandmontageträger an die Schraube and der obersten Position. Ziehen Sie die Schraube fest um den Träger and der Wand zu fixieren. Setzen Sie Metallschrauben in die unteren Positionen ein um den Träger and der Wand zu sichern.



Quick Install Guide



Einsetzen des ST Voice Switch in den ST Voice SwitchWandmontageträger 1.



3.2 mm (1/8 ”)



3.2 mm (1/8 ”)



Befestigen des ST Voice Switch-Wandmontageträgers an der Wand 1.



Installationswerkzeuge und teile



1.



2.



Für die Montage eines ST Voice SwitchWandmontageträgers wird eine Wandfläche von mindestens 444 mm x 355 mm benötigt. Mindestdicke der Hohlwand: 10 mm. Maximaldicke der Hohlwand: 16 mm. Markieren Sie drei Pilotlöcher mit der Wandaufhängung als Vorlage. Setzen Sie Hohlraumdübel bei allen drei Markierungen bündig zur Wand ein. Schrauben Sie eine Kreuzschlitz-Metallschraube teilweise in den Dübel der obersten Position.. Lassen Sie 1/8 inch (3.2 mm) der Schraube vorstehen.



2.



Entfernen Sie auf der rechten Seite des ST Voice Switch die Schraube, mit der die obere Abdeckung gesichert ist, wie in der Abbildung rechts gezeigt. Richten Sie die Schlitze auf der linken Seite des ShoreTel Voice Switch mit den Laschen am Träger aus, schieben Sie die Schlitze des ShoreTel Voice Switch auf die Laschen des Trägers und setzen Sie den ShoreTel Voice Switch korrekt in den Träger. .



3.



444 mm (17 - 1/2 ”)



Setzen Sie die Schraube für die obere Abdeckung auf der rechten Seite wieder ein, um das Gehäuse sicher am Träger zu befestigen.



222 mm (8 - 3/4 ”) 54 mm (2 - 1/8 ”)



355 mm (14 ”)



Spezifikation des ST Voice Switch-Wandmontageträgers



51 mm (2 ”) 63 mm (2 - 1/2 ”)



317 mm (12 - 1/2 ”)



63 mm (2 - 1/2 ”)



Feature 



Spezifikation



Abmessungen



363 mm x 277 mm x 44 mm



Gewicht



1.23 kg
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Introduction and Installing Brackets Preparing the Installation Surface 
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Introduction and Installing Brackets Preparing the Installation Surface ... 

At the top pilot mark, insert one round head wood screw partially into the plywood. Leave 1/8 inch (3.2 ... 960 Stewart Drive Sunnyvale, California 94085 USA.
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Introduction Installation Connections and Servicing 

One RJ-21X port (male) for connecting the switch to a telephone company punch- ... One audio output port (3.5 mm stereo) for connecting to a corporate paging system or night bell. The ShoreGear 90BRI Voice Switch package contains: .... switch using t
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Introduction Installation Connections and Servicing 

Refer to the Quick Install Guide for the ShoreGear Dual Tray for Tray installation instructions and information on using the Tray. Connecting Trunk and ...










 


[image: alt]





Introduction Installation Connections and Servicing 

The LAN ports auto-sense the network transport rate. .... electronic or mechanical, for any purpose, without prior written authorization of ShoreTel, Inc. ShoreTel, ...
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Introduction Installation Connections and Servicing 

Refer to the Quick Install Guide for the ShoreGear Dual Tray for Tray installation instructions and information on using the Tray. Connecting Trunk and ...
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Introduction Installation Connections and Servicing - SLIDEBLAST.COM 

4. Choose Menu Options and follow the onscreen instructions for setting network parameters, including IP address, subnet mask, and gateway. Specifications.
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Introduction Installation Connections and Servicing - SLIDEBLAST.COM 

CAUTION: To reduce risk of fire, use only No. 26 AWG or larger (e.g., 24 AWG) UL Listed or CSA Certified Telecommunication Line Cord. VORSICHT: Um das ...
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Introduction Installation Connections and Servicing - ShoreTel | Support 

Two DB-9 (female), RS-232C ports (19200 bps, 8 bits, no parity, 1 stop bit, no handshake) for serial communications: one maintenance port, one auxiliary port.
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Introduction Installation Connections and Servicing - ShoreTel | Support 

gen Nr. 26 AWG oder grÃ¶ÃŸer (z.B. 24 AWG) mit UL- oder CSA-Zulassung .... Flashing. Two flashes indicates a failed internal self-test (i.e. hardware failure). Refer to .... Type â€œstcliâ€� and press ENTER to display a menu of configuration options.
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Introduction Installation Connections and Servicing - SLIDEBLAST.COM 

Four RJ-45 ISDN BRI ports for connecting the switch to telephone company ISDN. BRI lines. â€¢ One RJ-21X port (male) for ... The LAN ports auto-sense the network transport rate. When the network connection ... WARNING: The SG-90BRI contains no intern
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Introduction Installation Connections - SLIDEBLAST.COM 

The LAN ports auto-sense the network transport rate. When the network ... WARNING: The ST24A/ST48A Voice Switch contains no internal field serviceable parts. Return the equipment to ShoreTel for any required service procedures. CAUTION: Internal ....
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Introduction Installation Connections - SLIDEBLAST.COM 

One or two RJ-21X ports for connections to analog extensions via a punch-down block or patch ... Power cord. â€¢ Stick-on rubber feet (for surface installation).
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Introduction Installation Connections 

Power LED. The blue power LED indicates the operating status of the switch. ... Green. Steady. No ports are handling active calls. Flashing-Fast. At least one port is handling an active call. Yellow ... CAUTION: To reduce risk of fire, use only No.
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INSTALLING AND FINISHING DRYWALL PDF 

Organisationales Lernen Eine Empirische Analyse Von Lernprozessen In. Unternehmenskooperationen, Interactive Graph Paper For Beading, International ...
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GUNWALE BRACKETS 
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Introduction Installation Connections - ShoreTel | Support 

1 Lift the ShoreTel Voice Switch to the desired height and attach it to the frame with four standard rack screws. 2 Insert the screws in both the upper and lower.
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backupcam introduction applications interface installation 

14 oct. 2013 - Monte Carlo. 2006-2007. Silverado. 2007-2011. Silverado without NAV. 2012-2013. Suburban. 2007-2011. Subu
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Introduction Installation Procedure Carton Contents 

the reel from swiveling in the overhead position (figure 2) ...... comenzar el man tenimiento. ..... For a list of Austr
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Introduction Installation Connections - ShoreTel | Support 

The ST24A/ST48A Voice Switches connect enterprise telephone extensions through an internal IP .... test (i.e. hardware failure). Refer to ... Choose Menu Options and follow the onscreen instructions for setting network parameters, including IP ...
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Preparing for Baptism and Membership Your Personal 

congregation on the day of your baptism/membership presentation. ... of the congregation can be a scary thing for many p
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Introduction and Allegro 

Trombone 2. Bass Trombone. Euphonium. Tuba. Timpani. Percussion I. Tub. bells, sn.dr., triangle, sus. cymb. Percussion II. Xylo., cymb., sus. cymb., triangle pp.
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installing the jade heat kit - Human Touch 

Call Human Touch Customer Service at 800-355-2762. INSTALLING THE JADE HEAT KIT. 1. Remove the body pad from the chair,
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Installing and Testing a GFCI Receptacle 

Receptacle. Please read this leaflet completely before getting started. 4. LINE vs. LOAD ... GFCI automatically performs
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