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7 feb. 2018 - ... and low-maintenance solution to ensure the security of parking lots, which are ... In addition to prov 
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Introduction  GeoVision's License Plate Recognition is an effective and low‐maintenance solution to ensure the security of parking lots, which are  prone to crimes due to isolated and unstaffed corners. In addition to providing high‐resolution video monitoring and recording, the  LPR solution detects and recognizes vehicle license plates upon motion or I/O trigger.    A GV‐LPR1200, GV‐DSP LPR, GV‐DVR LPR or GV‐VMS LPR recognizes license plates detected in the video source, and sends the LPR  results to GV‐ASManager. Access can be granted when the detected license plate numbers match the vehicle registered in  GV‐ASManager's database. Alarm notifications and playing back LPR results are also supported.
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Available Version      Argentina   



  Australia 



  Austria 



  Belgium 



  Brazil 



  Canada 



  China 



  Chile 



  Columbia 



  Croatia 



  Czech Republic 



  France 



  Germany 



  Hungary 



  India 



  Ireland 



  Israel 



  Italy 



  Morocco   



  Mexico 



  Norway 



  Poland 



  Portugal 



  Qatar   



  Russia 



  Slovakia 



  South Africa 



  Spain 



  Taiwan 



  UK 



  USA 



  Vietnam 



There is a Global version which is suitable for most of the other countries. More are to be implemented. 



Features  GV‐ASManager Access Control System  Control up to 255 GV‐DVR LPR / GV‐VMS LPR / GV‐DSP LPR / GV‐LPR1200   Up to 8 recognition channels per GV‐DVR LPR / GV‐VMS LPR   Up to 100,000 vehicles     Up to 100 Web browser connections   Multiple vehicles per user     Import / export of vehicle data in Access or Excel file format     Vehicle hotlist to help locate stolen vehicles or other vehicles of interest   Parking lot management to control vehicle access, maximum stay time allowed and number of vehicles allowed   GV‐Access mobile applications to remotely open LPR lanes   GV‐ASWeb: Remotely enroll vehicles and set up GV‐DVR LPR / GV‐VMS LPR / GV‐DSP LPR / GV‐LPR1200 on GV‐ASManager     GV‐ASWeb: Remotely search detected vehicles, see license plate snapshots, watch recordings from connected GV‐DVR LPR /  GV‐VMS LPR / GV‐DSP LPR / GV‐LPR1200     Languages supported: English, French, Hebrew, Japanese, Portuguese, Russian, Serbian, Spanish, Traditional Chinese, Turkish   
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  System Requirements  GV‐ASManager  The following are minimum system requirements to run GV‐ASManager.  32‐bit  Windows 7 / 8 / 8.1 / 10 / Server 2008    OS  64‐bit  Windows 7 / 8 / 8.1 / 10 / Server 2008 R2 / Server 2012 R2  CPU  Memory  Hard Disk  VGA  DirectX 



Core 2 Duo E8400, 3.0 GHz  2 x 1 GB Dual Channels  500 GB  PCI‐Express, 1280 x 1024 , 32‐bit color and support DirectX 10  End‐User Runtimes (November 2008)  .NET Framework 3.5    Software    SQL Server 2005 Express (optional)    Browser  Internet Explorer 9.0 or later  Note: GV‐ASManager has ended support for Windows XP and Vista. 



  GV‐DVR LPR  Number of LPR Channels    OS    1.3 M  CPU  2 M  Memory  Hard Disk  VGA  DirectX 



GV‐DVR / NVR 



1‐4 Channels    5‐8 Channels  64‐bit Windows 7 / 8 / 8.1 / 10 / Server 2008 R2 / Server 2012 R2  Core i5 2400, 3.1 GHz    Core i7 2600, 3.4 GHz  Core i7 4770, 3.4 GHz  Core i7 6700, 3.4 GHz  2 x 2 GB Dual Channels  500 GB  PCI‐Express, 1280 x 1024 , 32‐bit color and support DirectX 10  End‐User Runtimes (November 2008)  GV‐ASManager 4.2.1 ‐ 4.2.3: V8.5.9.0  GV‐ASManager 4.3: V8.6.0.0  GV‐ASManager 4.3.5 ‐ 4.4: V8.6.2.0  GV‐ASManager 4.4.1: V8.6.2.0 or V8.7.0.0  GV‐ASManager 4.4.2: V8.7.0.0 or V8.7.1.0  GV‐ASManager 4.4.3: V8.7.1.0  GV‐ASManager 5.0: V8.7.1.0  GV‐ASManager 5.0.1.0 – 5.0.2.0: V8.7.3.0  External or internal GV‐LPR Capture Dongle 



Hardware  Note:  1. It is recommended to use separate PCs for GV‐ASManager and GV‐DVR LPR.  2. If no LPR dongle is inserted, license plates will be captured but the plate numbers will not be recognized.  3. The above system requirements were determined with a bit rate of 2 Mbits for 1.3 MP resolution and 2 MP resolution. 



    GV‐VMS LPR (for 32 CH) 



Number of LPR Channels    OS    1.3 MP  CPU  2 MP  Memory  Hard Disk  VGA  DirectX 



GV‐VMS 



1‐4 Channels    5‐8 Channels  64‐bit Windows 7 / 8 / 8.1 / 10 / Server 2008 R2 / Server 2012 R2  Core i7 3770, 3.4 GHz 



Core i7 4770, 3.4 GHz 



2 x 2 GB Dual Channels  500 GB  PCI‐Express, 1280 x 1024 , 32‐bit color and support DirectX 10  End‐User Runtimes (November 2008)  GV‐ASManager 4.3.5 ‐ 4.4.1: V15.10  GV‐ASManager 4.4.2: V15.10 or V15.11  GV‐ASManager 4.4.3: V15.11.3  GV‐ASManager 5.0: V16.11.0.0  GV‐ASManager 5.0.1.0 – 5.0.2.0: V16.11.0.0  External or internal GV‐LPR Capture Dongle 



Hardware  Note:  1. It is recommended to use separate PCs for GV‐ASManager and GV‐VMS LPR.  2. If no LPR dongle is inserted, license plates will be captured but the plate numbers will not be recognized.  -3License Plate Recognition
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3. The above system requirements were determined with a bit rate of 2 Mbits for 1.3 MP resolution and 2 MP resolution. 



    GV‐VMS LPR (for 64 CH) 



Number of LPR Channels    OS    1.3 MP  CPU  2 MP  Memory  Hard Disk  VGA  DirectX 



GV‐VMS 



1‐4 Channels    5‐8 Channels  64‐bit Windows 7 / 8 / 8.1 / 10 / Server 2008 R2 / Server 2012 R2  Core i7 6770, 3.4 GHz  (Only 2 Lanes)  N/A  Core i7 6770, 3.4 GHz  (Only 1 Lane)  2 x 2 GB Dual Channels  500 GB  PCI‐Express, 1280 x 1024 , 32‐bit color and support DirectX 10  End‐User Runtimes (November 2008)  GV‐ASManager 4.3.5 ‐ 4.4.1: V15.10  GV‐ASManager 4.4.2: V15.10 or V15.11  GV‐ASManager 4.4.3: V15.11.3  GV‐ASManager 5.0: V16.11.0.0  GV‐ASManager 5.0.1.0 – 5.0.2.0: V16.11.0.0  External or internal GV‐LPR Capture Dongle 



Hardware  Note:  1. It is recommended to use separate PCs for GV‐ASManager and GV‐VMS LPR.  2. If no LPR dongle is inserted, license plates will be captured but the plate numbers will not be recognized.  3. The above system requirements were determined with a bit rate of 2 Mbits for 1.3 MP resolution and 2 MP resolution. 



  Software License  Free License  Maximum License  Increment for Each License  Dongle Type  Optional Combinations 



 



N/A  8 channels  1 channels  Internal or external  1. LPR  2. GV‐VMS + LPR (1 to 8 license)  3. GV‐NVR + LPR (1 to 8 license)  4. GV‐DVR + LPR (1 to 8 license) 



GV‐DSP LPR and GV‐LPR1200  GV‐ASManager V4.2.1 – 4.2.2 is only compatible with GV‐DSP LPR firmware V2.0.3.  GV‐ASManager V4.2.3 is only compatible with GV‐DSP LPR firmware V2.0.4.  GV‐ASManager V4.3 – 4.3.5 is only compatible with GV‐DSP LPR firmware V2.10 and GV‐LPR1200 V1.01.  GV‐ASManager V4.4 – 4.4.3 is only compatible with GV‐DSP LPR firmware V2.20 and GV‐LPR1200 V1.1.  GV‐ASManager V5.0 – 5.0.2.0 is only compatible with GV‐DSP LPR firmware V2.30 and GV‐LPR1200 V2.0. 



 



Options  For GV‐DVR LPR and GV‐VMS LPR  GV‐IO Box  GV‐IP LPR Camera 5R  GV‐LPC1100  GV‐LPC1200 



GV‐LPR1200 



GV‐LPC2210 



The GV‐IO Box provides 4, 8 or 16 inputs and relay outputs. It supports both DC and AC output  voltages, and provides a USB port for PC connection.  Ideal for parking lot installation, the GV‐IP LPR Camera 5R is a 1.3 MP B/W network camera  designed for recognition of reflective license plates on vehicles traveling at 60 km/hr (37 mph) or  less.  The GV‐LPC1100 is a 1.3 MP B/W network camera designed for recognition of reflective license  plates on vehicles traveling at 120 km/hr (75 mph) or less.  GV‐LPC1200 is a 1 MP B/W network camera designed for recognition of reflective license plates on  vehicles traveling at 200 km/h (124.27 mph) or less.  GV‐LPR1200 is a 1 MP B/W network camera designed for recognition of reflective license plates on  vehicles traveling at 200 km/h (124.27 mph) or less. With a built‐in LPR processor, the camera is  capable of recognizing the plate numbers and comparing the captured license plates with a  database.    GV‐LPC2210 is a 2 MP color network camera designed for recognition of reflective license plates on  vehicles traveling up at 120 km/h (75 mph) or less.  -4-
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GV‐LPC2211  GV‐LPC2011 



GV‐LPC2211 is a 2 MP color network camera designed for recognition of reflective license plates on  vehicles traveling up at 120 km/h (75 mph) or less.  GV‐LPC2011 is a 2 MP color network camera designed for recognition of reflective license plates on  vehicles traveling up at 60 km/h (37 mph) or less. 



For GV‐DVR LPR and GV‐DSP LPR  GV‐LPR Cam 10A ANPR  Camera  GV‐LPR Cam 20A ANPR  Camera  GV‐DSP LPR V3 



The GV‐LPR CAM 10A provides 570 TVL high‐contrast license plate recognition video to GV‐DVR LPR  or GV‐DSP LPR that identifies license plates. The camera features 7 high‐efficient LEDs for an  illumination range of 7 ~ 12 m (22.96 ~ 39.37 ft).  The GV‐LPR CAM 20A provides 570 TVL high‐contrast license plate recognition video to GV‐DVR LPR  or GV‐DSP LPR that identifies license plates. The camera features 24 high‐efficient LEDs for an  illumination range of 15 ~ 25 m (49.21 ~ 82.02 ft).  The GV‐DSP LPR is a Linux‐based license plate recognition system built in a small box. Integrating  with a Web server, the GV‐DSP LPR can host its own Web site and compare captured license plates  with the database downloaded from GV‐AS Manager and open a gate barrier when there is a match.
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INTRODUCTION INTRODUCTION 

Do not use to pump flammable or explosive fluids such as gasoline, fuel oil, ... This pump is supplied with a grounding
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introduction introduction 

In any installation where property damage and/or personal injury might result ... may damage the seal and the motor may
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INTRODUCTION INTRODUCTION 

motor housing, it should be removed from the surface quickly by placing ..... DESAUTORIZACION: LA GARANTIA ANTERIOR ES U
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introduction introduction 

Franklin Electric Co., Inc. P. O. Box 12010. Oklahoma City, OK 73157-2010. 405.947.2511 • Fax: 405.947.8720 www.LittleGi
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INTRODUCTION 

Little Giant Big John® submersible sump pumps remove water from sump basins .... Cet pompe est muni d'un fil de terre et
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introduction 

The shallow pan condensate unit is designed especially for ceiling mounted units and other refrigerated air conditioners
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Introduction 

25 oct. 2017 - connections and data bitrates (different scenes). Image Setting ... GV-Eye / GV-Eye HD for iPhone, iPod T
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introduction introduction - SupplyHouse.com 

green/yellow - ground, brown - line, blue - neutral. TESTING. Turn on power. Test the unit after it is installed by fill










 


[image: alt]





introduction introduction - PDFHALL.COM 

The green/yellow ... Contact your local distributor and ask for the model SA-1 by Little Giant. .... de votre distribute
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introduction 

TESTING. 1. Turn on power. 2. Test the unit after it is installed by filling the tank with ... when removing the unit fr
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INTRODUCTION 

branche a pour fonction de mettre la pompe à la terre afin de prévenir tout choc électrique. Ne pas couper cette troisiè










 


[image: alt]





Introduction 

Puisqu'être réformé signifie croire et appliquer le principe du sola Scriptura, il est ..... agradó a Dios salvar a los
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introduction 

The Out-Of-Pond Water Garden Pump is not self-priming; therefore, if the ... Once the layout is determined for the water
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INTRODUCTION 

flat object such as a brick or stone to prevent clogging. For best results, place the pump into ..... daña, deberá reemp
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INTRODUCTION 

unit, postage paid, to the factory at 301 North MacArthur Blvd.,. Oklahoma City ... Pump used to circulate anything othe
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introduction introduction - SupplyHouse.com 

se trouvent dans l'étang ou la fontaine, il peut y avoir “corrosion galvanique”. Pour y remédier, attacher une anode réa
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introduction introduction - Houseneeds 

PROTECT YOURSELF ... To reduce the risk of electric shock, be certain that it is ... Pump should be totally submerged fo
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manual pump. The VDS is rated for use with sump, effluent, and sewage pumps up to ½ HP (13 max. run amps). SAFETY GUIDEL
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introduction introduction - SupplyHouse.com 

Franklin Electric Co., Inc. P. O. Box 12010. Oklahoma City, OK 73157-2010. 405.947.2511 • Fax: 405.947.8720 www.LittleGi
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introduction introduction 

se trouvent dans l'étang ou la fontaine, il peut y avoir “corrosion galvanique”. Pour y remédier, attacher une anode réa
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INTRODUCTION 

Aunque Orthoreovirus (llamados comúnmente como reovirus), Orbivirus, Coltivirusy Rotavirus tienen una morfología similar
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introduction introduction - SUPPLY.com 

If pump is an oil-filled pump, the motor housing is filled with a dielectric ..... Any product that should fail for eith
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introduction introduction introducción - calpeda 

MAKE CERTAIN THE UNIT IS DISCONNECTED FROM THE POWER SOURCE. BEFORE ... Removal of these may result in pump failure or s










 


[image: alt]





introduction introduction - Yahoo 

an inoperative or leaking pump due to power outages, discharge line blockage, or any other reason, a backup system(s) an
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