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INVISIBLE SERIES SPEAKER DRYWALL INSTALLATION NOTE: To install SONANCE Invisible Series Speakers for any finish other than drywall, please visit our website: WWW.SONANCE.COM/PRODUCTS/INVISIBLE NOTA: Visite el sitio de internet para opciones adicionales de acabado: WWW.SONANCE.COM/PRODUCTS/INVISIBLE



1. 



tall side 5/8” (16mm) drywall



short side 1/2” (12MM) drywall Thin shim 5/16” (8mm) INternational applications



Select the appropriate shim for the application. Use cardboard shims for fine tuning.



2. 



Secure speaker with drywall screws.







DO NOT USE NAILS.



Seleccione la cuna apropiada para la aplicación. Use cuñas de carton para el acabado fino.







TEST THE SPEAKER FOR 60 SECONDS WITH A TEST TONE OR AMPLIFIED AUDIO SOURCE BEFORE COVERING SPEAKER WITH COMPOUND! This is the last point any wiring corrections can be made.







remove THIS OVERLAY prior to installation Quitar esta superposición antes de la instalación



INVISIBLE SERIES Speaker installation DETAIL view FOR TECHNICAL SUPPORT CALL (949) 492-7777 or visit www.sonance.com/ products/invisible







3. 



If needed, fill gap between speaker and drywall with 5 minute setting type joint compound (hot mud).







Si es necesario, rellene la ranura entre la bocina y el yeso con compuesto de juntar caliente de 5 minutos (compuesto caliente). 







Asegure la bocina para prueba con tornillos para yeso.







NO USE CLAVOS. 0PRUEBE LA BOCINA POR 60 SEGUNDOS CON UN TONO DE PRUEBA O UN FUENTE DE AUDIO AMPLIFICADO! Este es el ultimo punto donde se pueden hacer correcciones del cableado.



4. Apply topping compound over speaker(1/8” [3mm] max. compound buildup), feather edges to achieve a flat finish. Continue to finish wall as required. Aplique compuesto encima de la bocina (1/8” [3mm] maxima acumulacion de compuesto), talle las orillas ligeramente para conseguir un acabado plano.Continue de terminar la pared como se require.



Apply mesh fiberglass tape over seam to add strength to the joint. Do not tape over the raised portion of the speaker. (diaphragm).



See website for additional finishing options.



Aplique cinta de fibra de vidrio sobre la grieta para añadir fuerza a la juntura. No aplicar la cinta sobre la porción elevada de la bocina (diafragma).



Visite el sitio de internet para optiones adicionales de acabado. 



www.sonance.com/ PRODUCTS/INVISIBLE



TEST THE SPEAKER FOR 60 SECONDS WITH A TEST TONE OR AMPLIFIED AUDIO SOURCE BEFORE COVERING WITH COMPOUND!



16” (40.6cm) standard framing



5. After final coat is applied and has dried, use a manual pole sander or block sander on entire wall (do not use a power sander). Wall surface should show no signs of a speaker. If any defect is found, coat affected area and sand to smooth finish. 



Despues de que la capa final sea aplicada y haya secado,use un poste lijador manual o bloque lijador en la pared entera ( no use un lijador electrico). La superficie de la pared no debe reflejar señales de la bocina. Si cualquier defecto es encontrado, cubra el area afectada y lije para un terminado liso.



Best Practice - A 60 Micron Sanding Film is recommended for final sanding. Mejor Práctica - Una hoja de lija 60 Micrones es recomendada para el lijamiento final.



Enclosure required for all open attic installations



Stud



SONANCE INVISIBLE SERIES SPEAKER 1/8” (3mm) maximum topping compound buildup over active speaker area



Joint Compound Drywall Drywall Screw (wall board) Fiberglass Mesh Tape



Height Shim Speaker Frame Drywall Screw (speaker)



33-5760 Rev 06.01.12 
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2600 Series Speaker System Instructions 

Manhattan is a trademark of IC Intracom, registered in the U.S. and other countries. ... DEUTSCH: Dieses Gerät enspricht
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invisible chains invisible chains invisible chains 

To report human trafficking, call. 1-888-373-7888. • Call 911 if there is immediate danger or a medical emergency. WARNI
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Aprendizaje Invisible - Invisible Learning 

la industrialización como Walt Disney, Henry Ford, Bill Gates y Steve Jobs abandonasen la escuela y optasen por desarrol
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INSTRUCTION/INSTALLATION SHEET Speaker Level ... - Legrand 

NOTE: Before connecting the volume control: Make sure that power is not connected to the receiver/amplifier that will be
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Speaker Installation Guide Guide d'installation des ... - Sony 

Assicurarsi di far corrispondere i cavi dei diffusori ai terminali corretti dei diffusori: il cavo del diffusore con il
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Quick Installation Guide 615 series 

Wall mounting. 18. Inserting the plug-in unit into the ... Quick Installation Guide. Wall mounting ... www.abb.com/substationautomation. Â© Copyright 2014 ABB.
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Pintura DRYWALL 

como esmaltes, barnices o lacas, para esto se debe remover la pintura ya que es posible que presente fallas de adherenci
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accessory speaker 

description of the Product is for the sole purpose of identifying it and shall not .... If your device does not CONNECT
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2600 series usb mobile speaker system ... - Manhattan Products 

en que se agote totalmente su contenido por su propia funciÃ³n de uso, lo que suceda primero. B. Garantizamos los productos con partes mÃ³viles por 3 aÃ±os. C. Garantizamos los demÃ¡s productos por 5 aÃ±os (productos sin partes mÃ³viles), bajo las si
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Installation Manual 4428000F PC SERIES Sump Pump Combo Series 

PC SERIES. Sump Pump Combo Series with 12V Battery Backup. 441 Series: PC237-441. PC257-441. PC457-441. PCS37-441. 442 S
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INSTALLATION DATA E SEriES and n-51 SEriES 

Turn off power at the main power source before installing a ... DO NOT restore electrical power to the unit ... Disconne
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INSTALLATION DATA E SEriES and n-51 SEriES ... - Robertshaw 

[email protected]. Uni-Line® and Robertshaw® are trademarks of Robertshaw. Controls Co. its subsidiaries
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Installation Manual 4428000F PC SERIES Sump Pump Combo Series 

Coloque el sistema completo en el lugar de instalación bajando la bomba por el asa de la bomba primaria. Confirme que el
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INSTALLING AND FINISHING DRYWALL PDF 

Organisationales Lernen Eine Empirische Analyse Von Lernprozessen In. Unternehmenskooperationen, Interactive Graph Paper For Beading, International ...
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Broan BNDF1 and BNSC1 Series Installation Manual 

MANUAL DE INSTALACIÓN. ÍNDICE. 2 ...... defectuosos. Las garantías anteriores son exclusivas y en lugar de cualquier otr
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Broan BNDF1 and BNSC1 Series Installation 

7â€� ROUND DUCTING OR. Use this template for marking; do not attempt to cut out ... C Bend template along graduated scal
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INSTALLATION tNSTRUCTIONS D DS-SERIES - Hubbell Outdoor ... 

connections to the light ﬁxture. Secure arm with light fixture using bracket and bolts provided. Fasten the reﬂector to
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49 Series Connectors INSTALLATION INSTRUCTIONS ... - Leviton 

29 ene. 2010 - Vaste éventail d'applications – conviennent à une plage étendue de calibres et ... Amplia variedad de apl










 


[image: alt]





INSTALLATION DATA E SEriES and n-51 SEriES ... - Robertshaw 

Pull the appliance away from the wall being careful not to put a kink in the water line. 5. Remove the compartment cover
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INSTALLATION DATA E SEriES and n-51 SEriES 

191 E. North Avenue. Carol Stream Illinois 60188 USA. Customer Service Telephone 1.800.304.6563. Customer Service Facsim
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LCN 4040XP Series EDA Installation Instructions 

position désirée et resserrez la vis. Para ajustar el brazo de retención a mano opcional: 1. Afloja la tuerca de retenci
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Installation Manual 442 Series Battery Backup System 

Only qualified personnel should complete fixed wiring, battery and electrical connections, according to all local and na
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Broan CLDA1 and CLSC1 Series Installation Manual 

En EE.UU., registre su campana de cocina en línea en www.broan.com ..... Use this template for marking; do not attempt t
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Installation Manual Pro-Series Sewage Systems 

QuickTree® Technology: The Pro-Series basins by Liberty Pumps (excluding side ..... hole and position cover over pipe ni
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