






[image: ]


















	 Zuhause
	 Dokument hinzufügen
	 Anmelden
	 Ein Konto erstellen
	 PNG-Bilder









































Katalog GSS - Europa Components
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Strom-Zeit-Kennlinien Current Time Characteristics Caractéristique courant/temps



G-Sicherungseinsätze



Fuse-links



Fusibles cartouches



verwechselbar



interchangeable



interchangeables



Aufbau Glasrohr durchsichtig Kontaktkappen Messing vernickelt



Construction Glass tube transparent End caps brass nickel-plated



Construction Tube verre transparent Capsules laiton nickelé



Verpackung 100 Stück (10 x 10) oder 1000 Stück (Industrieverpackung = IP)



Packing 100 pcs. (10 x 10) or 1000 pcs. (industrial packs = IP)



Emballage 100 pcs. (10 x 10) ou 1000 pcs. (emballage industriel = IP)



Schmelzzeit-Grenzwerte



Fusing time limits



Temps de fusion limité



Bemessungsstrom Rated current Courant nominal 32 – 100 mA 125 mA – 6,3 A 8 - 10 A



1,5 x In 2,1 x In



IEC 60127-2/3 EN 60127-2/3 DIN VDE 0820-2/3 Bemessungsstrom Rated current Courant nominal



4 x In



10 x In



min.



max.



min.



max.



min.



max.



min.



max.



1h 1h 30 min.



2 min. 2 min. 2 min.



200 ms 600 ms 600 ms



10 s 10 s 10 s



40 ms 150 ms 150 ms



3s 3s 3s



10 ms 20 ms 20 ms



300 ms 300 ms 300ms



5 x 20 mm



250 V



T



Type (träge) (time-lag) (temporisé)



179120



Bem.-Ausschaltverm. Spannungsfall Breaking capacity Voltage drop Pouvoir de coupure Chute de tension



mA/A



Verlustleistung Power dissipation Valeur de dissipation (bei/at/en 1,5 x In)



Schmelzintegral I2ts value Intégral de fusion



Approbationen Approvals Homologations



mV



W



A2s



S V U



32 mA 40



3000 2000



0,2 0,2



0,010 0,020



X X X X X X



50 63 80



1500 1000 800



0,2 0,2 0,2



0,035 0,05 0,12



X X X X X X X X X



100 125



700 600



0,3 0,3



0,16 0,24



X X X X X X



160 200 250



600 500 400



0,3 0,3 0,3



0,4 0,7 1,4



X X X X X X X X X



140 130 120



0,2 0,2 0,2



0,35 0,49 0,9



X X X X X X X X X



110 140 100 90



0,2 0,3 0,3 0,3



1,4 1,6 3,2 6,5



X X X



1,25 1,4* 1,5* 1,6 2



80 80 80 80 80



0,3 0,4 0,4 0,4 0,5



5,0 5,2 8,5 10 20



2,5 3,15 3,5*



80 80 80



0,6 0,6 0,8



26 44 50



X X X X X X



L = 40 A L = 50 A L = 63 A



80 80 70



0,8 1,2 1,3



72 130 230



X X X X X X X X X



L = 80 L = 100 125 160



70 70 70 70



1,8 2,4 3,0 3,2



240 380 650 1300



70



3,5



2200



315 400 500



L = 35 A @ AC 250 V



630 700* 800 A 1



4 5 6,3



* Zusätzlich lieferbare Bemessungsströme * Non-standard ratings also available * Autres valeurs



2,75 x In



8 10 12,5* 16* 20*



A A A A



200 A @ AC 250 V



zurück zum Index



X X X X X X X X X X X X X X X



S = SEMKO V = VDE U = UL Recogn. cUL Recogn.
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Katalog GSS 

Bemessungsstrom. 1,5 x In 2,1 x In. 2,75 x In. 4 x In. 10 x In. Rated current. Courant nominal min. max. min. max. min. max. min. max. 32 â€“ 100 mA. 1 h. 2 min.










 


[image: alt]





Katalog GSS 

Valeur de dissipation. IntÃ©gral de fusion. Homologations. (bei/at/en 1,5 x In). mA/A. mV. W. A2s. S V U. 32 mA. 3000. 0,2. 0,010. X X X. 40. 2000. 0,2. 0,020. X X X.
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Katalog GSS 

ou 1000 pcs. (Industrieverpackung = IP). (industrial packs = IP). (emballage industriel = IP). Schmelzzeit-Grenzwerte. Fusing time limits. Temps de fusion limitÃ©.
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Katalog GSS 

Power dissipation. I2ts value. Approvals. Courant nominal. Pouvoir de coupure. Chute de tension. Valeur de dissipation. IntÃ©gral de fusion. Homologations.
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Katalog GSS AWS 

(industrial packs = IP). (emballage industriel = IP). Schmelzzeit-Grenzwerte. Fusing time limits. Temps de fusion limitÃ©. Bemessungsstrom. 1,5 x In 2,1 x In. 2,75 x In. 4 x In. 10 x In. Rated current. Courant nominal min. max. min. max. min. max. mi
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Components 

12. Components of the ¡Viva el español! Textbook Series. . . .
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ABB Components 

Introduction. There exist three main types of insulation in high voltage condenser bushings. This paper is intended to b
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Tarifa de components 

SEMPRON 3850 1,3GHz Socket AM1 Radeon HD 8280 25W ...... DCS942L - 640x480 30fps IR LED PIR H.264 Micròfon Slot MicroSD
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developing asp components pdf 

You are entirely free to find, use and download, so there is no cost at all. developing asp components. PDF may not make exciting reading, but developing asp components is packed with valuable instructions, information and warnings. We also have many
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panelite - Online Components 

Keep lens in place to prevent accidental breakage of the LED lamp. L'INFORMATION GÉNÉRALE DE SÛRETÉ. 1. Conduisez les fi
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R114.205.000 - RS Components 

In the effort to improve our products, we reserve the right to make changes judged to be necessary ... Slide the back nut,the washer 1,the flat gasket,the washer 2.
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elcodis.com - electronic components distributor 

peak reverse recovery current ... reverse recovery energy ..... The data contained in this product data sheet is exclusively intended for technically trained staff.
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Katalog AWS 

01.12.2017 - SchLAFZIMMeR II: 2 groÃŸe einzelbetten, Nachtkonsole, Ablage, Schrank, 2 Kommoden. GROSSeS BAD: .... WOhNZIMMeR: couch mit Tisch und 2 Sesseln, essplatz mit 4 StÃ¼hlen, Kommode, groÃŸe. Schrankwand mit .... eine Garage befindet sich sepa
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Vasco Katalog 

gesneden. Radiateur Ã  robinet intÃ©grÃ©, dotÃ© de 6 raccor- dements, avec raccordement standard Ã  droite. La face avant, la grille et les panneaux latÃ©raux sont.
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developing asp components pdf 

We have many PDF Ebook and user guide is also associated with developing asp components PDF. Ebook, include : Destination Sinai From Missionary Christianity To Orthodox Judaism, Deutsch Na. Klar An Introductory German Course 6th Student Edition, Deve
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B41458 - Europower Components Ltd 

1,3 times initial specified limit. IL. â‰¤ initial specified limit. Vibration resistance. To IEC 60068-2-6, test Fc: displacement amplitude 0,75 mm, frequency range 10 to 55 Hz, acceleration max. 10 g, duration 3 Ã— 2 h. IEC climatic category. To IEC
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Untitled - Components-Mart.com 

REV. Description. DATE. BY v1.0. Initial product release. Dec 18,2015. Xiangnan.Qu. B. B. U. Seeed Studio. TITLE: Wio Link v1.0. CC-BY-SA. Design: Xiangnan ...
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Produktovy katalog 

Chupa Chups lízátko. Graffiti sácek 12x120g. Chupa Chups lízátko The best of plechovka 150x12g box 150x12g. Chupa Chups
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Katalog zu 

Bestellschein / Bestellinfo Aloe Vera Shop KÃ¼hbach. Info / Katalog zu den Produkten auf Facebook: www.preisdiÃ¤t.de oder im Aloe Blog www.preisdiaet.de. Bestellung senden an info@preisdiÃ¤t.de oder Fax: 03212 6378836. RÃ¼ckrufservice: http://bit.ly/
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fanartikel- katalog 

Quarz-Uhrwerk, Stahl-GehÃ¤useboden, bis 5 ATM wasserdicht,. Mineralglas PU-Armband mit StahlschlieÃŸe. Art-Nr: 062600399100. 89,95 â‚¬. Z U H A U S E & ...
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Lijadora de Palma GSS 140 A 

Con el sistema Easy-Fit se adapta cualquier papel de lija. La solución en la palma de la mano: excelentes resultados par
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PIS/PIH - RS Components International 

Brandverhalten. Fire propagation. Brandausbreitung. Smoke density. Rauchgasdichte. Thermal load. Brandlast. Flame Spread. Flammausbreitung ...
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elcodis.com - electronic components distributor 

89. W. Gate-Emitter-Spitzenspannung gate-emitter peak voltage. VGES. +/- 20V. V. Diode Wechselrichter/ Diode Inverter. Dauergleichstrom. DC forward current.
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Quickies Katalog 

Veränderung im Leben Arbeit und Zeit kostet, die investiert werden muss. ...... sein, nach Dramen, nach privaten oder beruflichen Unglücken, auch bei Eifersucht ...
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