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Key Features

include Cloud Manager, a cloud-hosted Wi-Fi Management Platform purpose-built for small business environments that helps reduce costs and increase ... 
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Linksys Business Dual-Band Cloud AC Wave 2 Wireless Access Point



Business AC2600 Dual-Band Cloud AC Wave 2 Access Point (LAPAC2600C)



Key Features • Next-generation Wi-Fi 802.11ac with dual-band (2.4 GHz + 5 GHz) support and maximum data rate up to 2.53 Gbps* • 4x4 with MU-MIMO support • Remote Access: Monitor your networks from anywhere at any time • Network Insight: View real-time statistics on network activity and health • Centralized Management: Manage multiple sites from a centralized platform • Extensive Scalability: Scale your networks by adding thousands of access points and devices • Rapid Deployment: Deploy and configure your networks quickly and easily • Zero-Touch Provisioning: Access points automatically connect when activated • Integrated Power over Ethernet Plus (PoE+) • Gigabit Ethernet port speed • Captive Portal • Industrial-strength Wi-Fi Protected Access (WPA/ WPA2) security and data encryption • Advanced security and preventions (SSID to VLAN Mapping, MAC Access Control, Rogue AP Detection)



The Linksys Business Dual-Band AC Wave 2 Wireless Access Points include Cloud Manager, a cloud-hosted Wi-Fi Management Platform purpose-built for small business environments that helps reduce costs and increase efficiencies. Cloud Manager The intuitive and easy to use browser-based dashboard provides remote access to your Linksys access points, centralized visibility with real-time monitoring to manage single or multiple site networks, and a simple single sign-on. Next Generation AC Wi-Fi Connectivity Allows multiple clients to transmit data simultaneously, improving performance and productivity in high density wireless environments. Features 4x4 Dual-Band (2.4+5GHz) AC delivering combined speeds of up to 2.53Gbps* for faster, more robust wireless performance. Flexible Deployment Zero-Touch provisioning allows for faster deployment of Linksys access points without having to be on-site. Centralized Management Cloud Manager has a centralized management platform, allowing you to manage multiple sites from a single pane of glass. Easy to Use The easy to use browser-based cloud interface is accessible from any location through the internet and from a single login. Captive Portal Secure and customized guest Wi-Fi access. The captive portal is also used at many Wi-Fi hotspots to control wireless access in the area. Power over Ethernet Integrated Integrated with 802.3at PoE+ capability to eliminate extra power adapters and offer optimal placement. Advanced Security Over Wireless Protects and secures your wireless network with business class security features including Wi-Fi Protected Access (WPA/WPA2), Rogue AP Detection, SSID-to-VLAN Mapping, Wireless Scheduler, and more. Two Gigabit Ethernet ports with Link Aggregation The 4x4 11AC radio is backed by Dual Gigabit Ethernet ports with Link Aggregation for a combined backhaul capacity of 2 Gbps, enabling maximum utilization of the 11AC radio.



Hardware Specifications Model



LAPAC2600C



Standards Frequency MIMO Internal Antenna RF Output Power PoE Wall/Ceiling Mount Gigabit Ethernet Secondary Ethernet Port Security Lock LED AC Power Adapter Hardware Reset Button



IEEE 802.11a, 802.11b, 802.11g, 802.11n, and 802.11ac 2.4 GHz and 5 GHz (concurrent) 4x4 with MU-MIMO support 4 High Power PA 802.3at 4 4 With Link Aggregation Kensington Lock Slot One System LED 12V/2.5A 4



Frequency Band and Operating Channels



LAPAC2600C-EU (Europe) 2.412 to 2.472 GHz: 13 channels 5.180 to 5.240 GHz: 4 channels



Antenna Gain in dBi



2.08dBi @2.4G, 2.39dBi @5G



Output power EIRP:



2.4GHz: 19.73dBm 5 GHz: 22.80dBm



Antenna type:



PIFA



Receive Sensitivity



2.4 GHz 802.11b @11Mbps: -89dBm, 802.11g @54Mbps: -75dBm, 802.11n 20MHz @MCS7: -72dBm, 802.11n 40MHz: @MCS7 -69dBm 5 GHz 802.11a @54Mbps: -75dBm, 802.11n 20MHz @MCS7: -71dBm, 802.11n 40MHz @MCS7: -68dBm, 802.11ac 20MHz @MCS9: -65dBm, 802.11ac 40MHz @MCS9: -62dBm, 802.11ac 80MHz @MCS9: -59dBm



Physical Dimension (L x W x H)



243.00 x 237.00 x 43.69 mm (9.57 x 9.33 x 1.72 in)



Weight Maximum Power Consumption Operating Temperature Storage Temperature Operating Humidity



848 g (1.87 lb) 25W 0° to 40°C (32° to 104°F) -20° to 70°C (-4° to 158°F) 10% to 85% (Non-Condensing)



Storage Humidity Regulatory Certification Warranty Period



10% to 90% (Non-Condensing) FCC Class B, CE Class B Limited Lifetime (most countries)**



Software Specifications Model



LAPAC2600C



Multiple SSIDs VLAN Support Number of VLANs SSID to VLAN Mapping Centralized Management Dynamic Channel Selection Captive Portal WPA, WPA2 MAC-Based Access Control Rogue AP Detection Channel Isolation Rate Limit Band Steering Bandwidth Utilization Beamforming Dual Image Support Management Interface Event Notification
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Network Diagnostics



Ping



4 17 4 4 4 4 4 4 4 4 4 4 4 4 4 Cloud Remote Syslog, Email Alerts



* Specifications are subject to change without notice. An active, customer-purchased Internet Service Provider broadband account is required for connection of this product and other connected devices to the Internet. Some devices may require additional wireless adapters or an Ethernet cable to connect. Maximum performance derived from IEEE Standard 802.11 specifications. Actual performance may vary, including lower wireless network capacity, data throughput rate, speed, range and coverage. Performance depends upon many factors, conditions and variables, including building materials and construction, volume of network traffic, mix of wireless products used, interference and other adverse conditions. In order to achieve the best performance, this product must be used with compatible AC2600 wireless devices. The standard transmission rates—1733 Mbps (for 5 GHz radio), 800 Mbps (for 2.4 GHz)—are the physical data rates. Actual data throughput will be lower and may depend on the mix of wireless products used and external factors. May require a software/firmware update available for download at linksys.com/support. ** Limited lifetime warranty applies in all countries except: France, Germany and Spain – 5 year warranty Australia and New Zealand – 2 year warranty



Learn more at Linksys.com/business © 2018 Belkin International, Inc. and/or its affiliates. All rights reserved. Linksys, Performance Perfected and many product names and logos are trademarks of the Belkin group of companies. Third party trademarks mentioned are the property of their respective owners. Wi-Fi is a trademark or registered trademark of the Wi-Fi Alliance. PR71310 L02400618 Rev. A
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key features specifications - IPTecno 

26 oct. 2017 - Support for GV-Proximity Cards with GID (GeoVision Identifier) to enhance security. SPECIFICATIONS. Model
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key features specifications 

25 oct. 2017 - GV-AS ID Cards and GV-AS ID Key Fobs are ideal for business and residential environment, where access con
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features ingredientes 

Sigue con RVL Scalp Infusion Treatment y despuÃ©s con RVL. Multi-perfecting Leave-in Conditioner. INGREDIENTES clave. MO
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KEY-VENTIL, KEY-VALVE 

components for the constructions of traps , disinfectants-dispenser for toilets, deodorization devices , housing for toilet valves. 6 Remarks. Trademark in German: ...
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Local and regional features 

¡Ah sí!, pues está en el museo municipal. Le voy a dar un plano de la ciudad, y le voy a explicar cómo llegar, ¿vale? Pu
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New Features - Welovroi 

26 jul. 2017 - ¡BOOM! Es oficial, ya tienes plantillas de · informes para Facebook, Twitter, · Instagram y Youtube. Y es
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Features Safety information Specifications 

cover over outlets that are not in use. Protecting Phone/Fax/Modem – To protect your equipment from surges along phone/f
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residence 3 features 

12warren.com. Exclusive Marketing and Sales Agent: Corcoran Sunshine Marketing Group. RESIDENCE 3. 3rd Floor. 4 Bedrooms
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Local and regional features 

Hier ist ein Stadtplan und ich erklÃ¤re Ihnen, wie Sie am besten dahinkommen. Also, wir sind hier, und das Museum ist neben dem Bahnhof, gegenÃ¼ber dem ...
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RESIDENCE 2 FEATURES 

rin g. T he co m ple te te rm s are in an of fe rin g pla n av aila ble fro m. Sp on so r, D. D. G. W. A. R. R. E. N. LL
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Features ezGuard 1080p Dimension 

CS-CV310-A0-1B2WFR. Camera. Image sensor. 1/2.7â€�Progressive Scan CMOS. Minimum illumination. 0.02 lux @(F2.0,AGC ON) ,0 Lux with IR. Shutter Speed.
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New Features in Orchestrator 

Extensional Viscosity Fixture (EVF). Additionally, this software version allows data generated on other TA Instruments' products to be read directly into Orchestrator. This includes data files generated with the Rheology Advantage software for the. A
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Main Features Highlights 

Model. CS-C3T-1PR (2.8mm). 720p Weatherproof Analog Bullet Camera. Camera ... Model. CS-VR108D-31HV0 (1TB). Video/Audio
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Additional Features - Yamaha Corporation 

07.08.2015 - The MusicCast feature enables you to share music among the audio devices placed in different rooms. By using the application for ...
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KEY-RING 

6060 Sarnen. Switzerland. 2 Representative. GACHNANG AG PATENT ATIORENEYS. Badstrasse 5. P.O. Box. 8501 Frauenfeld. Switzerland. 3 Trademark.
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KEY BOX 

(www.durable.de). Der KEY CLIP hÃ¤ngt an einer eigens entwickelten SchlÃ¼sselleiste, die durch variable SteckhÃ¶hen eine individuelle. Nutzung ermÃ¶glicht.
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PCL :: Features - Point Cloud Library 

01.07.2011 - the scene are keypoints. â–· Repeatiblity: If a point was determined to be a keypoint in one point cloud, a keypoint should also be found at the.
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Key - SLIDEBLAST.COM 

People go surfing at Waimea Bay on the island of. Oahu. 3. Some of .... He sends the contestants to an island. 2. ... Th
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DX-KEY-LED, DX-KEY-OLED - Eaton 

12/12 IL04012020Z. < 20 m (65.62 ft) (unscreened) → DX-KEY-LED. $ 25 m (82.02 ft) (screened, twisted pair) → DX-KEY-O
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ENGLISH ItaLIaNo tECHNICaL FEatURES ... - IntElectro 

Our products/systems comply with the essential requirements of EEC directives. Installation must be ... Note: for progra
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YOUR THERMOSTAT REPLACES THERMOSTAT FEATURES ... 

screw located inside the front cover to change the setting. For calibrating the setting lever ... The Emerson logo is a
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New Features in Proteus 8.4 AWS 

logs and implemented several of the most requested features. Meanwhile, on the Proteus VSM front we have been hard at wo
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TA Instruments New Features in ITCRunTM Software 

The material contained in this manual, and in the online help for the software used to support TA. Instruments products, is believed adequate for the intended use of the instruments. If the instruments or procedures are used for purposes other than t
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Features/ Fonctionnalités/ Características Installing your webcam ... 

Start, then My Computer), right-click the CD-ROM/DVD-ROM drive icon, then click Autoplay. 2. When prompted, connect your
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