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laser distance meter - Ridgid
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LASER DISTANCE METER BENEFITS



micro lm-400 advanced laser distance meter View, Store, and Share Quick distance readings and advanced calculations at your fingertips. Connect to a smartphone or tablet to overlay measurements on a photo or sketch to share with others.



• Clearly view measurements on the large, backlit, 4-line display • Inclination angle measurement allows indirect measurements for hard to reach areas • Adjust units instantly to inches, feet, or meters • Bluetooth® connection to smartphones and tablets to view, store, and share data • Android® and iOS® Apps to overlay measurements onto a photo or sketch



sPECIFICATIONS • Measuring Accuracy: ± 1/16 inch (±1.5mm • Range: 229 feet (70 m) • Measuring Units: inches, feet, meters • Angle Range: ± 65° • Angle Accuracy: ± 0.5 • Bluetooth Range: 33 ft (10 m) • Ruggedness: IP 54 Dust Proof, Splash Proof • Memory Storage: 20 Measurements • Batteries: 2 x AA (Included) • Auto. Shut-Off: After 3 Minutes of Inactivity



Includes soft carrying case and two AA batteries



www.RIDGID.com/LM400
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cata log description No. 



weight (lb.) (kg)



36813 



0.44 0.22



micro LM-400 Laser Distance Meter 



© RIDGID, Inc. 214 All sales subject to Ridge Tool Company Terms and Conditions of Sales. Catalog Sheet No. R-13-L Effective Date: October 15, 2013 RIDGID is the trademark of Emerson Electric Co. or its affiliates and is registered in the U.S. and elsewhere. All third-party trademarks are those of their respective owners.



999-997-894.10



Ordering Information



RIDGID Family of Laser Distance Meters



micro LM-100 • Compact • 3-Line display • Simple Calculations • 164' (50m) Range



Obtain quick measurements in tight spots with the LM-100



micro LM-400 • 4-Line display • Advanced Calculations • 229’ (70m) Range • Bluetooth® Connectivity • Android and iOS companion App



Angle measurements are made easy with LM-400



RIDGIDSketch Mobile App The micro LM-400 and the FREE App for Android® and iOS® allows you to: • Dimension a photo or sketch and easily share with others. • Automatically populate a list with accurate dimensions.



Learn more and download the apps at www.RIDGID.com/LM400



RIDGID is the trademark of Emerson Electric Co. or its affiliates and is registered in the U.S. and elsewhere. All third-party trademarks are those of their respective owners.
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micro LM-100 Laser Distance Meter micro LM-100 - Ridgid Tools 

Ekipmanı alev alabilen sıvıların, gazların ya da tozların olduğu patlayıcı ortamlarda kullanmayın. Ekip man toz ya da ga










 








Untitled - Ridgid 

63190 A-3565 Key. 48. 66972. "V" Belt. 59915 A-2192 Screw. 60515 A-2531 Hex Head Bolt (4). 49. 61380. A-3563 Centrifugal










 








KDXG Ground Distance Relay 

check the settings and electrical connections. 1. APPLICATION. The KDXG relay (Internal Schematic Figure 2) is a high sp










 








Light Meter 

Las leyes estatales varÃan, por lo que las limitaciones o exclusiones anteri- ... especÃficos y usted puede tener tambiÃ©n otros derechos que varÃan segÃºn el.










 








1 laser 

LM-100 LoRa modem to receive wireless signal from SPL-100 or FML-100 laser level sensor and provide RS-485 output to Bin










 








Laser-Barcodescanner 

Keyboard Wedge Decoder zeigt Daten an, als wÃ¤ren diese direkt Ã¼ber die Tastatur ... Pharmacy, GS1 DataBar Omnidirectional & Stacked, GS1 DataBar Limited, ...










 








Quiere meter la 5ª 

3 jul. 2016 - 5L 0L 0L 7L11 SECRET SLAM. Ortega P., E. 5l57 Fire Slam (Us) - Secret Voyage (Can). Giulietti,R. 3L 3L 4L










 








RIDGID CATALOGO.pdf 

Longitud del cordón: 10 pies. • Aprobado por UL sí. • Filtros de reemplazo:VF3500, VF3501. • Tamaño del accesorio: 17/8"










 








RIDGID CATALOGO.pdf 

Ay Ay Herramienta eléctrica RE 6. h d 3. l Cº 3.S 3l b ate r 3. Presentamos la herramienta eléctrica más versátil del mu










 








Laser-Barcodescanner 

HÃ¶here Geschwindigkeit, Genauigkeit und ProduktivitÃ¤t. Der Manhattan Laser-Barcodescanner ermÃ¶glicht prÃ¤zises und blitzschnelles Scannen fÃ¼r ein breites ...










 








RIDGID CATALOGO.pdf 

Una señal sonora confirma si el circuito es óptimo antes de iniciar una localización. Peso kg. 21903 Transmisor SeekTech










 








ekan - ridgid 

30778. 30783. 18443. 30828. 31288. 30788. 31293. 31303. 30803. 31298. 31308. 56 x .25 (2). Adhesive Clip. Direct Connect










 








TYPE HZM DISTANCE RELAY 

Of the line to WhiCh it is conneCted by pulled downward on the front contact end by a measuring the ratio of ..... verif










 








Pipe Cutters2 - Ridgid Tools 

couper des canalisations lourdes avec un coupe-tubes léger. Dans la mesure où ce type d'appareil a été conçu exclusiveme










 








48-22-9802, 48-22-9803 laser distance meters ... - Milwaukee Tool 

by MILWAUKEE to be defective in material or workmanship for a period of three (3) years* after the date of ... This warr










 








LASER-BED 
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laser. 

10 may. 2007 - de la Sociedad Argentina de Cirugía Plástica; Irene. Bermejo, médica ... semanas (US$ 700 la sesión, Buen










 








course distance - 1.9 km 

1 mar. 2017 - ... a modificaciones / subject to alterations. © IRONMAN Marbella. Natación /. Swim course. Metros. 2 m. G










 








RIDGID R84015 Desmontaje X2 

26 jun. 2017 - Esta guía explica cómo desmontar la carcasa de un taladro RIDGID R84015 X2. Escrito por: Brian. RIDGID R8










 








ST-33QR - Ridgid Tools 

20 oct. 2015 - Original Instructions – English – 1. WARNING! Read this Operator's Man- ual carefully before using this t










 








Untitled - Ridgid Tools 

NOTE: Order parts by Catalog Number only. DO NOT order by Reference Number. o ovo on. 26. 27. Ref. Catalog. No. No. Desc










 








ST-33QR - Ridgid Tools 

displays when the devices have succes sfully disconnected . On the transmitter, an image of a broken chain link con firm










 








underwater quantum meter 

... rubber jacket. (high water resistance, high UV stability, flexibility in cold conditions) ..... In case of any inconsistency between the English and other versions of ...










 








Wattstopper - Van Meter Inc 

If using a CX sensor, remove the mounting post bracket by rotating clockwise. 2. Attach sensor to the ... Wattstopper wa
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